
Install  
fasteners 
4 per clip 

HUSH SCREEN™ INSTALLATION INSTRUCTIONS FOR MOUNTING TO CURB
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STEP 1:  Install the support rail clips on 
the short side of the roof curb.  (3) per 
short side, before unit installation. 
NOTE:  If gasket (supplied by others) is being 
installed on top of the roof curb, make sure that 
it goes over the top of clips. 

STEP 2:  Slide the support rails into the 
clips.  Slide the rails to the desired position 
and attach to the clips with Tek screws. 

STEP 3:  Attach the corner 
brackets to each end of the 
support rails 
(4) fasteners per bracket 

Install 2 Tek screws per clip 
to lock support channels in 
place 

STEP 4:  Install the wall support channels and corner 
brackets.  Allow for the proper spacing from the unit. 
(4) fasteners per bracket 

STEP 6:  Install the corner gussets to 
the top of the wall section and the 
corner flashing to the outside corners. 

STEP 5:  Install the wall section on top of the wall support 
channels.  The bottom of the wall sections will have the track 
for the door panels un-installed.  Place fasteners @ 12” o.c. 
into the lower support channels 
 
NOTE:  To help prevent water retainage, drill 
¼” weep holes every 24” into the lower 
support channels. 

NOTE:  If there are only 3 walls, 
support channels will be supplied 
for installation on the end of the 
wall and angled down to the wall 
support channels 

Equally Spaced 

Corner Gusset 
(8) fasteners per gusset 

Corner Flashing 
Attach with fasteners every 

12” o.c. 



 
 

Drawing #  BRD-160921B Date:  9/21/16 

STEP 7:  Snap the bottom support track into place.  (Only 
install the larger track section at this time). 

STEP 8:  Install the wall panels by placing them 
into the wall sections where the track sections 
have not been installed.  After all panels are in 
place, snap the remaining track sections in. 


