**DEMO Notes:**

- Remove All Light Fixtures, Exit Signs, Emergency Lights, and Associated Conduit. Remove Receptacles (except GFI), Switches, and associated conductors. Existing electrical boxes shall remain in place. Provide blank Stainless Steel Faceplate for Abandoned Recessed Backboxes.
- Remove recessed lighting from existing recessed lighting boxes. Receptacle and associated conductors shall be removed. Provide blank Stainless Steel Faceplate for Abandoned Receptacles.
- Remove all electrical luminaries and associated accessories. Provide blank Stainless Steel Faceplate for Abandoned Recessed Backboxes.
- Remove Recessed Backboxes and Associated Accessories. Patch and repair affected areas to match existing.
- Remove Receptacles, Recessed Backboxes, and All Associated Accessory Devices (Luminaries) to Source
- Remove Junction Boxes, Raceways, and Conduit at the Source During Construction.
- Remove Recessed Luminaries and Associated Accessories During Construction.
- Remove All Light Fixtures and Associated Conductors. Remove Light Fixtures and Restores Backboxes and Concealed Raceways.
- Remove Recessed Backboxes and Concealed Raceways shall be abandoned in place. Provide blank Stainless Steel Faceplate for Abandoned Recessed Backboxes.
- Remove all raceways, conductors, and accessories associated with Actuated Louvers Back to Source.

**EXISTING:**
- Pendant Fixtures, Recessed Luminaries, Junction Boxes, Raceways, and Conductors to remain, unless otherwise noted.
- Remove Raceway, Conductors, and All Accessories Connected to Abandoned Louvers to Source.
- Provide blank Stainless Steel Faceplate for Abandoned Recessed Backboxes. Light Fixtures are existing to remain.
- Remove Receptacles, Raceway, Conductors, and all Accessories Connected to Removal of Existing.
- Remove All Light Fixtures, Exit Signs, Emergency Lights, and Associated Conductors. Recessed Backboxes and Concealed Raceways shall be abandoned in place. Provide blank Stainless Steel Faceplate for Abandoned Recessed Backboxes.
- Remove Recessed Backboxes and Concealed Raceways shall be abandoned in place. Provide blank Stainless Steel Faceplate for Abandoned Recessed Backboxes.
- Remove Rocker Switches, Exit Signs, Emergency Lights, and Associated Conductor. Provide blank Stainless Steel Faceplate for Abandoned Recessed Backboxes. Light Fixtures are existing to remain.
- Remove all light fixtures, exit signs, emergency lights and associated conductors. Recessed backboxes and concealed raceways shall be abandoned in place. Provide blank stainless steel faceplate for abandoned recessed backboxes.
- Remove Rocker Switches, Exit Signs, Emergency Lights, and Associated Conductor. Provide blank stainless steel faceplate for abandoned recessed backboxes. Light Fixtures are existing to remain.
- Remove all light fixtures, exit signs, emergency lights and associated conductors. Recessed backboxes and concealed raceways shall be abandoned in place. Provide blank stainless steel faceplate for abandoned recessed backboxes.
- Remove Rocker Switches, Exit Signs, Emergency Lights, and Associated Conductor. Provide blank stainless steel faceplate for abandoned recessed backboxes. Light Fixtures are existing to remain.

**PROJECT team:**

- **ARCHITECT:**
  JOHNSON, MIRMIRAN, AND THOMPSON, INC. #267.256.0300 / WWW.JMT.COM
- **STRUCTURAL ENGINEER:**
  JOHNSON, MIRMIRAN, AND THOMPSON, INC. #267.256.0300 / WWW.JMT.COM
- **SYSTEMS ENGINEER:**
  JOHNSON, MIRMIRAN, AND THOMPSON, INC. #267.256.0300 / WWW.JMT.COM
- **CITY OF PHILADELPHIA DEPARTMENT OF PUBLIC PROPERTY 1515 ARCH STREET PHILADELPHIA, PA 19103**

**DRAWING TITLE:**

FLOOR PLAN - ELECTRICAL DEMOLITION

**DRAWING NO.:**

18-00355-001

**REVIEWED BY:**

MJC

**DATE:**

03/09/2020

**DRAWN BY:**

MJC

**SCALE:**

AS NOTED

**ISSUE:**

E1.01