
1 Description: 

Sketch Paint Pro is a one-component, solvent-based lacquer based on a moisture curing 

binder system. 

Sketch Paint Pro turns practically any smooth surface into a writable surface for whiteboard 

markers. Here applies: the smoother the finish, the easier the text / drawing can be erased. 

If you also want the surface to be magnetic, then apply Magnetic paint or Magnetic plaster of 

MagPaint first. Sketch Paint Pro is available in transparent. 

2 Application areas: 

Sketch Paint PRO can be used both in a business environment or at home. From living room 

to bedroom and meeting space to office or public space in a care centre: With Sketch Paint 

Pro, you define the shape and size of the writable space. 

The surface of Sketch Paint Pro, can be written on with whiteboard markers and is easy to 

clean with a soft cloth or whiteboard eraser. Persistent marker stains can be removed with 

cleaner spray for whiteboards (Sketch Cleaner). 

Again: the smoother the surface, the easier it is to keep clean! 

3 Application instruction: 

Before applying the paint, check the surface for dust and other irregularities, any 

unevenness will be visible after painting. The tools should be cleaned thoroughly before use. 

Clean it with a dry cloth. Wear during the work protective clothing and gloves (EN 374). 

During the handling of the paint, adequate ventilation must be ensured. 

Stir well before use. If necessary, dilute the mixture with a maximum of 3% turpentine 

(white spirit). Try to avoid repeatedly brushing and rolling given the rapid drying time. One 

full coat of paint is usually sufficient for a good result. Surface must be "closed". 

Remove the masking tape immediately after the application of the paint. 

Do not use at a temperature lower than + 10 °C and / or a relative humidity which is higher 

than 80%.  

Never mix the paint with other paints. 

Sketch Paint PRO is tack-free after about 1 hour. After 24 hours, the coated surface is 

writable. 

Use regularly, preferably daily, cleaning spray to keep the surface nice and clean. 

4 Surface: 

The substrate must be clean, dust free, dry, free of grease – and above all - be smooth. 

Non-intact, poorly adhering and peeling layers to be removed. Sand surface and intact paint 

layers completely with 220 grit or equivalent abrasive paper or scuff pad. Degrease the 

surface thoroughly and then remove up any paint residue. 

Avoid irregular or highly absorbent surfaces. Use if necessary a suitable primer. Sketch Paint 

PRO is to be applied to stone, wood, hard plastic and metal. Bring the surface in the desired 

color, possibly first primed with a suitable primer. 

5 Material consumption: 

Theoretical coverage: 12 - 14 m²/L, depending on the surface and method of application. 



6 Application tools: 

Use a lint-free short-haired roller (parquet roller) or a foam roller (extra fine). 

Clean well before use, remove dust and loose hairs. 

Remove masking tape immediately after the paint is applied. 

Sketch Paint PRO can also be applied by brush or sprayed after dilution. 

7 Cleaning: 

Clean immediately after use with a brush cleaner or white spirit. 

8 Storage: 

Store in a cool, dry, frost-free area in a sealed container and in a ventilated area, away from 

children and animals. 

Do not reseal can with any residual coating inside. 

9 VOC content: 

EU limit value for this product (2004/42/EC, cat. iSb, 2010): 500 g/l. 

This product contains: 60 g/l. VOCs. 

10 Specifications: 

Gloss: 

Colour:  

Density: 

Film thickness: 

Theoretical  

coverage:  

Viscosity: 

VOC:  

Application: 

Tack free:  

Recoat:  

Ready to use: 

Packaging: 

Shelf life:  

High gloss. 

Transparent. 

1.08 g/cm3  

65 µm dry film. 

12 - 14 m²/l one coat. 

Strongly dependent on substrate (preparation) and application method. 

Ready to use, if necessary dilute up to 3% with white spirit. 

EU limit value for this product (2004/42/EC, cat. iSb, 2010): 500 g/l. 

For SketchPaint PRO: 60 gr./L VOC’s. 

Material and air temperature should be between 16-26°C / 60-80°F. 

After 1 hour @ 20°C and 65 % relative humidity. 

After 12 hours @ 20°C and 65 % relative humidity. 

After 24 hours @ 20°C and 65 % relative humidity. 

1 and 5 liter. 

At least 12 months, if stored in a cool dry area between temperatures of 

5-35°C /40-75°F and kept out of direct sun light and whilst being sealed 

tightly. 

VERY LOW SOLVENTS 

MEETS PROFESSIONAL SAFETY REQUIREMENTS FOR USE INDOORS 
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