
WAREHOUSE

FLOOR MARKING

Floor Marking
Preparation Methods
by Warehouse Floor Marking Ltd



Differences in warehouse and distribution facilities and 
their budgets, often dictate the level of work allowed 
prior to applying a floor marking system, which is why 
unprepared methods are more appropriate than other 
more durable options.

Unprepared line marking is the practice of applying a 
paint system to a concrete surface without prior work 
to improve adhesion.  Unfortunately, the performance 
of this type of floor marking is limited, though it is still 
popular none the less.  As it is less durable, it can be 
altered or made more hard-wearing later once the 
layout and operational flow of the facility is decided 
upon.

As with all of our methods of floor marking, we select 
the most appropriate paint system for your facility and 
traffic needs, we only use the very best available.  
Warehouse Floor Marking Ltd are not restricted to any 
one paint supplier and we explore every option before 
making our recommendation to you.

Even though this method of floor marking is called 
 unprepared  we do require the concrete surface to be 
free from dirt, dust and debris before applying the 
paint.  We may need to use a scrubber dryer, solvent 
and/or other material to help make it as tough as we 
can for you, but this is an additional item to be charged 
for.

Two paint application methods are possible with this, 
which are sprayed and rollered.  Where possible, we 
would recommend sprayed to help reduce time needed 
and therefore cost.

We would be happy to discuss your facility and plans as 
well as arranging a site visit with you, which may help 
address any unforeseen issues.
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Preparing the concrete prior to applying a paint 
system is fundamentally important to the 
performance and longevity of any floor markings.

Shot blasting is literally the practice of hitting the floor 
surface with very small metallic beads, which strip the 
smooth finished surface to expose a new roughened 
concrete surface.  The fresh concrete beneath is ideal 
for the paint system to  key  with (adhere to).

Warehouse Floor Marking Ltd are not restricted to, 
nor have a preference for one type of paint or 

manufacturer, which means the paint types available to 
us are selected because they perform the best.  We will 
never use inferior products, we select the most 
appropriate based on the parameters and demands of 
the environment in which they are to be installed.

The time needed to install vacuum shot blasted lines is 
is significantly less than the alternative prepared 
methods which makes it a more cost effective and 
preferred option for those who operate very busy 
facilities and/or have limited budgets.

To explore this option further or to arrange a site visit, 
please contact us.
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