
How to set up the motion sensor / driveway sensor 
 
 
 
 
 
 
 
 
 
The motion and drive way sensors use heat 
technology to identify activity. Motion sensors can be 
placed in any indoor position to provide you with a 
door entry chime/alert system. Driveway sensors are 
IP55 weatherproof and can be placed outdoors to 
provide you with a driveway entry notification. 

A  Blue LED indicator will flash once when it is 
triggered 
 
Place it on a flat surface or mount it on walls with the 
screws and bracket provided.  

Detection range, sensitivity, and false alarms 
depend on the location the motion sensor has 
been installed.  
We recommend the following installation. 
 
 
 
 
 
 
 
Motion detection and sensitivity depends on the 
direction of the moving object, if it is moving towards 
the detection zone, then sensitivity detection will be 
less accurate than in comparison to moving across 
the detection zone, shown as F-1 

1. The detection window should face the 
potential area that the moving object may 
pass through. 

 
2. Recommended installation height is 2~2.2 

meters to cover the maximum detection 
area shown as F-2 
 

 
 
 
 
 
 
 
 
 
 
 
LOW POWER ALERT 
The blue LED indicator will flash once when it is 
triggered; but in low power status, the indicator will 
flash 2 times after the normal one. 

Battery replacement 
 
1. Remove mounting bracket from sensor and 

then upend the sensor. 
2. Open bottom cover by turning it counter-

clockwise. 
3. Take out old battery and replace with fresh one 

(3v). Please note that the surface with “+” ‘and 
“CR 2450” should be facing up. The motion 
sensor should detect you and be triggered 
when re-connecting the battery. 

 
How to set up the contact sensor 

 
The contact sensor can be installed on doors, 
windows, and any other objects that can opened and 
closed. The sensor transmits signals to the receiver 
when a magnet mounted near the sensor is moved 
away. 
Adding a door sensor can provide you with a door 
entry chime/alert system or window/mailbox 
alert system. 

A Blue LED indicator will flash once when it is 
triggered 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The gap between the transmitter and magnet 
should be less than 1cm 
 
LOW POWER ALERT 
 
In low power status, the indicator will flash 2 times 
after the normal one. 

 

 
 

How to use the pet doorbell transmitter 
The full Touch-activated pet doorbell transmitter is 
easy to teach your pet to use.  
 
1. First allow your dog to get used to the sounding 

of the chime. Place the transmitter next to the 
door that you will be training your animal to go 
out / use.  

 
2. With the transmitter on the floor, place your 

hand on the device showing your pet how the 
chime works.  

 
3. Next touch the transmitter to sound the chime 

and open the front door tossing out a treat so to 
entice your pet to retrieve it.  

 
4. Once your dog has gone outside fetch him 

back in.  
 
5. Repeat the procedure several times. Always 

placing your hand onto the transmitter so that 
the chime rings before opening the door. 

1. Once your dog is accustomed to the activity 
place their paw on the Transmitter stating: “Do 
you want to go out? Do you want to go out?” 
Assist the dog in activating the chime rewarding 
him when he does. 
  

2. Repeat the activity assisting the dog to ring the 
chime and then opening the door until the dog 
is comfortable with stepping on the paw on its 
own. 
 

Trouble shooting 
1. The receiver doesn’t sound 

 Check the transmitter battery 
 The receiver could be out of range from 

the transmitter 
 The receiver may not have been paired 

with the transmitter 
 

2. Operating range reduced 
 Metal structures, including uPVC door 

frames can reduce the range of the 
product.  

 Avoid mounting the push or chime on or 
near metal structures.  

 Other equipment can cause radio 
interference that affects your doorbell. 

 Lots of walls and ceilings between the 
transmitter and receiver will reduce the 
range. 

 Weak batteries will reduce range. 
Replace every 12–18 months. 
 

2. Receiver not playing correct / chosen melody 
for chosen transmitter 
 The pairing process did not complete – 

Please Remember the pairing mode 
only lasts for 5 seconds. Please pair 
the 2 items together again.  
(Visit page 6).  
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Customer Service

GUARANTEE  
 
Your mydome product comes with free lifetime 
technical support and 12-month manufacturer's 
warranty from the date of purchase. Please retain 
your receipt as proof of purchase as this will be 
required to process any replacements / returns. 
  
This guarantee does not apply to defects resulting 
from action of the user such as misuse, improper 
installation,  
 
Switched on Products liability is limited to repair or 
replacement of the product.  
 
Full terms & conditions available on our website  
© Switched on Products Limited  
Mydome.co.uk  
Designed in the UK  
 

About Switched On Products  
 
Switched on Products is a UK based company 
created in 2012.  Our journey started with a simple 
but unique idea – the light switch timer. Since then 
we have grown from strength to strength supplying 
goods in over 28 different countries both online and 
to high street retailers. 
 
Our growth has been down to 2 simple truths: 
 
1. Offer great value products that genuinely solve 

life’s tedious problems and meet the needs of 
our users directly 
 

2. Provide outstanding customer service so that 
our community can rest assured that we will 
always work towards their satisfaction 

 
Mydome is Switched on Products exciting home 
consumer brand. 
 

“Solving life’s little problems” 

 
 

 
 
 
 
 
 
 
 

MYDOME.CO.UK  
 

SUPPORT@MYDOME.CO.UK 
 
 
 

SWITCHED ON PRODUCTS LTD 

Mydome prodyct Range  

Below is a selection of Mydome  products 
Get 5% off using the codes - Thanks 

Home security

 
Doorbells

 

 Smoke alarms

 

Mydome voucher codes  

Would you like to add more devices to your set 
up? Get 10% off using the codes mddws 

 

 
Driveway sensor 

 
Doorbell   

 

 

 

Contact sensor 
 

Pet doorbell bu�on 
 

 

Remember up to 50 transmi�ers can be added to your 
exis�ng receiver 
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Overview 
 
Thank you for purchasing a Mydome Product. 
 
Our wireless doorbell range is expandable, allowing 
you to pair various transmitters to the receiver. 
These include: 
 

 
• Doorbells 

 
• Contact sensors 

 
• Motion detectors 

 
• Driveway sensors  

 
• Pet push doorbells 

 
One doorbell receiver can be paired with up to 50 
various transmitters. Each transmitter can be 
assigned a different ringtone. 

What you should know before using 
 
1. The transmitter(s) is(are) paired with receiver(s) 

and set to the default melody “Dingdong”, 
 
If they are not paired, please refer to the 
“Quick Start” (page 5) to pair the transmitter(s) 
with receiver(s) and set your favourite melody / 
melodies. 

 
2. It is not advisable to mount the transmitter onto 

metal surfaces as this can block RF signals 
between the transmitter and the receiver. 
However, if this is the only option, we 
recommend that you use the sticky pad 
provided as opposed to using screws. 

 
3. Operating range will decrease if battery power 

in the transmitter is low. 
 
4. It is advisable to mount the transmitter under 

some shelter to reduce the aging of the plastic 
materials. 

Quick Start – Pairing your devices 
 
 
 
 
 
 
 
 
 
 
THE RECEIVER 
Different ringtones can be assigned to different 
transmitters i.e. doorbell, motion sensors etc. 
can all have a different melody. 
 

 
1. Sound volume control: press the volume control 

button on the receiver. This switch toggles 
between High and Low volume. 

 
2. Set Ringtone: There are 58 ringtones to choose 

from. 

a. Press the Forward Button or Back Button 
to choose your favourite ringtone. 

 
b. Please follow the pairing steps below to 

sync the new ringtone. The new ringtone 
will be set for the most recently synced 
transmitter. 

 
 
 
1. Please select your 

 favourite ringtone  
before pairing. 
 
 

2. Press the volume  
control button for  
5 seconds until a  

-chirp is heard  
and the LED indicator  
starts flashing 
you are now in pairing mode. 
 

3. Activate the transmitter to pair the device.
your melody should be heard. 

 
 
 
 
 
 

 
The pairing mode is required for each 
transmitter. For two or more transmitters, please 
follow the pairing steps (1)-(3) for each transmitter. 
 
RESET 
 
Press the forward button for 5 seconds to reset 
receivers to default settings. When receiver sounds 
‘Chirp’ with the LED flashing that means the 
reset was successful. After a reset receivers revert 
back to the 1st ringtone and transmitters must 
be paired again. 

Please note: 
 
1. Pairing mode will last for 5 seconds only 

before timing out. Ensure you activate the 
transmitter during this time or the process 
will have to be started again. 

 
2. Pairing mode will quit automatically after pairing 

is completed. 
 
RECEIVER & PUSH BUTTON INSTALLATION 
 
Prior to installation, please test the doorbell 
range 
 
For Receiver: Just plug receiver into standard outlet 
in room,  
 
 

For Transmitter: there are 2 methods to install the 
transmitter. 
 
Transmitter Installation Method 1: 
Double-sided adhesive tape (Preferred install 
method) 
 
1. After ensuring the right mounting position, 

please clean the flat area where you intend to 
install transmitter. 

2. Tear off one side of the double-sided adhesive 
tape and stick it to the underside of transmitter, 
tear off the other side and put transmitter onto 
wall, then press and hold for 10 seconds. 

 
Transmitter Installation Method 2: 
Screw/Anchors (Optional install method) 
 
1. Mark the holes on the mounting plate. 
2. Drill two holes on the marked places, then 

insert 2 expansion plugs provided in the 
package. 

3. Screw in the base of the transmitter. 
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on successfull pairing

Battery replacement

 

1. Detach doorbell from back plate
 

2. Open the rear of the doorbell.  
3. Replace both battery . Please note that the 

surface with “+” ‘and “CR 2016” should be 
facing up. 
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