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High Throughput Opportunistic Cooperative
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Abstract—To achieve the potential in providing high throughput for cellular networks by device-to-device (D2D) communications, the interference among D2D links should be carefully
managed. In this paper, we propose an opportunistic cooperation strategy for D2D transmission by exploiting the caching
capability at the users to control the interference among D2D
links. We consider overlay inband D2D, divide the D2D users
into clusters, and assign different frequency bands to cooperative
and non-cooperative D2D links. To provide high opportunity
for cooperative transmission, we introduce a caching policy. To
maximize the network throughput, we jointly optimize the cluster
size and bandwidth allocation, where the closed-form expression
of the bandwidth allocation factor is obtained. Simulation results
demonstrate that the proposed strategy can provide 400% ∼
500% throughput gain over traditional D2D communications
when the content popularity distribution is skewed, and can
provide 60% ∼ 80% gain even when the content popularity
distribution is uniform.
Index Terms—Caching, D2D, Cooperative transmission, Interference, High Throughput

I. I NTRODUCTION
Device-to-device (D2D) communications enable direct communications between two user devices without traversing the
base station (BS) or core network, and are promising to
achieve the high throughput goal of 5th generation (5G)
cellular networks [1–7]. The typical use-cases of D2D communications include cellular offloading, content distribution,
and relaying, etc. [8], where content delivery service has
attracted considerable attention recently, since it accounts for
the majority of the explosive increasing traffic load.
Motivated by the observation that a large amount of content
delivery requests are asynchronous but redundant, i.e., the
same content is requested repeatedly at different times, caching
has long been studied as a technique to improve performance
of wired networks. Due to the rapid reduction in cost of storage
device, caching at the wireless edge is also recognized as
a promising way for delivering popular contents nowadays,
which can improve the network throughput, energy efficiency
and the quality of user experience (QoE) [9–17]. However,
different from wired networks, the performance of wireless
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networks is fundamentally limited by the interference, which
inevitably limits the throughput gain from local caching.
To take the advantage of the storage capacity at smart
phones, cache-enabled D2D communications have been proposed recently, which can offload the content delivery traffic
and hence boost the network throughput significantly [18, 19].
Since only the users in proximity communicate to each other,
the distance between a user and the undesired transmitters can
be close and hence the interference in D2D networks is strong,
which needs to be carefully controlled. In an early work of
studying cache-enabled D2D communications, the D2D users
are divided into clusters. Then, the intra-cluster interference
among D2D links is managed by using time division multiple
access (TDMA), while the inter-cluster interference between
D2D links is simply treated as noise [18]. In [19], only the
D2D link from one of the four adjacent clusters is allowed
to be active at the same time-frequency resource block, in
order to avoid strong inter-cluster interference among adjacent
clusters. In [20], interference alignment was employed to
mitigate the interference among D2D links, but only three
D2D links were coordinated within each cluster, and the interference among clusters was again treated as noise. In [21–23],
cooperative relay techniques were proposed to mitigate the
interference between cellular and D2D links, which however
can not manage the interference among the D2D links.
It is well known that if several transmitters have the required data for some users, they can jointly transmit to the
users without generating interference. In fact, if contents have
been locally cached, cooperative transmission without data
exchange among transmitters becomes possible, which can
transform interference into useful signal. Based on such an
interesting observation, a BS cooperative transmission strategy
was proposed in [24] by exploiting the caches at BSs, where
precoding and cache control were optimized to guarantee the
QoE of users. Inspired by this work, a natural question is: can
we apply cooperative transmission in D2D communications
with caching?
Fortunately, cooperative transmission is possible in practice
due to the following reasons. (i) In D2D communications, the
D2D transmitter (DT) has been proposed to assist other users
in additional to transmitting data to its destined D2D receiver
(DR), e.g., with cooperative relay [22]. The users have the
incentive to do this if their own QoE can be improved or
their costs can be compensated by some other rewards [25].
(ii) To facilitate cooperative transmission, the global channel
state information (CSI) is required to compute the precoding
matrix. The CSI among D2D links can be obtained at DTs
and the BS through channel probing and feedback [26]. Then,
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the precoding vectors can be computed at the BS and sent to
the cooperative DTs via multicast. (iii) The synchronization
among cooperative DTs is more easier to be implemented than
that in Ad-hoc networks, because it can be realized with the
assist of the BS [5]. Besides, the synchronization can also be
realized at users by using the methods proposed in [27].
In this paper, we propose an opportunistic cooperation
strategy for cache-enabled D2D communications to manage
the interference among D2D links. Different from the BS cooperative transmission strategy [24], the cooperation strategy
for D2D communications needs to be optimized in a different
way. To control the strong interference among D2D links, we
divide the D2D users into virtual clusters. To maximize the
opportunity of cooperative transmission via D2D links, we
take both redundant caching and diversity caching into account
in the users among the clusters, which differs from [24] where
all BSs cache the same files. When some users have cached
the files requested by other users called DRs, these users act as
DTs to jointly transmit the requested files to the DRs. Because
only some D2D links can employ cooperative transmission,
we assign different frequency bands to cooperative and noncooperative links to avoid mutual interference. To maximize
the average network throughput without compromising the
experience of non-cooperative users, we jointly optimize the
cluster size and bandwidth allocation under the minimal average user data rate constraint.
The contributions of this paper are summarized as follows:
• We propose an opportunistic cooperation strategy to manage the interference among D2D links, which improve the
network throughput remakably.
• We jointly optimize the cluster size and bandwidth allocation and obtain the closed-form expression of optimal
bandwidth allocation factor.
The rest of the paper is organized as follows. Section II
presents the system model. Section III introduces the cooperation strategy, derives the average network throughput
and average user data rate, and jointly optimizes bandwidth
allocation and cluster size. Section IV provides numerical and
simulation results. Section V concludes the paper.
II. S YSTEM M ODEL
Consider a cellular network, where M single-antenna users
are uniformly located in a square hotspot within a macro cell,
where the area is with side length of Dc as shown in Fig. 1.
Each user is willing to store N files in its local cache and can
act as a helper to share files. When a helper conveys a file
in local cache via D2D link to a DR requesting the file, the
helper becomes a DT. The BS is aware of the cached files at
each user and coordinates the D2D communications.
A. Content Popularity
We consider a static content catalog including N f files
that the users may request. To simplify the analysis, each
file is assumed with the same size as in [15–19]. Although
in practice the files are with unequal sizes, each file can be
divided into chunks of equal size [16], so the same analysis can
still be applied. The N f files are indexed in a descending order

of popularity, e.g., the 1st file is the most popular file. The
probability that the ith file is requested by a user is assumed
to follow a Zipf distribution,
f

PN f (i) = i

−β

/

N
X

j −β ,

(1)

j=1

PNf
where i=1
PN f (i) = 1, and the parameter β reflects skewness of the popularity distribution, with large β meaning that
a few files are requested by majority of users [28].
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Cluster division model, “UE” means user equipment.

B. Communication Protocol
D2D links can be established among users in proximity owing to the limited transmit power at each user equipment (UE)
and the possible strong interference among UEs. A widely
used communication protocol for D2D communications is that
two UEs can communicate if their distance is smaller than a
given distance [18, 29]. To control the strong interference and
make the analysis tractable, the square hotspot area is divided
into B smaller square areas called clusters
√ as in [19], where the
side length of each cluster is D = Dc / B. For mathematical
simplicity, we assume that the number of users per cluster is
K = M/B and each user is assumed to transmit with the
same power P as in [19].
For the non-cooperative users, only those within the same
cluster can establish D2D links in order to control interference.
For the cooperative users, the users in different clusters are
allowed to establish D2D links to avoid interference and
exploit multiplexing gain by jointly transmission. The details
will be presented in the next section.
We consider overlay inband D2D [8], and assume that a
fixed bandwidth of W is assigned to the D2D links.

III. O PPORTUNISTIC C OOPERATION S TRATEGY
In this section, we first introduce a caching policy to
provide high opportunity for cache-enabled cooperative D2D
transmission. Then, we propose an opportunistic cooperative
transmission policy. Finally, we optimize two key parameters
in the strategy to maximize the network throughput.
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A. Caching Policy

F11 G3

To maximize the probability that a user can fetch files
through D2D links, the users within a cluster should cache
different files. To maximize the probability of cooperative
transmission among DTs in different clusters, the files cached
at the users of each cluster should be the same. This suggest
that the caching policy needs to balance the diversity of content
with the redundancy of the replicas of popular contents. To this
end, we consider the following caching policy.
According to the user cache size N , all files are divided
into K0 = N f /N groups. The kth file group Gk consists of
the (k − 1)N + 1th to the kN th files where 1 ≤ k ≤ K0 , e.g.,
the 1st file group G1 contains the most popular N files. Then,
the probability that a user requests a file within the kth file
group Gk can be obtained as
PkN
kN
−β
X
i=(k−1)N +1 i
.
(2)
Pk =
PN f (i) =
PN f −β
j=1 j
i=(k−1)N +1
In every cluster, the kth user caches the kth file group
Gk . Then, every user in each cluster caches different files,
i.e., diversity caching is achieved within each cluster, and
the most popular KN files are cached in every cluster, i.e.,
redundant caching is achieved among clusters. Because each
cluster contains K users, the file groups with indices exceeding
K (i.e., Gk , k > K ) are not cached at users.
When K = K0 , all the N f files can be cached at the users
in each cluster and all user requests can be served via D2D
links, therefore it is not necessary to assign more than K0
users to each cluster. For this reason, we assume K ≤ K0 .
In practice, the files can be proactively downloaded by the
operator from the BS to the cache at each user via multicast
during off-peak times according to the user demand statistics.
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Fig. 2. Illustration of the opportunistic cooperaton strategy. Catalog size
Nf = 20, B = 4 clusters in the hotspot, K = 3 users in each cluster and
each user caches N = 5 files. All 20 files are divided into 4 groups according
to content popularity, e.g., G1 = {1, 2, 3, 4, 5}.

If every cluster hits the same file group Gk , the kth user in
each cluster who caches the file group Gk can act as a DT,
and all DTs in these clusters cooperatively transmit files to
the DRs requesting the files in Gk .1 Those DRs are referred
to as cooperative D2D users (Coop users for short), whose
number is denoted as N c .

B. Opportunistic Cooperative Transmission Policy
According to whether a user can find the requested file in
the hotspot area, we can classify the users into two types.
D2D users: If the file requested by a user is cached at
any UE in the cluster it belongs to (and hence also cached
in UEs in other clusters according to the above-mentioned
caching policy), then the user can directly obtain the file
with D2D communication, either without or with cooperation.
Such a user is referred to as a D2D user. Besides, if the file
requested by a user is in its local cache, it can retrieve the
file immediately with zero delay, but we ignore this case for
analysis simplicity as in [19].
Cellular users: If the file requested by a user is not cached
in the UEs within the hotspot area, the user fetches the file
from the BS and becomes a regular cellular user. The number
of cellular users is denoted as N b .
For easy understanding, we introduce the strategy with the
help of an example.
1) Cooperative D2D Users: If there exists at least one user
in a cluster requesting the files in Gk , then we say that the
cluster hits the kth file group. In Fig. 2, the users in the first
cluster respectively request the files in G1 , G2 and G4 , and
hence the first cluster hits the {1, 2, 4}th file groups.
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Illustration for cooperative transmission from multiple DTs to DRs.

In Fig. 2, every cluster hits the 1st file group. Hence, the 1st
users in all the four clusters who cache the files in G1 can act
as DTs to cooperatively transmit files with indices {4, 2, 1, 5}
respectively to the 3rd user in cluster 1, the 3rd user in cluster
1 Though further improvement is possible by allowing cooperation among
less than B clusters (called partial cooperation), we only optimize full
cooperation among all clusters for mathematical tractability. The impact of
partial cooperation is shown via simulation in Section IV.
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2, the 2nd user in cluster 3, and the 3rd user in cluster 4, as
shown in Fig. 3.
The remaining users except the cellular and Coop users are
non-cooperative D2D users (N-Coop users for short), whose
number is N n = M − N b − N c .
2) Interference Control: Due to the random locations of the
DTs in proximity, the interference in the network needs to be
carefully controlled even with the cooperative transmission.
Inter-type interference: To avoid the mutual interference
between Coop users and N-Coop users, we assign ηW for
Coop users and the remaining bandwidth (1 − η)W for NCoop users, where η is the bandwidth allocation factor and
0 ≤ η ≤ 1. A large value of η means that more bandwidth is
allocated to Coop users.
Intra-cluster interference: Considering that the users within each cluster can not cooperate due to caching different files,
we randomly select one Coop D2D link and one N-Coop D2D
link respectively in each cluster to transmit at the same time
to avoid intra-cluster interference as in [18, 19].
Inter-cluster interference: There is no inter-cluster interference among Coop users owing to the joint transmission
from multiple DTs. However, there exists inter-cluster interference between N-Coop users, which is weak and can be
regarded as noise since N-Coop users only communicate via
D2D links within the cluster.
3) Operation Modes: Due to the opportunistic nature of
establishing the cooperative D2D links, the network may
operate in the following two modes.
• In Mode 0, there does not exist any file group hit by every
cluster, i.e., all D2D users are N-Coop users. Then, all
the DTs transmit independently, and the bandwidth W is
assigned to the N-Coop users, i.e., η = 0.
• In Mode 1, there exist file groups hit by every cluster,
i.e., there exist Coop users. Then, 0 < η ≤ 1.
To become the Coop users, the users are not necessary to
request the same file, but to request the files in the same group.
Hence the cooperative probability, i.e., the probability that the
network operates in Mode 1, is high, which increases with the
number of users in each cluster K. To see this, we derive the
cooperative probability P c as follows.
A cluster hits the kth file group if at least one of the K
users in the cluster requests a file in Gk , whose probability is
denoted as Pkh . It is the complement of the probability that no
user requests any file in the kth file group, which is (1−Pk )K .
Then, from (2), Pkh can be obtained as
Pkh = 1 − (1 − Pk )K

(3)

which increases with K, because 0 ≤ Pk ≤ 1.
Cooperative probability is the probability that there exists
at least one file group hit by all the B clusters. It is the
complement of the probability that there is no file group hit
by all the B clusters, and hence can be derived as
Pc = 1 −

K
Y

(1 − (Pkh )B ),

(4)

k=1

where 1 − (Pkh )B is the probability that the number of clusters
hitting the kth file group is less than B, which decreases with

the growth of K since B = M/K. Therefore, for a given
value of M , P c is an increasing function of K.
4) Key Parameters: Since only one Coop D2D link per
cluster is allowed to be active each time, B users out of
all Coop users can be scheduled simultaneously in Mode 1.
Therefore, the number of active Coop users is N a = B in
Mode 1, and is N a = 0 in Mode 0.2 With the cooperative
probability, the average number of active Coop users can be
obtained as
N¯a = BP c + 0(1 − P c ) = BP c .
(5)
N¯a characterizes how many interference-free D2D links
can transmit at the same time-frequency resources in average,
which can reflect the multiplexing gain. In general, the number
of interference-free D2D links demonstrates the same trend
with the network throughput, as to be verified in Section
IV. Hence, a large value of N¯a implies a high network
throughput. When the number of users per cluster K is large,
the cooperative probability is high, but the number of active
Coop users is small since N a = B and B = M/K. This
suggests that there is a tradeoff between two counter-running
effects: a small value of K leads to more active Coop users if
the system operates in Mode 1; a large value of K yields
high cooperative probability. In other words, to maximize
the network throughput, the cluster size should be optimized,
which is reflected by the number of users per cluster K since
the number of users in the hotspot M is given.
Due to the multiplexing gain and interference-free transmission, the average data rate of Coop users usually exceeds that
of N-Coop users. As a result, the overall network throughput
will be reduced if we simply assign identical bandwidth to
these two types of D2D users. Owing to the same reason, simply allocating all the bandwidth to Coop users can maximize
the network throughput, but no N-Coop users can be served.
This indicates that the bandwidth allocation factor η should be
optimized to maximize the throughput of the network under
the constraint on the data rate of each user to avoid unfairness.
C. Optimization of Cluster Size and Bandwidth Allocation
In this subsection, we jointly optimize the bandwidth allocation factor η and cluster size K to maximize the average
network throughput under a constraint that the average user
data rate is larger than a given value, µ (Mbps). Because we
assume overlay D2D communications, only D2D users are
considered in the network throughput.
In the sequel, we first derive the average network throughput
achieved by all D2D users. Then, we derive the average data
rate for each of Coop and N-Coop users. Finally, we find the
optimal cluster size K and bandwidth allocation factor η.
1) Average Network Throughput: Recall that only one Coop
D2D link (if any) and one N-Coop D2D link are scheduled
per cluster in each time. Then, the average throughput of the
network operating in Mode 0 can be obtained as follows,
R̄0 = E{W

B
X

(a)
Rin } = W B R¯in ,

(6)

i=1
2 For the considered strategy, the number of active Coop users is less than
the number of Coop users, i.e., N a ≤ N c .
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where the expectation is taken over small scale channel fading
and user location, (a) comes from the fact that all users are
randomly located and transmit with equal power, and Rin
and R¯in are the instantaneous and average data rate per unit
bandwidth per second of the N-Coop link in the ith cluster,
respectively.3
Analogically, the average throughput of the network operating in Mode 1 can be obtained as
R̄1 = E{ηW
=

B
X

Ric + (1 − η)W

i=1
W B(η R̄ic +

B
X

Rin }

i=1

(7)

(1 − η)R¯in ),

where Ric and R̄ic are the instantaneous and average data rate
per unit bandwidth per second of the Coop link in the ith
cluster, respectively.
Further considering the cooperative probability P c in (4),
the average throughput of the network is
R̄ = P c R̄1 + (1 − P c )R̄0
= W B(P c η R̄ic + (1 − P c η)R¯in ).

(8)

Proposition 1: The average data rate per unit bandwidth per
second of the N-Coop link in the ith cluster is
R¯in = log2 (Q1 (α)) − log2 (Q2 (α)) − 3,

(9)

R √5
R √2
where
Q1 (α) , 0 r−α g(r)dr+8 0 r−α f (r)dr, Q2 (α) ,
√
R 5 −α
r f (r)dr, and f (r) and g(r) are in closed-form expres0
sion defined in Appendix A.
Proof: See Appendix A.
In Proposition 1, Q1 (α) and Q2 (α) are easy to be computed
numerically. We can see that R¯in only depends on the path loss
exponent α.
Proposition 2: The average data rate per unit bandwidth per
second of the Coop link in the ith cluster is
P D−α
Q1 (α)).
R̄ic = log2 (1 +
Bσ 2

(10)

Proof: See Appendix B.
By substituting (9) and (10) into (8), the average network
throughput can be obtained as
R̄ = W BP c η(log2 (Q1 (α)) − log2 (Q2 (α)) − 3)
P D−α
+ W B(1 − P c η) log2 (1 +
Q1 (α).
Bσ 2

(11)

2) Average User Data Rate: Since only one N-Coop user
and one Coop user (if exists) are active in a cluster each time,
with round robin scheduling, the average data rates of N-Coop
3 To achieve the data rate, for the non-cooperative D2D users, each DR
requires the CSI from its corresponding DT to it for decoding, whereas the DT
does not need any CSI. For the cooperative D2D users, each DR requires the
CSI from the DTs that jointly transmitting data to it, whereas each DT needs
the CSI from itself to its DR. After gathering the CSI from each cooperative
DT, the BS computes the precoding matrix and informs the cooperative DTs.

and Coop users can be respectively obtained from (9) and (10)
as follows
BRn (a) W B(1 − η)R¯in
R¯un = W (1 − η)E{ ni } ≈
N
N¯n
−α
W B(1 − η)
PD
Q1 (α)),
=
log2 (1 +
Bσ 2
N¯n
BRc (b) W Bη R̄ic
R¯uc = W ηE{ ci } ≈
N
N¯c
W Bη(log2 (Q1 (α)) − log2 (Q2 (α)) − 3)
=
,
(12)
N¯c
where (a) and (b) come from the fact that Rin and N n are
independent random variables and the same to Ric and N c ,
thus E{Rin /N n } = E{Rin }E{1/N n } ≈ E{Rin }/E{N n } =
R¯in /N¯n according to (A.4) and E{Ric /N c } ≈ R̄ic /N¯c analogically. N¯c = E{N c } and N¯n = E{N n } are the average
numbers of Coop users and N-Coop users, respectively.
Proposition 3: The average number of Coop users is
QK0
B
K B
XY
K! k=1
(Pk )nik X X
N¯c =
ζ(k)nik ,
(13)
QK0
j=1 nij !
ΦN i=1
k=1 i=1
which can be approximated as
N¯c ≈ N¯1c + N¯2c ,

(14)

where ζ(k), nik , N¯1c and N¯1c are defined in Appendix C.
Proof: See Appendix C.
Though we can use similar way to derive the average number of N-Coop users N̄ n as for N̄ c , the resulting expression
is complicated. Considering that N n + N c + N b = M , we can
obtain N̄ n by deriving the average number of cellular users
N¯b = E{N b }. Since all requests follow a Zipf distribution
independently, the number of users that can not fetch files via
D2D is a random variable
PK following a Binomial distribution
and N b ∼ B(M, 1 − k=1 Pk ). Therefore, N¯b = M (1 −
PK
k=1 Pk ). Then, the average number of N-Coop users is
N¯n = M − N¯c − N¯b .

(15)

With the average number of Coop and N-Coop users N¯c
and N¯n , we can obtain the corresponding average user data
rate R̄uc and R̄un using (12).
3) Joint Optimization of η and K: The bandwidth allocation factor and cluster size that maximize the average network
throughput under the constraint of average user data rate can
be optimized from the following problem
max

R̄

s.t.

R̄uc ≥ µ, R̄un ≥ µ,
0 ≤ η ≤ 1, KB = M.

η,K

(16)

Since the number of users per cluster K is an integer, we
can find the global optimal solution by first finding optimal
η for any given K and then enumerating K until the value
of R̄ computed by (11) achieves the maximum under the two
constraints.
By taking the derivative of R̄ in (8) with respect to η, we
c
c
c
¯n
have ∂∂R̄
η̄ = W BP (R̄i − Ri ). The constraints R̄u ≥ µ and
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according to (12). Therefore, if
η≥
increasing function of η, then the optimal solution of problem
W B R¯in −µN¯n
∗
(16) for any given K is ηK
=
; otherwise, R̄ is
W B R¯n
i

a decreasing function of η, and

∗
ηK

=

N¯c µ
.
W B R¯ic

Proposition 4: If I¯i ≥ Bσ 2 , then R̄ic ≥ R¯in .
Proof: See Appendix D.
Since the power of interference among N-Coop users I¯i
defined in (A.1) is much larger than noise variance σ 2 in D2D
communications and B is finite, the condition I¯i ≥ Bσ 2 in
Proposition 4 is easy to be satisfied. Consequently, the optimal
value of η for a given K is
µN¯n
∗
,
(17)
ηK
=1−
W B R¯n
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¯
R̄i ≥ Ri , R̄ is an

R̄un ≥ µ can be respectively rewritten as η ≤
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N¯a and average sum rate of active Coop users versus K.

i

In this section, we validate the analysis by comparing
simulation and numerical results, and demonstrate the performance of the proposed opportunistic cooperation strategy by
simulation.
In the simulation, we consider a square hotspot area with the
side length Dc = 100 m, where M = 180 users are randomly
located. Such a setting reflects relatively high user density as
in [30], where more than one user is located within an area of
10×10 m2 . We first consider uniformly distributed non-mobile
users and then show the impact of non-uniform distribution
and user mobility. The path-loss model is 37.6 + 36.8 log10 (r)
[19]. Each user is with transmit power P = 23 dBm. W = 20
MHz, and σ 2 = −100 dBm. The file catalog size N f =
300, and each user is willing to cache N = 10 files. The
parameter of Zipf distribution is β = 0 ∼ 1. The user data
rate constraint is µ = 1 ∼ 2 Mbps. All results are obtained
via 100 Monte-Carlo trails, where in each trail the request
and location of each user and the Rayleigh fading channel
are generated independently. This setup is used in the sequel
unless otherwise specified.
A. Impact of Cluster Size and Number of Total Users
In Fig. 4, we provide numerical results of the average
number of active Coop users N¯a obtained from (5) and
simulation results for the average sum rate of the active Coop
users versus the number of users per cluster K. It is shown
from Fig. 4(a) that N¯a increases with β. This is because
with large β, a few popular files are requested by majority of
users, which leads to high cooperative probability P c . With
the increase of K, N¯a first increases and then decreases. It is
shown from Fig. 4(b) that with the growth of K, the average

1

1

0.9

0.9

0.8

0.8

Cooperative Probability

IV. S IMULATION AND N UMERICAL R ESULTS

sum rate of active Coop users exhibits the same trends with
N¯a , which agrees to the analysis in section III.A.

Cooperative Probability

which only depends on the average data rate of N-Coop link
R̄in and the number of N-Coop users N¯n .
The global optimal solution K and η can be found by onedimensional searching and η ∗ is with closed-form expression.
Hence the solution is with low complexity. Because K ∗ and η ∗
depend on W , µ, B, M , Nf , β and N , which are usually fixed
for a long time, they are unnecessary to be updated frequently.
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P c of (a) full cooperative, and (b) partial cooperation.

In Fig. 5, we simulate the cooperative probability P c . It
is shown from Fig. 5(a) that P c increases with K, which
agrees with the analysis after (4). Moreover, the cooperative
probability is high although the full cooperation is allowed
only when all clusters hit the same file group, especially when
β is not small, say β > 0.4. In Fig. 5(b), we show the
impact of partial cooperation by changing the minimal number
of clusters allowed to cooperate.4 As expected, P c can be
improved if we allow partial cooperation among clusters, but
not significant. Therefore, the throughput gain from partial
cooperation over full cooperation is marginal for the nonmobile users as to be illustrated later.
In Fig. 6, we provide numerical results of the optimal cluster
size K ∗ and the resulting average number of active Coop users
N¯a for different number of total users in the hotspot area M .
When M = 1000, there are 10 users in an area of 10 × 10
m2 , corresponding to a very high traffic load [30]. It is shown
4 We set such a minimal number because when we allow fewer clusters to
cooperate, the multiplexing gain will reduce despite that Pc will be higher,
and then the resulting throughput will reduce. When this minimal number of
clusters is six, it becomes the full cooperation strategy.
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from Fig. 6(a) that K ∗ decreases with β as expected. With
the growth of M , K ∗ first increases and then approaches a
constant that equals to K0 = N f /N . This is because when
K = K0 , all files in the catalog can be cached at the users in
each cluster. Assigning more than K0 users to each cluster can
not increase the number of Coop users. It is shown from Fig.
6(b) that with the growth of M , the average number of active
Coop users monotonously increases when β is large but first
increases and then decreases when β is small. This implies
that if the user density is large but β is small, the proposed
opportunistic cooperation strategy may be not useful.
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Fig. 7. Average data rate per unit bandwidth per second and number of
users. “Num.”: Numerical results, “Sim.”: Simulation results.

C. Optimal Bandwidth Allocation and Network Throughput
In Fig. 8(a), we present the optimal solution of problem (16)
η ∗ versus the Zipf parameter β. We can see that η ∗ increases
with β. This is because the number of interference-free links,
N¯a , increases with β, and then allocating more bandwidth to
Coop users can increase the network throughput. η ∗ decreases
as µ increases, because more bandwidth is needed for N-Coop
users to support higher user data rate.
1

4.5
7=1
7=1.5
7=2

#109
K * ,2 *
K * ,2 *
2=0.5,K*
2 * ,K=30
2=0.5,K=30

4

0.8

Network Throughput (bps)

Optimal Allocation Factor 2 *

In Fig. 7, we evaluate the accuracy of all the approximations
used in deriving the throughput and the number of users by
comparing simulation and numerical results. The numerical
results of R̄ic and R¯in in Fig.7(a) are respectively obtained
from (9) and (10) by changing the path loss exponent α from
2 to 4. The numerical results of the number of Coop users
N¯c and the number of N-Coop users N¯n in Fig. 7(b) are
respectively obtained from (14) and (15). We can see from
simulation and numerical results that the approximations are
accurate, except the average data rate per unit bandwidth per
second of the Coop link when α is large, which comes from
the first order approximation in (A.5).
Besides, we can see from in Fig.7(a) that with the growth of
α, the average data rate per unit bandwidth per second of the
Coop link decreases but that for the N-Coop link increases.
This is because both signal and interference power decrease
when α increases, but the interference power decreases more
rapidly due to larger distance of interference link than that of
signal link.
As expected, when K increases, the number of Coop users
increases due to the decrease of the number of clusters, as
shown in Fig. 7(b). However, the number of N-Coop users first
decreases and then increases slowly with K. This is because
with the growth of K, more files can be cached in each cluster
and thus the total number of D2D users increases, and the
number of N-Coop users changes as in (15).
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η ∗ and average network throughput versus β.

In Fig. 8(b), we provide simulation results for the maximal
network throughput. Several relevant strategies for cacheenabled D2D in existing literature serve as the baselines
for comparison. The communication protocols used in [18]
and [19] are similar to ours, which are also cluster-centric
but without cooperation. The caching policy optimized in
[17] is user-centric that maximizes cache hit ratio, without
considering communication protocol. For a fair comparison,
we set the maximal distance allowed to establish D2D communication in [17] equal to the cluster side length in our paper.
Then, we simulate the average network throughput achieved
by the optimal caching policies in [17], [18] and [19] all
without cooperation. In the legends, “η = 0.5, K = 30”
refers to a cooperation strategy without optimizing K and η,
which allocates equal bandwidth to Coop users and N-Coop
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5

Network Throughput (bps)

users. “η ∗ , K = 30” refers to a cooperation strategy without
optimizing K but only optimizing η. “η = 0.5, K ∗ ” refers to a
cooperation strategy without optimizing η but only optimizing
K. We can see that optimizing the bandwidth allocation
becomes necessary when β > 0.5, while optimizing the
cluster size is always necessary but the gain from optimization
grows with β. With K ∗ and η ∗ , the throughput gain over the
baseline for β = 1 is 400% ∼ 500%, which demonstrates that
the proposed opportunistic cooperation strategy can boost the
network throughput remarkably. Even when β = 0, where file
popularity follows a uniform distribution, the throughput gain
is still 60% ∼ 80%. We also demonstrate the performance of
“Partial-Coop”, i.e., allowing cooperation among less than B
clusters. It is shown that the performance can be improved by
allowing partial cooperation, but the gain is marginal.
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D. Impact of Non-uniform User Distribution
To show the impact of non-uniform user positions, in
this subsection we consider a scenario where the users are
distributed according to the Neyman-scott cluster processes,
which is a typical Poisson cluster process used to model nonuniform distribution [31]. As illustrated in Fig. 9, the centers
of the circle areas follow a homogeneous Poisson process with
density λc = 3, and the radius of each circle area DR is set
as 15 or 25 m in simulation. In each circle area, the users
are distributed uniformly and the average number of users per
cluster is NR = 60. Hence, the average number of users in
such a non-uniform hotspot area is 180, which is identical to
previous setting.
Dc
DR

Hot Spot

BS

Macro Cell
User Device

Cluster Center

Fig. 9. Illustration for user positions distributed according to the Neymanscott cluster process.

In Fig. 10, we provide simulation results of the network
throughput with the proposed cooperative strategy (with the
optimal number of users per cluster K ∗ and optimal bandwidth
allocation factor η ∗ obtained under the assumption of uniform
user’s locations) and the non-cooperative strategy in [18] (i.e.,
with η = 0) for different user distribution. We do not compare
with other related strategies considering that they perform
similarly. We can see that compared to uniformly distributed
users, the average network throughput achieved by the proposed strategy is higher when the users are non-uniformly
distributed, but the gain over non-cooperative strategy is
lower. This is because for non-uniform user distribution, the
average distance of D2D link is smaller and then the desired

Fig. 10. Average network throughput for different distribution versus β.
“N-S” refers to Neyman-scott cluster processes and “Uniform” is for the case
where all users are uniformly distributed in the hotspot area.

signal becomes stronger, whereas the distance between clusters
increases and hence the inter-cluster interference becomes
weaker. In addition, with the decrease of the radius of each
cluster DR , the average network throughput increases for the
same reason.
E. Impact of User Mobility
To show the impact of user mobility on the performance
of the cooperative strategy, we consider a frequently used
model, random walk mobility model, where a user moves from
its current location to a new location by randomly choosing
a direction and speed to travel [32]. In each trail of the
simulation, we consider 10 minutes duration, within which the
users do not generate new requests, and the speed and direction
are uniformly chosen from [0, 2] m/s and [0, 2π], respectively.
Each user moves 60 seconds before changing direction and
speed. The users are initially uniformly distributed. The files
cached at each user are determined according to the original
uniform user location. Due to the mobility, some users may
depart a cluster. Then, the number of users in each cluster is
no longer identical, and the distribution of user location may
no longer uniform. To keep the overall number of users fixed
in the hotspot area, we consider wraparound as in [18], i.e, the
leftmost cluster and the rightmost cluster are neighbors and so
do the uppermost cluster and lowermost cluster in Fig. 1.
Once the DT or DR of a D2D link departs a cluster due
to mobility, the D2D connection is broken and the DR will
ask the BS to transmit the remaining data if it can not fetch
the file from another D2D link. Then, the BS needs to recoordinate the cooperative transmission strategy, and update
the cached files in each user.5 To illustrate the necessity of
cache replacement for the optimized full cooperation strategy,
we consider two caching policies. One is not to update the
cached files, which simply ignores the user mobility. The other
5 We do not consider the overhead required for establishing the D2D links
and coordinating the cooperative transmission.
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updates the cached files using the following way: when the 1st
user in a cluster (i.e., the user cached with the most popular
N files) departs the cluster, the cached files at the Kth user
will be replaced by the 1st file group (i.e., the most popular
N files).
4.5
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−α
P |hii |2 rii
,
(A.1)
Ii + σ 2
where P is the transmitPpower, σ 2 is the variance of white
B
−α
Gaussian noise, Ii = P j=1,j6=i rij
|hij |2 is the total power
of inter-cluster interference, hij and rij are respectively the
channel coefficient and distance between the DT and the DR
(hii in (A.1) is the specially case for hij when j = i), α
is the path loss exponent, and both the interference channel
coefficient hij (i 6= j) and the desired channel coefficient hii
follow a complex Gaussian distribution with zero mean and
unit variance.
Due to the short distance between D2D links, the D2D
network is interference-limited and hence the noise can be
ignored, i.e., Ii  σ 2 .
Then, from (A.1) the data rate per unit bandwidth per
second for the N-Coop link in the ith cluster is Rin =
−α
P |hii |2 rii
).
log2 (1 +
Ii
Considering that |hij |2 follows an Exponential distribution,
which is a special case of the Gamma distribution, the interference power Ii (which is a sum of random variables
following a Gamma distribution) can be approximated as a
Gamma distribution [33]. Further consider that for a Gamma
distributed random variable X with parameters k and θ,
E{ln(X)} = ψ(k) + ln(θ), where ψ(k) is the Digamma
function [34]. Then, the average data rate per unit bandwidth
per second of the N-Coop link can be obtained according to
Proposition 9 in [33] as

γin =

Strategy in [18],Without mobility
Strategy in [18],With mobility

3

A PPENDIX A
P ROOF OF P ROPOSITION 1
Without cooperation, the closest DT in the same cluster
of its corresponding DR delivers the requested file to the
DR, which treats the inter-cluster interference as noise when
decoding the desired signal. The signal to interference plus
noise ratio (SINR) at the DR of the active N-Coop link in the
ith cluster can be expressed as

0.8

1

- (7=1)

Fig. 11. Average network throughput versus β with or without user mobility.

In Fig. 11, we present simulation results of the network
throughput versus β for the scenarios with and without user
mobility. The impact of mobility on the performance of the
strategy in [18] is negligible, which agrees to the simulation
results in [18]. For the “Full-Coop” strategy without cache
update, when β is high, the number of clusters is large and
thus the cooperative probability reduces significantly due to
mobility. For the “Full-Coop” strategy with cache replacement,
however, even though K ∗ and η ∗ are optimized under the
assumption of fixed position of users, the performance loss
due to user mobility is small, especially for large value of β.
Besides, the negative impact of mobility on the performance
of “Partial-Coop” is also small despite that K ∗ and η ∗ are
obtained with the assumption of fixed user location. This
suggests that the proposed strategy is resilient to mobility by
introducing cache replacement or partial cooperation.
V. C ONCLUSIONS
In this paper, we proposed an opportunistic cooperation
strategy for cache-enabled D2D communications. We jointly
optimized the cluster size and the bandwidth allocated to Coop
and N-Coop users to maximize the network throughput with
minimal user data rate constraint. Simulation results showed
that the proposed strategy can boost the throughput even when
the content popularity follows a uniform distribution, and the
gain over existing strategies is remarkable when the popularity
distribution is more skewed.
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−α
P rii
),
(A.2)
¯
Ii
where Eh {·} represents the
taken over small scale
Pexpectation
B
−α
is the average total
channel fading, I¯i = P j=1,j6=i rij
power of the inter-cluster interference.
Since channel fading and user location are distributed independently, the average data rate per unit bandwidth per second
of the N-Coop link taken over both channel fading and user
location can be obtained as
P r−α
(A.3)
R¯in = Ep {log2 (1 + ¯ii )},
Ii

Eh {Rin } ≈ log2 (1 +

where Ep {·} denotes the expectation taken over user location.
Because the joint probability density function (pdf) of the
distances among D2D users is hard to obtain, we introduce
the first order approximation to derive the expression of R¯in .
Specifically, for a random variable X, the expectation of a
function of X, ϕ(X), can be approximated as [35]
E{ϕ(X)} = E{ϕ(µx + X − µx )}
≈ E{ϕ(µx ) + ϕ0 (µx )(X − µx )}
= ϕ(µx ),

(A.4)
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in (A.9) can be derived as

2D

ZZ
Fd (r) =
d ij  rij / D
(x j , y j )

D

dudvp∆x,∆y (u, v)

=

( xi , yi )

(A.5)

The pdf of the signal link distance rii can be obtained from
[36] by variable substitution r = rii /D as

2r(r2 − 4r + π), 0 ≤ r < 1



1 8r − 2r(r2 + 2)
g(r) =
.
(A.6)
1
D

+4r(arcsin( r )
√

− arccos( 1r )),
1≤r< 2
To simplify the analysis, the interference link distance rij is
assumed to have the same distribution f (r), where r = rij /D.
We can derive the pdf of the interference link distance rij as
follows.
Denote the position of the DR in the ith cluster as (xi , yi )
and the position of the DT in the jth cluster as (xj , yj ),
as illustrated in Fig. 12. The link distance between them
normalized
by the cluster side D can be expressed as dij =
√
p
(xi −xj )2 +(yi −yj )2
x −x
= (∆x)2 + (∆y)2 , where ∆x = i D j
D
yi −yj
and ∆y = D . The pdf of |∆y| can be obtained according
to [36] as
(
2(1 − v), 0 ≤ v ≤ 1
p∆y (v) =
.
(A.7)
0,
otherwise
Analogically, the pdf of |∆x| can be obtained as
(
1 − |1 − u|, 0 ≤ u ≤ 2
p∆x (u) =
.
0,
otherwise

√
2, we have



0 ≤ u ≤ 1, 0 ≤ v ≤ 1
2u(1 − v),
p∆x,∆y (u, v) = 2(2 − u)(1 − v), 1 ≤ u ≤ 2, 0 ≤ v ≤ 1 ,


0,
otherwise
and the corresponding cdf can be derived as
Fd (r) =
Z √r2 −1

1

Z

Z

1

√
r 2 −v 2

!
2(2 − u)(1 − v)du

1

0
Z √r2 −v2

dv
2u(1 − v)du
0


5
2 2 1 2
2
2
= +  −2r + (1 + r ) +  − 
4
3
2


3
1 4
+ r2 2 sin−1 ( ) + − r ,
r
2 3

+

√
r 2 −1

(A.11)
√
where  , r2 − 1.
√
Analogically, when 2 ≤ r ≤ 2, the cdf can be derived as
Z

1

Fd (r) =

Z

1

2u(1 − v)du

dv
0
Z 1

+

0
Z √r2 −v2

2(2 − u)(1 − v)du

dv
0

1

r2
1
4
11
+ 2 −
+ 2r2 sin−1 ( ) + (3 − r3 ).
12
2
r
3
(A.12)

(A.8)

where (a) comes from the fact that |∆x| and |∆y| are
independent random variables.
When 0 ≤ r ≤ 1, from (A.8) and (A.7), we can obtain
p∆x,∆y (u, v) = 2u(1 − v), where 0 ≤ u, v ≤ 1. Then, the cdf

Z
2u(1 − v)du +

dv
0

=−

Then, the cumulative probability distribution function (cdf)
of dij is
p
Fd (r) = P{dij ≤ r} = P{ |∆x|2 + |∆y|2 ≤ r}
ZZ
=
dudvp∆x,∆y (u, v)
(A.9)
ZZ
(a)
=
dudvp∆x (u)p∆y (v),

(A.10)

0

2 3 1 4
r − r ,
3
4

When 1 ≤ r ≤

−α
+ I¯i }) − log2 (Ep {I¯i }).
R¯in ≈ log2 (Ep {P rii

2u(1 − v)du

dv

The distance of users in two adjacent cluster

where µx = E{X} and the approximation is accurate when
the variance of X is small. With this approximation, R¯in in
(A.3) can be approximated as

√
r 2 −v 2

Z

0

=
Fig. 12.

r

Z

When 2 ≤ r ≤
Z
Fd (r) = 1 −

√
5, the cdf can be derived as
1

Z

2

2u(1 − v)du


45 r
r4
−1 ξ
−1 1
2
=− −
−
− 2r sin ( ) − sin ( )
12
2
2
r
r
1
4
1
+ r2 ξ + 2 − ξ 3 + 3 + ξ,
3
3
4
(A.13)
√
r 2 −4
2

dv

√
r 2 −v 2

√
where ξ , r2 − 4.
Finally, by combining (A.10) (A.11) (A.12) and (A.13), and
considering the pdf f (r) = dFdr(r) , the pdf of the interference
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link distance rij is
 2
2r − r3 ,
0≤r<1




2
3

2r
−
4r
+
2r





−2r + 2r



√
3



− 2r + 4r arcsin( r ),
1≤r< 2

1
f (r) =
(A.14)
4r + 4r arcsin( 1r )
√
D

2

−r − 4r ,
2≤r<2




3

−5r
−
r
+
4r





−4r arcsin( rξ ) − arcsin( 1r )


√
3
 4r
2≤r< 5
− ξ + rξ + rξ ,
√
√
where r = rij /D,  , r2 − 1, and ξ , r2 − 4.
Since the interference generated by DTs far away from the
DR can be ignored due to pathloss, we only consider dominant
interference generated from the nearest eight clusters around
the ith cluster as shown in Fig. 1. Then, by substituting the
pdf of interference and signal link distance into (A.5), we can
obtain the average data rate per unit bandwidth per second of
the N-Coop link in the ith cluster as
Z √2D
rii
−α
R¯in ≈ log2
P rii
g( )drii
D
0
!
Z √5D
r
ij
−α
P rij
f ( )drij
+8
D
0
!
√
Z 5D
rij
−α
− log2 8
P rij f ( )drij
D
0
!
Z √2
Z √5
−α
−α
= log2
P r g(r)dr + 8
P r f (r)dr
0

P D−α
Q1 (α)).
Bσ 2
This proves Proposition 2.
= log2 (1 +

A PPENDIX C
P ROOF OF P ROPOSITION 3
Denote the number of users in the ith cluster who request
files in Gk as nik , 1 ≤ k ≤ K0 , 1 ≤ i ≤ B.
Since the users request files independently, the probability
that the combination of the numbers of users in the ith cluster
who request files in each file group is {ni1 , ni2 , ..., niK0 } ,
Ni can be derived as

8

√
5

m=1
(a)

!

=

P r−α f (r)dr

0

= log2 (Q1 (α)) − log2 (Q2 (α)) − 3,
(A.15)
This proves Proposition 1.
A PPENDIX B
P ROOF OF P ROPOSITION 2
In Mode 1, the cooperative DTs jointly transmit the requested files to the Coop users with zero-forcing beamforming,
which is of low complexity and hence practical. Then, the
SINR at the DR of the active Coop link in the ith cluster can
be expressed as
γic =
≈

P khi k2 δi
σ2
PB −α
P j=1 rij |hij |2
Bσ 2

K0
Y

pNi =

0

Z
− log2

number of antennas per DT and N t = 1 in this paper. This
approximation is accurate when the variance of δi is small.
Using the same approximation as deriving (A.2), the average
data rate per unit bandwidth per second of the Coop link is
obtained as
PB −α
P j=1 rij
c
(B.2)
)}.
R̄i ≈ Ep {log2 (1 +
Bσ 2
By applying the first-order approximation in (A.4), using
(A.6) and (A.14), and only considering dominant signal, we
can obtain the average data rate per unit bandwidth per second
for the Coop link as
Z √5D
rij
−α
2
c
R̄i ≈ log2 Bσ + 8
P rij
f ( )drij
D
0
!
Z √2D

rii
(B.3)
−α
+
P rii
g( )drii − log2 Bσ 2
D
0

(B.1)
,

q
q
q
−α
−α
−α
where hi = [ ri1
hi1 , ri2
hi2 , ..., riB
hiB ] is the composite channel vector between all DTs and the DR, 0 ≤ δi ≤ 1,
and a larger value of δi indicates a better orthogonality
between hi and hj for i 6= j. The approximation comes from
the fact δi ≈ (BN t − B + 1)/B = 1/B [37], where N t is the

K!

nim
Pm−1
CK−
j=1 nij

QK0

K0
Y

(Pk )nik

k=1

nik

k=1 (Pk )
QK0
j=1 nij !

(C.1)

,

n!
k
= m!k!(n−m−k)!
.
where (a) comes from Cnm Cn−m
Only when all B clusters hit a file group Gk and k ≤ K
(i.e., nik > 0 is satisfied for k ≤ K and any i, 1 ≤ i ≤ B),
the users requesting the files within Gk are Coop users, and
we call Gk a hit file group.
The number of Coop users for all hit file groups can be
obtained as
K X
B
X
(C.2)
Nc =
ζ(k)nik ,
k=1 i=1

PB
where ζ(k) = d i=1 u(nik ) − B + 1)e+ (k ≤ K) indicates
that whether Gk is a hit file group, the function u(x) = 1 when
x > 0, otherwise u(x) = 0, and dΛe+ = max(Λ, 0).
Denote N = {N1 , N2 , ..., NB }, and ΦN = {N |nik ≥
P
K0
0, k=1
nik = K} represents a set of all possible combinations of N . Then, by taking average of N c in (C.2) over
ΦN , we can derive the average number of Coop users as
N¯c =

B
XY

pNi N c

ΦN i=1

QK0
B
K B
XY
K! k=1
(Pk )nik X X
=
ζ(k)nik .
QK0
j=1 nij !
ΦN i=1
k=1 i=1

(C.3)
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The number of Coop users can be computed accurately using
(K−1)B
(C.3). However, the cardinality of ΦN is K0
, and hence
the computational complexity exponentially increases with K.
For example, when K = K0 = 15 and B = 9, we obtain
|ΦN | = 1.35 × 10140 .
In the sequel, we seek an alternative solution.
Noticing that the probability that multiple hit file groups
exist simultaneously decreases with the growth of the number
of hit file groups, we only consider the case where only one or
two hit file groups exist to approximate the average number of
Coop users as follows. This approximation is accurate when
the number of clusters is large.
The probability that a hit file group only contains Gk can
QK
B
B
be obtained from (3) as j=1,j6=k (1 − (Pjh ) )(Pkh ) . As a
result, the probability of nik = m (1 ≤ m ≤ K) when a hit
m
file group only contains Gk is CK
(Pk )m (1 − Pk )(K−m) /Pkh .
Then, the average number of Coop users in the cases where
only one hit file group exists can be derived as
N¯1c =

K
X

K
Y

B

B

(1 − (Pjh ) )(Pkh ) ·

k=1 j=1,j6=k

B

K
m
X
CK
(Pk )m (1 − Pk )(K−m)
m
Pkh
m=1

=

K
X

K
Y

B

B−1

(1 − (Pjh ) )(Pkh )

(C.4)

BPk K.

k=1 j=1,j6=k

The probability that there only exist two
QKhit file groups,
Gk1 and Gk2 , can be obtained from (3) as j=1,j6=k1 ,k2 (1 −
B

(Pjh ) )(Pkh1 )B (Pkh2 )B . Consequently, the probability of
nik1 = m1 and nik2 = m2 (where 1 ≤ m1 ≤ K, 1 ≤ m2 ≤
K and 2 ≤ m1 + m2 = m ≤ K) when the
hit file groups only
(pk1 )m1 (pk2 )m2
m1 m2
contain Gk1 and Gk2 is Cm Cm−m1
. Then, the
Pkh Pkh
1
2
average number of Coop users in the case where only two hit
file groups exist can be derived as
N¯2c =

K
Y

X



1 − (Pjh )

B



(Pkh1 )B (Pkh2 )B ·

Φk1 k2 j=1,j6=k1 ,k2
K
X
X

B

m

m1 m2
Cm
Cm−m1

m=2 Φm1 m2

=

X

m2

(pk1 ) 1 (pk2 )
Pkh1 Pkh2

m
(C.5)

K
Y



1−

B
(Pkh )



(Pih Pjh )B−1 ·

Φk1 k2 k=1,k6=i,j

B

K
X
X
m=2 Φm1 m2

mm!
m
m
(pk ) 1 (pk2 ) 2 ,
m1 !m2 ! 1

where Φk1 k2 = {k1 , k2 |0 ≤ k1 , k2 ≤ K, i 6= j}, Φm1 m2 =
{m1 , m2 |m1 + m2 = m}, whose cardinality are K 2 and m2
(m ≤ K), respectively.
By combining (C.4) and (C.5), the average number of Coop
users is approximated as
N¯c ≈ N¯1c + N¯2c ,
which can be obtained much easier than (C.3).
This proves Proposition 3.

(C.6)

A PPENDIX D
P ROOF OF P ROPOSITION 4
By simply subtracting R¯in from R̄ic and considering I¯i 
2
σ , we can obtain that
PB −α
P j=1 rij
n
c
¯
R̄i − Ri = E{log2 (1 +
)}
Bσ 2
P r−α
− E{log2 (1 + ¯ii )}
Ii
I¯i
)}.
= E{log2 (
Bσ 2
I¯i
2
c
¯n
¯
When log2 ( Bσ
2 ) ≥ 0 (i.e., Ii ≥ Bσ ), R̄i − Ri ≥ 0.
This proves Proposition 4.
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