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CLT Exam – Practice One Liners (Series 1) 

▪ Charles Babbage is known as the father of computers. Charles Babbage designed 

and built the first mechanical computer and Difference Engine. 
▪ The input unit converts the data into computer understandable format i.e. binary 

format and not the user understandable format. It is the duty of the output unit to 

make the data into user understandable format. 

▪ The Computer understands only binary language which is written in the form of 

0s & 1s. 

▪ A bit is defined as the smallest unit of data in a computer system. It is used as a 

short form of Binary Digit. A bit can have only two values 0 or 1. A nibble 

comprises of 4 bits, a byte is a collection of 8 bits whereas KB (Kilobyte) is equal to 

1024 byte 

▪ A keyboard is an input device which originated in the 1880s and is used to give 

instructions to the computer in the form of letters and numbers. Mouse is used for 

the selection of various objects on the screen, joystick is mainly used for gaming 

purpose and bar code readers are used for reading the bar-codes. 

▪ The word COMPUTER is an abbreviation for the terms “Commonly Operated 

Machines Used in Technical and Educational Research”.  

▪ A computer is a machine or device that can be programmed to perform 

arithmetical or logic operation sequences automatically. The computer 

understands only binary codes (0s & 1s) 

▪ CPU stands for Central Processing Unit. CPU is the part of a computer system that 

is mainly referred as the brain of the computer 

▪ Machine Language is written in binary codes only. It can be easily understood by 

the computer and is very difficult for us to understand. A machine language, 

unlike other languages, requires no translators or interpreters. 

▪ Software is basically classified into two: System and application. System Software 

is designed to control the operations and extend the processing capability of a 

computer system. 
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▪ Abacus was used to do arithmetic calculations around 2500 years ago. Pascaline 

was the pascal’s calculator by Blaise Pascal invented for doing laborious 

calculations 

▪ Hardware refers to the physical devices of a computer system. Software refers to a 

collection of programs. A program is a sequence of instructions 

▪ Collating sequence is the term used for ordering among characters. It may vary 

depending upon the type of code used by a computer. 

▪ The input/output devices provide a means of communication between the 

computer and the outer world. They are often referred to as peripheral devices 

sometimes 

▪ Digitizers are generally used in the area of Computer-Aided Design by architects 

and engineers to design cars, buildings, etc. 

▪ Any computer that has access to the webserver is called the web client. A web 

server is any computer that uses the HTTP protocol. 

▪ The Output Unit is responsible for giving the results to the user in the form of a 

printed report or visual display. The process is referred to as outputting 

▪ A Visual Display unit is also referred to as the monitor who basically is used to 

give the results or outputs to the user. It comprises of a cathode ray tube internally. 

▪ Super Video Graphics Array is a type of Visual Display Unit. It supports 1024 by 

768 pixels with 60,000 different colors. 

▪ Plotters are the devices which are used to give colored images. They use ink pens 

or ink jets for drawing. Pens of different colors and shades are used for shading 

and styling 

▪ An interrupt is a kind of request which takes control of the system bus for some 

time, then performs all the operations and gives back control to the CPU. It is 

usually identified by some number and is handled by the interrupt controller. 

▪ The storage unit is responsible for storing the data. It makes the instructions 

readily available for additional or initial processing whenever required. The cache 

is a software component that stores data to serve the data requests in future. It can 

contain the result of some earlier computations. 

▪ There are two types of memories in a computer system: The Primary Memory and 

the Secondary Memory. The primary memory can be directly accessed by the CPU 

whereas the secondary memory cannot be directly accessed. 

▪ The secondary storage is the non-volatile storage unit because the data is not lost 

when the power supply is dissipated. Primary memory is the volatile memory. 

▪ DRAM stands for dynamic random access memory. It is denser than SDRAM 

(Static) and therefore it is used in the main memory. They are in the form of 

semiconductor RAMs 
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▪ There are two types of Read Only Memories: PROM i.e., Programmable ROM & 

EPROM i.e., Erasable Programmable ROM. When only a small number of ROMs 

with a particular memory content is needed, PROM is used and in case of EPROM, 

all the contents of the storage cells must be erased before the write operation. 

▪ A compact disk stores digitized audio information. The standard system uses 12 

cm disks and can record more than 60 minutes of uninterrupted playing game. 

▪ The first practical form of RAM was William’s Tube made in 1947. It stored data 

as electrically charged spots on the face of a Cathode Ray Tube 

▪ The Arithmetic and logic unit performs all the basic operations of the computer 

system. It performs all the arithmetic(+,-,*,/,etc) as well as the logical operations( 

AND, OR, NOT, etc.). Arithmetic and Logic Unit consists of 16bits.  

▪ The IEEE is an organization of professionals in the field of electronics and electrical 

engineering. IEEE has given certain standards of its own which are followed in the 

field of computer science and electrical engineering. 

▪ The memory space is divided into segments of dynamic size. The programmer is 

aware of the segmentation and can reallocate the segments accordingly. 

▪ The parity flag indicates the number of 1 bit in any operation. The resultant bit is 

called the parity bit. The main aim of the parity bit is to check for errors. 

▪ A processor is a part of the computer which does all the data manipulation and 

decision making 

▪ The main task of a control unit is to generate control signals. There are two main 

types of control units: A hardwired control unit generates control signals by using 

combinational logic circuits and the Micro programmed control unit generates 

control signals by using some software’s 

▪ ARPANET stands for Advanced Research Project Agency Network. It was 

developed in late 1960s under ARPA (Advanced Research Projects Agency). 

▪ TCP stands for transmission control protocol. It basically allows different networks 

to interconnect. 

▪ DARPA (Defense Advanced Research Projects Agency) contracted with BBN (Bolt, 

Beranek & Newman) to create ARPAnet. 
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