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Smith Brothers (Leicester) Limited (SBL) 
was originally founded in 1897 and 
has a collection of companies operating 
within its structure, with SBS Ltd being 
one of them. Throughout its history it has 
maintained family ownership status under 
the total control of family members and  
an independent Chief Executive.

OUR STORY
SMITH BROTHERS

The company was founded by Walter Smith and his photo along 
with other pictures from the earlier days of operation are often 
displayed around our various locations to remind everyone of 
our heritage. SBS currently has 4th and 5th generation family 
members working within the business & had been trading for 10 
years prior to incorporation in 1907. The certificate celebrating 
100 years of trading is proud and cherished within the company’s 
history. The strength of the business is down to the core structure 
and cash flow management which has been maintained from the 
outset ensuring a long & successful history. The strict management 
of the financial principles the company follows means that even 
when the economy is far from stable, SBS is still secure and well 
placed to capitalise in such markets, nothing could highlight the 
issue more than our turnover and branch expansion from 2006. 
Major strides have been made over our 120 plus year history to 
develop with market requirements and demands.
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Disclaimer: As much information has been given and believed correct at time of publication, however the literature is for guideline use only. For complete accuracy, always 
check the product with an SBS representative. Missing information was either not available or disclosed, confirm with manufactures for full and accurate information as it is 
your responsibility any products meet the necessary requirements. Any reliance placed upon this information will be totally at the user’s risk.
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2016
New branches 
Heathrow, Cardiff 
& Merseyside open 
taking the expansion to 
12 branches over two 
countries. SBS Leicester, 
Bristol and HQ relocate 
to larger more modern 
premises. SBS brings 
Isotubi, 316L Stainless 
Press-Fit system to the  
UK up to 108mm.

2018

2019

The most northern 
branch to date is 
opened in Gateshead, 
Newcastle, along with 
a tube distribution 
centre in Birmingham. 
Smith Brothers wins the 
coveted award of Wholesaler/
Distributor of the Year at the 
Chelsea Harbour Hotel in 
London.

SBS takes on another 
country expanding its 
sales force in to Northern 
Ireland. Relocations happen 
at Birmingham, Oldham and 
Thurrock to larger premises due 
to growth. Smith Brothers are 
included in The Sunday Times 
Grant Thorton Top Track 250, 
win Wholesaler of the Year 
for second year running, are 
included in the Leicester version 
of Monopoly and climb to 51st 
in the Top 200 Companies in 
Leicestershire.

2015
New I.T. system is 
launched to help with 
all aspects of the 
business from sales 
through to accounts. 
After 18 months of 
bespoke development and 
6 months of staff training, 
the move sets the next level 
of foundation and shows 
our desire to constantly 
adapt for the needs of our 
customers.

1902
Smith Brothers move 
from Saffron Lane to 
Aylestone Road 
which was occupied 
up until 2016. Blaby is 
now the location of  
Head Office.

Smith 
Brothers is 
established 
by founder 
Walter Smith.

1897

Smith Brothers   
becomes  
incorporated  
to Limited company.

Smith Brothers 
expand 
Leicester by 
purchasing units 
on adjacent road, 
Batten Street.

1907

1978

1998 2009

20062004

2008

2011

2012

2013

Logo is 
redesigned 
to incorporate 
our yellow 
diamond 
which is still 
present today.

SBS opens its 
7th Branch 
which is based 
in Thurrock and 
the Leeds branch 
relocates moving 
to a brand new 
purpose built 
22,000 sq ft unit.

The previously 
acquired company 
Apex changes its 
name to SBS and joins 
the expanding branch 
network. SBS opens at 
Oldham servicing the 
Lancashire & North West 
area. Shortly after the 
Oldham branch, SBS 
Leeds followed in 2007, 
taking the network of 
branches up to five.

SBS completes 
the purchase 
of Apex Ltd in 
Peterborough giving 
better coverage 
with distribution 
available across  
the East of England.

SBS opens its 6th 
Branch based in 
Smethwick which is 
well placed to service 
the Birmingham & West 
Midlands region. 2008 
also sees the launch of 
SBS on the web.

SBS Bristol opens for 
business, which can 
service the South 
West. Leeds have six figure 
investment covering their 
roof in 200+ solar panels 
generating annual yields 
nearing 50,000 kWh.

SBS transport becomes 
FORS accredited across  
the national network 
demonstrating the commitment 
to safety and the environment. 
Patented WRAS approved 
Aquatechnik multilayer system 
comes exclusively to SBS 
giving a great alternative to 
traditional steel or copper. 
Tool hire through HireStation  
can now be ordered online 
www.sbs.hirestation.co.uk

Southampton 
becomes the most 
southern branch 
situated in Eastleigh. The 
new redesigned website 
is launched along with 
a new circular logo. 
Partnership with MEP 
(HireStation) is announced 
to assist customers with 
tool hire.

1800s

TIMELINE 
1897  PRESENTAB
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1989
SBS begin 
recording details 
on a computer 
system starting the 
move away from the 
paper based routine.

2017
SBS transport get 
upgraded to the 
silver standard FORS 
accreditation.  
The hiab crane is improved on 
the HGV/LGV giving greater 
lifting capacity.

1900s 2000s

sbs.co.uk Service & Value since 1897

SBS decide to 
expand for the 
first time opening 
a branch in 
Northampton.

1980

1959
Postcodes were 
introduced and 
Sidney Smith gave 
the parent company 
the famous 'wrong' 
postcode of LE2 7PB. 
Wrong because it didn't 
mirror the adjacent 
buildings, but instead 
his house located 900 
yards away. The incorrect 
postcode stood the test of 
time up until 2019 when 
it changed to LE2 7QJ.

ABOUT SBS
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BE INDEPENDENT?
Smith Brothers remain flexible 

and decisive responding to 
every situation by having no ties 

and remaining off the political merry-go-
round which can plague multi-billion pound 

companies. Customers aren’t just an account 
number, we genuinely hope you grow alongside 

ourselves creating history and success together. Our 
objectives will always be to surpass expectations for our 

customers, staff, industry and not simply the shareholders.

INDIVIDUALS NOT ACCOUNT  
NUMBERS & CASH COWS

SBS is one of the oldest and, more recently, one of the 
largest independent merchants operating from within the 
UK directly focusing on supplying to the commercial and 
industrial mechanical services sector. 

DEFINING 
OUR BUSINESS

TURNOVER 
PER ANNUM

ONE OF THE OLDEST AND 
LARGEST INDEPENDENT 

MERCHANTS

£
COMPETITIVE PRICING 

& QUALITY 
SERVICE

1897
OPEN

EXCELLENT 
STOCK LEVELS

CHOICE FOR 
MECHANICAL SERVICE 

CONTRACTORS

1

The core business specialises in the 
distribution of pipework, valves, air 
conditioning along with all associated 
fittings and ancillaries. The business has 
extensively increased both its product 
portfolio and geographical coverage 
since the turn of the millennium. With 
branch coverage across the spine of 
England and Wales, including Head 
Office based in Blaby Leicester, we 
are able to meet our customers service 
commitments, our brand promise since 
1897. SBS should be the number one 
choice for the mechanical services 
contractor that relies on quality of service 
combined with competitive pricing.

“WE SHALL 
MAINTAIN OUR 
DESIRE TO SURPASS 
OUR CUSTOMERS’ 
EXPECTATIONS WITH  
A LEVEL OF SERVICE 
THAT WILL 
CONTINUALLY 
ADD VALUE TO THEIR 
CHANGING NEEDS”
Steve Smith, Managing Director

SBS can offer added value over its 
competitors in a multitude of ways. By 
drawing from our close relationships with 
our carefully selected and quality assured 
suppliers, by maintaining excellent stock 
levels at all branches and thus reducing 
supplier lead times. In turn we can 
provide unrivalled levels of service 
along with competitive pricing.

Our investment strategy for sustainable 
growth, along with our commitment 
to the branch expansion programme 
and product range development, are 
just some of the reasons behind the 
unprecedented success of the business, 
resulting in turnover increasing to over 
£115 million per annum today.

Through the development of our people 
and product range, with the support of 
our suppliers, shareholders and parent 
company, we shall maintain our desire to 
surpass our customers’ expectations with 
a level of service that will continually add 
value to their changing needs…

Steve Smith 
Managing Director

15
DEPOTS INCLUDING HQ  

& TUBE DISTRIBUTION  
CENTRE

no.

£115m

BETTER TO...
DELIVERING FOR 

 YOU, 
NOT THE 

SHAREHOLDER

ABOUT SBS
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HAVE HISTORY?
Being an established merchant 
in the industry means we have years 
of experience to draw on. The company 
has a large portfolio of testimonials and 
case studies from customers and projects alike, 
highlighting the added value we can give our 
customers. While reputation is an intangible concept, 
it can often be seen as a company’s greatest strength. 
Nothing demonstrates Smith Brothers reputation better than 
our continued growth since the turn of the millennium.

WITH OVER 100 YEARS OF 
EXPERIENCE, COMES EXPERTISE  
AND CREDIBILITY

REMAIN UNDER FAMILY OWNERSHIP?
Having 5th generation family members in the business 

gives the stability and commitment to our customers and staff 
that Smith Brothers will be around for another 100 years and is not 
merely an evolving purchasable asset. The company is going from 

strength to strength capitalising on its strong financial position opening 
eight branches, two distribution centres and relocating six branches since  

the recession back in 2007!!

YOU WILL NEVER HEAR; 
“SORRY, BUT THAT’S NOT IN 

MY JOB DESCRIPTION”

+

Service & Value since 1897
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SERVICE & 
EXPERTISE
BRANCH EXPANSION PROGRAMME
The head office and tube distribution 
centre are strategically placed in Blaby 
and Smethwick respectively. Our 
carefully selected branch locations give 
us a great presence across the spine 
of England and Wales. The coverage 
and geographical positions are heavily 
based around being able to support our 
customers with the high level of service 
which have formed our foundation 
of 120+ years of successful trading. 
SBS have and will continue to make 
efforts widening our network with the 
expansion programme aiming to:

INCREASING GEOGRAPHICAL COVERAGE

Giving better flexibility for our 
customers, wherever the project 
is located.

ADDING DEPTH TO STOCK

In both quantities & range, shortening 
lead times for our customers.

IMPROVING THE TRANSPORT CAPABILITIES

With a larger fleet we can manipulate 
the vehicles to maximise our 
operational capacity.

WIDENING KNOWLEDGE

With all staff, we actively encourage 
sharing of best practice, product 
knowledge and continued training.

STAFFING

Various staff are trained in multiple job 
roles along with being able to cover 
in different branches if emergencies or 
operational demands require.

SUSTAINABILITY

Like most companies, we are keen to 
grow and continue to capitalise on 
our successes, however SBS will never 
jeopardise current business operations 
by over-stretching ourselves for 
a quick success.

TRANSPORT DEVELOPMENT
To maintain service excellence significant 
investment has been made into our 
transport department giving greater 
flexibility for our customers. Our fleet of 
vehicles have continually reduced CO2 
emissions over the years making sure 
our vehicles conform to the ‘low emission 
zone’ which started operation in 2008 
administered by the Transport for 
London. The guidelines mean our vehicle 
fleet conform to the Euro 6 standards set.

Our branches are following suit 
improving their green credentials. The 
latest branch relocation (Rainham) has 
six EV charging points. Other areas of 
the business which have improved are; 
introduction of the bike2work scheme, 
purchases of hybrid vehicles and 
paperless technology. 

NATIONAL PRODUCT SPECIALIST
The business growth and product 
range expansion has meant investment 
in specialist personnel working in a 
national role overseeing product sales 
and responsibility. For the customers this 
has meant more knowledgeable staff 
along with a key person as one point of 
contact. For product areas like pumps, 
a key contact is vital to ensure success 
from quote to delivery with detailed 
product knowledge to answer any 
questions which may arise. 

The product areas with national 
specialists are highlighted below 
and they are available for site visits, 
meetings or simply on call to offer 
support when and however it is 
required;

• Pumps

• Air Conditioning

• Isotubi, Frabo & AQ MLCP System

• A-C & Refrigeration Ancillaries

• Renewables

SBS PROMISE
We make no secret of the promises we make 
to our customers when talking to the building 
services industry. By being transparent it not 

only guarantees stakeholder backing,  
but also notifies our support network from 
suppliers to delivery drivers, the level of 

performance we expect.

Our promises breakdown into 3 areas;

STAFF         STOCK        SERVICE

Our dedicated transport team ensure all 
branches have a range of transportation 
options, from large lorries with Hiab 
cranes or tail lifts to small box vans. To 
meet small back orders or final balances 
to complete a project, we also offer 
a courier service to make sure our 
customers are never let down. 

Our high standards have been 
externally verified by ‘FORS’, a fleet 
operator recognition scheme. The 
scheme aims to improve safety and 
reduce environment impact with our 
transport giving SBS tangible evidence 
of our hard work and development in 
this area. More recently our vehicles 
have been fitted with audio indicator 
siren, side and rear cameras along with 
in-cab recording which has resulted in 
SBS being upgraded to Silver standard 
on the scheme in 2017. Look out for  
the FORS sticker when you next see  
an SBS vehicle.

sbs.co.uk Service & Value since 1897
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SBS PROMISE
KNOWLEDGE & COMMITMENT

STOCK 
Whilst others may look to reduce stock 
levels to improve cash flow or minimise 
investment, SBS still remain committed to 
hold high levels of core product stock. 
This ensures we are able to support our 
trade counters whilst being able to draw 
from such reserve to support different 
stages within a project or even a site 
‘take off’. Our service and stock has on 
many occasions fulfilled project work or 
back orders after customers have been 
let down elsewhere. On average each 
branch hold a minimum of one million 
product stock holding, with the business 
having over 20,000+ stocked product 
lines nationwide.

STAFF
One of the key areas to our success 
has been the investment in people 
throughout the business. Committed, 
helpful and product knowledgeable  
staff with excellent reputations within  
the industry have been key to 
maintaining our success.  
Building upon those foundations the 
business works closely with suppliers so 
information, training and relationships 
are maintained at a high level for the 
benefit of the customer. With over 100 
years of experience, comes expertise 
and credibility.

sbs.co.uk Service & Value since 1897

SERVICE
No secret has ever been made that our 
vision since the company was founded 
was to offer value through service. 
Making sure our customers never fall 
short on their commitments, which will 
hopefully lead to them having a long 
and successful trading history like 
ours. We have personnel dedicated 
to making sure all our branches have 
the facilities on hand to meet demands 
of the external climate. Whether it 
be branch cranes, mezz floors, extra 
racking or extra investment in vehicles 
to increase delivery options and reduce 
lead times, SBS will do whatever  
is required. Smith Brothers keep the 
customer informed from start to finish 
aiming to supply, support and surpass 
your expectations.

SBS ALWAYS 
AIM TO KEEP 

THE CUSTOMER 
INFORMED FROM 
START TO FINISH.
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HEATHROW (LONDON WEST)
Unit 2 Pier Road 
Feltham 
Greater London 
TW14 0TW

T: 0203 856 5620 
E: heathrow@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7am to 5pm 
Sales Office 8am to 5pm

KEY INFORMATION

• Vast Daikin stocks with air   
 conditioning ancillaries

• Strategic west London location

• Ultra modern unit with large trade   
  counter and car park

OUR BRANCHES

BIRMINGHAM
Unit 4 Alpha Park 
Bevan Way 
Smethwick 
West Midlands 
B66 1BZ

T: 0121 555 1900 
E: birmingham@sbs.co.uk  
 
OPENING TIMES

Monday to Friday 
Trade Counter 7:30am to 5pm 
Sales Office 8am to 5pm

KEY INFORMATION

•  Modern facility due to  
recent relocation

•  Easy reach into the heart 
of Birmingham

•  All key product lines stocked 
in depth

 

BRISTOL
Unit B St Vincents Trading Estate 
Feeder Road 
Bristol 
BS2 0UY

T: 0117 947 1111 
E: bristol@sbs.co.uk 
 
OPENING TIMES

Monday to Friday 
Trade Counter 7am to 5pm 
Sales Office 8am to 5pm

KEY INFORMATION

• Large modern trade counter

• Easy reach to M32, M4 & M5

• Stocks well in excess of one million   
 including air conditioning ancillaries

CARDIFF
Unit 2 Dominions Way Trading Estate 
Newport Road 
Cardiff 
Wales 
CF24 1RF

T: 0292 167 1250 
E: cardiff@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7:30am to 5pm 
Sales Office 8am to 5pm

KEY INFORMATION

•  Air conditioning & ancillary stockist
•  Quick access to centre of Cardiff  

and A48
• Stainless press-fit stockist

LEEDS
Unit 1 Quantum Business Park 
Pontefract Road 
Stourton 
Leeds 
LS10 1AX

T: 0113 201 4222 
E: leeds@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7am to 5pm 
Sales Office 8am to 5pm
Saturday 
8am to 11:30am Trade Counter Only 

KEY INFORMATION

•  Excellent location just off  
junction 44 of M1

• Large trade counter

•  22,000+ sq ft unit powered by 
over 200+ solar PV panels

LEICESTER
99 Commercial Square 
Freeman's Common Industrial Estate 
Leicester 
LE2 7SR

T: 0116 222 7355 
E: leicester@sbs.co.uk 
 
OPENING TIMES

Monday to Friday 
Trade Counter 7am to 5pm 
Sales Office 8am to 5pm
Saturday 
8am to 11:30am Trade Counter Only

KEY INFORMATION 

• Large Daikin and air conditioning  
 ancillary stock

•  10 minutes from J21 of M1 located 
near stadiums of LCFC & 
Leicester Tigers

• Same day deliveries available on   
 request (extra charges may apply)

sbs.co.uk Service & Value since 1897
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MERSEYSIDE
Unit 6 Turbine Road 
Tranmere 
Birkenhead 
Wirral 
CH41 9BA

T: 0151 541 6440 
E: merseyside@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7:30am to 5pm 
Sales Office 8am to 5pm

KEY INFORMATION 

•  Handpicked start -up team 
with a combined 150+ years 
industry experience

•  Strategically located by the 
Birkenhead tunnel to service the 
North West & North Wales

• Ultra modern facilities

LOCATIONS
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PETERBOROUGH
Empson Road 
Eastern Industry 
Peterborough 
PE1 5UP

T: 0173 331 1711 
E: peterborough@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7:30am to 5pm 
Sales Office 8am to 5pm

KEY INFORMATION

• Stainless specialists

•  Able to cover the East of England  
as far as Ipswich & Norwich

• Extremely efficient trade counter

sbs.co.uk 

OLDHAM
Units A & B, Vulcan Business Park 
Derker Street 
Oldham  
OL1 4AS

T: 0161 621 6288 
E: oldham@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7:30am to 5pm 
Sales Office 8am to 5pm
Saturday 
8am to 11:30am Trade Counter Only

KEY INFORMATION

•  Large warehouse with a wide range 
and in-depth stock

• Excellent at project take offs

• Easy reach to M62 & M60

NORTHAMPTON
Unit 3 Reynoldston Close 
Brackmills Industrial Estate 
Northampton 
NN4 7BX

T: 0160 476 3621 
E: northampton@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7.30am to 5pm 
Sales Office 8am to 5pm
Saturday 
8am to 11:30am Trade Counter Only

KEY INFORMATION

•  Renewable unit with both a biomass 
& PV solar panel installation

• Out of hours secure collection box

• Located 5 minutes of J15 off M1 
 just of the A45

NEWCASTLE
Unit C11 The Avenues 
Eleventh Avenue North 
Team Valley 
Gateshead 
NE11 0NJ

T: 0191 917 9922 
E: newcastle@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7:30am to 5pm 
Sales Office 8am to 5pm

KEY INFORMATION 

•  Close by to A1 and 5 miles away 
from city centre

• Over 22,000 sq ft of premises

•  Modern unit with large car park and 
warehouse space

RAINHAM (LONDON EAST)
Unit 3 Avocet Park 
Ferry Lane North  
Rainham 
Essex

T: 0170 868 9900 
E: london@sbs.co.uk 

OPENING TIMES

Monday to Friday 
Trade Counter 7am to 5pm 
Sales Office 7:30am to 5pm 

KEY INFORMATION 

•  Ideal location for trade counter 
collections in to London from  
the east

•  Same-day and Saturday morning 
deliveries available (extra charges 
may apply)

• Large modern unit newly relocated

Service & Value since 1897
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HEAD OFFICE
Unit V2 Winchester Avenue 
Blaby 
Leicester 
LE8 4GZ

T: 0116 222 7330 
E: head.office@sbs.co.uk

OPENING TIMES

Monday to Friday 
Distribution Centre 7am to 5pm 
Accounts 7:30am to 5pm 

KEY INFORMATION

•  Inter-branch transport system  
to support the branch network

•  Multiple departments under one  
roof, all customer focused helping  
to deliver service excellence

• No trade counter or order facility  
 by customers from this location

TUBE DISTRIBUTION CENTRE
Unit 1 Alpha Park 
Bevan Way 
Smethwick 
Birmingham 
B66 1BZ

OPENING TIMES

Monday to Friday 8am to 4.30pm

KEY INFORMATION

• Surplus tube stock at central  
 location for easy distribution

• Focus on stainless, steel and carbon  
 tube in 3 & 6 metre lengths

• Two full length tube bays  
 fully stocked

sbs.co.uk 

OUR SUPPLY PARTNERS

SOUTHAMPTON
Unit 3 St. Georges Industrial Estate 
Goodwood Road 
Boyatt Wood 
Eastleigh 
Southampton 
SO50 4NT

T: 0238 062 3070 
E: southampton@sbs.co.uk

OPENING TIMES

Monday to Friday 
Trade Counter 7am to 5pm 
Sales Office 7:30am to 5pm 

KEY INFORMATION

• Early opening hours

• Located just off M3 & near M27

•  Moving to newer, bigger and better 
premises in 2020

Service & Value since 1897

DRAINAGE SYSTEMS

LO
CA

TI
ON

S

16



CASE STUDIES
BUXTON CRESENT SPA & THEMAL SPA

With the building still being 
relatively new the work 
required was to complete 
unfinished snagging work 
along with updating the 
existing system to perform to 
the required standard.
The greatest challenge was completing 
work within the schedule given meaning 
merchant deliveries and stock had to be 
spot on to meet such demanding time 
scales. The first challenge was to identify 
the services already in place to avoid 
duplication and install complementary 
systems or adapt existing ones wherever 
possible to make them more efficient 
and avoid unnecessary additional costs. 
The project was completed on time 
and within budget which helped the 
contractor secure a subsequent further  
3 phases at the college.

Vinci Contruction UK ran the 
project on the hotel, spa and 
pump room which now runs 
a visitor experience for the 
general public.
Having been empty for many years 
the restoration and redevelopment 
of the Hotel & Spa was a major 
project. It presented considerable 
construction challenges involving 
specialist contractors trusted in 
returning this magnificent building to 
its former glory. Retaining original and 
important features required careful 
planning during the project works.

It was partly due to the specific 
challenges of the project that Imtech, 
the M&E services provider, decided 
to incorporate the Aquatechnik Safety 
System into their solution for the 
heating and potable water distribution 
system. The unique features of the 
system satisfied the challenges of 
the project due to its ability to meet 
the demands of long pipe runs with 
minimal joints, along with easy 
and quick installation. The full-bore 
fitting system provides improved 
flow rates over other similar systems 

ensuring the associated energy 
costs are minimised. The PEX-Al-PEX 
construction provides long life and 
durability with excellent warranties 
to give the client and public-sector 
bodies piece of mind.

Utilising the ‘Multicalor’ pipe, which 
is available on coils (with no re-coil/
memory when straighten) up to 
32mm diameter, has enabled the 
routing of pipes to be made with 
minimal disturbance to existing 
structure. Although the pipe is 
flexible enough to facilitate this, 
due to its 5-layer composition with 
a fully welded aluminium centre 
core, it retains sufficient rigidity so 
as to prevent excessive expansion 
usually associated with a non-metallic 
pipework system. The end result is 
an impressive building conforming to 
modern building standards.

PRINT HALL - LEEDS CITY COLLEGE
LOCATION 
LEEDS

PROJECT DURATION 
6 WEEKS (PHASE 1)

CONTRACTOR 
SEWELL GROUP

MECHANICAL CONTRACTOR 
G&H GROUP OF COMPANIES

PROJECT VALUE 
0.6 MILLION

SERVICES USED 
MECHANICAL & ELECTRICAL

PRODUCTS SUPPLIED

• Press-fit Copper 
• SBS Dosing Pot 
• Brannan Gauges 
• Bracketry

PRODUCTS SUPPLIED

• Aquatechnik System 
• MEP Tool Hire

sbs.co.uk 

OWNER 
HIGH PEAK BOROUGH & DERBYSHIRE 
COUNTY COUNCIL

CLIENT 
VINCI CONSTRUCTION UK

LOCATION 
BUXTON, DERBYSHIRE

PROJECT DURATION 
40 WEEKS

PROJECT VALUE 
46 MILLION

CONTRACTOR 
IMTECH

SERVICES USED 
MECHANICAL & PLUMBING

STAKEHOLDER TESTIMONIALS

SUPPLIER
5 years into our partnership 
with Smith Brothers Stores, I 
have nothing but praise for their 
professional approach and endeavour 
across all aspects of the organisation. 
The directors and internal staff; whom I am 
speaking to on a weekly basis are a credit to 
the business and really give the business a personal 
touch. Coupling this with the procedures that they 
have in place ensure our partnership remains extremely 
successful. Over the past five years I have worked with SBS 
on various innovative projects which have been incredibly 
successful and I look forward to many more successful  
years with them.

CUSTOMER
JCW have been well supported by Smith Brothers Stores for a number 
years. Their Leicester branch have provided us with expertise, pre-sale 

knowledge, on-time deliveries and excellent technical after care. 
This family owned business goes the extra mile to make sure our 

expectations are met and beyond. I would definitely rate them 
five out of five stars for their excellent service. We have  

been dealing with SBS now for 6 years.

STAFF MEMBER
SBS work in ways which are 
fresh, inventive & innovative. 

Responsibility is given to all staff 
to empower us to take ownership of 

any promises we make. We can pick up 
the phone to any Director at any time and 

decisions are made quickly, efficiently and without 
fuss. The flexibility given to staff ensures a rapid 

response to any important customer requirements. The 
team at Leeds has grown from the initial 5 staff to now over 

35, I still work with the same people I did 14 years ago!! We 
were originally just work colleagues & acquaintances, but over time 

have now become firm friends, we all work hard and enjoy socialising 
after work too. I’ve found over the years that treating people as you wish 
to be treated yourself has created a vibrant workplace where all staff feel 

valued and an essential member of the SBS team. The resulting environment (I 
believe) has more than contributed to the growth & success we have all experienced 

here at Smith Brothers along with making the workplace an enjoyable place to be.

Peter Bradshaw, Commercial Manager (Leeds), Smith Brothers Stores Ltd.
Staff rating:

Mick Stevenson, National Installations Manager, 
JCW Energy Services Ltd. 

Customer rating:

Simon Barber, Sales Manager, 
Blue Rock Systems Ltd.
Supplier rating:

Service & Value since 1897
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A WIDE RANGE OF TUBES, FLANGES AND FITTINGS MADE FROM COPPER, CARBON 
STEEL AND STAINLESS STEEL. THE TECHNIQUE TO JOIN THE PRODUCTS VARIES AND 
MATERIALS USED OFTEN DEPENDS ON APPLICATION/APPROVALS ALONG WITH THE 
SUBSTANCE BEING TRANSPORTED.

OUR VITAL STATISTICS SECTION IS A USEFUL GUIDE TO HELP DETERMINE WHICH 
PRODUCTS ARE BEST SUITED IN DIFFERENT ENVIRONMENTS HOWEVER FINAL 
RELIANCE ON INFORMATION LIES WITH THE CLIENT, ALWAYS CONSULT WITH THE 
MANUFACTURER WHERE NECESSARY.

METAL PIPE 
SYSTEMS
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STEEL TUBE

MALLEABLE IRON FITTINGS

SBS distribute both cold formed and hot finished tube 
of the highest standard (EN10255/EN10217-1) both 
robust and reliable to meet all requirements relevant to its 
application or pressure. Remaining true to only offering 
quality products, our stocked steel tube is British Standard, 
duel certified CE-marked to meet the construction products 
directive (CPD) and pressure equipment directive (PED). API 
tube available in shed 40, 80, 160 and standard weight 
plain ended in full randoms.

A comprehensive range of British Standard (BS EN 10242) 
malleable iron fittings are available from stock including 
one’s which are kite-marked certified if required.

SIZE: EN10255: 8mm (1⁄4”) to 150mm (6”) 
 API: 8mm (1⁄4”) to 900mm (36”)

CONNECTION: Screwed & socketed, plain end, grooved

FINISH: Galvanised, red, self colour (upon request)

LENGTHS: Full & half randoms available

WEIGHT: Medium, heavy

SIZE: 6mm (1⁄8”) to 150mm (6”) depending on fitting

CONNECTION: Taper/taper and taper/ 
 parallel threads available

TEMPERATURE: -20˚C to 320˚C

PRESSURE: 25 bar (max working pressure)

FINISH: Black, galvanised

For tube size, weight & thickness refer to the vital statistics section.

For comparison code numbers of each fitting please 
view the vital statistics section.

sbs.co.uk 

STEEL TUBE
MALLEABLE IRON FITTINGS
FLANGES
WELDING FITTINGS
MILD STEEL & FORGED STEEL
VICTAULIC
FLEXIBLE GAS PIPING

STAINLESS STEEL TUBE & FITTINGS
COPPER TUBE
ENDFEED/ENDBRAZE
SOLDER RING
COMPRESSION
PRESS CONNECTION SYSTEMS
EXPANSION & FLEXIBLE SOLUTIONS
PRIMOFIT
PUSH-FIT SYSTEMS
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FLANGES

WELDING FITTINGS

MILD STEEL & FORGED STEEL

An extensive variety of flanges from stock in both black and galvanised 
finishes. Upon request larger sizes can be made for any bespoke solution. 
Accompanying joint rings, nuts & bolts and flange packs are also available.

A wide selection of butt weld fittings from stock to BS EN10253 (BS1965) 
to ASTM A234WPB (BS1640) in standard Weight and XS.

A full range of mild steel BS EN10241 (BS1740) fittings in stock with availability 
of forged steel fittings to ANSI B16.11 (BS3799).

SIZE:  Flanges: 15mm (1⁄2”) to 900mm (36”) 
 Gaskets & joint rings: 15mm (1⁄2”) to 900mm (36”)

CONNECTION: Screwed, slip-on, weld-neck, blank to BS10, ANSI,  
 EN 1092-1 (BS4504) plate, forged

FINISH: Black, galvanised

SIZE:  Mild steel: 6mm (1⁄8”) to 150mm (6”) 
 Forged steel: 15mm (1⁄2”) to 100mm (4”)

CONNECTION: NPT, BSP, socket weld end connections

FINISH: Mild steel & forged steel

SIZE:  Diameter: 32mm (11⁄4”) to 305mm (12”)

CONNECTION: Grooved

TEMPERATURE: -30˚C to 120˚C

SIZE:  15mm (1⁄2”) to 600mm (24”)

WEIGHT: Medium, heavy, standard weight & XS

For flange charts please refer to the vital statistics section.

VICTAULIC
SBS offers grooved piping products for HVAC and Building Services (heating, cooling, chilled and potable) through 
Victaulic, which includes pipe couplings and fittings, butterfly and ball valves, strainers, check valves, circuit balancing 
valves and pipe end grooving equipment. Since 1919, Victaulic’s pipe joining and flow control solutions have optimised 
construction productivity and reduced risk, ensuring projects are completed safely, on time and within budget. Driven by a 
spirit of continuous innovation, Victaulic’s portfolio of 100,000+ products and patented technologies promote freedom of 
design, as well as simplified inspection and maintenance for the life of any system. 

With more than 4,000 employees and 55 international facilities, Victaulic helps customers in over 120 countries succeed 
in the global construction industry. From the tallest buildings to the deepest mines, customers trust the products used to 
increase overall system durability in the most demanding construction projects and operating conditions.

sbs.co.uk 

Painted or Galvanised

Tech Sub – 11.02

Painted or Galvanised

Tech Sub – 06.06

Painted or Galvanised

Tech Sub – 07.01

FITTINGS & FLANGE CONNECTIONS (¾” – 24”)

No. 25 – Grooved 
Reducing Tee

No. 29T – Threaded 
Reducing Tee

No. 50  
Concentric Reducer

No. 51  
Eccentric Reducer

No.60  
End Cap

No.60 – End Cap  
with BSP Outlet  
Concentric or 

Eccentric

No. 10 
90° Elbow

No. 11 
45° Elbow

No. 12 
22½° Elbow

No. 13 
11¼° Elbow

No. 20 
Equal Tee

All fittings and flange 
connections are 
available Painted 
or Galvanised, Tech 
Sub – 07.01, unless 
otherwise stated.

Style 920N 
Mechanical-T

BSP Female Thread

Style 741  
Flange Adaptor

No. 41-DN  
or 45RE

No. 40 – Nipple 

Groove x Male 
Thread BSP

No. 80 
Female Thread

Adaptor Groove x 
Female Thread BSP

Small Diameter  
Style 77  
FLEXIBLE

dn20–dn40 
 & dn250–dn300 

¾" – 1½" & 10" – 12"

Painted or Galvanised

EPDM or Nitrile 
Gasket

Tech Sub – 06.04

Large Diameter –  
AGS  

Style W77

dn350–dn2000 
14" – 78"

Painted or Galvanised

EPDM or Nitrile 
Gasket

Tech Sub – 16.12

QuickVicTM –  
Installation-ReadyTM  
Style 107N RIGID

dn50–dn300 
  2" – 12"

Painted or Galvanised

EPDM or Nitrile 
Gasket

Tech Sub – 06.21

Small Diameter  
Style 07  
RIGID

dn25–dn40 
1" – 1½"

Painted or Galvanised

EPDM or Nitrile 
Gasket

Tech Sub – 06.02

Large Diameter –  
AGS  

Style W07

dn350–dn2000 
14" – 50"

Painted or Galvanised

EPDM or Nitrile 
Gasket

Tech Sub – 16.11

QuickVic –  
Installation-Ready  

Style 177N FLEXIBLE

dn50–dn200 
2" – 8"

Painted or Galvanised

EPDM or Nitrile 
Gasket

Tech Sub – 06.24

FLEXIBLE COUPLINGS – FOR EXPANSION,  
DEFLECTION AND OR VIBRATION ATTENUATIONRIGID COUPLINGS – FOR GENERAL USE

Service & Value since 1897
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FLEXIBLE GAS PIPING STAINLESS STEEL TUBE & FITTINGS
Smith Brothers supply all of the commonly required forms of stainless steel with a 
full range of pipe, fittings, flanges and fixings for a wide range of applications. 
In addition to a comprehensive range of standard products, specific items often 
referred to as ‘specials’ can be ordered with numerous specialist products and 
alloys satisfying the needs of a broad range of industries.

PIPES
ASTM A312 Welded Pipes Grades 304 and 316L

• 6mm (¼”) to 300mm (12”) NB schedule thicknesses from Sch. 5s to Sch. 80

ASTM A269 Seamless Pipes Grades 304 and 316L

• Metric and Imperial sizes

EN10217-7

  •  60.3mm to 323.9mm (OD) Hygienic Pipes to BS4825 and ISO     
      standards, Descaled and Polished finishes Gr 316

• ½” to 6” OD

We also supply stainless steel;

• Ball Valves (2 piece and 3-piece)

• Dosing Pots and Filtration

• Grooved Systems (Victaulic)

• Press Connection Systems (Isotubi)

• Nuts, Bolts, Support Systems and Ancillaries

FITTINGS
BSP threaded fittings to ISO 4144 150lb

Butt-Weld fittings to ANSI B16.9

Flanges to ASA/BS10/BSEN1092-1 Slip-On Weld and BSP

Hygienic Fittings with IDF and RJT connections BS48258 pt 5 and BS4825 pt 4

sbs.co.uk 

Tubes sold are from companies conforming to BSI standards and virtually all tube 
will be embossed with the following information;

• Nominal pipe size (nominal bore)

• Schedule (wall thickness)

• Specification

• Grade

• Method of manufacture (seamless or welded)

• Heat number

• Manufacturer’s name or symbol

TracPipe stainless steel semi-rigid gas piping system is used on commercial 
and residential projects for LPG or natural gas from the meter to the appliance.  
TracPipe is BSi Kitemarked and approved to BS7838 and EN15266, and 
is supplied in long lengths, which can be bent by hand (so no elbows are 
required, and the number of joints is greatly reduced). The AutoFlare end fittings 
are simply attached without any special tools or hot work.

TracPipe is considered a faster and easier install option when compared to 
copper or steel, reducing the total cost of the installation. The flexible system 
allows for simple routing through buildings with pre-marked metre markings for 
easy measuring of coils.

SIZE: 12mm (DN12: 3⁄8”) to 50mm (DN50: 2”)

CONNECTION: AutoFlare

PRESSURE: Working pressures to 75mbar for: 1st (manufactured gases), 
 2nd (natural gases), 3rd (LPG-propane, butane) family gases

FINISH: Yellow

LENGTHS: Various length coils

TRACPIPE (OMEGAFLEX)

The flexible gas piping system is able to transport natural gas or liquefied 
petroleum gas to appliances. Simple hand tools such as tubing cutters, wrenches 
and utility knives are all that are needed to work with the system, which is fully 
approved to BS7838 with Kitemark certification. Gastite offers flexibility and 
durability with easy routing through complex building structures and designs 
with coils pre-marked by the metre for easy measuring and installation.

SIZE: 12mm (DN15: ½”) to 50mm (DN50: 2”)

APPLICATION: CSST

FINISH: Yellow

LENGTHS: Various length coils

GASTITE

GFS stainless steel semi-rigid gas piping system is used on commercial and 
residential projects for LPG or natural gas from the meter to the appliance. It has 
a unique patented Push & Seal design and is also BSi Kitemarked and approved 
to BS7838 and EN15266 standards. It is supplied in long coils, can be bent  
by hand, no elbows are required, and the number of joints is greatly reduced.  
The fittings are simply attached without any special tools or hot work.  
The flexible system allows for simple routing through buildings with  
pre-marked metre markings for easy measuring of coils.

SIZE: 15mm (DN15: ½”) to 50mm (DN50: 2”)

PIPES: Stainless steel 1.4404

APPLICATION: GAS

CONNECTION: Patented Push & Seal fittings

FINISH: Yellow

LENGTHS: Various length coils

GFS (GAS FLEX SYSTEMS)

Service & Value since 1897
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For tube thickness and maximum working pressures please refer to the vital statistics section.

COPPER TUBE
PLUMBING
Plumbing copper for both commercial and domestic use 
is all supplied to EN 1057 (BS2871) in plain tube and 
coils, as well as plastic coated and chrome plated options 
when required. Strength and reliability is assured with 
virtually all stocked copper supported by Kitemark, ISO 
9001 and CE certifications along with a minimum 25 
year guarantee, meaning Smith Brothers sources quality 
copper from leading manufacturers.

SIZE: 6mm to 219mm

FINISH:  Chrome plated, plastic coated, table Y, table X, 
table W, medical gas, MiniBore

LENGTHS:  3m, 6m lengths, various other coils & lengths 
available upon request

FIELDS OF APPLICATION
• Drinking water

• Gas

• Central heating

• Hot & cold water

AIR CONDITIONING
Refrigeration and air conditioning copper all complies to 
EN 12735-1 supported by an ISO 9001 environment and 
are designed specifically for the industry being cleaned, 
nitrogen-purged and capped before SBS receive delivery. 
Available in both straight lengths and coils to various gauges 
(SWG), it is available along with a range of ancillaries and 
refrigerant gas to support your air conditioning installation 
and maintenance projects.

• COILS:  ” to ”

• GAUGE:  19 to 22

• LENGTHS:  ” to 4 ”

• GAUGE:  11 to 21

• COILS:  6m, 15m & 30m

• LENGTHS:  3m & 6m COMPRESSION

Manufactured in copper and brass, the WRAS approved product complies  
with international standards being made to EN 1254 (BS864). Each fitting 
is made within an ISO9001 environment and comes with a 25 year guarantee 
against manufacturing defects when installed in accordance with the 
manufacturer’s guidelines.

Compression fittings create a mechanical joint when tightening the nut, 
compressing the ring onto the tube. This range of fittings can be used with  
a variety of materials including light gauge plain and chrome plated  
copper tube, stainless steel, carbon steel tube, PEX, PB and polyethylene pipe.  
The fittings are WRAS approved to EN1254 (BS864) and come with a full 
manufacturer’s guarantee.

SOLDER RING
The WRAS approved fittings are manufactured in copper and brass, complying 
with international standards and made to EN 1254 (BS864). A ring of high 
quality lead free solder is located in each fitting which comes with a 25 
year guarantee against manufacturing defects when installed in accordance 
with manufacturer’s guidelines. Each fitting is made within an ISO9001 
environment ensuring quality management is present.

SIZE: Endfeed: 6mm to 54mm 
 Endbraze: 67mm to 159mm

CONNECTION: Endfeed

SIZE: 6mm to 67mm

CONNECTION: Solder ring

SIZE: 6mm to 159mm

CONNECTION: Compression

ENDFEED/ENDBRAZE

sbs.co.uk 

• Sanitation

• Air Conditioning

• Refrigeration

Service & Value since 1897
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Smith Brothers offer a comprehensive and flexible range of press systems for all modern building services providing customers 
with an easy, fast, cost effective and reliable jointing solution. Leak path, heat free and long guarantees are a few features of 
the technology which can be used in a wide variety of applications. With stainless, copper and carbon systems along with 
the ability to press on to 4” NB thick walled steel, the scope for application is wider than ever. If a multi-layer press system is 
required, view the Emmeti product or the flared mechanical system Aquatechnik. Both are located within the plastic pipe  
system section. 

Typical Applications; Heating, Drinking Water, Fire Protection, Gas, Solar, Compressed Air, Oil 

PRESS CONNECTION SYSTEMS

Please note: Jaw profiles can vary between manufacturer and some ranges are limited on size. Refer to pipe application tables in vital statistics to 
compare all press systems available.

ISOTUBI

With over 30 years of stainless steel manufacturing and global experience, Isotubi offer a stainless steel press solution for  
both gas and water (BSi & WRAS Approved) through their Numepress system which meets EN 10312 standards. It is  
available from 15mm to 168.3mm with a maximum working pressure of 16 bar along with a 25 year warranty.  
The M profile product is suitable, providing the correct O-ring is used, for steam, drinking water, solar, gas, compressed  
air and other applications. 

With annual press fitting production approaching four million from the factory based in Barcelona, Spain, quality is assured 
with Isotubi, a global brand and leader in stainless steel.

KEY INFORMATION

TUBE:    6m lengths available in 304 and 316L

FITTINGS:    316L

BLACK (EPDM) O-RING:   -20°C to 110°C

GREEN (FKM) O-RING:  -20°C to 200°C

RED (FKM) O-RING:  -10°C to 200°C

YELLOW (HNBR) O-RING:  -20°C to 70°C

VIEGA

The V profile system has a wide application range with SC-Contur  
(leak-path) feature and includes Megapress, capable of pressing thick 
walled steel pipe up to 4” NB with the facility to also transport gas  
(HNBR yellow o-ring).

MEGAPRESS (STEEL)
The only thick walled press system available with sizes from ” to 4” 
which can be used on seamless, welded, black, galvanised, epoxy-resin 
coated and industrially painted pipes. Comes with 25 year warranty,  
will work up to a maximum pressure of 16 bar and can also be used on 
gas applications.

TEMPERATURE & PRESSURE

BLACK O-RING:   -5°C to 110°C

YELLOW O-RING:  -20°C to 70°C (only up to 2”)

PRESTABO (CARBON)
Cost effective system with a size range of 12mm to 108mm. Temperature 
capacity going from -5°C to 110°C with pressures up to 16 bar and 5 
year warranty. 

SANPRESS INOX (STAINLESS)
WRAS approved and gas safe (FKM yellow o-ring) with a 25 year 
warranty with a size range of 15 to 108mm.

TEMPERATURE & PRESSURE

BLACK O-RING:   -5°C to 110°C up to 16 bar

YELLOW O-RING:  -20°C to 70°C up to 5 bar

PROFIPRESS (COPPER AND GUNMETAL)
WRAS approved, gas safe (FKM yellow o-ring) and suitable for solar  
(FKM matt black o-ring) with a 25 year warranty.

TEMPERATURE & PRESSURE

BLACK O-RING:   -5°C to 110°C, up to 16 bar, 12mm to 108mm

YELLOW O-RING:  -20°C to 70°C, up to 5 bar, 12mm to 64mm

MATT BLACK O-RING:  0°C to 140°C, up to 16 bar, 12mm to 35mm

sbs.co.uk 

PRESS CONNECTION SYSTEMS

Service & Value since 1897
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PRESS CONNECTION SYSTEMS
FRABO

With over 50 years of manufacturing experience, Frabo offers a wide range of press fittings in copper and carbon steel for 
different applications, both compatible with M Profile jaws, the press fitting technique provides easy and fast joints. Frabo 
press fittings have been designed to guarantee performance in the most testing conditions, resistant against pulling forces and 
torsional stresses, therefore providing a safe and long-lasting system. All press fittings from 12 to 54mm are equipped with 
SECURFRABO patented system which allows any un-pressed fitting to be detected during a leakage test.

PEGLER YORKSHIRE (XPRESS)

Xpress is the complete M profile press-fit system from Pegler Yorkshire offering leak before press and various approvals in a 
diverse range suitable for most installation environments. A brief overview of their range is listed below:

sbs.co.uk 

PRESS CONNECTION SYSTEMS

Service & Value since 1897

COPPER
BSI Kitemark (BS 8537:2010) and WRAS approved system is suitable for solar (Viton green o-ring) and comes with a 25 
year warranty. The chrome plated range is also available for visible pipework.

SIZE:  12mm to 108mm (54mm for solar, Viton green o-ring)

TEMPERATURE & PRESSURE

BLACK O-RING:   -20°C to 110°C up to 16 bar

GREEN O-RING:   -20°C to 200°C up to 10 bar

CARBON
Cost effective system with a size range of 15mm to 108mm. Temperature capacity going from -35°C to 135°C with pressures 
up to 16 bar and 5 year warranty. Plastic coated and internally galvanised tube range available along with 67mm sizes.

STAINLESS
A WRAS approved and gas safe (HNBR yellow o-ring) system which can be used for water purification by reverse osmosis 
and where high levels of hydrogen sulphide are present. The size range is from 15mm to 108mm complete with a 25 year 
warranty.

TEMPERATURE & PRESSURE

BLACK O-RING:   -35°C to 135°C up to 16 bar

YELLOW O-RING:  -20°C to 70°C up to 1 bar inside and up to 5 bar outside

POWERPRESS
The VSH PowerPress product range is a press system designed for thick wall steel pipe according to EN10255, EN10220 
and ASTM A53, A106, A135, A795 (schedule 10 to 40) standards. The system can help with installation times and a clean 
working environment. The standard fittings are fitted with an EPDM profiled O-ring with a ‘leak before press’ feature which leak 
water under pressure testing if not pressed.

Advantages:

• Professional press tools

• Simple, fast connection technology

• Fittings from ½" to 2"

• Visual press indicator

• Clear identification of materials and dimensions

• Clear identification of materials and dimensions

• Leak Before Press function

• Suitable for heating and cooling installations

• Full line of valves

COPPER - H2O SECURFRABO
WRAS approved suitable for different water applications thanks 
to the high performance black O-Ring EPDM seal. All fittings are 
equipped with SECURFRABO patented system.

SIZE:  12mm to 54mm

TEMPERATURE & PRESSURE

BLACK O-RING:   -10°C to 110°C up to 16 bars

COPPER - XL SIZE
The system is WRAS approved ideal for commercial projects 
distributing all types of water (EPDM black O-ring), especially 
useful in large civil and industrial installations.

SIZE:  66.7mm to 108mm

TEMPERATURE & PRESSURE

BLACK O-RING:   -10°C to 110°C up to 16 bars

CARBON STEEL - SECURFRABO
The carbon-steel system (pipe & fittings) is corrosion resistant 
through zinc-plating treatment with high-performance EPDM 
O-ring. Value for money, lightness, practicality and speed of use 
make the carbon steel SECURFRABO the ideal solution in closed 
circuit installations. All fittings are equipped with SECURFRABO 
patented system.

SIZE:  15mm to 54mm

TEMPERATURE & PRESSURE

BLACK O-RING:   -10°C to 110°C up to 16 bars

CARBON STEEL - XL SIZE
The carbon-steel system (pipe & fittings) is corrosion resistant 
through zinc plating treatment with high-performance EPDM 
O-ring. The most useful areas of application include closed  
circuit systems in buildings or large civil and industrial works.

SIZE:  66.7mm to 108mm

TEMPERATURE & PRESSURE

BLACK O-RING:   -10°C to 110°C up to 16 bars

M
ET

AL
 P

IP
E 

SY
ST

EM
S

30

M
ETAL PIPE SYSTEM

S

31



ADVANTAGES
• Vibration resistance

• Noise Control

• Cleanliness (clean rooms classed ISO 5, 6, 7)

• Corrosion resistance, whatever the fluid or environmental conditions

• Guides, anchors & skids available

EXPANSION & FLEXIBLE SOLUTIONS
The comprehensive range contains expansion joints (including WRAS 
approved), rubber bellows, hoses, anchors and pipe guides which absorb 
vibrations and noise, compensating for thermal expansion and pressure 
differences as well as other kinds of movements.

SIZE: Expansion joints: DN 25 to DN 7000  
 Bellows: DN 3 to DN 125 
 Hoses & hose assemblies: DN 5 to DN 300

CONNECTION: Screwed & socketed, plain end, grooved, flanged, crimped

TEMPERATURE: -150°C to 650°C

PRESSURE: Absolute vacuum to 200 bar

PUSH-FIT SYSTEMS

PRIMOFIT
A compression fitting made of malleable iron which offers full end load 
capability ideal for use within heating, ventilation, air conditioning and even 
for gas systems. No special tooling is required and it is perfect for efficiently 
connecting smooth-ended steel and PE pipes. Various sealing materials enable 
pressure-proof connections to be made for a wide variety of applications.

SIZE: 15mm (1⁄2”) to 76mm (3”)

CONNECTION: Compression

FINISH: Black, galvanised

Advantages:

• Versatile connection

• No special tools required

• Angular deviation possible

• Handy for ‘awkward’ places

• Ability to loosen fitting if required

sbs.co.uk 

This WRAS approved push-fit system from Pegler Yorkshire comes in sizes from 10mm to 54mm and provides a heat-free 
installation with a choice of demountable or non-demountable fittings. When using Tectite flexi-metal, PEX and PB plastic 
pipe, the correct support liner must be inserted into the pipe. Ideal for applications as diverse as domestic maintenance, 
refurbishment, new build and large scale public sector projects but not available for the use on gas. The fittings can be 
used with many different types of materials including; copper tube, Tectite flex-metal, PEX and PB pipe, plus a variety of 
steel including stainless and carbon.

CLASSIC
Manufactured from DZR brass alloy it is compatible with 
copper and plastic piping available in sizes from 10mm 
to 28mm. Ideal for hot and cold water services in low 
temperatures, hot water and heating applications.

SPRINT 
Manufactured from copper and DZR brass, Sprint is 
available in sizes from 10mm to 54mm, compatible with 
copper and plastic pipe. The range is ideal for hot and 
cold water services in low temperatures, hot water and 
heating applications.

PRO
A demountable fitting which is compatible with copper has 
a size range of 15mm to 54mm.

316
The stainless steel range with fittings available in sizes from 
15mm to 54mm.

PEGLER YORKSHIRE (TECTITE)

SHARKBITE

Sharkbite is a low-lead DZR push-fit range from RWC which is 
demountable from the pipe with the use of a simple tool. The system 
provides quick and easy install in both wet and dry conditions 
with heat free installation, ideal for use where flame jointing is 
not permitted. All fittings are electrically continuous when used in 
conjunction with metal pipes. The material used to manufacture the 
fittings is low-lead DZR compliant with European Drinking Water 
Directive 98/83/EC and is WRAS approved.

Range: 10mm to 54mm (including ‘slip’ couplings and tees)

Fittings suitable for following pipes:

• Copper (including chrome copper) pipes to  
BE EN 1057 R250 and R290

• PEX Barrier Pipes to BS7921

• Polybutylene (PB) pipes to BS7921

• Galvanised Carbon Steel pipes to EN10305  
(as used with Press Systems)

Service & Value since 1897
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WITH A VARIETY OF BRAND LEADING MANUFACTURERS, ALONG WITH THE 
LATEST TECHNOLOGY, SOME EXCLUSIVE TO SMITH BROTHERS, WE CAN SUPPORT 
YOUR PROJECT REQUIREMENTS WITH OUR WIDE RANGE OF STOCK.

OUR VITAL STATISTICS SECTION IS A USEFUL GUIDE TO HELP DETERMINE WHICH 
PRODUCTS ARE BEST SUITED IN DIFFERENT ENVIRONMENTS HOWEVER FINAL 
RELIANCE ON INFORMATION LIES WITH THE CLIENT, ALWAYS CONSULT WITH 
THE MANUFACTURER WHERE NECESSARY.

PLASTIC PIPE 
SYSTEMS

Modern, plastic pressure pipe systems are a lightweight and durable alternative to pressure 
pipe & fitting systems, made from traditional materials and offer equivalent life cycles. The 
material has a wide range of benefits over traditional materials in commercial buildings 
especially where high pressure plumbing is required. Within any pressure piping system, 
it’s vital that the temperature and pressure relationship along with thermal movement is 
controlled. The Effast system has different material compounds to suit particular application 
situations with the range including PP (Polypropylene), PVCu, ABS and PE plastics.  
The range of pipe and fittings have different temperature ranges and jointing techniques, all 
of which carry WRAS approval and the relevant BSI Kitemark.

The Effast PVC-U pipe and fittings range is a pressure system which has high 
chemical resistance and good flow characteristics, which make it a safe and 
secure choice for potable water and food products supply. The solvent welded 
pipe fittings are especially well-suited to industrial process applications where 
high pressure systems are required. It becomes a full bore system when used in 
conjunction with the range of PVC-U ball valves.

PVC-U

FEATURES
• Lightweight

• No specialist tooling required

• Smooth bore pipe reduces  
pressure loss

• High abrasion resistance

• Operating temperature from 00C 
to +600C subject to pressure 
requirements

• Solvent welded system

• Class 7 range of pressure pipes 
and fittings available

• Wide range of applications to 
transport fluids

• Chemical Resistant

• Available in Metric sizes  
16 to 315mm and Imperial sizes  
1⁄2”to 8”

The Effast ABS (Acrylonitrile Butadiene Styrene) Pressure Pipe System can 
tolerate temperatures as low as -40°C and has good flow characteristics.  
This makes the system a safe and secure choice for chilled or potable water, 
food and beverage applications in a commercial environment. Effast pressure 
pipe and fittings remain a full bore system when used in conjunction with  
the range of ABS ball valves.

ABS

EFFAST
GF
AQUATECHNIK
EMMETI
PUSH-FIT
MDPE
PLASSON
PRE-INSULATED PIPE

sbs.co.uk 

FEATURES
• Lightweight

•  Robust system at low temperatures 
down to -40°C

•  Smooth bore pipe reduces  
pressure loss

•  Operating temperature -40°C 
to +60 °C subject to pressure 
requirements

• Solvent weld pipe fitting system

•  Suitable for mains water and  
chilled water applications

•  Class T range of pipes and  
fittings available
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Effast PP-H pressure pipe system is lightweight with high impact strength 
and reliable heat fusion welding. The Polypropylene pipe fitting system 
offers good abrasion resistance and is widely used in industrial processing 
and commercial applications.

PPH

FEATURES
•  Suitable for socket fusion, butt fusion 

and electro fusion jointing

• Lightweight

• High abrasion resistance

• Good chemical resistance

•  Operating temperature from -10°C to +95°C  
(short term +110°C) subject to pressure requirements

• Ideally suited to many industrial / processing applications

PVC-U is well suited to environments where temperature 
range is from 0° to +60°C. Ensuring highest possible 
thermal stability and chemical resistance, PVC-U systems 
stand up to the most demanding conditions, particularly 
where fluids such as acids, alkalis, bases and salts are 
transported. The universal solution covers all aspects of 
safety, efficiency and reliability required to build, maintain 
and operate industrial piping systems.

PVC-C piping materials are suitable for high temperature 
environments with an operational range from 0° to 80°C. 
The excellent mechanical characteristics such as a high 
tensile strength, stiffness and impact strength are evident 
even at increased temperatures.

APPLICATIONS
Chemical process industry, marine,  
building technology, microelectronics.

FEATURES
•  Very good mechanical characteristics,  

also at elevated temperatures

• Outstanding chemical resistance

• High burning resistance and self-extinguishing

• Range of PVC-C valves; ball, butterfly and diaphragm 

PVC-U

GF products are manufactured and tested to the highest quality with strict quality control 
measures. With its own independent accredited test laboratory GF meets all the relevant third 
party approvals while offering solutions for virtually all applications.

SIZE: EN/ISO: 6mm to 400mm 
 BS Inch: 3/8” to 8” 
 ASTM/ANSI: ½” to 24” ASTM SCH80

CONNECTION:   Tangit gap filling solvent weld system  
(Tangit DTX or GF Dytex for  
aggressive chemicals)

TEMPERATURE: 0°C to 60°C

PRESSURE: up to 16 bar (up to 160mm)

PVC-C

SIZE: EN/ISO: 16 to 225mm 
 BS Inch: 1/4” to 24”

CONNECTION:  Tangit gap filling solvent cement

TEMPERATURE: 0°C to 80°C

PRESSURE: up to 16 bar (up to 160mm)

APPLICATIONS
Water treatment, marine, chemical process industry,  
microelectronics, power plants.

FEATURES
• Low investment for tools and equipment

• Very good chemical and corrosion resistance

• Proven physiological harmlessness

• Range of PVC-U valves; ball, butterfly and diaphragm

Service & Value since 1897

Polypipe Effast provides a wide selection of valves across a range 
of materials including ABS, PVCu and Polypropylene. They are 
suited to a wide range of commercial and Industrial applications 
and are available electrically or pneumatically actuated if 
required. The ball, check and butterfly valves are available in 
different sizes to fit a variety of applications, from shopping centres 
and supermarkets, to hotels, pharmaceuticals, factories and mines.

VALVES

The Polypipe range of Effast valves include:

• Ball Valve

• Air Release Valve

• Check Valve

• Diaphragm Valve

• Wafer Check Valve

• Pressure Relief Valve
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The outstanding characteristics of ABS is its flexibility allowing its application 
in a temperature range from -50°C to +60°C. The exceptionally high notched 
impact strength values, even at low temperatures, indicate the material’s high 
robustness and tolerance to surface damage. 

APPLICATIONS
Water treatment, food & beverage / 
cooling, marine, building technology, 
industrial refrigeration applications 
e.g. food and beverage cooling, 
warehouse cooling

SIZE: EN/ISO: 16 to 315mm 
 BS Inch: 3/8” to 8”
CONNECTION:   Tangit gap filling  

solvent cement
TEMPERATURE: -50°C to 60°C
PRESSURE: Class E = up to 15 bar 
 Class D = up to 12 bar 
 Up to 225 mm = up to 10 bar

FEATURES
• Low operational energy loss

•  High impact strength even  
at low temperatures

• Halogen free

• Range of ABS valves; ball, 
butterfly and diaphragm

ABS

COOL-FIT 4.0 is the pre-insulated piping system for secondary cooling with 
brine, glycol, ethanol, and chilled water. It is ideal for temperatures ranging from 
– 50 °C to 60 °C. The system is cutting-edge technology that benefits fruit and 
vegetable processors, slaughterhouses, breweries, and supermarkets in particular. 
COOL-FIT 4.0 helps you to work with maximum efficiency and without disruption, 
while simultaneously reducing your maintenance and operating costs.

FEATURES
• 50% faster installation 

• 30% higher energy efficiency 

• 65% less weight

• 100% maintenance-free

SIZE: d32 – d450mm

PRESSURE:  PN16 bar (d32 – d110)  
 PN10 bar (d160 – d450)

MATERIALS: PE100 – GF HE foam -   
 HDPE

TEMPERATURE: -50°C to 60°C

COOL-FIT 4.0

COOL-FIT 2.0 is a completely pre-insulated plastic pipe system for secondary 
cooling and refrigeration systems operated with brine or glycol solutions. The 
system is based on impact resistant PE100 pipes and fittings, which are insulated 
with 20mm/40mm high energy efficient (HE) foam insulation in addition to a UV-
resistant outer jacket which is both weather resistant and water tight. The inner 
surface of the PE pipe provides minimal pressure loss, while the low thermal 
conductivity of plastic and the insulation, ensure low energy and running costs 
for the lifetime of the product.

FEATURES
• Fast connection, easy suspension

•  Excellent insulating properties,  
low operational and energy costs

• No corrosion

• Low CO2 emissions

APPLICATIONS
Cold Storage, food and beverage 
production, supermarkets, process 
cooling systems

SIZE: 32 to 450mm

CONNECTION:   Electrofusion

TEMPERATURE: -50°C to 60°C

PRESSURE: Up to 16 bar

COOL-FIT 2.0 (PE)

A heavy duty piping system with excellent impact strength in all climatic 
conditions. Good chemical and abrasion resistance up to ambient process 
temperatures. Highly cost-efficient system assembled from a comprehensive 
product range, with the option of off-site pre-fabrication if required.

APPLICATIONS
Water treatment, energy, marine, 
cooling, chemical process industry

ecoFIT (PE)

TEMPERATURE: -50°C to 60°C

PRESSURE: Up to 16 bar

SDR 11: 20 - 900mm on   
 couplers (2000mm   
 branch saddles available)

SDR 17: 50 - 1200mm on   
 couplers

FEATURES
• UV and weather-resistant

• Outstanding abrasion resistance

• High impact strength

• Wide choice of jointing 
technologies

iLITE is a new solution for heating and plumbing projects with its intelligence in 
the tool. Only one tool is needed for all joint dimensions from d16 to d32. The 
tool rapidly and safely expands pipes, with two axial movements in the opposite 
direction to ensure all joints are completed in one step, quickly and easily. iLITE 
can be used with a comprehensive range of PPSU fittings, which are unique in 
design for strong, reliable jointing. Both PE-X and multi-layer piping options can 
be used with this system, and a full range of brass transitional fittings complete 
the solution.

iLITE

APPLICATIONS
A complete, secure system for 
heating, domestic hot water and 
drinking water distribution; 

• Space heating systems

• Domestic hot water systems 

• Mains cold water services

FEATURES
• Quick and easy installation
• Multi-usable fitting
• Excellent flow rate
• Safe, dependable connections

SIZE: d16 - d32mm

PRESSURE: PN10 bar (@ 20°C)

MATERIALS:  PE-X a/b/c &  
 multi-layer composite

TEMPERATURE: 0°C to 70°C 

LIFESPAN: 50 years

APPROVAL: WRAS

TEMPERATURE: 0°C to 80°C

PRESSURE: Up to 10 bar

SIZE: 16 to 500mm

CONNECTION: Butt Fusion/Socket Fusion

APPLICATIONS
Water treatment, chemical process 
industry, energy

FEATURES
•  Very good abrasion and  

corrosion-resistance

•  High thermal ageing and thermal 
forming resistance

• High impact strength

• Range of PP-H valves; ball, 
butterfly and diaphragm

The highly resistant material offers numerous fields of application with outstanding 
weldability and low heat distortion. High stress fracture, pressure, abrasion, 
corrosion and temperature resistance are only some of the advantageous 
characteristic properties for a polypropylene system.

PROGEF STANDARD (PP)

APPLICATIONS
Chilled water, boosted cold 
water, data centres, food industry, 
cold stores

Service & Value since 1897

PL
AS

TI
C 

PI
PE

 S
YS

TE
M

S

38

PLASTIC PIPE SYSTEM
S

39



sbs.co.uk 

PROGEF Natural is the transparent, pigment-free polypropylene product range 
offering beneficial properties such as excellent clean, smooth surfaces, high 
chemical and temperature resistance along with the bead and crevice free 
jointing technologies. PROGEF Natural provides a cost-efficient solution for 
high purity applications.

APPLICATIONS
Microelectronics, 
chemical process industry

APPLICATIONS
Building technology, marine, 
hot & cold water installations

APPLICATIONS
Building technology, marine, 
industrial applications,  
hot & cold water installations, 
compressed air, cooling systems

PROGEF NATURAL (PP-R)

TEMPERATURE: 0°C to 80°C

PRESSURE: 10 bar (up to 63mm)

SIZE: 20 to 110mm

Aquasystem piping system has been designed for hot and cold water as well 
as heating applications. The integrated WRAS approved system simplifies pipe 
correct material selection by only offering Faser fibre barrier pipe, avoiding 
complications. Aquasystem meets the stringent requirements of the water sector 
while offering a cost effective solution. It is ideal option for piping installations 
for schools, hospitals, hotels, office blocks and in fields of modular construction.

AQUASYSTEM

MATERIALS: Polypropylene, brass

SIZE: 20 to 125mm

CONNECTION:  Electrofusion &  
 Socket Fusion

TEMPERATURE: 0°C to 90°C

PRESSURE: Up to 20 bar (at +20°C)

MATERIALS: Polybutene, brass

SIZE: 16 to 315mm

CONNECTION:   Electrofusion, socket fusion,  
butt fusion, compression joint

TEMPERATURE: -10°C to +95°C

PRESSURE: Up to 16 bar

FEATURES
•  Very good abrasion and  

corrosion-resistance

• Bead and Crevice Free 
weldeability

• High impact strength

FEATURES
•   Low expansion with fibre pipes

•  Off-site fabrication

•  Cost certainty

•  Good chemical resistance

•  Minimum pressure losses

FEATURES
• Noise-insulating

• Full flow design

• Elasticity to follow building shape

• Cost-effective prefabricated solutions

•  One system from point of  
entry to tap

Instraflex is a high tech polybutene system for installations in the building 
technology and marine sector. Major fields of application are hot and cold 
water, cooling systems and compressed air. The system offers complete solution 
packages for buildings ranging in size from single-family detached houses and 
apartment blocks to public/commercial buildings.

INSTAFLEX

AQUATECHNIK
The Safety Pol system by Aquatechnik has a unique flared jointing system, which provides a simple, yet secure, installation 
method for multi-layer pipes. The Lloyds registered product with high insurance backed warranties gives the user total 
peace of mind when installing. The fully WRAS approved system utilises an easy to use tool, which expands the end of the 
pipe in order to accept the fitting. This method unlike other systems, does not reduce the bore of the pipe/fitting keeping 
flow rates at their optimum. This often means lower sizes are needed compared to other technologies. The fittings are fully 
demountable and adjustable, allowing installation flexibility whilst maintaining joint integrity.

The safety system is made up of Pe-X/Aluminium/Pe-X pipe and PPSU fittings, which together form a complete solution, 
providing high thermo-mechanical resistance and long term material stability and reliability.

ADVANTAGES
•   Secure, demountable, adjustable and re-useable 

fitting system

• High resistance against impacts

• Higher flow rates & lower pressure drop against  
other MLCP systems

• Fast, clean & simple installation process

• Modular & comprehensive fitting system allowing 
total flexibility

• Resistant to the possibility of corrosion & scaling

• Resistant to lime, cement, plaster, phenomena of 
electro-chemical aggression

• Suitable for potable, heating and chilled water 
applications

• Also compatible with a wide range of fluid types, 
making it suitable for use in many industrial 
applications including compressed air installations 
with low oil content

• Low costs & low cost tooling

SIZE:  12 to 75mm

CONNECTION: Flared Mechanical Jointing System

TEMPERATURE: Up to 95°C

PRESSURE: Up to 10 bar

FINISH: White

LENGTHS: Coiled (without memory) & Straight Lengths

EMMETI
This multi-layer composite pipe system can be used in both traditional branch plumbing and point-to-point plumbing in 
conjunction with a manifold system. It is suitable for use in both the domestic and commercial buildings and is WRAS 
approved for potable water in sanitary applications.

For branch plumbing applications, the system includes high quality brass press and compression fittings, together with 
tooling and a full range of accessories. The pipe is also fully compatible with sanitary and heating manifolds for use in 
point-to-point installations using the patented Monoblocco fittings to make the secure connection.

The wide range of pipe sizes, fittings, accessories and various fastening options make the Emmeti system a complete and 
highly reliable solution for any project, with the option to extend the standard warranty up to 50 years.

SIZE:  16 to 63mm

CONNECTION: Press

TEMPERATURE: Up to 95°C

PRESSURE: Up to 10 bar

FINISH: White

LENGTHS: Coiled & Straight Lengths

Service & Value since 1897
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MDPE TUBE
Can be connected to both copper and plastic pipes (please ensure MDPE 
pipe inserts for plastic pipes). It can reduce installation time and it carries 
the BBA and WRAS approvals along with being manufactured to British 
Standards. Pipe is available is various colours depending on application or 
requirement such as Yellow (Gas) MDPE, Black (water) MDPE, Blue (water) 
MDPE and Royal Blue (water) HPPE with fittings to accompany the range.

SIZE:  20 to 400mm

FINISH:  Yellow, black, blue

LENGTHS:  6m lengths & coiled up to 180mm

Plasson offer WRAS approved fittings and valves for connecting 
PE pipe in applications for water supply, plumbing, agriculture, 
landscape irrigation, waste water, industrial/M&E and many other 
applications. The company is ISO 9001 and 14001 certified 
providing reliable fittings all around the world.

Smith Brothers are able to offer a range of pre-insulated pipe (single 
and dual/multiple pipe) for a variety of applications, even custom 
options for specific requirements. The technology has an array of 
benefits such as; heat loss, energy efficiency gains, and able to 
transport some of the harshest chemicals.

PLASSON

PRE-INSULATED PIPE

SIZE: 20 to 160mm Mechanical 
 20 to 63mm Push-Fit 
 20 to 900mm Electrofusion

CONNECTION: Mechanical, Push-fit, Electrofusion

TEMPERATURE: -10°C to 40°C

PRESSURE: PN16

APPLICATIONS
• Heating

• Potable Water

• Chilled Water

• Hot Water

PUSH-FIT

JG Speedfit is a plastic push-fit system suitable for the 
plumbing of hot and cold water services, central heating 
applications, UFH, including pressurised and combi 
systems. The fittings can be demounted if required, are 
lead free, and remove the risk of any scale build up. 
Manufactured to British Standards and Kitemarked, the 
fittings are available in diameters up to 28mm. Its cross 
linked polyethylene barrier pipe and fittings can be used 
on both Speedfit and copper pipe, which can offer a 
complete system for plastic plumbing.

Pipelife’s push-fit plumbing fittings are fully manufactured 
to an ISO 9001: 2008 Quality Management System. 
The fittings are a white PE-X body with the seal 
achieved by the use of an integral black EPDM “O” 
ring between the wall of the fitting and the pipe surface. 
The fittings are suitable for use with Pipelife’s PB and 
PEX pipe which is available in coils or 3 metre straight 
lengths along with traditional copper pipe. The fully 
demountable system has excellent thermal stability, 
are combustion resistant, fully WRAS approved and 
guaranteed for 25 years at the working pressures  
& temperatures of 12 bar at 20oC, 6 bar at 65oC  
and 3 bar at 92oC.

To cater for the domestic plumbing market an extensive range of high quality, reliable and time saving plumbing fittings 
suitable for domestic hot and cold water applications are available. These systems can help when installing water pipes in 
a new home, extending a system or repairing a leak. The push-fit fittings, valves and accessories can make the job easy.

The plumbing system offers a comprehensive range of 
pipes and fittings in 10, 15, 22 and 28mm nominal 
diameters. It is suitable for domestic water supply and 
heating applications along with being fully compatible 
with both plastic and copper pipe. Hep2O pipe is highly 
flexible and comes off the coil straight (no memory) making 
it easy to work with. The fittings feature In4Sure joint 
recognition with adjustment and demounting possibilities 
using the Hepkey, and come with a 50 year guarantee. 
The product can also be used for UFH.

SPEEDFIT HEP2O

PIPELIFE

Service & Value since 1897
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SMITH BROTHERS STOCK A RANGE OF MARKET LEADING HVAC VALVE SOLUTIONS 
WHICH BRING THE ULTIMATE PERFORMANCE AND CONTROL ALONG WITH 
HIGH EFFICIENCY. BY STOCKING THE LATEST TECHNOLOGY AND EXTENSIVE 
RANGE OF VALVES FROM INDUSTRY LEADING MANUFACTURERS, CUSTOMERS 
HAVE SUBSTANTIAL CHOICE. NO MATTER HOW HOSTILE THE LIQUID/PRESSURE 
OR DIFFICULT THE APPLICATION, SBS CAN WORK WITH THE APPROPRIATE 
MANUFACTURER TO SOURCE THE SOLUTION.

NUMEROUS ABOVE GROUND DRAINAGE AND RAINWATER SYSTEMS ARE 
AVAILABLE SUCH AS HDPE, CAST IRON, PVC-U, ACOUSTIC AND PUMPED WASTE 
OPTIONS. AS A TERRAIN ‘SPECIALIST’ STOCKIST CUSTOMERS CAN RELY ON SBS 
TO PROVIDE NOT ONLY EXPERTISE BUT VAST LEVELS OF SOIL AND WASTE STOCK 
TO SUPPORT YOUR PROJECT AT EVERY PHASE.

VALVES & 
DRAINAGE

CRANE & HATTERSLEY
IMI HYDRONIC ENGINEERING
SBS VALVES
PEGLER YORKSHIRE (PEGLER)
ALTECNIC
STEAM VALVES
SAFETY VALVES

RADIATOR VALVES
POLYPIPE BUILDING SERVICES
CAST IRON DRAINAGE
SANIFLO
MCALPINE
WATER TREATMENT

sbs.co.uk 

CRANE & HATTERSLEY
Both Crane and Hattersley offer a variety of traditional valves, including ball, 
butterfly, check, gate & globe valves as well as a range of balancing solutions 
for constant & variable flow systems, including PICV and DPCV. Crane also 
manufactures a range of malleable iron pipe fittings rated PN25 which are 
suitable for a wide variety of uses. Solutions for public health are available 
and include thermal circulation valves and pressure reducing valves, all with 
WRAS approvals. The majority of the valves are available as BIM ready product 
components. Products are targeted at Building Services systems such as HVAC 
and Hot/ Cold Water but also have applications across industrial processes. 
Approvals include WRAS, Kitemark, ISO 9001 and European Pressure 
Equipment Directive.

PRODUCT RANGE
Gate, globe, check, ball, butterfly, strainer, PICV, DPCV, PRV, TMV, TCV

SIZE: 10mm to 1800mm (depending on product)

CONNECTION: Threaded, compression, flanged, press-fit

TEMPERATURE: -10°C to 288°C (depending on product)

PRESSURE: Up to 64bar (dependent on product)

FINISH: Bronze, Cast iron, Ductile iron, DZR brass, Brass,  
 Malleable Iron, cast steel

For comparison code numbers of each valve please view the vital statistics section.
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IMI HYDRONIC ENGINEERING (IMI TA)
Founded in the same year as Smith Brothers in 1897 often providing market 
leading innovation on system balancing products. In the 1950’s they created 
the first manual balancing valve and have continued to improve ever since. 
SBS are the preferred Distribution Partner for IMI Hydronic Engineering 
focusing on the IMI TA brand of valves. They have a large portfolio of 
products which SBS can support from stock across the network of branches.

SOME KEY PRODUCTS
•  TA-Modulator & TA-Compact: Pressure Independent Control Valves 

(PICV) with unique characteristics

• TA-Slider: Digitally Configurable Actuators

• TA-Therm: Thermostatic Balancing Valves

• IMI Pneumate: Pressure Reducing Valves (PRV)

• TA- STAP: Differential Pressure Controllers (DPCV)

• TA-STAV, STAD, STAF: Manual Balancing Valves

• TA-Heimeier: Thermostatic Radiator Valves (TRV)

• TA-SCOPE: Hand-held Measuring device for on-site Commissioning

• Range of Isolation, backflow prevention and filtration products.

•  SBS can also offer IMI Pneumatex Pressurisation, Dirt Separation 
and Degassing Equipment

VALVES &
 DRAINAGE
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SBS VALVES
Albion benefits from the knowledge and expertise that comes with over 30 
years’ experience in the commercial heating and HVAC industry and are 
now a trusted equivalent to premium priced brands. All of our products 
have been designed & manufactured to deliver optimum performance and 
are accredited with the required industry approvals, including WRAS, ATEX 
and EN331.

PRODUCT RANGE
Ball, gate, isolation, solenoid, check, globe, actuated, commissioning (DPCV's, 
PICV's), butterfly, strainers, public health range

SIZE: 1/4” to 16”

CONNECTION: Press-fit, threaded, compression, weld, flanged

TEMPERATURE: -25°C to 230°C

PRESSURE: Up to 25bar (often dependent on size)

FINISH: Brass, plastic, cast Iron, stainless, bronze, DZR, Cast Steel

For comparison code numbers of each valve please view the vital statistics section.

ALTECNIC

TEMPERATURE: Up to 110°C

PRESSURE: Up to 16bar

PRODUCT RANGE
TMVs, PRV’s, Sealed Systems Kits, Ball Valves, Expansion  
Vessels, Backflow Prevention Devices, Radiator Valves,  
Dirt & Air Separation, Flow Regulation, Balancing Valves,  
Heat Interface Units

Altecnic has built a reputation on supplying what installers require, while 
a dedicated technical team works on what they will need in the future. 
Development work by their European manufacturing owners in Caleffi 
constantly anticipates new regulations and market trends. They have the 
potential to meet every requirement for every application, while meeting 
relevant legislation and environmental standards. With more than thirty years 
of experience in meeting the needs of specifiers, stockists and installers, their 
products and services are chosen by trade merchants, original equipment 
manufacturers, plumbing and heating engineers and specifiers. The breadth 
and range of products, backed by relevant certification and approvals, 
mean the user can be confident in the product chosen.

STEAM VALVES
When it comes to steam and air pressure the greatest priority is safety and then control, which is why SBS has chosen 
to work with market leading manufacturers offering the highest quality products to make sure our customers are never let 
down when it comes to performance.

SPIRAX SARCO
The comprehensive product range covers the entire steam and condensate 
loop, from blow down valves and steam trap stations with 10 year warranty’s,  
to bespoke packaged systems and sustainable boiler houses. The company 
is recognised by BSI with ISO 9001 and 14001 for added credibility. 
Quite simply, Spirax Sarco has a product for every part of your  
steam system.

SIZE:  1/4” to 4”

CONNECTION: Screwed & socket weld, butt weld, flanged

TEMPERATURE:  -150°C to 300°C

PRESSURE:  0.1 to 40bar

PEGLER YORKSHIRE (PEGLER)
Pegler Yorkshire has been a major force in valves and fittings for over 100 
years and their commercial valves package for the HVAC market is built upon 
the unique strengths in design and manufacture accumulated over this period. 
Pegler Yorkshire has pioneered the market by introducing both press & push fit 
end connections, offering significant installed cost savings. They are dedicated 
to designing, developing and manufacturing products of the highest quality. 
Their products, where applicable, comply with the relevant British, European and 
International standards. Whatever the latest developments, they guarantee that 
the products will always meet the latest and highest standards.

PRODUCT RANGE
Gate, commissioning, globe, check, butterfly, quarter turn ball valves, strainers, 
ballofix, thermal circulation valves

SIZE: 1/4” to 24”

CONNECTION: Press-fit, push-fit, threaded, compression and flanged

TEMPERATURE: -40°C to 198°C

PRESSURE: Up to 40bar (often dependent on size)

FINISH: Brass, ductile iron, cast iron, stainless, bronze, DZR

Service & Value since 1897
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SAFETY VALVES
These valves are installed for safety and can be installed after a pressure reducing valve (PRV) to protect against failure. It 
is not always clear the difference between a pressure relief and a safety relief valve. On a pressure relief valve the lift is 
progressively proportional to the flow making them ideal for pump relief, bypass and on cold water mains to protect from 
PRV failure. The latter (safety) is ideal when the working environment is particularly tough and fluids being transported are 
corrosive with the lift on valve opening suddenly (not gradual) once set pressure is reached.

NABIC
Nabic manufacture in the UK a range of safety and pressure relief valves along with control 
valves in gunmetal and stainless steel suitable for a wide variety of fluids including steam, hot 
water and air. The valves are ideal for vented and unvented heating systems, hot water and 
steam boilers, compressed air systems, pump relief and bypass.

TEMPERATURE:  Up to 260°C

PRESSURE: 0.3bar up to 12.5Ba

SBS also stock a range of Albion valves for a cost saving alternative to Nabic, for the  
comparison table please view the vital statistics section.

RADIATOR VALVES
To complement the stock of radiators SBS can provide high quality angle and straight manual & thermostatic radiator valves 
specifically designed to meet the requirements of both domestic and commercial markets where performance & reliability  
are paramount.

CALYPSO - STANDARD FLOW CONTROL
The IMI Heimeier TRV pack consists of a Calypso TRV 
body, DU head and lockshield. Designed for application 
in a two-pipe pumped heating system. The Bi-directional 
thermostatic radiator valve can be fitted either vertically 
or horizontally in the flow or return and either end of a 
radiator giving you total flexibility in installation.

FEATURES
• Bi-directional thermostatic radiator valve, can be fitted  
 either vertically or horizontally in the flow or return of  
 a radiator

•  High quality valve body and fittings with environmentally  
 friendly galvanizing and polishing

• Shut off function for maintenance purposes

•  Approved to EN 215

• Frost protection

ECLIPSE - AUTOMATIC FLOW CONTROL
The IMI Heimeier Eclipse TRV pack comes with automatic 
flow control (AFC) technology with the pack consisting of a 
standard TRV body (with AFC), an accurate DX head and 
high quality lockshield. The unique Eclipse AFC technology 
makes balancing a heating system easy with no complex 
calculations necessary, just simply set the flow. The product 
will automatically prevent overflows to ensure comfort levels 
are maintained. Accompanied by the sleek DX thermostatic 
head, this pack combines style with performance and 
optimum control.

FEATURES
•  Integrated flow limiter: eliminates over flows  
 and self-balances the system

• Horizontal or vertical mounting

• High quality valve body and fittings with  
 environmentally friendly galvanizing and polishing

•  Shut off function for maintenance purposes

• Approved to EN 215

• Liquid-filled sensor in head for reliable and  
 precise room temperature control

• Frost protection

SIZE:  15mm

TEMPERATURE:  Up to 120°C (control range 6°C to 28°C)

CONNECTION:  G½” male thread with 15 mm compression  
 fitting for copper or carbon steel pipe

PRESSURE:  Up to 10bar

SIZE:  15mm

TEMPERATURE: Up to 120°C (control range: 6°C to 28°C)

CONNECTION: G½” male thread with 15mm compression  
 fitting for copper and carbon steel pipe

FLOW RANGE: 10 to 150 l/h

PRESSURE: Up to 10bar

POLYPIPE BUILDING SERVICES
Smith Brothers have joined forces with the UK’s leading manufacturer of plastic piping systems, Polypipe Building Services, 
together offering outstanding service and the best products available for any project. Polypipe understand the challenges 
today’s project face and by working closely with consultants and contractors remain the number one choice for engineered 
products and systems within commercial building services. Bringing you household brands such as Terrain, Polypipe 
Building Service’s trusted plastic drainage systems and designed solutions bear hallmarks of high quality construction 
and reliability in use and backed by the company’s outstanding technical advice and customer support. Specialist in 
commercial building services, Polypipe offer unrivalled offsite fabrication solutions and have been delivering sustainable 
solutions to high rise residential, hospitals, schools, hotels and shopping centres for over 50 years.

SOIL AND WASTE
The system includes solvent-welded and push-fit options for 
soil and waste drainage, overflow and trap systems along 
with a comprehensive range of adaptors and accessories. 
Products are available in multiple colours (grey, black, 
white and rustic brown) with system going up to 160mm 
(6”) for the soil stacks.

BENEFITS
•  Wide range of solvent and push-fit soil  

and waste solutions

• Unrivalled installation options to match any project

• Quick and easy installation

• Light weight and easy to handle

• High quality finish and colour to match all systems

•  Suitable for all types of commercial, high rise residential, 
domestic, industrial and public sector installations

FUZE
FUZE is a high performance, modern drainage system 
which has been used on a wide range of prestigious 
commercial buildings. It’s manufactured from high density 
polyethylene (HDPE) so has strong abrasion, chemical and 
temperature resistance.

ACOUSTIC DB12

This triple layer pipe system is easy to install, with 
specially developed co-polymer polypropylene layers and 
acoustically engineered fittings that effectively dampen 
both airborne noise and sound transmitted through the  
building structure. It’s especially well-suited to large,  
multi-occupancy buildings. 

FIRE TRAPS
Terrain Firetrap is a comprehensive range of unique 
passive fire protection products for use with Terrain Soil 
and Waste Systems, Terrain FUZE and Terrain Acoustic 
dB12 pipe systems.

P.A.P.A. AND PLEURA
The Terrain P.A.P.A.© (Positive Air Pressure Attenuator) and 
Pleura Vent System eliminates the need for a traditional 
piped secondary vent system.

POLYPIPE ADVANTAGE
All aspects of the development from the ground up can 
be streamlined. Having pre-assembled stacks reduces 
installation time and allows the project to run smoothly 
within a reduced timeframe. Polypipe Building Service’s 
dedicated experts are available to aid ground workers 
through the installation for added support.

SIPHONIC AND RAINWATER SYSTEMS/UNDERGROUND
Polypipe Building Services have an extensive range of 
rainwater outlets for flat roof and balcony applications for 
commercial, industrial and public sector developments. 
With a comprehensive range of outlets from 50mm-
110mm. For outlets for a large roof area we’d recommend 
using the Terrain HydroMax siphonic system, the renewable 
section goes in to greater detail for such products. The 
below ground drainage range offers both rigid and foam 
core pipes and a comprehensive range of fittings to suit all 
applications.

For jointing guidelines with the Terrain products go to the vital statistics section for extra assistance. Alongside the Terrain 
brand we also have access to Polypipe products if required along with their underfloor heating solutions.

Service & Value since 1897
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WATER TREATMENTCAST IRON DRAINAGE
Smith Brothers works with leading brands to offer cast iron drainage for below 
ground applications and bridge drainage which offers high performance whilst 
remaining lightweight. For internal or rainwater drainage, SBS can offer a total 
solution from roof outlet to below-ground drainage, to ensure optimum efficiency. 
The range can suit most project requirements consisting of cast iron soil and 
waste systems (including drainage pipes), floor drains, shower drainage and 
wet-room ranges provide a total solution whether it is connected to the plumbing 
fittings or linking with underground sewer systems. The cast iron system is non-
combustible with high tensile strength and excellent noise attenuation. With fully 
certified products to EN 877, CE and Kitemarked along with BBA certification, 
quality is ensured backed up with technical support and warranties.

SIZE: 50 to 600mm

FINISH:  Cast iron

LENGTH: 3m

MATERIAL: Cast Iron (choice of ductile or stainless steel couplings)

PRODUCT RANGE

•  Water filtration - an efficient way to improve water for every day use. They 
can provide clear drinking water, available on tap when required often 
giving a cost saving solution.

•  Scale inhibitors/reduction - these are a low cost answer to problems with 
hard scale. A complete choice of technologies (single & dual) to match 
your needs/budget and products are available with either push-fit or 
compression fittings.

•  Water conditioners - the system uses an ion exchange process to remove 
calcium and magnesium ions from the water supply, replacing them with 
sodium salts, which do not deposit scale.

•  Water softening - hard water can seriously damage central heating 
systems, pipework, boilers and other applications running off 
the system. This solution can prolong the life of the system while 
maximising energy efficiency.

•  Reverse osmosis - available in single unit form or part of  
a modular water treatment solution, the product can protect a single 
appliance or whole facility. Units are available capable of removing 99% 
of dissolved solids and 98% of all bacteria and fine suspended particles 
below 1 micron particle size.

•  Ultra violet disinfection - UV is a safe technology used for the purpose of 
disinfecting water without the use of chemicals. An effective solution that 
kills most waterborne viruses and bacteria. As water passes through the 
shell it is exposed to a high intensity UV light that destroys the DNA within 
the bacteria cells and viruses.

•  Chlorine dioxide - this chemical is an effective disinfectant and will remove 
a biofilm. Chlorine dioxide generators are used to accurately mix two 
chemicals together in a controlled environment. The dosing can be 
controlled manually or modulated automatically.

SANIFLO
Saniflo products offer a solution for unconventional situations where drainage 
is a problem. With a range of over 30 products including macerators, pumps 
and lifting stations all designed to work with small bore pipework that is easy to 
install and run to the nearest soil pipe. Whether it’s a loo in the loft, a bath in the 
basement or even facilities for a café or bar, wherever conventional drainage is 
not possible, Saniflo probably has a product to help find a solution.

SIZE: Can be pumped vertical up to 5m and horizontal up to 100m

MCALPINE
McAlpine have an extensive range of bottle, tubular, bath and shower traps 
which all have a multi-fit or universal outlet to suit 1 1/4” (32mm) to 2” 
(50mm) plastic, copper or lead waste pipe. The company also have a large 
range of channel drains, floor gullies, WC connectors and air admittance 
valves. McAlpine is a member of the British Standards Institution and 
manufacture their products to the highest standards where possible.

SIZE: 1¼” (32mm) to 2” (50mm) –  
 other sizes available on different products and upon request

CONNECTION:  Multifit or Universal (compression)

FINISH: Plastic (white) & chrome

The modern world has often meant we live in an era of aggravated water shortage. The easy access to quality 
water is limited with increasing water pollution, exhausted rivers, overused groundwater all threatening our water 
consumption. A range of water treatments are available from the simple to complex products for both domestic and 
commercial applications.
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FROM PLANT ROOMS AND BOILER HOUSES TO SMALL APPLICATIONS, THE RANGE 
OF HEATING EQUIPMENT AVAILABLE IS VAST OFFERING DIFFERENT SOLUTIONS 
AND EFFICIENCIES TO MATCH YOUR REQUIREMENTS. BY WORKING CLOSELY 
WITH BRAND LEADING MANUFACTURERS, WITH OUR HIAB CRANES ON OUR 
LGV’S, SUPPLYING YOUR EQUIPMENT HAS NEVER BEEN EASIER.

COMMERCIAL 
HEATING 
& PLANT

BOILERS
A fuel-burning unit used for heating water with the three main types being; 
combi, system and heat only (for biomass please refer to the renewable 
section). SBS partner a number of commercial boiler manufacturers making 
sure there is a unit to suit every application. Boilers need to meet both 
environmental and economical demands and have options for wall hanging 
or floor standing, which often depends on size range selected. Available kW 
range varies between model and manufacturer but by dealing with quality 
brands all performance and ErP demands can be met.

sbs.co.uk 

BOILERS
WATER HEATERS/ 
CYLINDERS/CALORIFIERS
LOWARA
PUMPS
PRESSURISATION UNITS
BOOSTER SETS
DOSING POTS

AIR & DIRT SEPARATORS
EXPANSION VESSELS
MAGNETIC FILTERS
METERING
STELRAD
RADIATORS & TOWEL RAILS
HEATERS

BOILER OPTIONS
• Gas

• Oil

• Gas/Oil

• Industrial

•  CHP/Biomass (see renewable section)

WATER HEATERS /CYLINDERS/CALORIFIERS
A wide range of options are available to offer solutions for every application, 
from public buildings and commercial properties, to construction sites, festivals 
and sporting events. Following the change in ErP Regulations it has become 
extremely important to provide products capable of performing to the required 
level. Efficiency percentages and recovery rates for these products remain 
paramount along with protection against legionella and easy installation as 
space is often at a premium. Smaller undersink and oversink instant boiler 
water options are also available whether it be for domestic or industrial use. 
Size (litre) range varies between model and manufacturer but by dealing  
with quality brands all performance demands can be met.

BOILER OPTIONS
• Direct

• In-Direct

• Unvented

• Vented

• Solar (see renewable section)
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PUMPS
The energy regulations have changed the world of pumps a lot over recent 
years and SBS deal with various brand leading manufacturers to provide 
a solution for any pumping requirement in various applications such as; 
domestic building, commercial building, fire protection, industrial, water 
supply and waste water. Either from stock or direct from the applicable 
manufacturer, ErP compliant pumps can be supplied. Condensate removal 
pumps are listed the in air conditioning section.

PRODUCT RANGE
•  Variable Speed & in-line 

Circulators (ErP compliant  
& WRAS approved)

•  In-line (including twin) & end 
suction centrifugal,

•  Multi-stage; horizontal, 
vertical, immersible, in-series

• Submersible & sewage

A wide range of high quality pressurisation units are available which can provide 
a solution for replenishing water into sealed system heating and chilled water 
installations. Unit can be suitable for small domestic/light commercial systems to 
a large industrial high-temperature or district heating systems. Models have the 
option to come with either digital or dial (analogue) displays, single and two pump 
versions, boxed (cabinet) or open and even small compact versions for small spaces.

SIZE: From small compact analogue units to large two pump digital units

PRESSURISATION UNITS

FEATURES (IF CORRECT PUMP IS CHOSEN)
• Simple installation

•  Low energy consumption – complying with 
the latest ErP/EuP requirements

•  Multiple pump settings

•  Low noise level

•  Minimal maintenance and long life

•  Pumps to suit regardless of system pressures

•  Pressure control and speed duty to suit

•  Available for multiple systems including heat pumps  
and solar systems

BOOSTER SETS
High-rise buildings along with flow rate requirements often mean 
booster sets are essential in some geographical regions. Along with 
the fact water authorities only guarantee a pressure of 1 bar at a 
simultaneous flow of 9 litres/min, buildings of three levels or more 
will often require a booster set. Solutions are available for all types 
of installation from domestic to large industrial applications, even 
WRAS approved cold water booster sets. The model range varies 
from single pump and constant speed setting to multiple pumps, 
variable speed and inverter controlled sets.

sbs.co.uk 

To help convert new, old and different model pumps a conversion chart is available in vital statistics to help with replacements and new pumps.

LOWARA
Renowned for its progressive research and development, Xylem’s Lowara brand is a market leader in the advancement 
of pumping and circulating solutions for the residential and commercial markets. All hydraulic pumps, drives and 
packages are developed with low lifecycle costs in mind, as well as high efficiency, ease of installation and ultimately a 
long service life. With the ability to tackle even the most demanding of clean and wastewater management applications, 
the Lowara brand operates across multiple market segments, offering high quality solutions for water, wastewater, HVAC 
and fire protection.

PUMPS

Xylem’s Lowara brand is synonymous with providing long term economical solutions for 
pumping and circulating clean or contaminated water. The main industries served are;

       RESIDENTIAL AND COMMERCIAL BUILDING SERVICES: circulation in heating and cooling systems, domestic 
hot water, water supply, wastewater handling and fire protection solutions

PUBLIC UTILITIES: water supply and district heating solutions

AGRICULTURE: irrigation systems 

AQUACULTURE: water transport solutions

MINING: water supply and dewatering solutions

OIL AND GAS INDUSTRY: heavy duty water transport solutions

GENERAL INDUSTRY: water supply, pressure boosting including boiler feeding, washing equipment

Lowara pumps, drives and packaged solutions such as pressure booster sets and wastewater 
lifting stations are all developed with low life cycle cost in mind. That means products which  
are robust, highly efficient, easy to install and service with a long service life.

To make it easy to work with Lowara products, we offer a package of tools, including pump selection software and 
applications, circulator replacement guides and CAD & BIM files online.

BOOSTER SETS, PRESSURISATION UNITS AND OTHER EQUIPMENT

GHV & GVF SERIES BOOSTER SETS: fully automatic for water supply equipped with 2-6 
pumps including pressure transmitters and control panel.

HYDROQUENCH PACKAGED FIRE SYSTEM: automatic sprinkler sets provide a pressurised 
system in residential installations, using the latest technologies to ensure the 
highest degree of reliability. Designed to comply with the draft specification 
EN 12259-12 & BS 9251.

MINI COLD WATER PACKAGED BOOSTER SETS: complete with break tank, suitable for boosting 
cold water via type A/B air gap on domestic, commercial, industrial and 
building applications, energy saving variable speed models available fitted with 
the e-SM.

PRESFIX PRESSURISATION UNITS: designed to replace water that has been lost through 
system leakage and to maintain the system design fill pressure in sealed 
heating and chilled water systems in accordance with BS7074 parts 1,2 & 3.

SPHERE UNITS, BLOCK AND GENYO SYSTEMS: units consist of a single-phase automatic one pump pressure set available in the electro-
mechanical version, sphere units, block (diaphragm tank, pressure switch, pressure gauge and various connectors) and in 
the electronic one (pump plus Genyo).

SMB, RESVARI, VARITANK, RESFIX AND FIXTANK BOOSTER SETS: Variable and fixed speed pumping units designed to maintain pressures, even 
during peak demand periods.

Service & Value since 1897
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DOSING POTS
Dosing pots are installed in a heating or cooling system to allow rapid 
introduction of water treatment safely for the prevention of sludge, limescale 
and corrosion. The ideal location is where there is a high differential pressure 
between the flow and return pipework or heaters. The range has both 
mild steel and stainless steel material construction options, supplied fully 
assembled ready for installation on site. A non return valve has been fitted  
for additional safety due to its anti flash protection.

SIZE: 3.5 to 50ltr

TEMPERATURE: -10°C to 120°C

PRESSURE: 0.5 to 14bar

FINISH: Mild steel & stainless steel available

 AIR & DIRT SEPARATORS
The range of separators available from SBS are designed to automatically remove dirt 
and air from heating, cooling and process systems, ensuring optimum performance of 
your equipment at all times. These can be installed in all buildings and even retro-fitted 
into existing systems, to provide economic and environmental benefits. Installation can 
be done on any sizeable open or closed loop system, including chilled water systems, 
condenser water systems, and process water systems.

FEATURES
• Stainless steel internal element.

• Designed and manufactured in accordance with 
pressure equipment directive 97/23/EC, 1997.

• Larger units available upon request.

SIZE: DN50 to DN300

CONNECTION: PN16 (others available upon request)

TEMPERATURE: Up to 110°C

PRESSURE: Up to 10bar

FINISH: Carbon steel and stainless steel available

sbs.co.uk 

EXPANSION VESSELS
The expansion vessels for heating and potable water applications are 
manufactured with the highest grade materials to ensure long and reliable life. 
Available for both heating and potable water applications which comply with 
UK water regulations. All units are also fully compliant with European standards 
meeting all PED directives.

SIZE: 8mm (¼”) to 300mm (12”)

TEMPERATURE: up to 99°C

PRESSURE: All pre set at 1.5bar, 8bar max up to 24ltr,  
 10bar max 35ltr up to 500ltr

FINISH: Red epoxy paint, grey, white (potable water)

METERING
Working with leading suppliers of metering products SBS can offer meters for the building services, process and 
agricultural markets along with a wide range of meters suitable for residential to hygienic applications.

PRODUCT RANGE
•  Water - A full range of domestic, commercial and industrial WRAS and MID approved cold and hot water meters.

•  Electricity - Single and three phase meters with either direct connection or CT operation with multiple communication  
outputs available.

•  Gas - Range includes diaphragm, turbine and rotary meters. Gas regulators and solenoid valves also available.

•  Energy - MID and RHI compliant/approved with multiple data output options.

•  Process - Available for steam, oil, compressed air and hygienic requirements.

•  Tenant Valve Plus - Combines a number of functions in one compact, self-contained unit to control and monitor water supply 
to multi-unit sites, such as flats or offices. Utilising a single cartridge design, the WRAS approved Tenant Valve Plus is 
quick & easy to installed, reduces leakage potential and saves costs.  
It incorporates a ball type isolating valve, also approved as a stop valve, pressure reducing valve, double check 
valve, dual reading pressure gauge/test point and a connection point for optional addition of a Class ‘A’ water meter. 
Alternatively, an adaptor is available to fit a Class ‘D’ water meter. 
All components are accessible from one side of the valve, which is supplied with a moulded insulating cover. For use  
up to 16 bar and 85 degrees celsius and adjustable between 1.0 – 6.0 bar.

MAGNETIC FILTERS
Often unit installation is to prolong the life of the system with magnetic 
technology to help keep efficiencies high, maintaining optimum performance 
for both domestic and commercial environments. A wide range of products 
are available, even for the most demanding heavy duty industrial application 
with various connection options.

FEATURES
• Protection from black iron oxide

• Collects large and micro-particles of sludge that build up in the boiler

• Conforms to the pressure equipment directive

• Easy draining/cleaning maintenance

Service & Value since 1897

With help sizing dosing pot required refer to the vital statistics section.
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STELRAD STELRAD
Stelrad offers one of the widest range of steel panel radiator styles and sizes in the UK and also has a comprehensive 
selection of designer products and towel warmers, not forgetting the range of low surface temperature radiators. With 
radiator heights up to 2200mm and width/lengths up to 3000mm, all size requirements can be met. Outputs are as low as 
190 Watts (648 BTU’s (Delta T50)) up to 6,276 Watts (21,414 BTU’s (Delta T50))

Compact and Elite products were one of the first radiator ranges in the UK market to have a ten year guarantee. 
All products conform to EN442, the European Standard for radiators, and are manufactured in ISO 9000 certified 
facilities. The products are pressure tested to 10 bar (8 bar for LST’s) to assure weld integrity and a thorough leak testing 
regime, followed by a four stage inspection process. Every radiator undergoes a two stage painting process to give an 
exceptionally hard-wearing finish in RAL 9016 as standard. To compliment the range, radiator valves are also stocked, 
which can be seen in the previous product area.

sbs.co.uk 

ELITE (STEEL PANEL)

One of the slimmest double panel radiators on the market at just  
77mm wide, offering a range of 183 models and providing extra sizing 
flexibility to cover a multitude of application requirements. Specifically 
designed accessories, such as floor standing brackets, ensure the Elite can 
be fitted anywhere. Symmetrical convectors allow radiator mounting either 
way up, a TBOE connection is offered as an important facility in commercial 
applications and to ensure greater efficiency with high definition pressings to 
ensure smooth edges. All tappings are aligned with quality nickel-plated plugs 
and vents, incorporating high quality EPDM ‘O’ rings.

RANGE:

P1 – Single panel

K1 – Single panel Single Convector

SOFTLINE

This series of radiator offers a mix between design and performance giving the best 
of both with the range including Plan, Deco and Compact models. Vertical options 
are available should size of a room dictate a certain shape radiator is required. 

COMPACT (STEEL PANEL)

The Compact is one of the UK’s best-selling and comprehensive range of compact 
radiators. With proven high performance award winning characteristics, it is ideal for 
every room and every application where space is at a premium. Available in a range 
of 184 models, the range provides extra sizing flexibility and covers a multitude of 
application requirements. The integrated top grille and side panels have been specifically 
designed to eradicate any movement, providing a tight, professional fit that will remain in 
place, even after storage, transit and installation. A range called Compact Vertex is also 
available to give an extra option when it comes to sizing.

RANGE:

K1 – Single panel Single Convector

K2 – Double panel Double Convector

DESIGNER

The range has both horizontal and vertical options to suit various tastes and property 
requirements. Colours and size vary greatly with a brief outline of the different options 
seen below;

•  Planar – Slim profile radiator which is often a favourite with architect’s after 
understating radiators

•  Compact Style – Combination of design and value presenting a stylish product

•  Concord – Constructed from horizontal tubes creating a flat radiator

•  Caliente – Like the Concord but ultra thin tubes

•  Classic Column – Timeless steel column ‘old’ style classic radiator

LST STANDARD & IPLUS

Meeting NHS guidelines for ‘safe hot water and surface temperature’ they are also 
finished in antibacterial paint as standard making safety paramount in such challenging 
environments. The LST Standard gives you the option to specify your preferred controls and 
can be installed in domestic, commercial and public buildings running heating systems. 
The iPlus model comes with a Danfoss RAS-D remote sensor designed specifically for 
commercial heating systems which can be pre-set to allow adjustment of room temperatures 
between 5oC and 26o C. Every LST radiator is supplied with flat panel outer casing 
which is totally reversible to allow piping flexibility. The casing is held by security fittings 
with a unique seam fixing bracket system to prevent unauthorised access to the emitter 
accommodated inside. The emitter itself provides high outputs through convection for 
excellent heating performance. A range called LST Plus Vertical is also available to give an 
extra option when it comes to sizing.

RANGE:

K1 – Single panel Single Convector

P+ – Double panel Single Convector

K2 – Double panel Double Convector

P+ – Double panel Single Convector

K2 – Double panel Double Convector

P+ – Double panel Single Convector

RADIATORS & TOWEL RAILS
SBS work with other manufacturers providing a range of LST, compact and towel rail radiators. 
The different products come with various feature benefits but common acceptance is this method 
of heat transfer (radiator) has developed significantly giving many more options than ever 
before helping find a solution for every application/environment.

Service & Value since 1897
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HEATERS
RADIANT HEATERS
Easily installed and requiring minimal maintenance, these gas heaters provide clean, quiet, energy efficient heat. 
Ceiling mounted and aesthetically pleasing, these heaters are available in a variety of sizes and designs.

ADVANTAGES
• Broad range of inputs and tube lengths to fit a variety of building   

sizes and floor plans

• Durable components help provide long equipment life

• Ceiling mounting options

• Detailed installation, commissioning, operation and service manuals to  
assist in reducing installation and service time

• Deep-dish, parabolically-designed reflectors with end caps help maximise 
energy reflection & minimise heat loss by convection

• Reflectors can often be tilted or side reflectors can be added to concentrate 
heat where needed

• Quick fix couplings and hangers provide ease of installation

• Natural gas or LPG models available

• Unit can be CE design certified to meet industry standards

A comparison chart for your desired model is available in the vital statistics section.

AIR CURTAINS
An air curtain does not act as a physical barrier, but is designed to retain air 
conditioned or heated air, reduce cooling or heating loads while allowing 
the use of an ‘open door’ policy & keeping smells and other contaminants 
out. Applications can be retail premises, sales outlets, cold stores, busy main 
entrance, warehouse & reception areas. With any air curtain it is essential that 
the ‘jet’ of air reaches the floor and covers the entire door width. An air curtain 
should therefore enhance comfort and save energy.

ADVANTAGES
• Increased comfort

• Energy savings

• Tried, tested & trusted over many years

• Simple to install – plug & play

• Control flexibility

SIZE: 9kW to 60kW

TRENCH HEATING
Trench heating is very discreet, frees up floor space and does not obscure 
vision through any glazing. It also reduces the liability for accidental damage 
and requires minimal maintenance. However if space beneath the floor is 
restricted or the floor is solid, low level floor-mounted perimeter heaters or runs 
of continuous above-floor perimeter heating may provide the answer. Perimeter 
heating provides all the benefits of trench heating, circulating and heating cool 
air from windows, minimal dimensions and it works well in situations where 
trench heating cannot be installed.

SIZE: 100kW to 1800kW (Individual units)

sbs.co.uk 

UNIT HEATERS (FLOOR STANDING, CABINET AND OPEN)
Unit heaters can be installed in the widest variety of locations, from factories and 
warehouses to exhibition halls and showrooms. The two discharge options, downward or 
horizontal, meet all likely space configurations. Downward discharge is particularly suited 
to complex areas where obstacles might impede airflows from a horizontal unit. However 
the horizontal discharge units, with high adjustability, they are ideal where directional 
heating (eg along production lines) is required.

Most unit heaters can operate with low, medium or high pressure from hot water, steam, 
natural gas, oil or LPG. This means that most existing factory or commercial units need no 
major or expensive capital installation, before an effective heating solution can be found.

ADVANTAGES
• Increased comfort

• Extensive range

• Tried, tested and trusted over many years

• Simple to install

• Control flexibility

• Natural gas, oil or LPG fired options

• Ideal for most industrial and commercial applications with large range  
of heat outputs and burner options

• CE approved gas models available

SIZE: 10kW to 300kW

To assist with model selection see vital statistics section.

HEATERS
In partnership with brand leading manufacturers, an extensive range of heating equipment is available through SBS. With 
such focus on the energy sector, maximising control and performance, while minimising running costs is key within any 
heater. A small selection of the range available is highlighted below with various approvals supporting the products.

DESTRATIFICATION FANS
With any conventional air heating system warm air will rise to roof level by 
natural convection. In high buildings such as factories, warehouses and sports 
centres, this can result in high temperature gradients and consequently increased 
energy usage. Destratification fans reverse the natural convection process, 
recirculating warm air back to working level providing a permanent reduction  
in roof space temperature and uniform temperature distribution.

ADVANTAGES
• Ease of installation

• Low running costs

• Reliable in operation with minimum maintenance

• Extremely effective heat distribution

• Variety of paint finishes available upon request
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WITH EXTENSIVE DAIKIN STOCKS SBS ARE WELL PLACED TO SERVICE YOUR AIR 
CONDITIONING PROJECT REQUIREMENTS WITH A WIDE VARIETY OF ANCILLARIES 
TO COMPLIMENT THE PRODUCT RANGE. THE BUSINESS HAS SPECIALIST PRODUCT 
MANAGERS IN THIS FIELD TO HELP ANSWER ANY TECHNICAL QUESTIONS, ALONG 
WITH EFFICIENCY TURNING YOUR ENQUIRY INTO A FORMAL QUOTE. THE RANGE 
IS SUPPORTED BY AIR CONDITIONING AND REFRIGERATION ANCILLARIES FROM 
PUMPS TO REFRIGERANT GAS.

ENQUIRIES: DAIKIN@SBS.CO.UK

AIR 
CONDITIONING 
& REFRIGERANT

DAIKIN
ANCILLARIES
REFRIGERANT

Daikin’s Split and Sky Air range offers the most complete comfort and energy efficient solution for all kinds of domestic 
and small commercial spaces. It gives the user full control of heating, cooling, ventilation and air curtains. The range starts 
at 2kW and increases up to 25kW. There is a large range of indoor types including wall mounts, floor standing, ducted, 
cassettes and under ceiling units.

A Split is typically one outdoor to one indoor unit, but the range also covers multi-splits meaning one outdoor can serve 
multiple indoor units. There is also the larger twin, triple and double twin systems that use one outdoor to serve up to four 
indoors from a single remote controller. All of these systems use inverter technology which is used to regulate the indoor 
temperature continuously. Compared with a traditional system, it gives optimum comfort as well as reducing energy costs 
by around 30%. The Sky Air product range is optimised for top seasonal efficiency, for heating, cooling, ventilation and air 
curtains in shops, restaurants, banks and small offices. SBS hold a large stock of the Split and Sky Air range.

FEATURES (SPLITS)
• Available in R410a and R32

• Capacity from 2-7kW

•  Versatile range of indoor units – wall, floor, ducted, cassettes

•  Multi split range available allowing up to 5 indoors piped to  
a single outdoor

•  Reduced energy savings with the Intelligent Eye sensor

•  Remote access control via the Wifi adapter

• Pipe runs up to 30m

•  Cooling available down to -10°C ambient and heating down  
to -15°C (outside temperatures)

• Possible tax relief via ECA scheme

FEATURES (SKYAIR)
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SPLITS & SKYAIR

Regarded by many as a leader in the air conditioning field, Daikin’s extensive portfolio of 
products can suit all HVAC applications. The manufacturer’s air conditioning products are known 
for their reliability, efficiency and excellent design. They can provide users with integrated 
climate control solutions for domestic, commercial and industrial applications. With dedicated 
Daikin experts for our air conditioning sales, along with vast stock levels, SBS can offer excellent 
service with high levels of product knowledge. Our in-house personnel can provide technical 
support to assist with design and system layout, including the Daikin software VRV Xpress which 
can produce a report giving schematics and technical information.

• Available in R410a and R32

• Capacity from 7-25kW

•  Available with single and 3 phase power supplies

•  Also available as twin, triple and double twin 
applications

•  Versatile range of indoor units – ducted, cassettes, 
wall, floor

•  Option for Self Cleaning cassettes giving reduced 
running and maintenance costs

•  Unique underceiling cassette with the FUA-A indoor

•  Auto changeover feature as standard

•  Systems suitable for replacement technology 

•  3 types of outdoor options depending on application 
requirements

• Pipe runs up to 85m

•  Cooling available down to -15°C ambient and 
heating down to -20°C (outside temperatures)

•  Server room cooling possible using EDP setting on 
Seasonal Smart or Alpha outdoor.

AIR CONDITIONING &
 REFRIGERANT
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VRV VENTILATION

CONTROLS

SPARES

The Daikin VRV system is a multi-zone air conditioner with variable refrigerant flow 
control. It gives you the ability to maintain individual zone control in each room and 
floor of a commercial building. VRV provides a total solution for heating, cooling, 
ventilation, hot water production, air curtains and central control. It comes in many 
forms starting at around 12kW with Mini-VRV up to a full size VRV giving up to 150kW 
per system.

A 2 pipe system has the capability to heat or cool a building while the 3 pipe Daikin 
VRV can simultaneously heat and cool different parts of a building at the same time. 
On a Daikin 3 pipe system the branch selector boxes determine whether that unit, or 
group of units, is in heating or cooling. These are available as single port and multi 
port boxes giving complete flexibility for any building. The VRV systems can be easily 
controlled from a wide range of Daikin control options or via an on site BMS system.

SBS have in house technical support to assist with design and system layout including 
the Daikin software VRV Xpress which can produce a report giving technical info  
and schematics.

FEATURES 
•  Wide range of indoor types  

from 1.5-25kW

• Outdoor capacity from 12-151kW

•  Available as 2 pipe (Heat Pump),  
3 pipe (Heat Recovery)

•  Air cooled and water cooled systems available

Daikin’s range of air-cooled and water-cooled chillers are designed to suit every 
application, large or small, offering the ultimate in flexibility and control. The unique 
combination of advanced technology, experience and reliability make Daikin chillers 
the ideal choice. Daikin chillers have nominal cooling capacities of 5kW to 2,148kW 
(air-cooled) or 13kW to 2,500kW (water-cooled). There are many chiller options 
including models using Inverter compressors and chillers that can provide free cooling. 
Most options are available with different efficiency and sound options to suit a 
particular site to meet noise or space restrictions.

The latest Daikin technology can achieve industry-leading efficiency along with 
optimum energy-saving for outstanding cost saving performance. Using the Daikin 
chiller software can produce a bespoke report for every application showing the  
output of the chiller at given conditions. It will also give full technical info including  
the specification and dimensional drawings of the chiller.

Also as part of the Applied product range Daikin can offer Fan Coil Units and Air Handling Units (AHUs).

FEATURES 
•  Capacity range from 5 - 2,500kW

•  Aircooled, watercooled and condenserless  
chillers available

• Various refrigerant types available

•  Chillers options with  
Inverter compressors

Daikin offers a range of options that enables control of fresh air into commercial 
and residential spaces. The VAM / VKM range of heat recovery ventilation 
products can efficiently deliver controlled fresh air to meet your design priorities.

FEATURES
• VAM air flow from 150 -2000m3/hr

•  CO2 sensor to minimise running costs by only delivering  
actual requirements of fresh air

•  Heater batteries available to  
pre-heat the ambient air for  
all year round 

Whether you need complete control over your building management system, or 
want to integrate your Daikin units into third party management system, Daikin 
offers a complete portfolio of user-friendly solutions.

FEATURES
•  Interfaces available for Bacnet, Modbus, LON and KNX

•  Smart energy monitoring with the DNSS system

•  Mini building management system using the I-Touch Manager

• Central control of up to 512 indoors

•  Web access as standard on the I-Touch Manager

•  Recessed local controllers available with various finishes

•  Tablet control possible using the Daikin Cloud

Genuine Daikin spares are available on quick turnaround with the only 
information needed being the make and model of the unit which requires the 
part, the rest can be done by Smith Brothers. Spares are available for VRV, 
chillers, split systems, multi, CVP, compressor spares, fan motors indoor and 
outdoor, fan guards, fan blades, thermistors, inverter boards, main power 
boards, four way valves, condensing unit coil’s, PCB’s, Daikin accessories, 
Altherma spares, wireless thermostats and controllers to only name a few.

•  Replacement technology available using VRV-Q

•  Option to add hot water modules, AHUs and air curtains

•  Condensing unit option for  
indoor installation

•  Low height condensing units ideal for challenging urban 
environments

•  Free cooling chillers available

•  Scroll, Screw and Swing compressors

•  Multiple selection options dependant on efficiency  
and sound requirements

•  Cooling and Heat Pump chillers available

• R410a, R32, R134a and R1234ze range

CHILLERS

64 65

AI
R 

CO
ND

IT
IO

NI
NG

 &
 R

EF
RI

GE
RA

NT
AIR CONDITIONING &

 REFRIGERANT



sbs.co.uk 

ANCILLARIES

A full range of clips such as BBJ’s and cushion clamps are stocked in bag 
quantities across the full range of size dimensions. The vast steel range and 
fixings covers such items as; cantilever arms, cable tray, slotted channel, 
studding rod, G clamps, wedge anchors, nuts/bolts, zebs, washers etc…

SBS offer a wide selection of pumps which continue to make the installer’s life 
easier whilst offering the most reliable condensate removal pumps available.  
As the range continues to expand finding a product to space, power and noise 
requirements is easier than ever with simply plug and play options available.  
There are many benefits to using a condensate removal pump over gravity,  
with four different types:

• Piston

• Peristaltic

• Centrifugal

• Diaphragm

To compare the pumps available refer to pump comparison tables in vital statistics 
section for more information.

ANCILLARIES

Copper pipe for refrigeration and air conditioning, all meet PED and EN 12735 standards with our suppliers conforming 
to quality management system ISO 9001. The tube is designed specifically for refrigeration and air conditioning use and 
is accordingly cleaned, nitrogen-purged and capped. Please note that straight length copper above 2 1⁄8” is available in 
various gauges and lengths upon request on a 3 week lead time. Refrigeration fittings are degreased copper endfeed/
endbrazed fittings manufactured to the latest ASME standards and are specifically designed for copper refrigeration and 
air conditioning systems

COIL: 3⁄16” to 7⁄8” 15m & 30m

FROM: 19 to 22 gauge

STRAIGHT:  3⁄8” to 4 1⁄8” 3m & 6m

FROM: 11 to 21 gauge

A full range of lagging is offered to suit all sizes of copper which can reduce energy losses along with preventing 
condensation, mould and bacteria. Lengths, bags and boxes are all offered with various thickness to suit all pipe  
size requirements.

COPPER

To compliment the Daikin range SBS stock air conditioning and refrigeration ancillaries to support our customers and 
offer a complete package. Teaming up with market leading and high quality brands such as Aspen, Lawton, Armaflex, 
PumpHouse along with our service levels, gives Smith Brothers a real competitive advantage in the market place.  
The core range consists of copper, lagging, steel, mounting support, pumps and clips but stocks of trunking, refrigerant  
gas and electrical cable are also available to fulfil project needs.

INSULATION

PUMPS

CHEMICALS

PIPE CLAMPS, FIXINGS & STEEL

Service & Value since 1897

A wide range of cleaners and maintenance products are available in various forms from powder to concentrates, through 
to aerosols and odour control jelly's. The company also stock NSF approved products which may be required in certain 
situations or conditions. Smith Brothers branches all have access to a product selection chart to help ensure the product is fit 
for purpose whether it be professional heavy duty use or regular maintenance.
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ANCILLARIES ANCILLARIES

Often run through trunking a range of electrical accessories such as rotary 
isolators and switch fuses (both metal and plastic) are available for indoor  
or outdoor use. The cablehas different thickness, length, colour and number  
of cores.

THICKNESS: 0.75 to 4mm

NUMBER OF CORES: 2 to 5

COLOUR: Black, Clear, Grey or White

COIL LENGTH: 25 to 100 metres

Mounting blocks for various loads and anti-vibration pads with normal 
or lightweight options. The support system is also available with strut 
which can be custom built to support any unit or load requirement. With 
the increasing need to mount equipment safety, especially when on a 
roof top, this system option offers a flexible solution for spreading load.

MOUNTING

Available in both 75mm, 105mm and 140mm sizes in ivory, white and black colour options. All fittings and components 
are manufactured to a high standard to give a professional finish. Also UV resistant, fire proof and offering protection  
against damage.

TRUNKING

Cages to protect and house outside units are available for both floor  
or wall mounted units. A range of brackets (some with built-in spirit level)  
with condensation trays for all size and weight options to support wall  
hung units are stocked.

PROTECTION & BRACKETS

ELECTRICAL

The usual stock of sundries is kept such as; cable ties, mapp gas, silicone sealants, 
tape, flushing kits, chemicals, portables, fan motors, braided hose …etc…

ANCILLARIES

Providing the customer has an FGAS registration number we stock and can deliver various size bottles from stock. The 
monitoring of bottles is audited by the branches, with some offering a loan free period meaning their is no upfront deposit. 
Refilling of gas is not done on site but the empty bottles get sent off for refilling, we provide a full bottle so there is no delay.

GAS

Service & Value since 1897
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TO COMPLETE EVERY PROJECT SMITH BROTHERS HAVE A WIDE ARRAY OF 
CONSUMABLES TO MAKE SURE THE INSTALLERS HAVE EVERYTHING THEY 
REQUIRE TO HAND OVER THE JOB ON TIME. WITH DIFFERENT SUPPORT OPTIONS 
TO HANG OR MOUNT YOUR EQUIPMENT, SBS STOCK ALL POSSIBILITIES ALONG 
WITH APPROPRIATE LAGGING TO MEET SPECIFIC GUIDELINES FOR HEAT LOSS OR 
FIRE RATINGS. VARIOUS BRANDS OF TOOLS AND JOINTING COMPOUNDS ARE 
STOCKED DEPENDING ON PREFERENCE.

ANCILLARIES & 
CONSUMABLES

KEE SAFETY

KEE SAFETY
BRACKETRY
TOOLS
SUPPORT SYSTEMS
PIPE SUPPORT SYSTEMS
LAGGING
JOINTING

sbs.co.uk 

Kee Safety are a provider of fall protection systems, guardrails and working at height safety equipment. The range has 
expanded from the original Kee Klamp products, to a portfolio of safety equipment, all designed to separate people 
from hazards.

RANGE
TUBULAR FITTINGS:    Kee Klamp, Kee Access & Kee Lite tubular fittings

FALL PROTECTION:    Collective and personal fall protection systems such as, roof edge guardrail, skylight protection 
and portable anchor products

SAFE ACCESS SOLUTIONS:    Self closing safety gates offering protection for such areas like stairs, pallet loading areas and 
fall hazards

STEEL TO STEEL FIXINGS:    BeamClamp & BoxBolt steel to steel connection products

TUBULAR FITTINGS

KEE KLAMP

Kee Klamp are tubular fittings that are galvanised iron castings 
manufactured to the requirement of BS EN 1562 & 1563.  
The tubing is slipped into the fitting and locked by a cup-ended 
socket set screw. A simple hexagon key is the only tool required  
to give a strong rigid joint. All components are produced in a 
range of sizes to suit steel tubing to BS EN 10255 (ISO 65) 
medium or heavy gauges and 17.5mm to 60.3mm outside 
diameter. Tube manufactured to other specifications can be  
used providing the steel is compatible with BS EN 10255  
(ISO 65) and the wall thickness is not less than 3.2mm.

CONNECTION:   Allen key

FINISH:   Galvanised

KEE KLAMP SIZE OUTSIDE DIAMETER NOMINAL BORE

3 17.5mm 10mm

4 21.3mm 15mm

5 26.9mm 20mm

6 33.7mm 25mm

7 42.4mm 32mm

8 48.3mm 40mm

9 60.3mm 50mm

10 12 14 15 16 17 18 19 25

26 29 30 31 35 40 56 60 62

63 64 68 69 70 9082 84 87

93 C58 91

92 C53 M58 MH50

A35 A4520 21 45 46

M51

81 C52 115 A10

A12 A21/26

A40

121 145 262 327

328 P58

77 MH51
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KEE ACCESS 

Kee Access is DDA compliant handrail where the components are designed to create safety handrailing that complies with 
the UK Disability Discrimination Act (DDA). With Kee Access, the hand rail only comes in tube size 7 with an upright tube 
size of 8.

10-840C 26-840 26-840C 84-848 508-7 514-7

10-848 518-7 520-7 554-7 A10-748/848 A10-848

555-8 565-7 567-7 570-7 575-7 580-7

FALL PROTECTION

KEE ANCHOR:    A modular dead weight anchor fall prevention system; Kee Anchor can be used in conjunction with 
horizontal safety lines and for rope access work

KEE GUARD:    A free standing fall protection system that does not penetrate the roof membrane. KeeGuard is fully 
tested and meets or exceeds roof top safety requirements

KEE DOME:    A free standing skylight fall protection system which does not penetrate the roof membrane, fits square 
and rectangular skylights. Complies to EN 14122: pt3

KEE COVER:    Adaptable cover for roof lights on trapezoidal and standing seam roofs. The safety solution for skylight 
protection

KEE I-BOLT:    A comprehensive range of Class A1 EN 795 fixed and removable safety anchors, featuring KEYANKA 
and RINGANKA

SAFE ACCESS SOLUTIONS

KEE GATE:    A portfolio of self closing safety gates for internal or external applications in rooftop or industrial 
manufacturing environments which complies with the latest version of the standard BS EN ISO 
14122-3:2016

STEEL TO STEEL FIXINGS

BEAM CLAMP:    An extensive range of clamping products designed for connecting steel to steel without the need to drill 
or weld on site

BOXBOLT:    An approved blind cavity fixing for structural steelwork where access is restricted to one side only

Channel manufactured in accordance with BS6946:1988 
available in 3 and 6 metre lengths in plain or slotted 
profile, back to back profile in both standard and light 
gauge material. Pre-galvanised finish, full end slots on all 
sections. All Bracketry manufactured in accordance with 
BS6946, 6mm thick HDG finish. Channel support system is 
fully certified in accordance with BSI guidelines.

BRACKETRY
SIZE: 6mm thick HDG finish

FINISH: Pre-galvanised

LENGTHS:  3m & 6m for plain and slotted channel 
(including back to back) in  
various thicknesses

GB06: ‘L’ Bracket GB07: ‘T’ Bracket GB31: ‘Z’ Type Beamclamp 
 M10 (10’ pitch)

GB02: 2 Hole Plate GB03: 3 Hole Plate GB04: 4 Hole Plate

GB05: 5 Hole Plate

GB15: 90o ‘T’ Left Handed GB16: 90o ‘T’ Right Handed GB08B: 90o Bracket GB08A: 90o Bracket GB09: 90o Bracket

GB13A: 90o bracket GB14: 90o bracket GB17: 90o Angle ‘T’ bracket GB10: 90o Delta Bracket Small GB25: Acute Angle Bracket

GB36: Base Plate 
 Double Channel

GB43: Base Plate Double Fix GB44: Base Plate Single GB1982: Beamclamp & ‘U’ bolt 
 M10 Full channel

GB34: Beamclamp 

GB26: Beamclamp M10

GB46: Channel ‘T’ Bracket

G69: Channel Clamp GB22: Channel End Caps PVC

GB39: Cross Plate

GB28: Double ‘Z’ Bracket

GB2082: Double Channel  
 Beamclamp

GB33: Double Channel Bracket

GB02: Double Channel Top Hat

GB4782: Double Delta Plate GB4782: Double Wide Top Hat GB41A41: Ext Connector 
 Full Channel

GB2021: Half Channel Beamclamp

GB42A41: Full Channel 
 Int Connector

GB45: Gusset ‘T’ Bracket

GB2021: Half Channel Beamclamp

Long Spring Channel Nuts GB30: Obtuse Angle Bracket GB18: Obtuse Angle BracketPlain Channel nut

GB29: Shallow ‘Z’ Bracket GB27: Single ‘Z’ Bracket

GB4040: Single Channel Top Hat

GB4741: Single Data Plate

GB01: Square Plate Washer

GB11: Welder Angle Bracket

GB12: 90o Delta Bracket Large

KEE SAFETY

KEE LITE

High grade aluminium silicon magnesium alloy which is strong yet light and extremely durable even in harsh environments, 
offering a lighter weight flexible solution

Service & Value since 1897
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SUPPORT SYSTEMS

PIPE SUPPORT SYSTEMS
A comprehensive range of pipe support systems are available from stock and a brief overview is listed below

PRODUCT RANGE
CLIPS: 6nb to 300nb lined, unlined, split bands, saddles

MALLEABLE IRON: 6nb to 150nb single rings, school board clips, 
 screw on brackets

BRASS: 15mm to 108mm single rings, school board clips,   screw on brackets

PLASTIC: Talon single & double wrap over clips, 15mm to 28mm

SLOTTED CHANNEL & RAPID RAIL: 41 x 41 x 1.6/2.5, 41 x 21 x 1.6/2.5, 
 back-to-back (82 x 41)

CHANNEL ACCESSORIES: Slide nuts, square plate washers, channel fittings

PHENOLIC & WOODEN BLOCKS:  Full range to suit steel, copper pipes

HOSES & TAP CONNECTORS: Braided, fan coil, gas, metallic

With the increasing need to mount plant equipment 
safely, especially when on a roof top, this mounting 
system offers a flexible solution for spreading load 
and reducing vibration, along with cable tray runs 
to keep everything safe and tidy. Whether it be 
service containment or mounting, the non-penetrative 
system can support items like duct, pipework and 
cable ladder/tray, in both bespoke or modular form 
depending on requirement. The range is designed 
to protect lightweight modern roofs, with the product 
having benefits which include cost and time effective 
installation along with improved system aesthetics 
without membrane of roof top being damaged. Health 
and safety regulations have meant walkways, step 
over platforms, and roof edge protection have become 
extremely popular. This group of products has been a 
valued addition to support installers of our Daikin and 
heavy plant equipment on roof top installations.

TOOLS
Through Rems, Ridgid and Rothenberger your tool requirements can be met 
whether your pipes require cutting, joining, bending or cleaning. The extensive 
range has been designed specifically for the plumbing and heating engineers. 
From mini press guns and pressure test pumps to pipe cutters and wrenches, our 
world leading manufacturers make life easy for the pipe installation professional. 
A brief overview of the range can be seen below:

PRODUCT RANGE

CUTTING: Pipeslice, tube cutters etc..

HAND TOOLS: Pliers, wrenches etc..

EXPANDING & EXTRACTING TOOLS: For different size tube

BENDING TOOLS: Different type benders – Hydraulic, electrical,  
 stand, hand etc..

PRESS FITTING TOOLS: Guns and jaws for different sizes & range

PIPE THREADING: Different size machines with 
 accessories available

PIPE SAWING: For all types of application

DRILLING: Different drill bits available

HOLE CUTTING:  Sets and individual obtainable

GAS & WATER TESTING:  Manometers, gauges, all other accessories

PRESSURE & ELECTRONIC TESTING EQUIPMENT:  Test kits, accessories

PIPE FREEZING:  Both spray & kit with 
 accompanying accessories

PIPE & DRAIN CLEANING AND INSPECTION KIT:  Both electrical & manual with accessories

SOLDERING & WELDING TOOLS:  Sets & individual items

GAS:  Propane, Mapp-Gas etc..

sbs.co.uk Service & Value since 1897
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ALTERNATIVE ENERGY SOURCES AND TECHNOLOGY ADVANCES GIVES CLIENTS MORE 
CHOICE THAN EVER BEFORE. WITH CONSTANT CHANGES IN LEGISLATION AND SOCIAL 
RESPONSIBILITY MEANS DEMAND CAN FLUCTUATE BUT SBS AIM TO WORK WITH A 
SELECTION OF PROVIDERS TO HELP FULFIL PROJECT REQUIREMENTS FROM HEAT PUMPS TO 
SOLAR OPTIONS, THE CHOICE IS EXTENSIVE. WE HAVE A DEDICATED EMAIL ADDRESS 
TO ASSIST YOU WITH YOUR RENEWABLE PROJECT. 

ENQUIRIES: RENEWABLES@SBS.CO.UK

RENEWABLES

HEAT PUMPS
BIOMASS BOILERS
SOLAR
CYLINDERS
UNDERFLOOR HEATING (UFH)
CHP
RAINWATER HARVESTING

RENEW
ABLES

77

LAGGING
Various thickness, slit, un-slit, self sealing and foil lagging available  
to maximise heat savings, noise reduction and pipe protection. 
By only stocking quality lagging, such problems like condensation 
control, corrosion issues and mould/bacteria growth prevention 
can be overcome. Coils and straight lengths available with flexible 
options means that SBS have lagging to suit any pipework and 
temperature requirement.

JOINTING
All forms of jointing and sealants available for tube and fittings regardless of substance passing through the pipework.

PRODUCT RANGE
• Flux

• Hemp

• Stag

• Solder

• PTFE

• Glue

• Loctite

• Silicone

• Brushes

• Tape

For a jointing guide on the various products please refer to the vital statistics section.

Service & Value since 1897
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SOLAR
Solar power is the conversion of sunlight into energy and the packages offered are from various brand leading 
manufacturers with flat plate, vacuum tube (tubular), on-roof and in-roof options. For convenience SBS can offer solar packs 
which come complete all on one pallet ready for installation. 

CYLINDERS
Although cylinders have been around for years they have developed considerably and can now offer a renewable solution 
itself or alongside other renewable systems.

SOLAR
Along with different sizes, vented, unvented or sealed system types are available 
manufactured from copper and stainless steel. The cylinders aim for maximum 
heat transfer of solar energy into stored water. They are available in direct 
and indirect versions with direct units having an immersion heater to meet any 
additional load. Indirect units use input from the householders’ traditional heat 
source (boiler) to top-up water temperature to the required level.

BUFFERS
A buffer tank is integrated into a system when additional volume of hot water is 
required to provide uninterrupted operation of a heat pump. The tank increases 
the volume of water a heat pump has to heat, allowing excess heat to be stored 
until it is required. They can be manufactured from copper or stainless steel for 
use on both vented and unvented (sealed) systems of variable sizes.

AIR SOURCE
Hot water storage cylinders designed specifically for use with an air source 
heat pump with a back up immersion heater used if and when required. With 
direct and indirect options of various sizes available they are an efficient and 
environmentally friendly way of providing hot water. Certain models operate 
quietly below 40dB(A) and have a plug & play (no F-Gas qualifications needed 
to install, only G3) feature along with excellent CoP ratings.

THERMAL
Solar thermal is solar energy 
generating thermal energy for 
use in industry, residential and 
commercial sectors to heat all  
types of applications such as 
providing hot water or warming 
swimming pools. This system is  
often used alongside a solar 
cylinder to maximise heat transfer.

PV
A photovoltaic system (informally 
known as PV) is designed to supply 
usable electric power using the Sun 
as the power source. Systems can be 
built in various configurations such as;

• Off-grid without battery 
(array-direct)

• Off-grid with battery storage for 
DC-only appliances

• Off-grid with battery storage for 
AC and DC appliances

• Grid-tie without battery

• Grid-tie with battery storage

sbs.co.uk 

With a wide range of renewables and RHI extending across a wide range of products the 
sector keeps growing. A specialist national renewables expert has been appointed so every 
enquiry can be dealt with efficiently giving our customers access to our supply chain so 
design, technical support and after sales service can be offered. With a lot of these products, 
water treatment and other ancillary items are required which are all available from stock.

HEAT PUMPS
Heat pumps are designed to move thermal energy opposite to the direction of spontaneous heat flow by absorbing heat 
from a cold space and releasing it to a warmer one or vice-versa. A heat pump uses some amount of external power to 
accomplish the work of transferring energy from heat source to output.

AIR SOURCE
Air source heat pumps use the heat in the ambient air to provide efficient heating 
and hot water at air temperatures as low as -25°C. Installation can be indoors or 
outdoors and with the UK having mild winters, excellent performance levels can be 
reached. Another feature associated with the product is low installation costs and 
minimal space requirements.

GROUND SOURCE
The earth has energy from solar radiation and rainfall and a ground source heat 
pump extracts this energy either horizontally or vertically. Although more costly to 
install, higher efficiency is usually achieved regardless of seasonal variations in 
temperature.

AIR TO AIR (GAS ABSORPTION)
An all in one heating and cooling system which works in reverse to a refrigerator 
providing low cost heating. The extremely efficient process can produce five times 
more heat than the electrical energy it uses and the added benefit is the process 
can be reversed in the warmer months to provide cooling air.

BIOMASS BOILERS
Biomass means a fuel of organic material (usually wood or plant) of recent 
origin rather than fossil fuel which has taken millions of years to develop.  
As these organic materials absorb carbon dioxide (CO2) during growing,  
they cancel out any CO2 production during combustion and by managing  
a replanting programme, CO2 balance can be maintained. The biomass market 
most commonly uses wood pellets and logs for fuel with a feeder mechanism 
taking fuel (combined with air) from a hopper to the combustion chamber,  
heat production over 90% efficiency can be achieved.
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UNDERFLOOR HEATING (UFH)
Smith Brothers work with leading brands enabling our customers to have access to the best systems available to meet any 
demands of a new build or retrofit project. Systems come in electric or wet with the later tending to incur lower running 
costs and can work well with other renewables systems. Electric often finds itself placed in domestic bathroom applications 
but either option can be supplied through SBS.

For any project, if you send through your UFH requirements to your local SBS branch, they can generate a quote or  
get manufacturers involve should tech support be required.

BENEFITS OF UNDERFLOOR HEATING
• Invisible, energy-efficient solution

• The cost of underfloor heating is significantly lower in the long term

• Pleasant radiant heat over a large area

• Can be optimally combined with renewable energy sources

• Reliable, proven products

• Underfloor heating can easily be retrofitted

sbs.co.uk 

CHP
Combined heat and power (CHP) plants take advantage of cogeneration to 
generate both electricity and usable heat, which ideally is closely located to 
the heat/power area requirement. The result is a very high primary energy 
efficiency of over 100%. By comparison, conventional power plants such as 
large scale gas-fired power plants only achieve a primary energy efficiency of 
between 30 to 50%, and lose the majority of the energy as waste heat. This 
waste heat is used in the combined heat and power plant as heating energy 
to heat water, for instance, or as process heat for industrial operations. The 
electricity produced is used in the plant’s own building or fed into the public 
utility grid in return for remuneration to the energy supplier. Whether using a 
CHP plant to generate heat and power for one multi-family dwelling, an entire 
housing development, a commercial building or an industrial process, solutions 
are available for cost effective operation with natural gas or biogas, with various 
electrical and thermal outputs.

FEATURES
• Extremely efficient, lower operating costs,  

more sustainable operation

• Low CO2 and NOx emissions –  
supports environmental legislation

• Remote monitoring and control –  
Greater visibility

• Achieve even higher efficiencies

• Suitable for new build and existing buildings with  
year-round heat and electrical demands -  
Flexible solution to sustainable heat and power

• Low noise and quiet operation models

• For single use or in conjunction with condensing boilers -  
Versatile solution to energy-efficient, low carbon heat and power generation

RAINWATER HARVESTING
The system works from utilising rainwater usually harvested from a building and can be used in both a domestic and 
commercial environment. Collection can be both above or below ground via a gravity fed system or pressurised where 
needed. With filters and excess flow outs via one way valves installed on tanks/pipework, the system can be developed 
to limit the requirement for heavy maintenance costs. The manufacturers have retro-fit options where needed.

ELECTRIC
SMALLER AREAS:  typical installation of electric UFH is in  
  smaller areas (22m2), where it is not suitable  
  for a wet system to be installed

RENOVATION:   electric underfloor heating system is perfect  
  for renovation projects, as it does not alter  
  the overall floor height

MAINTENANCE COSTS:  an electric system is not connected to a  
  boiler, so there is little maintenance going  
  forward

INSTALLATION COSTS:  the floor system itself can often be installed  
  by a budding DIY’er, however an electrician  
  is highly recommended to complete the  
  wiring

WET
LARGER AREAS:  to fully benefit from the energy efficiency, it is  
  suggested installing it in areas beyond 22m2

RENOVATION &   wet systems tend to have a higher installation  
NEW BUILD:   height, which makes them more suitable  
  for new build projects. There are smaller  
  diameter pipe options which might be more  
  suited for renovation projects

MAINTENANCE COSTS:  there will be ongoing boiler service costs,  
  which are offset by the energy efficiency of  
  the system and reduced heating bills 

INSTALLATION COSTS:  many manufacturers have approved installers  
  to connect the system. The initial setup costs  
  will often be offset in a medium/long term  
  cost comparison

SHOULD I INSTALL A WET OR ELECTRIC UNDERFLOOR HEATING SYSTEM?
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OFFERING TOOL HIRE THROUGH OUR PARTNERSHIP WITH MEP HIRE, PART OF THE 
HIRESTATION GROUP, SBS CAN PROVIDE CUSTOMERS WITH DISCOUNTED RATES 
WHO ARE ABLE TO ORDER ONLINE AND/OR VIA PHONE.

ENQUIRIES:

WWW.SBS.HIRESTATION.CO.UK

TOOL HIRE

TOOL HIRE

sbs.co.uk 

TOOL HIRE
MEP Hire, as the name suggests, has been supplying specialist services to the mechanical, electrical and plumbing industries 
for over twenty years and during that time has built up an enviable reputation for quality, service and reliability. MEP was 
the first company in Europe to successfully bring Press Fitting Tool Hire to the market, remaining the leading provider of Press 
Fitting tools for all the major manufacturers. 

In addition to Press Fitting, MEP was again the first company in Europe to offer a comprehensive package of support, 
including sales, hire and repair of HDPE installation equipment; we also supply related ancillary items such as TIN 12 
Specification generators. In 2013 MEP took control of Hire Stations fleet of low level access machines. With substantial 
continuing investment they have one of the largest & youngest low level access fleets in the UK, offering products from 1.5m  
to 5.1m.

MEP have a fleet of external service engineers fully equipped to carry out on site repairs and can arrange in house IPAF & 
PASMA training if required. It goes without saying that on top of all the above a complete package of pipe working tools 
for threading, roll grooving, welding, cutting and freezing…etc… is available. MEP also offer a range of access equipment 
and a comprehensive range of cable cutters and cable crimpers.

Smith Brothers have teamed up with the leading provider of M&E tools which specialise in providing support to the 
companies servicing the mechanical, electrical and plumbing industries. The partnership has been developed for the sole 
purpose to give our customers competitive hire rates while solving any tooling issues.

The discounted rates work on the basis that with ‘group buying’ through the SBS account, individuals are able to achieve 
greater discounts than would usually be available to them. MEP have access to the largest low level access fleet in Europe 
(covering Heights 1.5m to 5.1m) along with a national fleet of MEP mobile service engineers available to minimise 
customer downtime. 

Hiring tools is available online (sbs.hirestation.co.uk) and via phone (0844 892 1902). Account forms are available from the 
SBS website, tool hire site or any Smith Brothers representative. Benefits of using Hirestation:

• Largest press tool fleet within the UK

• One of the youngest hire fleets within the sector, continually updated

• Able to offer a comprehensive package of support, sales, hire and repair  
of HDPE installation equipment

• Including related ancillary items such as TIN 12 specification generators

• With a massive investment strategy it enables them to grow the hire fleet within a specialist hire market

• Specific tooling specialists ‘on hand’ to tailor equipment to customer requirements

 
HOW TO ORDER 
WEBSITE

Hire tools online using the specialist 
tool hire website.

www.sbs.hirestation.co.uk
PHONE

0844 892 1902 (Freephone)

Monday to Friday: 07:30 to 17:00

Saturday: 08:00 to 12:00

EMAIL

sbs.hirestation@vpplc.com

To speed up your order, it helps to have the following information handy  
before you contact us:

• Details of the equipment you require

• The delivery address (including postcode)

• Contact phone number

• Credit/debit card details or your account number

TO
OL

 H
IR

E

82

0844 892 1902 
SBS.HIRESTATION@VPPLC.COM

TOOL HIRE

83



Service & value since1897

PI
PE

 S
YS

TE
M

S 
AP

PL
IC

AT
IO

N

6

A VARIETY OF IMPORTANT INDUSTRY STATISTICS TO HELP WITH 
EVERYDAY QUESTIONS AND PROBLEMS. THE ICON HIGHLIGHTED 
THROUGHOUT THE LITERATURE IDENTIFIES THE SECTIONS WHICH 
MIGHT HAVE INFORMATION RELEVANT TO THE PRODUCTS LISTED.

Please note: As much information has been given and believed correct at time of publication, 
however it is only a guideline. Missing information was either not available or disclosed, confirm 
with manufacturers for full and accurate information as it is your responsibility any products meet the 
necessary requirements. Any reliance placed upon this information will be totally at the user’s risk.

VITAL 
STATISTICS

PIPE SYSTEMS APPLICATION
FLANGE CHARTS
TUBE SIZE, WEIGHT & THICKNESS
JOINTING GUIDE
COMPARISON TABLES

TOOL HIRE
NOW AVAILABLE TOOL & EQUIPMENT 
HIRE AT COMPETITIVE PRICES, 
ALL DELIVERED TO YOUR SITE
TO FIND OUT MORE
0844 892 1902 
sbs.hirestation@vpplc.co.uk
www.sbs.hirestation.co.uk

SMITH BROTHERS STORES LTD  IN ASSOCIATION WITH MEP & Brandon Hire Station

VITAL STATISTICS
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MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

AQUATECHNIK
Safety-Pol 12 to 

75mm 10 0 to 95 Multi-layer Flared Mechanical 25

EFFAST
ABS ½” to 8” 15 0 to 60 PVC Solvent Weld / 

Threaded 1

PVC ½” to 8” 15 0 to 60 PVC Solvent Weld / 
Threaded 1

PVC metric 16 to 
315mm 16 0 to 60 PVC Solvent Weld / 

Threaded 1

EMMETI
Gerpex 16 to 

63mm 10 0 to 95 Multi-layer Press-Fit 2

FRABO
Copper 12 to 

108mm 16 -30 to 120 Copper Press-Fit 30

GEORG FISCHER
iLite 16 to 

32mm 10 0 to 70
PE-X a/b/c 
& multi-layer 
composite

Axial press system 1

ABS BS Inch 3/8” to 8” 10 -50 to 60 ABS Screwed, 
Solvent Weld 1

ABS Metric 20 to 
315mm 10 -50 to 60 ABS Screwed, 

Solvent Weld 1

PVC-U BS Inch 3/8” to 8” 15 0 to 60 PVC Screwed, 
Solvent Weld 1

PVC Metric 6 to 
400mm 16 0 to 60 PVC Screwed, 

Solvent Weld 1

Instaflex 16 to 
315mm 16 -10 to 95 PB

Electrofusion, socket 
fusion, butt fusion & 
compression

1

ELGEF+PE 16 to 
1200mm 16 -50 to 60 HDPE Weld, 

Electrofusion 1

PVC-C 16 to 
225mm 16 0 to 80 PVC-C Screwed, 

Solvent Weld 1

PROGEF PP 16 to 
500mm 10 0 to 80 PP Weld 1

Primofit ½” to 3” 16 -20 to 105 Iron  
(EPDM seal) Compression 1

Cool-Fit 2.0/4.0 32 to 
450mm

16  
(d32 - 110) 

10  
(d160 - 450)

-50 to 60
PE100/GF 
HE FOAM/
HDPE

Electrofusion 1

ISOTUBI
Numepress 15 to 108 16 -20 to 110 Stainless 

Steel Press-fit (EPDM) 25

PEGLER 
YORKSHIRE Tectite Classic 15 to 

28mm 16 -24 to 95 Brass Push-Fit 25

Tectite 316 15 to 
54mm 20 -24 to 114 Stainless 

Steel Push-Fit 25

Tectite Pro 15 to 
54mm 20 -24 to 114 Gunmetal Push-Fit 25

Tectite Sprint 10 to 
54mm 20 -24 to 114 Copper Push-Fit 25

POTABLE WATER POTABLE WATER

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

PEGLER 
YORKSHIRE Xpress Copper 15 to 

108mm 16 -24 to 110 Copper Press-Fit 25

Xpress Stainless 15 to 
168mm 16 -20 to 110 Stainless 

Steel Press-Fit 25

PLASSON Mechanical 20 to 
110mm 6 -10 to 70 PE Compression 1

Push-Fit 20 to 
110mm 6 -10 to 70 PE Push-Fit 1

Electro-Fusion 20 to 
110mm 10 -10 to 70 PE Electrofusion 1

VICTAULIC
Stainless

1” to 12” 
or 25 to 
300mm

17 -20 to 198 Stainless 
Steel Grooved 10

VIEGA Profipress 12 to 
108mm 16 -5 to 110 Copper & 

Gunmetal Press-Fit 25

Sanpress Inox 15 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Sanpress 12 to 
108mm 16 -5 to 110 Gunmetal Press-Fit 25

FIRE PROTECTION

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

CRANE Malleable Iron 
(Black & Galv)

1/8” to 6” 25 -20 to 300 Malleable 
Iron Screwed 1

GEORG FISCHER Malleable Iron 
(Black & Galv)

1/8” to 4” 25 -20 to 300 Malleable 
Iron Screwed 1

ISOTUBI
Numepress 15 to 

108mm 16 -20 to 110 Stainless Steel Press-fit (EPDM) 25

PEGLER  
YORKSHIRE

Xpress Sprinkler 
Carbon

15 to 
108mm 16 -20 to 110 Carbon Steel Press-Fit 25

Xpress Sprinkler 
Stainless

15 to 
108mm 16 -20 to 110 Stainless Steel Press-Fit 25

PowerPress ½” to 2” 16 -40 to 135 Steel Press-Fit 5

VICTAULIC
Normal

1” to 24” 
or 25 to 
600mm

68 -20 to 198 Ductile Iron Grooved 10

VIEGA
Sanpress Inox 15 to 

108mm 16 -5 to 110 Stainless Steel Press-Fit 25

Sanpress Inox LF 15 to 
108mm 16 -5 to 110 Stainless Steel Press-Fit 25

Megapress ½” to 4” 16 -5 to 110 Steel Press-Fit 25
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HEATING

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

AQUATECHNIK Safety-Pol 12 to 75mm 10 0 to 95 Multi-layer Flared Mechanical 25

EMMETI Gerpex 16 to 63mm 10 0 to 95 Multi-layer Press-Fit 2

FRABO Carbon 12 to 108mm 16 -30 to 120 Carbon Steel Press-Fit 10

Copper 12 to 108mm 16 -30 to 120 Copper Press-Fit 30

GEORG FISCHER
Primofit ½” to 3” 16

-20 to 150 
(seal  
dependent)

Iron Compression 1

Instaflex 16 to 315mm 16 -10 to 95 PB
Electrofusion, socket 
fusion, butt fusion & 
compression

1

Aquasystem 20 to 125mm 20 0 to 95 PP-R Weld, Electro-Fusion 1

iLite 16 to 32mm 10 0 to 70
PE-X a/b/c 
& multi-layer 
composite

Axial press system 1

ISOTUBI
Numepress 15 to 108mm 16 -20 to 200 Stainless 

Steel Press-fit (EPDM) 25

PEGLER  
YORKSHIRE Tectite Classic 10 to 28mm 16 -24 to 95 Brass Push-Fit 25

Tectite Sprint 10 to 54mm 20 -24 to 114 Copper Push-Fit 25

Tectite 316 15 to 54mm 20 -24 to 114 Stainless 
Steel Push-Fit 25

Tectite Pro 15 to 54mm 20 -24 to 114 Gunmetal Push-Fit 25

Xpress Carbon 15 to 108mm 16 -20 to 110 Carbon Steel Press-Fit 10

Xpress Copper 15 to 108mm 16 -24 to 110 Copper Press-Fit 25

Xpress Stainless 15 to 168mm 16 -20 to 110 Stainless 
Steel Press-Fit 25

PowerPress ½” to 2” 16 -40 to 135 Steel Press-Fit 5

VICTAULIC
Stainless 1” to 12” or 

25 to 300mm 17 -20 to 198 Stainless 
Steel Grooved 10

Normal 1” to 24” or 
25 to 600mm 68 -20 to 198 Ductile Iron Grooved 10

VIEGA Prestabo 12 to 108mm 16 -5 to 110 Carbon Press-Fit 5

Profipress 12 to 108mm 16 -5 to 110 Carbon Press-Fit 5

Profipress S 12 to 35mm 16 0 to 140 Copper & 
Gunmetal Press-Fit 25

Sanpress Inox 15 to 108mm 16 -5 to 110 Stainless 
Steel Press-Fit 25

Megapress ½” to 4” 16 -5 to 110 Steel Press-Fit 25

MANUFACTURER PRODUCT SIZE
MAX PRESSURE 
(BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

CRANE Malleable Iron 
(Black & Galv)

1/8” to 6” 25 -20 to 300 Malleable 
Iron Screwed 1

GASTITE
Gastite 15 to 50mm 75mbar -15 to 95 Stainless 

Steel
Compression  
(Jacket-Lock) 1

GEORG FISCHER Malleable Iron 
(Black & Galv)

1/8” to 4” 25 -20 to 300 Malleable 
Iron Screwed 1

Primofit ½” to 3” 16 -20 to 105 Iron Compression 1

PE 100
20mm - 315mm 
(up to 800mm 
on couplers)

7 bar -50 to 60 PE 100 Electrofusion/ 
butt fusion 1

GFS

Gas Flex System 15 to 50mm
0.5  
(BS EN15266)

0.75 (BS7838)
-15 to 95 Stainless 

Steel Compression 1

ISOTUBI
Numepress 15 to 168mm 16 -20 to 70 Stainless 

Steel
Press-fit 
(HNBR) 25

PEGLER  
YORKSHIRE

Xpress Copper 
(Gas) 15 to 108mm 16 -24 to 110 Copper Press-Fit 25

Xpress Stainless 
(Gas) 15 to 108mm 16 -20 to 110 Stainless 

Steel Press-Fit 25

PLASSON
Electro-Fusion 20 to 110mm 10 -10 to 70 PE Electrofusion 1

OMEGAFLEX
TracPipe 12 to 50mm 75mbar -15 to 95 Stainless 

Steel AutoFlare 1

VIEGA
Profipress G 12 to 54mm 5 -20 to 70 Copper & 

Gunmetal Press-Fit 25

Sanpress Inox G 15 to 108mm 5 -20 to 70 Stainless 
Steel Press-Fit 25

Megapress G ½” to 4” 16 -20 to 70 Steel Press-Fit 25

GAS

Service & Value since 1897

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

ISOTUBI Numepress 15 to 
108mm 16 -20 to 200 Stainless 

Steel Press-fit (FKM) 25

PEGLER 
YORKSHIRE Xpress Solar 15 to 

54mm 10 -35 to 200 Copper Press-Fit 25

VIEGA Profipress S 12 to 
108mm 16 0 to 140 Copper & 

Gunmetal Press-Fit 25

SOLAR SYSTEM
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MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

PLASSON
Mechanical 20 to 

110mm 6 -10 to 70 PE Compression 1

Push-Fit 20 to 
110mm 6 -10 to 70 PE Push-Fit 1

Electro-Fusion 20 to 
110mm 10 -10 to 70 PE Electrofusion 1

VICTAULIC
Stainless

1” to 12” 
or 25 to 
300mm

17 -20 to 198 Stainless 
Steel Grooved 10

VIEGA
Prestabo 12 to 

108mm 16 -5 to 110 Carbon Press-Fit 5

Prestabo LF 12 to 
108mm 16 -5 to 110 Carbon Press-Fit 5

Profipress 12 to 
108mm 16 -5 to 110 Copper & 

Gunmetal Press-Fit 25

Profipress LF 12 to 
108mm 16 -5 to 110 Copper & 

Gunmetal Press-Fit 25

Sanpress 12 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Sanpress Inox 15 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Sanpress Inox LF 15 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Megapress ½” to 4” 16 -5 to 110 Steel Press-Fit 25

CHEMICAL/PROCESS

CHEMICAL/PROCESS

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

EFFAST
ABS ½” to 8” 15 -40 to 60 ABS Solvent Weld / 

Threaded 1

PVC ½” to 8” 15 0 to 60 PVC Solvent Weld / 
Threaded 1

PVC metric 16 to 
315mm 16 0 to 60 PVC Solvent Weld / 

Threaded 1

Polypropylene 20 to 
110mm 10 -40 to 110 PP-H

Electrofusion, Socket 
Fusion or Butt Fusion 
Welding

1

GEORG FISCHER
ABS 3/8” to 8” 15 -40 to 60 ABS Screwed,  

Solvent Weld 1

ABS Metric 16 to 
315mm 10 -40 to 60 ABS Screwed,  

Solvent Weld 1

PVC ¼” to 16” 15 0 to 60 PVC Screwed,  
Solvent Weld 1

PVC Metric 6 to 
400mm 16 0 to 60 PVC Screwed,  

Solvent Weld 1

PVC-C 16 to 
225mm 16 0 to 80 PVC-C Screwed,  

Solvent Weld 1

PROGEF PP 16 to 
500mm 10 0 to 80 PP Weld 1

Sygef PVDF 16 to 
315mm 16 -20 to 140 PVDF Weld 1

ISOTUBI
Numepress

15 to 
108mm 16 -20 to 200 Stainless 

Steel Press-fit (FKM) 25

PEGLER  
YORKSHIRE Xpress Stainless 15 to 

108mm 16 -20 to 110 Stainless 
Steel Press-Fit 25

Yorkshire GHD 6 to 
54mm 150 -150 to 200 Copper Solder Ring 25

PowerPress ½” to 2” 16 -40 to 135 Steel Press-Fit 5

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

GEORG FISCHER
ELGEF+PE 16 to 

1200mm 16 -50 to 60 HDPE Weld, Electrofusion 1

PEGLER  
YORKSHIRE

Yorkshire ISR 
Waste Fittings

28 to 
54mm 0.35 -10 to 30 Copper Solder Ring 25

WASTE & DRAINAGE

Service & Value since 1897
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MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

AQUATECHNIK
Safety-Pol 12 to 

75mm 10 0 to 95 Multi-layer Flared Mechanical 25

EFFAST
ABS ½” to 8” 15 -40 to 60 ABS Solvent Weld / 

Threaded 1

EMMETI
Gerpex 16 to 

63mm 10 0 to 95 Multi-layer Press-Fit 2

FRABO
Carbon 12 to 

108mm 16 -30 to 120 Carbon Steel Press-Fit 10

Copper 12 to 
108mm 16 -30 to 120 Copper Press-Fit 30

GEORG FISCHER
ABS 3/8” to 8” 15 -40 to 60 ABS Screwed,  

Solvent Weld 1

ABS Metric 16 to 
315mm 10 -40 to 60 ABS Screwed,  

Solvent Weld 1

Cool-Fit 2.0/4.0 32 to 
450mm

16  
(d32 - 110) 

10  
(d160 - 450)

-50 to 60
PE100/GF 
HE FOAM/
HDPE

Electrofusion 1

Instaflex 16 to 
315mm 16 -10 to 95 PB

Electrofusion, socket 
fusion, butt fusion  
& compression

1

Aquasystem 20 to 
125mm 20 0 to 90 PP-R Electrofusion  

& socket fusion 1

ELGEF+PE 16 to 
1200mm 16 -50 to 60 HDPE Weld, Electrofusion 1

ISOTUBI
Numepress 15 to 

108mm 16 -20 to 110 Stainless 
Steel Press-fit (EPDM) 25

PEGLER  
YORKSHIRE Tectite Sprint 10 to 

54mm 20 -24 to 114 Copper Push-Fit 25

Tectite 316 15 to 
54mm 20 -24 to 114 Stainless 

Steel Push-Fit 25

Tectite Pro 15 to 
54mm 20 -24 to 114 Gunmetal Push-Fit 25

Xpress Carbon 15 to 
108mm 16 -20 to 110 Carbon Steel Press-Fit 5

Xpress Copper 15 to 
108mm 16 -24 to 110 Copper Press-Fit 25

Xpress Stainless 15 to 
108mm 16 -20 to 110 Stainless 

Steel Press-Fit 25

PowerPress ½” to 2” 16 -40 to 135 Steel Press-Fit 5

CHILLED WATER

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

VICTAULIC
Stainless

1” to 12” 
or 25 to 
300mm

17 -20 to 198 Stainless 
Steel Grooved 10

Normal
1” to 24” 
or 25 to 
600mm

68 -20 to 198 Ductile Iron Grooved 10

VIEGA
Prestabo 12 to 

108mm 16 -5 to 110 Carbon Press-Fit 5

Prestabo 12 to 
108mm 16 -5 to 110 Copper & 

Gunmetal Press-Fit 25

Sanpress Inox 15 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Megapress ½” to 4” 16 -5 to 110 Steel Press-Fit 25

CHILLED WATER

Service & Value since 1897
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COMPRESSED AIR

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

AQUATECHNIK Safety-Pol 12 to 
75mm 10 0 to 95 Multi-layer Flared Mechanical 25

CRANE Malleable Iron 
(Black & Galv)

1/8” to 6” 25 -20 to 300 Malleable 
Iron Screwed 1

GEORG FISCHER Malleable Iron 
(Black & Galv)

1/8” to 4” 25 -20 to 300 Malleable 
Iron Screwed 1

Primofit ½” to 3” 16 -20 to 105 Iron Compression 1

ABS 3/8” to 6” 15 -40 to 60 ABS Screwed,  
Solvent Weld 1

ELGEF+PE 16 to 
1200mm 16 -50 to 60 HDPE Weld, Electrofusion 1

ISOTUBI Numepress 15 to 
108mm 16 -20 to 200 Stainless 

Steel Press-fit (FKM) 25

JOHN GUEST 
(RWC) Speedfit Airline 4 to 

28mm 10 -20 to 70
Nylon/ 
LLDPE/  
Aluminium

Push-Fit 1

PEGLER  
YORKSHIRE PowerPress ½” to 2” 16 -40 to 135 Steel Press-Fit 5

VIEGA Prestabo 12 to 
108mm 16 -5 to 110 Carbon Push-Fit 5

Prestabo LF 12 to 
108mm 16 -5 to 110 Carbon Press-Fit 5

Profipress 12 to 
108mm 16 -5 to 110 Copper & 

Gunmetal Press-Fit 25

Prestabo LF 12 to 
108mm 16 -5 to 110 Copper & 

Gunmetal Press-Fit 25

Sanpress 15 to 
108mm 16 -5 to 110 Carbon Press-Fit 10

Sanpress LF 15 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Sanpress Inox 15 to 
108mm 16 -5 to 110 Carbon Press-Fit 10

Sanpress Inox LF 15 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Megapress ½” to 4” 16 -5 to 110 Steel Press-Fit 25

HOT WATER SERVICES

MANUFACTURER PRODUCT SIZE
MAX PRES-
SURE (BAR)

TEMPERATURE 
(°C) MATERIAL JOINTING

WARRANTY 
(YEARS)

AQUATECHNIK Safety-Pol 12 to 
75mm 10 0 to 95 Multi-layer Flared Mechanical 25

EMMETI Gerpex 16 to 
63mm 10 0 to 95 Multi-layer Press-Fit 2

FRABO Copper 12 to 
108mm 16 -30 to 120 Copper Press-Fit 30

GEORG FISCHER
iLite 16 to 

32mm 10 0 to 70
PE-X a/b/c 
& multi-layer 
composite

Axial press system 1

PVC-C 16 to 
225mm 16 0 to 80 PVC-C Screwed,  

Solvent Weld 1

Primofit ½” to 3” 16
-20 to 150 
(seal  
dependent)

Iron Compression 1

Instaflex 16 to 
315mm 16 -10 to 95 PB

Electrofusion, socket 
fusion, butt fusion  
& compression

1

Aquasystem 20 to 
125mm 20 0 to 90 PP-R Electrofusion  

& socket fusion 1

ISOTUBI Numepress 15 to 108 16 -20 to 110 Stainless 
Steel Press-fit (EPDM) 25

PEGLER  
YORKSHIRE Tectite Sprint 10 to 

54mm 20 -24 to 114 Copper Push-Fit 25

Tectite Pro 15 to 
54mm 20 -24 to 114 Gunmetal Push-Fit 25

Xpress Copper 15 to 
108mm 16 -24 to 110 Copper Press-Fit 25

Xpress Stainless 15 to 
168mm 16 -20 to 110 Stainless 

Steel Press-Fit 25

PowerPress ½” to 2” 16 -40 to 135 Steel Press-Fit 5

VICTAULIC
Stainless

1” to 12” 
or 25 to 
300mm

17 -20 to 198 Stainless 
Steel Grooved 10

VIEGA Prestabo 12 to 
108mm 16 -5 to 110 Carbon Press-Fit 5

Profipress 12 to 
108mm 16 -5 to 110 Copper & 

Gunmetal Press-Fit 25

Sanpress Inox 15 to 
108mm 16 -5 to 110 Stainless 

Steel Press-Fit 25

Megapress ½” to 4” 16 -5 to 110 Steel Press-Fit 25

METAL

STAINLESS PRESS-FIT

INSTALLATION EXAMPLES

PLASTIC

MULTI-LAYER FLARED COMPRESSION

ISOTUBI
STAINLESS

AQUATECHNIKSBS SYSTEM RECOMMENDATION FRABO

METAL

COPPER & CARBON PRESS-FIT

Service & Value since 1897
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EN1092-1 (BS4504) PN6

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 80 12 M10 x 45 4 55

20 90 14 M10 x 45 4 65

25 100 14 M10 x 45 4 75

32 120 14 M12 x 55 4 90

40 130 14 M12 x 55 4 100

50 140 14 M12 x 55 4 110

65 160 14 M12 x 55 4 130

80 190 16 M16 x 60 4 150

100 210 16 M16 x 60 4 170

125 240 18 M16 x 65 8 200

150 265 18 M16 x 65 8 225

200 320 20 M16 x 70 8 280

250 375 22 M16 x 75 12 335

300 440 22 M20 x 75 12 395

EN1092-1 (BS4504) PN10

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 14 M12 x 55 4 65

20 105 16 M12 x 55 4 75

25 115 16 M12 x 55 4 85

32 140 16 M16 x 60 4 100

40 150 16 M16 x 60 4 110

50 165 18 M16 x 65 4 125

65 185 18 M16 x 65 4 145

80 200 20 M16 x 70 8 160

100 220 20 M16 x 70 8 180

125 250 22 M16 x 70 8 210

150 285 22 M20 x 70 8 240

200 340 24 M20 x 80 8 295

250 395 26 M20 x 80 12 350

300 445 26 M20 x 80 12 400

EN1092-1 (BS4504) PN16

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 14 M12 x 55 4 65

20 105 16 M12 x 55 4 75

25 115 16 M12 x 55 4 85

32 140 16 M16 x 60 4 100

40 150 16 M16 x 60 4 110

50 165 18 M16 x 65 4 125

65 185 18 M16 x 65 4 145

80 200 20 M16 x 70 8 160

100 220 20 M16 x 70 8 180

125 250 22 M16 x 70 8 210

150 285 22 M20 x 70 8 240

200 340 24 M20 x 80 12 295

250 405 26 M24 x 90 12 355

300 460 28 M24 x 90 12 410

EN1092-1 (BS4504) PN25

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 16 M12 x 55 4 65

20 105 18 M12 x 60 4 75

25 115 18 M12 x 60 4 85

32 140 18 M16 x 65 4 100

40 150 18 M16 x 65 4 110

50 165 20 M16 x 70 4 125

65 185 22 M16 x 75 8 145

80 200 24 M16 x 80 8 160

100 235 24 M20 x 80 8 190

125 270 26 M24 x 85 8 220

150 300 28 M24 x 90 8 250

200 360 32 M24 x 100 12 310

250 425 40 M27 x 120 12 370

300 485 48 M27 x 140 16 430

Service & Value since 1897
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EN1092-1 (BS4504) PN40

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 14 M12 x 55 4 65

20 105 18 M12 x 60 4 75

25 115 18 M12 x 60 4 85

32 140 18 M16 x 65 4 100

40 150 18 M16 x 65 4 110

50 165 20 M16 x 70 4 125

65 185 22 M16 x 75 8 145

80 200 24 M16 x 80 8 160

100 235 24 M20 x 80 8 190

125 270 26 M24 x 85 8 220

150 300 28 M24 x 90 8 250

200 375 32 M27 x 100 12 320

250 450 40 M30 x 120 12 385

300 515 48 M30 x 140 16 450

EN1092-1 (BS4504) PN64

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 105 20 M12 x 65 4 75

20 130 22 M16 x 75 4 90

25 140 24 M16 x 80 4 100

32 155 24 M20 x 80 4 110

40 170 26 M20 x 85 4 125

50 180 26 M20 x 85 4 135

65 205 26 M20 x 85 8 160

80 215 30 M20 x 90 8 170

100 250 32 M24 x 95 8 200

125 295 34 M27 x 110 8 240

150 345 36 M30 x 120 8 280

200 415 46 M33 x 130 12 345

250 470 54 M33 x 140 12 400

300 530 62 M33 x 160 16 460

BS10 TABLE D

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 5 M12 x 40 4 67

20 102 5 M12 x 40 4 73

25 114 5 M12 x 40 4 83

32 121 6 M12 x 40 4 87

40 133 6 M12 x 40 4 98

50 152 8 M16 x 45 4 114

65 165 8 M16 x 45 4 127

80 184 10 M16 x 50 4 146

100 216 10 M16 x 50 4 178

125 254 13 M16 x 55 8 210

150 279 13 M16 x 55 8 235

200 337 13 M16 x 55 8 292

250 406 16 M20 x 60 8 356

300 457 20 M20 x 65 12 406

BS10 TABLE E

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 6 M12 x 40 4 67

20 102 6 M12 x 40 4 73

25 114 7 M12 x 40 4 83

32 121 8 M12 x 40 4 87

40 133 9 M12 x 45 4 98

50 152 10 M16 x 50 4 114

65 165 10 M16 x 50 4 127

80 184 11 M16 x 50 4 146

100 216 13 M16 x 55 8 178

125 254 14 M16 x 60 8 210

150 279 18 M20 x 65 8 235

200 337 19 M20 x 70 8 292

250 406 22 M20 x 75 12 356

300 457 25 M22 x 80 12 406

Service & Value since 1897
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BS10 TABLE H

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 114 13 M16 x 55 4 83

20 114 13 M16 x 55 4 83

25 121 14 M16 x 60 4 87

32 133 18 M16 x 65 4 98

40 140 18 M16 x 65 4 105

50 165 19 M16 x 70 4 127

65 184 19 M16 x 70 8 146

80 203 22 M16 x 75 8 165

100 229 25 M20 x 80 8 191

125 279 29 M20 x 90 8 235

150 305 29 M20 x 90 12 260

200 368 32 M20 x 90 12 324

250 432 35 M22 x 100 12 381

300 489 41 M22 x 110 16 438

ANSI B16.5 (BS1560) ASA300

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 14 M12 x 45 4 67

20 117 16 M16 x 50 4 83

25 124 18 M16 x 50 4 89

32 133 19 M16 x 55 4 98

40 156 21 M20 x 60 4 114

50 165 22 M16 x 70 8 127

65 191 25 M20 x 75 8 149

80 210 29 M20 x 80 8 168

100 254 32 M20 x 80 8 200

125 279 35 M20 x 80 8 235

150 318 37 M20 x 80 12 270

200 381 41 M24 x 90 12 330

250 445 48 M27 x 90 16 387

300 521 51 M30 x 95 16 451

BS10 TABLE F

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 95 10 M12 x 45 4 67

20 102 10 M12 x 45 4 73

25 121 10 M16 x 50 4 87

32 133 13 M16 x 55 4 98

40 140 13 M16 x 55 4 105

50 165 16 M16 x 60 4 127

65 184 16 M16 x 60 8 146

80 203 16 M16 x 60 8 165

100 229 19 M16 x 70 8 191

125 279 22 M20 x 75 8 235

150 305 22 M20 x 75 12 260

200 368 25 M20 x 80 12 324

250 432 29 M22 x 90 12 381

300 489 32 M22 x 100 16 438

ANSI B16.5 (BS1560) ASA150

NOMINAL BORE FLANGE DIAMETER (MM) THICKNESS (MM) BOLTS (MM) NUMBER OF HOLES P.C.D. (MM)

15 89 11 M12 x 45 4 60

20 95 13 M12 x 50 4 70

25 108 14 M12 x 50 4 79

32 117 16 M12 x 55 4 89

40 127 17 M12 x 60 4 98

50 152 19 M16 x 70 4 121

65 178 22 M16 x 75 4 140

80 191 24 M16 x 80 4 152

100 229 24 M16 x 80 8 191

125 254 24 M20 x 80 8 216

150 279 25 M20 x 80 8 241

200 343 29 M20 x 90 8 298

250 406 30 M24 x 90 12 362

300 483 32 M24 x 95 12 432

Service & Value since 1897
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STEEL TUBE WALL THICKNESS (MM)

NOMINAL BORE 
(IN)

OUTSIDE 
DIAMETER
(MM)

SCHEDULE

5S 10S 10 20 30
STD 
& 40S 40 60

XS 
& 80S 80 100 120 140 160 XXS

10.3 1.24 1.73 1.73 2.41 2.41

¼ 13.7 1.65 2.24 2.24 3.02 3.02

17.1 1.65 2.31 2.31 3.20 3.20

½ 21.3 1.65 2.11 2.77 2.77 3.73 3.73 4.78 7.47

¾ 26.7 1.65 2.11 2.87 2.87 3.91 3.91 5.56 7.82

1 33.4 1.65 2.77 3.38 3.38 4.55 4.55 6.35 9.09

1 ¼ 42.2 1.65 2.77 3.56 3.56 4.85 4.85 6.35 9.70

1 ½ 48.3 1.65 2.77 3.68 3.68 5.08 5.08 7.14 10.16

2 60.3 1.65 2.77 3.91 3.91 5.54 5.54 8.74 11.07

2 ½ 73 2.11 3.05 5.16 5.16 7.01 7.01 9.52 14.02

3 88.9 2.11 3.05 5.49 5.49 7.62 7.62 11.13 15.24

4 114.3 2.11 3.05 6.02 6.02 8.56 8.56 11.13 13.49 17.12

5 141.3 2.77 3.40 6.55 6.55 9.52 9.52 12.70 15.88 19.05

6 168.3 2.77 3.40 7.11 7.11 10.97 10.97 14.27 18.26 21.95

8 219.1 2.77 3.76 6.35 7.04 8.18 8.18 10.31 12.70 12.70 15.09 18.26 20.62 23.01 22.22

10 273 3.40 4.19 6.35 7.80 9.27 9.27 12.70 12.70 15.09 18.26 21.44 25.40 28.58 25.40

12 323.9 3.96 4.57 6.35 8.38 9.52 10.31 14.27 12.70 17.47 21.44 25.40 28.38 33.34 25.40

14 355.6 3.96 4.78 6.35 7.92 9.52 9.52 11.13 15.09 12.70 19.05 23.82 27.79 31.75 35.71

16 406.4 4.19 4.78 6.35 7.92 9.52 9.52 11.13 15.09 12.70 21.44 26.19 30.96 36.52 40.49

18 457.2 4.19 4.78 6.35 7.92 11.13 9.52 14.27 19.05 12.70 23.82 29.36 34.92 39.69 45.24

20 508 4.78 5.54 6.35 9.52 12.70 9.52 15.09 20.62 12.70 26.19 32.54 38.10 44.45 50.01

22 558.8 4.78 5.54 6.35 9.52 12.70 9.52 15.88 22.22 12.70 28.58 34.92 41.28 47.62 53.98

24 609.6 5.54 6.35 6.35 9.52 14.27 9.52 17.48 24.61 12.70 30.96 38.89 46.02 52.39 59.54

26 660.4 7.92 12.70 9.52 12.70

28 711.2 7.92 12.70 15.88 9.52 12.70

30 762.8 6.35 7.92 7.92 12.70 15.88 9.52 12.70

32 812.8 7.92 12.70 15.88 9.52 17.48 12.70

34 863.6 7.92 12.70 15.88 9.52 17.48 12.70

36 914.4 7.92 12.70 15.88 9.52 19.05 12.70



BS EN 10255 & 10217-1 (BS1387) TUBE SIZE

NOMINAL BORE OUTSIDE DIAMETER MEDIUM WALL THICKNESS HEAVY WALL THICKNESS

(MM) (INCHES) (MM) (INCHES) (MM) (INCHES) (MM) (INCHES)

6 10.2 0.405 2.0 0.082

8 ¼ 13.5 0.540 2.35 0.092 2.9 0.116

10 17.2 0.675 2.35 0.092 2.9 0.116

15 ½ 21.3 0.840 2.65 0.104 3.25 0.128

20 ¾ 26.9 1.050 2.65 0.104 3.25 0.128

25 1 33.7 1.315 3.25 0.128 4.05 0.16

32 1 ¼ 42.4 1.660 3.25 0.128 4.05 0.16

40 1 ½ 48.3 1.900 3.25 0.128 4.05 0.16

50 2 60.3 2.375 3.65 0.144 4.5 0.176

65 2 ½ 76.1 3.000 3.65 0.144 4.5 0.176

80 3 88.9 3.500 4.05 0.16 4.85 0.192

100 4 114.3 4.500 4.5 0.176 5.4 0.212

125 5 139.7 5.500 4.85 0.192 5.4 0.212

150 6 165.1 6.500 4.85 0.192 5.4 0.212

BS EN 10255 & 10217-1 (BS1387) TUBE WEIGHTS

NOMINAL BORE MEDIUM HEAVY

(MM) (INCHES)
KG’S  
PER METRE

METRE’S  
PER TONNE

LENGTH’S  
PER TONNE

KG’S  
PER METRE

METRE’S  
PER TONNE

LENGTH’S  
PER TONNE

8 ¼ 0.645 1550 238.5

10 0.845 1183 182.0

15 ½ 1.220 820 126.2 1.449 690 106.2

20 ¾ 1.570 637 98.0 1.880 532 81.8

25 1 2.427 412 63.4 2.959 338 52.0

32 1 ¼ 3.135 319 49.1 3.831 261 40.2

40 1 ½ 3.610 277 42.6 4.425 226 34.8

50 2 5.102 196 30.2 6.250 160 24.6

65 2 ½ 6.536 153 23.5 8.065 124 19.1

80 3 8.547 117 18.0 10.526 95 14.6

100 4 12.500 80 12.3 14.706 68 10.5

125 5 17.241 58 8.9 18.519 54 8.3

150 6 20.408 49 7.5 21.739 46 7.1

TUBE SIZING EXPLAINED

CALCULATION OF OUTSIDE DIAMETER

WEIGHT OF MILD STEEL TUBE (APPROX.)

KEY:

NB = NOMINAL BORE (INNER DIAMETER OF TUBE)
WT = WALL THICKNESS OF TUBE
OD = OUTSIDE DIAMETER OF TUBE

OD CALCULATION = NB + (2 X WT)

OD (mm) - WT (mm) x WT(mm) ÷ 40.5 = Kg/Metre 

Example;
8” nb Schedule 20 API 5L seamless tube has an OD of 
219.10mm and a WT of 6.35mm, therefore:  
219.10 - 6.35 x 6.35 ÷ 40.5 = 33.36 Kg/Metre
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BUTTERFLY VALVES - SET BOLTS

SEMI-LUGGED FULLY-LUGGED

SIZE (INCHES) BOLTS (MM) NUMBER OF HOLES SIZE (INCHES) BOLTS (MM) NUMBER OF HOLES

2 M16 x 105 4 2 M16 x 35 8

2 ½ M16 x 105 4 2 ½ M16 x 35 8

3 M16 x 105 4 3 M16 x 35 16

4 M16 x 115 8 4 M16 x 40 16

5 M16 x 115 8 5 M16 x 40 16

6 M20 x 120 8 6 M16 x 40 16

8 M20 x 140 8 8 M20 x 50 16

10 M24 x 155 12 10 M24 x 55 24

12 M24 x 170 12 12 M24 x 60 24

Service & Value since 1897
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COPPER TUBE EN 1057 - TYPE X (BS 2871)

SIZE/OUTSIDE DIAMETER NOMINAL WALL THICKNESS

MAX. WORKING PRESSURES*

HALF HARD (R250) HARD (R290) ANNEALED (R220)

(MM) (MM) (BAR†) (BAR†) (BAR†)

6 0.6 133 161 102

8 0.6 97 118 75

10 0.6 77 93 59

12 0.6 63 76 48

15 0.7 58 71 45

18 0.8 56 67 43

22 0.9 51 62 39

28 0.9 40 48 31

35 1.2 42 51 33

42 1.2 35 43 27

54 1.2 27 33 21

66.7 1.2 20 27 17

76.1 1.5 24 29 18

108 1.5 17 20 13

133 1.5 14 17 10

159 2.0 15 18 12

*Based on designated temperature 65°C
†1 bar = 0.1N/mm² = 105 N/m²

USAGE: Above ground services including drinking water supply, hot and cold water 
systems, sanitation, central heating and other general purpose applications.

ECONOMICAL 
& STRONG

COPPER TUBE EN 1057 - TYPE Y (BS 2871)

SIZE/OUTSIDE DIAMETER NOMINAL WALL THICKNESS

MAX. WORKING PRESSURES*

HALF HARD (R250) HARD (R290) ANNEALED (R220)

(MM) (MM) (BAR†) (BAR†) (BAR†)

6 0.8 188 223 144

8 0.8 136 161 105

10 0.8 106 126 82

12 0.8 87 104 67

15 1.0 87 104 67

18 1.0 72 85 55

22 1.2 69 84 53

28 1.2 55 65 42

35 1.5 54 65 41

42 1.5 45 54 34

54 2.0 47 56 36

66.7 2.0 37 45 28

76.1 2.0 33 39 25

108 2.5 29 34 22

*Based on designated temperature 65°C
+1 bar = 0.1N/mm² = 105 N/m²

USAGE: Underground works and heavy duty requirements including hot and 
cold water supply, gas reticulation, sanitary plumbing, heating and general 
engineering.

ADDED TOUGHNESS 
& DURABILITY

MECHANICAL PROPERTIES OF COPPER TUBE TO EN 1057

TEMPERATURE NOM. DIA. (OUTSIDE) MPA* MINIMUM ELONGATION HARDNESS**

R220 Annealed 6 to 54mm 220 40% 40 to 70

R250 Half Hard 6 to 66.7mm 250 30% # 75 to 100

R250 Half Hard 6 to 159mm 250 20% # 75 to 100

R290 Hard 6 to 267mm 290 3% 100 min

# Note: Elongations for half hard tubes depend on the ratio of outside diameter to wall thickness 
* MPa: Minimum tensile strength
** Hardness HV/5 indicative

Service & Value since 1897



PRODUCT KEY INFORMATION
POTABLE 
WATER

NON-POTABLE 
WATER

COMPRESSED 
AIR

NATURAL & 
TOWN GAS LPG (GAS)

OIL & 
PETROL STEAM

STAG WHITE up to 150°C

STAG WHITE 
UNIVERSAL

STAG A up to ½”  
 -40°C to 400°C

STAG B ½” to 1½”  
-40°C to 650°C

STAG PLASTI-COIL 
X10G -40°C to 150°C

PTFE (WHITE) -200°C to 260°C  
up to 30bar

PTFE (YELLOW) -200°C to 260°C 
up to 100bar

ROCOL GASSEAL -20°C to 125°C

ROCOL STEAMSEAL -20°C to 600°C

YORKSHIRE 
TRADITIONAL FLUX

LAWTON FLUX

POWERFLOW FLUX

CAPSOL SOLDER WIRE

CAPSOL LEAD-FREE 
WIRE

LOCTITE 55

JET-LUBE V-2 PLUS

-45°C to 260°C, 
up to 680bar liquids & 
137bar gases (taper/
taper only)

HEMP

LA-CO SLIC-TITE
-45°C to 260°C, up 
to 680bar liquids & 
204bar gases

LA-CO FLUX

MAGIC TAPE

Gas: -20°C to 70°C 
up to 5bar. Water: up 
to 95°C at 16bar and 
130°C at 7bar. Tested 
up to 160°C with solar 
(glycol mixture) and 
water up to 26bar.

(UP TO 193BAR) 

(UP TO 7BAR)
ID OD OD

A useful reference for connecting from 
different pipe materials products to  
Terrain Drainage products.

OD 1 ¼" 1 ½" 2" 3" 4" 6"

PVC-U 36mm 43mm 56mm 82mm 110mm 160mm

PP 35mm 41mm 54mm

FUZE (HDPE) 40mm 50mm 56mm 90mm 110mm 160mm

DB12 40mm 50mm 110mm 160mm

IRON 42mm 47.8mm 60mm

COPPER 35mm 42mm 54mm 108mm

CLAY 100mm

VULCATHENE 48mm 60mm 89mm 114mm

CAST IRON 112mm

RIDGIDRAIN 118mm 176mm

CHROME 32mm

ID 1 ¼" 1 ½" 2" 3" 4" 6"

PVC-U 32mm 39mm 52mm 76mm 104mm 154mm

PP 31mm 37mm 50mm

FUSE (HDPE) 34mm 44mm 50mm 83mm 101mm 148mm

DB12 36mm 46mm 104mm 153mm

IRON 32mm 38mm 50mm

COPPER 32mm 39mm 51mm 104mm

CLAY 76mm

VULCATHENE 38mm 51mm 76mm 102mm

CAST IRON 98mm

RIDGIDRAIN 100mm 150mm

CHROME 28mm

OD & ID OF DIFFERENT MATERIALS

TERRAIN JOINTING GUIDE

DIRECTION OF FLOW
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110MM PVC-U 4DP58 110MM PVC-U 100.4.40

32MM PVC-U 
200.125.40* 32MM PP 300.125.30

40MM PP 300.15.30

50MM PP 300.2.30

40MM PVC-U 
200.15.40*

50MM PVC-U 200.2.40*

DN100 CLAY PIPE
108MM COPPER PIPE

213.125 225.125

225.15

225.2

213.15

213.2

COLD CAULKED REPLACE SEAL IN
110.4 WITH 9149

1 ¼" IRON FEMALE B.S.P 32MM PVC-U 200.125.40

40MM PVC-U 200.15.40

50MM PVC-U 200.2.40

1 ½" IRON FEMALE B.S.P

2" IRON FEMALE B.S.P

4D73 110P.4

1 ¼" IRON MALE B.S.P*

212.125

32MM PVC-U 200.125.40

2" IRON MALE B.S.P*
2" PLAIN IRON

1 ½" IRON MALE B.S.P*

212.2
226.2 (SEAL SUPPLIED)

212.15

50MM PVC-U 200.2.40

40MM PVC-U 200.15.40

50MM PVC-U 200.2.40

* Use PTFE on threads

TERRAIN JOINTING GUIDE

DIRECTION OF FLOW

110MM PVC-U 100.4.40

DN100 CAST IRON PIPE  
CLAY OR CEMENT

126.4.12

9119.B

HEAT SHRINK SLEEVE 
REQUIRES BLOW TORCH

110MM FUZE (HDPE) 
900.110.50

160MM FUZE (HDPE) 
900.160.50

110P.4

110P.6

110MM PVC-U 100.4.40

160MM PVC-U 100.6.40

110MM PVC-U 100.4.40

160MM PVC-U 100.6.40

110MM DB12 AS650113PY

160MM DB12 AS650153PY

6789

40MM PVC-U 200.15.40

6790

50MM PVC-U 200.2.40

40MM DB12 AS650033PY

50MM DB12 AS650053PY

PS38

32MM PVC-U 200.125.40

40MM DB12 AS650033PY

912.50

ID-38MM / 1 ½"  
VULCATHENE

912.90

ID-76MM / 3" VULCATHENE

50MM HDPE 900.50.30

90MM HDPE

927.90

90MM FUZE (HDPE) 900.90.30

OR

912.63

ID-51MM / 2"  
VULCATHENE

63MM HDPE 900.63.30

56MM FUZE (HDPE) 
900.56.30

923.6356

TERRAIN JOINTING GUIDE

DIRECTION OF FLOW

Service & Value since 1897
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225.125

225.2

40MM FUZE (HDPE) 
900.40.30

35MM COPPER

54MM COPPER

917.4636.908

927.56

5902/PSS

56MM FUZE (HDPE) 900.56.30

225.15

32MM PVC-U 200.125.40

50MM PVC-U 200.2.40

42MM COPPER

32MM PVC-U 200.125.40

32MM PVC-U 200.125.40

50MM PVC-U 200.2.40

924.5650

225.125
56MM FUZE (HDPE) 900.56.30

40MM PVC-U 200.15.40

927.40

40MM DB12 AS650033PY

927.50

AS334003

210.15
225.15

927.110

927.160

50MM DB12 AS650053PY

32MM CHROME

40MM PVC-U 200.15.40

110MM DB12 AS650113PY OR 
110MM PVC-U 100.4.40

160MM DB12 AS650153PY OR 
160MM PVC-U 100.160.40

40MM FUZE (HDPE) 900.40.30

50MM FUZE (HDPE) 900.50.30

40MM PVC-U 200.15.40
50MM DB12 AS650053PY

110MM FUZE (HDPE) 900.110.30

160MM FUZE (HDPE) 900.160.30

TERRAIN JOINTING GUIDE

DIRECTION OF FLOW

TERRAIN JOINTING GUIDE

PS38

40MM FUZE (HDPE) 
900.40.30

32MM PVC-U 200.125.40

50MM FUZE (HDPE) 
900.50.30

917.4636.908

6789

223.2.15

6790

5902/PSS

PRE7054/DAO

924.5650

927.50

225.2

50MM FUZE (HDPE) 
900.50.30 32MM PVC-U 200.125.40

40MM PVC-U 200.15.40

40MM PVC-U 200.15.40

50MM PVC-U 200.15.40

56MM FUZE (HDPE) 
900.56.30

32MM PVC-U 200.125.40

40MM PVC-U 200.15.40

56MM PVC-U 200.2.40

40MM FUZE (HDPE) 900.40.30

924.5650

927.40

927.56

225.125

225.15

225.2

56MM FUZE (HDPE) 900.56.30

40MM FUZE (HDPE) 900.40.30

56MM FUZE (HDPE) 900.56.30

50MM FUZE (HDPE) 900.50.30

56MM PVC-U 200.2.40

DIRECTION OF FLOW

HEAT SHRINK SLEEVE 
REQUIRES BLOW TORCH

ID-102MM / 4" VULCATHENE

926.110125

110MM FUZE (HDPE) 900.110.30

Service & Value since 1897
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110P.4

ARD100110 **

SRD100 **

110MM PVC-U 100.4.40

100MM RIDGIDRAIN RD100X6PE **

110P.6

ARD150160 **

SRD150 **

160MM PVC-U 
100.60.40

150MM RIDGIDRAIN RD150X6PE **

927.32

225.15

AS523015

927.40

927.50

200.2.40

210.2

CHROME

40MM PVC-U 200.15.40

32MM CHROME

40MM FUZE (HDPE) 900.40.30

50MM FUZE (HDPE) 900.50.30 

50MM PVC-U 200.2.40

DIRECTION OF FLOW

TERRAIN JOINTING GUIDE

4D20D

ARD100110 **

SRD100 **

110MM PVC-U 4DP58

100MM RIDGIDRAIN RD100X6PE **

TERRAIN JOINTING GUIDE

DIRECTION OF FLOW

6D20D

ARD150160 **

SRD150 **

160MM PVC-U 6DP58

150MM RIDGIDRAIN RD150X6PE **

** PRODUCTS AVAILABLE FROM POLYPIPE CIVILS

NOTE: Pipes to be chamfered and lubricated when being used with ring seal, use 9136.250L Silicone grease. * Use PTFE on threads.

REFERENCES: 1. Terrain Soil and Waste Product Installation 2. BSEN12056 Gravity drainage systems inside buildings Sanitary pipework, 
layout and calculation.

If in doubt ask Terrain technical on 01622 795200 or commercial.technical@polypipe.com

Service & Value since 1897
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VALVE SBS HATTERSLEY CRANE IMI-TA

BALL (BSP) SBS750 H100 D171 / D171A TA42150-0005

BALL (COMP) SBS800 H100C D171C / D171AC TA42150-0024

CHECK (SWING) SBS138 H47 D138 TA43350-0003

COMMISSIONING SET (BELOW 2” – 
SCREWED) FC (or) SBS931 H1732 D931 TA5272-0

COMMISSIONING SET (ABOVE 2” – 
FLANGED PN16) SBS921 + SBS900 HM733DR + HM2000 DM941 (complete) TA52181-0 + 

TA52176-9

DOUBLE REG. (BSP) FC (or) SBS921 H1432 D921 TA521150-2

DOUBLE REG. (PN16) SBS921 HM733DR DM921 TA52181-0

GATE (L/S) SBS237/237A H33XLS D237

GATE (PN16) SBS63 HM541 FM63 TA42250-0262

GATE (SCREWED) SBS151 H33X D151 TA510600-

GLOBE SBS15 H13 D15

BUTTERFLY VALVE (WATER) SBS624 H970 F624 TA42450-0372

BUTTERFLY VALVE (GAS) SBS614 H971 F614 

METERING STATION FC901 or SBS901 HM2000 DM900 TA52176-1 & 
TA52176-9

Y-STRAINER (SCREWED) SBS297 H807/H817 D297/D298 TA43250-0003

Y-STRAINER (FLANGED) SBS276 H822 FM276 TA43250-0362

VALVES

SAFETY VALVES

FLUID APPLICATION NABIC  SBS (ALBION)

Hot Water
Vented System
Unvented Heating System
Unvented Supply System

542
500
500T

642
645

Cold Water
Pump Relief
Pipeline
Vessel Protection

542L
642
645

Steam
Boiler
Pipeline
Vessel Protection

500
642
645

Air
Compressor
Pipeline
Receiver Protection

500
542

642
645

MALLEABLE

PRESSURE (BAR) SERVICE TEMPERATURE (°C)

25 -20 TO 120

20 -20 TO 320

CRANE GF ITF DESCRIPTION CRANE GF ITF DESCRIPTION

140 241 140 Bush 185 300 185 Cap

144 280 144 Hex Nipple 191 3 Male Bend

145 245 145 Red Hex Nipple 192 1a 192 M&F Bend S/R

290 Beaded Plug 1 M&F Bend L/R

147 291 147 Hollow Plug 193 2a 193 Bend S/R

148 291S 148 Solid Plug 2 Bend L/R

149 596 149 C/Sunk Plug 197 132 Twin Elbow

150 312 150 Backnut 40 M&F 45 Bend

151 90 151 Elbow 199 131 199 Sweep Tee

152 92 152 M&F Elbow 213 60 Return Bend

94 Male Elbow 241 330 Union Flat Seat

155 120 155 45 Elbow 256 340 256 Union Cone Seat

156 121 156 45 M&F Elbow 257 341 257 M&F Union Cone Seat

161 130 161 Tee 261 96 Union Elbow

163 M&F Tee 262 98 M&F Union Elbow

171 180 Cross 271 342 271 Union (Br-IR)

176 270 Socket-Parallel 272 M&F Union (BR-IR)

177 Socket-Taper 276 Union Elbow (BR-IR)

179 240 Con Socket M&F Union Elbow (BR-IR)

246 M&F Socket 289 342a 289 Union (BR-BR) (Navy)

180 260 ECC Socket 290 346 Mac Union

Service & Value since 1897



CO
M

PA
RI

SO
N 

TA
BL

ES

118

COM
PARISON TABLES

119

sbs.co.uk 

PUMP REPLACEMENT GUIDE PUMP REPLACEMENT GUIDE

FIXED SPEED WILO 'A' PUMP ERP PUMP LOWARA ERP REPLACEMENT

GRUNDFOS UPS 15/50 ecocirc 25-4

UPS 15/60 ecocirc 25-6

Alpha + 15/50 ecocirc 25-4

Alpha + 15/60 ecocirc 25-6

Alpha 2 15/50 ecocirc 25-4

Alpha 2 15/60 ecocirc 25-6

Alpha 2L 15/50 ecocirc 25-4

Alpha 2L 15/60 ecocirc 25-6

WILO Wilo Gold 50 Smart 25/4 Stratos Pico 25/1-4 ecocirc 25-4

Wilo Gold 60 Smart 25/6 Stratos Pico 25/1-6 ecocirc 25-6

DAB VA 35/130 VEA 35/130 Evotron 40/130 ecocirc 25-4

VA 55/130 VEA 55/130 Evotron 60/130 ecocirc 25-6

CPC / MYSON CP53 ecocirc 25-4

CP63 ecocirc 25-6

LOWARA TLC 25-5 ecocirc 25-4

TLC 25-6 ecocirc 25-6

LOWARA 
 ECOCIRC XL

LENGTH 
MM

GRUNDFOS 
 MAGNA / UPE

LENGTH 
MM

GRUNDFOS 
MAGNA 1 / MAGNA 3

LENGTH 
MM

WILO 
STRATOS

LENGTH 
MM

ecocirc XL 25-40 180 MAGNA 25-40 180 MAGNA1 25-40 180

ecocirc XL 25-60 180 MAGNA 25-60 180 MAGNA1 25-60 180 STRATOS 25/1-6 180

ecocirc XL 25-80 180 MAGNA1 25-80 180 STRATOS 25/1-8 180

ecocirc XL 25-100 180 MAGNA 25-100 180 MAGNA1 25-100 180

ecocirc XL 32-40 180 MAGNA 32-40 180 MAGNA1 32-40 180

ecocirc XL 32-60 180 MAGNA 32-60 180 MAGNA1 32-60 180 STRATOS 32/1-6 180

ecocirc XL 32-80 180 MAGNA1 32-80 180 STRATOS 32/1-8 180

ecocirc XL 32-100 180 MAGNA 32-100 180 MAGNA1 32-100 180 STRATOS 32/1-12 180

ecocirc XL 32-80 F 220 MAGNA1 32-80 F 220

ecocirc XL 32-100 F 220 MAGNA 32-100F 220 MAGNA1 32-100 F 220 220

ecocirc XL 32-120 F 220 MAGNA 32-120F 220 MAGNA1/3 32-120 F 220 STRATOS 32/1-12 220

ecocirc XL 40-80 F 220 MAGNA1/3 40-80 F 220 STRATOS 40/1-8 220

ecocirc XL 40-100 F 220 MAGNA 40-100F 220 MAGNA1/3 40-100 F 220

ecocirc XL 40-120 F 250 MAGNA 40-120F 250 MAGNA1/3 40-120 F 250 STRATOS 40/1-12 250

ecocirc XL 50-80 F 240 MAGNA 50-60F 280 MAGNA1/3 50-60 F 240 STRATOS 50/1-8 240

ecocirc XL 50-100 F 240 MAGNA 50-100F 240 MAGNA1/3 50-100 F 280 STRATOS 50/1-9 280

ecocirc XL 50-120 F 280 MAGNA 50-120F 280 MAGNA1/3 50-120 F 280 STRATOS 50/1-12 280

ecocirc XL 65-80 F 340 MAGNA 65-60Fv 340 MAGNA1/3 65-60 F 340 STRATOS 65/1-9 280

ecocirc XL 65-120 F 340 MAGNA 65-120F 340 MAGNA1/3 65-120 F 340 STRATOS 65/1-12 340

ecocirc XL 80-120 F 360 UPS/UPE 80-120F 360 MAGNA1/3 80-120 F 360 STRATOS 80/1-12 360

ecocirc XL 100-120 F 360 UPS/UPE 100-60F 450 MAGNA1/3 100-120 F 450 STRATOS 100/1-12 360

The Dosing Pot size is not critical as it only determines the number of shots required.  
A smaller than required Dosing Pot will simply have to be filled a number of times more  
to achieve the required dosage of water treatment.

NB: 0.01 is based on 1% concentration of water treatment but please check with  
the water treatment manufacturer for their recommended dosage rate. 

DOSING POT CALCULATION

CALCULATION:
Boiler KW Racing x 12 x 0.01 = Volume of Water treatment
E.g. 650KW (Boiler Power) x 12 (Litres/KW) x 0.01 = 78 litres chemical dose
Based on 5 shots being acceptable, 78 litres of chemical does would require a 16-litre dosing pot.

CONDENTSATE PUMPS

ASPEN LITTLE GIANT (PUMPHOUSE) SAUERMANN BLUE DIAMOND

MINI AQUA, MINI 
ORANGE, MICRO-V  
standard &  
silent+ models

EC-1, EC-1-DV, EC-400

SI-30, SI-33 MICROBLUE + RESERVOIR (HLA PACK)

SI-30, SI-33 MICROBLUE + RESERVOIR (FSA PACK)

PES001 MICROBLUE + TEMPERATURE

Mini Lime standard & 
silent+models EC-1K-DV, DE05FD Delta Pack, SI-10 Universal MICROBLUE + DUCTING (FSA PACK)

MiniBlanc EC-OP-K Omega MICROBLUE + FASCIA

Standard TP-S PE5000, SI-30, SI33 MINIBLUE + COOLING SIGNAL

Universal TP-T PE5100, SI-30, SI33 MINIBLUE + TEMPERATURE SENSOR

Mini Lime standard & 
silent+models EC-1K-DV Delta Pack, SI-10 Universal MINIBLUE R + DUCTING 

Mechanical TP-R PE5200, SI-30, SI33 MINIBLUE R + NO DUCTING

Mechanical TP-R PE5200, SI-30, SI33 MAXIBLUE  + RESERVOIR (FSA PACK)

Universal TP-T PE5200, SI-30, SI33 MAXIBLUE  + TEMPERATURE SENSOR

MK4 TP-R PE5200, SI-30, SI33 MAXIBLUE  + DRAINSTIK (FSA PACK)

Low Profile ERRP, EPPR DCP-30A, DCP-30E, DCP-30D SI-1931, SI-93 ARCTIKBLUE

Service & Value since 1897
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APPROVALS

This logo is associated with products which meet set 
criteria. Manufacturers with the BSI Kitemark are in an 
elite club along some of the world’s best companies and 
brands, currently just over 2,500 BSI Kitemark licences 
are held around the world. Each BSI Kitemark Licensee 
is subject to a programme of ongoing surveillance. 
This includes routine testing of the product or service, 
assessment of production quality controls and, where 
appropriate, mystery shopping.

The CE marking indicates that the manufacturer has met the 
minimum legal requirements for their products in regard to 
health and safety under European Directives. CE marking is 
not, therefore, intended to be a quality mark.

WRAS (Water Regulations Advisory Scheme) Approval is 
the best way to demonstrate compliance as it is granted 
directly by representatives of the water suppliers and is 
therefore accepted by every water supplier in the UK. 
Lookout for this logo when dealing with potable/drinking 
water applications. www.wras.co.uk

BSI is the business standards company that help 
organisations make excellence regardless of industry. 
BSI are the notified body for ‘British Standards’,  
‘ISO’ company standard, CE marking and owner of 
the prestigious Kitemark, and have one of the widest 
testing and certification capabilities in the world. 
Check a company’s or product certification; 
www.bsigroup.com/en-GB/Product -Directory. Most 
standards published by BSI carry the status of  
“British Standard”. This indicates that they have been 
developed using the processes set out in BS 0, a standard 
for standards. The principal characteristic of a British 
Standard is that it is produced by a process that involves:

A COMMITTEE – a widely-based group of experts nominated 
by organisations who have an interest in the content and 
application of the standard.

CONSULTATION – making a draft available for scrutiny and 
comment to anyone who might be interested in it.

CONSENSUS – the principle that the content of the standard is 
decided by general agreement of as many as possible of 
the committee members, rather than by majority voting.

This process reinforces the authority of the standard and 
helps to ensure that it will be accepted by a very wide range 
of people who might be interested in applying it. British 
Standards may be developed entirely within the UK by BSI 
committees, or, in most cases, are adoptions of international 
standards developed under very similar processes and, 
almost always, involving strong UK participation.

SBS are committed to making sure our stock 
range offers quality products which meet the 
latest accreditations and industry guidelines 
where applicable. Many of the products 
stocked and supplied come with both U.K. 
specific and European specific approvals.

Although many products have particular 
certifications, this may only be part of the 
range which comes with the ‘approval’, for 
complete accuracy, always check the product 
with an SBS representative.

OTHER NON RECOGNISED UK APPROVALS

Service & Value since 1897

OUR ENVIRONMENTAL 
COMMITMENT
Smith Brothers are introducing more and more green initiatives to help reduce wastage and 
greenhouse gases within the business. Since the declaration of zero carbon emissions by 2050 
set by the Prime Minister, the company thought it was more important than ever to start putting 
schemes in place across the 15-depot network to help reach this goal. For more information 
regarding the company’s commitment to the environment please visit our website, but some of  
the recent changes are highlighted below;

HYBRID/ELECTRIC CARS
Producing lower emissions than traditional petrol and diesel 
cars, SBS has started to invest in these vehicles. At time 
of publication the parent company CEO and MD of SBS 
drive hybrid cars with the business having orders placed for 
multiple fully electric and hybrid vehicles.

EV CHARGING POINTS
Our most recent relocated branch, Rainham (London East), 
have built six EV charging points at the branch. At time of 
publication this happens to be the biggest single charging 
installation within the area. SBS Southampton upon 
relocation will follow in Rainham's footsteps with a multiple 
vehicle charging point installation. Other branches are 
included with installations scheduled from 2020.

BIKE TO WORK SCHEME 
From 2019 employees at SBS have been able to purchase 
a bike through the cycle scheme. While possibly improving 
fitness levels it can help reduce carbon emissions of  
our workforce.

PAPERLESS TECHNOLOGY
Using technology for environmental benefit, where possible 
reducing waste by offering electronic copies. Such 
advancements decrease our paper demand helping with the 
deforestation effort. While this isn’t always possible, we have 
installed paper recycled bins at every location.
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TERMS & CONDITIONS OF SALE
1. DEFINITIONS :-
A) “the Company” means Smith Brothers   
 Stores Ltd
B) “the Purchaser” means the person,  
 firm or company placing an order on  
 the Company.
C) “Quotation” means any Quotation  
 or terms given by the Company.

2. ORDERS :- No orders placed by the Purchaser 
arising as a result of a Quotation, Terms or 
otherwise will be considered as binding on 
the Company unless that order has been 
acknowledged by the Company in writing.

3. EFFECT OF CONDITIONS :- All orders accepted 
by the Company will be subject to the 
Conditions of Sale set out herein. The 
Company is not willing to contact otherwise 
than on these Conditions and unless otherwise 
expressly agreed in writing these Conditions 
shall apply to all contracts made between 
the Company and the Purchaser and any 
documents emanating from the Purchaser 
which contain printed or standard Conditions 
which have been or shall be sent by the 
Purchaser and received by the Company 
on the understanding that they appear on 
the Purchasers documents because they are 
printed thereon will have no legal effect 
whatsoever and the Purchaser waives any 
right which he otherwise might have to rely on 
such conditions.

4. VALIDITY OF OFFER :-
A) Any prices and/or discounts quoted by the  
 Company, whether verbally or written,   
 will be considered to have a validity of not 
 exceeding 30 days unless otherwise agreed  
 by the Company in writing.
B) If the Purchaser intends to place an order 
 with the Company subject to the terms of a 
 nominated or other sub-contract the prices 
 and terms in the tender will not be binding 
 on the Company unless the Purchaser has 
 fully disclosed to the Company such items 
 and conditions of the said sub-contract  
 and that the Company has acknowledged 
 the same in writing.
C) If the Purchaser intends that the price for the  
 goods should be paid to the Company by a 
 third party (i.e. a Finance Company or  
 similar institution) it must state on the order 
 that it has received written confirmation 
 from the third party that it will make  
 payment to the Company in accordance  
 with the terms of Clause 8 hereof and if it 
 fails to do so, the Purchaser will be bound 
 to make such payments.

5. PRICES :- Unless otherwise agreed in writing 
the price to be paid will be deemed to have 
been stated in the Quotation provided that 
the Quotation is accepted within 30 days of 
issue and delivery is effected within a further 
14 days. Otherwise, the Company may, at its 
discretion, vary the price by addition upwards 
to reflect market conditions, labour, material 
and transportation costs. All prices exclude 
VAT unless otherwise stated.

6. SPECIFICATIONS :- Whilst all descriptions, 
specifications, drawings and illustrations are 
supplied in good faith they are only intended 
for guidance purposes and the Company 
will accept no responsibility whatsoever for 
any errors, omissions, loss or damage from 
the Purchasers reliance on such descriptions, 
drawings and illustrations. Further, the 
Company reserves the right to amend such 
descriptions, specifications, drawings and 
illustrations without notice. The Company 
provides no warranty, and it shall not be 
implied, whether through any description 
or otherwise, that any Goods conform to or 
are suitable for any specific purpose, unless 
written confirmation of such a warranty as to 
suitability of the goods for purpose addresses 

specific goods and the Purchaser. The 
Company may recommend to the Purchaser, 
specific Goods. These recommendations are 
based solely upon the information received by 
the Company from the Purchaser. Therefore, 
any recommendations by the Company to the 
Purchaser in relation to any Goods shall be 
provided only as an opinion, and shall not be 
construed as an express or implied warranty 
as to any recommendation given, unless 
written confirmation of a warranty to that effect 
is provided by the Company to the Purchaser 
and the Purchaser is referred to the clause 
immediately preceding this. The suitability of 
specific goods for use is ultimately the decision 
of the Purchaser based solely upon the 
knowledge of the Purchaser

7. DELIVERY :-
A) Delivery periods are given in good faith 
 and are based from the date of receipt of 
 order. Whilst we will make every 
 reasonable effort to meet delivery 
 requirements we will not be liable for  
 any failure to do so, nor for any 
 consequential loss of any kind arising 
 from late delivery.
B) Deliveries will be made to the destination 
 specified on your order provided this 
 is clearly indicated.
C) Unless otherwise agreed the cost of 
 carriage will be chargeable to the 
 Purchaser. Where the Purchaser requests  
 the Company to deliver goods within a 
 timescale which is shorter than that 
 covered by the Company’s quoted delivery 
 costs then the Company reserves the right 
 to vary the price by addition upwards to 
 reflect additional costs incurred.
D) Unless otherwise agreed the off loading 
 and safe storage of delivered goods are the 
 sole responsibility of the Purchaser. Where 
 the Purchaser requests the Company to 
 provide off-loading facilities then such 
 facilities will be deemed to be chargeable 
 to reflect the additional costs incurred.
E) After delivery the goods are expressly held  
 by the Purchaser at his own risk. The  
 Purchaser undertakes, following delivery to 
 maintain the goods in the pre-delivery 
 condition and to insure the goods to their 
 full value and against all risks until such time  
 as payment and the title passes.
F) The Company reserves the right to levy  
 additional charges against the Purchaser, 
 to cover storage, fire insurance or other 
 costs incurred by us, in the event that the 
 goods are held beyond reasonable period 
 of time or should forward instructions to  
 be withheld.

8. TERMS OF PAYMENT :-
A) Unless otherwise agreed in writing, and 
 only for approved accounts, all goods will 
 be invoiced on despatch for payment at the 
 end of month following the date of invoice.
B) Where an approved account is not   
 established or where the total order value, 
 excluding delivery, is less than £50.00 
 then, at its discretion, the Company may 
 seek payment prior to delivery.
C) Time for payment shall be of the essence of 
 the contract without prejudice to any other 
 rights of the Company. If the Purchaser fails 
 to pay the invoice on the due date, the 
 Company reserves the right to claim 
 interest, compensation and reasonable costs 
 under the Late Payment of Commercial 
 Debts (Interest) Act 1998 (Act) (whether 
 before or after judgement). Any reference  
 to the Act is also a reference to any  
 amendment, modification or re-enactment  
 of it. If for any reason the Act does not 
 apply interest shall be payable on overdue 
 amounts on a daily basis at 8% per annum 
 over the base rate quoted from time to 
 time but at 8% a year for any period when 
 that base rate is below 0% by the National 
 Westminster Bank plc and reimburse to the  

 Company all costs and expenses, including  
 legal costs, in the collection of any overdue  
 amount.

9. PASSING OF PROPERTY AND RISK :-
The risk in the Goods shall pass to the 
Purchaser on completion of delivery.
Title to the Goods shall not pass to the 
Purchaser until the Company has received 
payment in full (in cash or cleared funds) for:
A) the Goods; and
B) any other Goods that the Company has 
 supplied to the Purchaser in respect of 
 which payment has become due.
Until title to the Goods has passed to the 
Purchaser, the Purchaser shall:
A) hold the Goods on a fiduciary basis as 
 bailee for the Company;
B) store the Goods separately from all other 
 goods held by the purchaser so that they 
 remain readily identifiable as the 
 Company’s property;
C) not remove, deface or obscure any 
 identifying mark or packaging relating  
 to the Company;
D) maintain the Goods in satisfactory condition 
 and keep them insured against all risks for 
 their full price from the date of delivery;
E) notify the Company immediately if it 
 becomes subject to the service of a 
 Statutory Demand or any other action 
 involved in the insolvency of the 
 Purchaser; and
F) give the Company such information relating 
 to the Goods as the Company may require 
 from time to time.
G) The Purchaser may resell or use the Goods 
 in the ordinary course of its business
H) If before title to the Goods passes to  
 the Purchaser:
 i) the Purchaser’s financial position   
 deteriorates to such an extent that in  
 the Company’s opinion the 
 Purchaser’s capability to adequately  
 fulfil its obligations under the Contract  
 has been placed in jeopardy: or
 ii) the Purchaser is served with a  
 Statutory Demand or any other action 
 involved in the insolvency of the 
 Purchaser, or the Company 
 reasonably believes that any such 
 event is about to happen and notifies 
 the Purchaser accordingly then 
 provided that the Goods haven not 
 been resold
 then, without limiting any other right or   
 remedy the Company may have:
 i) the Purchaser’s right to resell the 
 Goods or use them in the ordinary 
 course of its business ceases 
 immediately; and
 ii) the Company may at any time: 
 • require the Purchaser to deliver up  
 all Goods in its possession that have  
 not been resold, or irrevocably  
 incorporated into another product;  
 and 
 • if the Purchaser fails to do so 
 promptly, enter any premises of the 
 Purchaser or of any third party where 
 the Goods are stored in order to 
 recover them.

10. LOSS AND DAMAGE IN TRANSIT :-
A) It is the responsibility of the Purchaser to 
examine the Goods immediately on arrival   
 and any shortage or damage be reported 
 to us and to the carriers within 3 days  
 of receipt.
B) Non delivery of Goods must be reported to 
 us within 10 days of the despatch dates 
 given on the advice note.
C) The Purchaser will be liable to indemnify the 
 Company for any loss it suffers where it is 

 unable to claim against the carriers by 
 reason of non-fulfilment of these Conditions.

11. RETURNED GOODS :-
Any Goods returned to the Company for any 
reason other than faulty condition will only be 
accepted with the prior written agreement of 
the Company.
A) Where such agreement exists then the 
 Purchaser will be responsible for the cost  
 of safe packing and delivery of Goods 
 including adequate insurance against 
 damage and loss.
B) Where such Goods are returned to the 
 Company by agreement and provided that 
 the Goods are received in a condition 
 which is consistent with the condition on 
 despatch then a credit will be issued 
 to the value of the returned Goods less any 
 restocking charge of not less than 15% of  
 the invoice value of the Goods subsequently  
 returned.

12. FITNESS FOR PURPOSE :- The Purchaser is 
solely responsible for suitability of the Goods 
for which they are bought and is reliant upon 
his own skill and judgement in this respect.

13. REPRESENTATION :- Any statements or claims 
made by the Company, it representatives, 
distributors and agents either prior to or during 
the course of executing a contract between the 
Purchaser and the Company are superseded 
by the Conditions herein and as such they are 
not material.

14. GUARANTEE :-
A) The Company extends to the Purchaser the 
 terms of warranty, guarantee and conditions 
 that it has,in turn received from the  
 manufacturer. Provided that all amounts  
 due in accordance with clause 8 hereof 
 have been received by the Company.
B) All guarantees and warranties are subject 
 to the equipment having been stored, 
 installed, commissioned and maintained in 
 accordance with good practice and the 
 manufacturer’s recommendations.
C) To facilitate prompt replacement of any item 
 or component we will despatch parts at the 
 Purchaser’s request on a chargeable basis. 
 When the defective item is returned to us 
 and provided that the fault has been 
 verified under the terms of the guarantee 
 then the invoice will be credited or 
 cancelled. Where no such item or 
 component is subsequently returned within 
 a reasonable period then the Company 
 reserves the right to seek payment for the 
 goods supplied.
D) The Company explicitly excludes any 
 labour, consequential or other costs 
 associated with the replacement of Goods, 
 items or components under the terms of  
 the guarantee.

15. EXCLUSION OF LIABILITY :-
A) The Company’s total liability arising under 
 or in connection with this agreement, 
 whether arising in contract, tort (including 
 negligence) or restitution, or for breach of 
 statutory duty or misrepresentation, or 
 otherwise, shall in all circumstances be 
 limited to the lesser of the Price attributable 
 to that Contract or £5,000.
B) Nothing in this agreement shall limit or 
 exclude the liability of either party for:
 i) death or personal injury resulting 
 from negligence; or
 ii) fraud or fraudulent 
 misrepresentation; or
 iii) breach of the terms implied  
 by section 12 of the Sale of  
 Goods Act 1979.
C) Without prejudice to Clause 15(b), the 
 Company shall not under any circumstances 
 whatever be liable to the Purchaser, 

whether in contract, tort (including negligence) 
or restitution, or for breach of statutory duty or 
misrepresentation, or otherwise, for any:
 i) loss of profit;
 ii) loss of goodwill;
 iii) loss of business;
 iv) loss of business opportunity;
 v) loss of anticipated saving;
 vi) loss or corruption of data or  
 information; or
 vii) special, indirect or consequential 
 damage suffered by the other party 
 that arises under or in connection with 
 this agreement
D) The Purchaser shall be responsible for 
ensuring that all Goods subsequently installed 
on the Purchaser’s premises or elsewhere do 
not contravene existing laws and regulations 
and are approved by the Purchaser’s insurers.

16. FORCE MAJEURE :- Any delay or failure of 
performance in executing our obligations shall 
not be determined as a fault or give rise to 
any claim for lock-outs, restriction of supplies, 
breakdown of plant or machinery, shortage 
of labour, war, riots, civil unrest or any other 
circumstances reasonably beyond our control.

17. SEVERANCE :- If any provision or part-
provision of these conditions is or becomes 
invalid, illegal or unenforceable, it shall 
be deemed modified to the minimum 
extent necessary to make it valid, legal 
and enforceable. If that modification is not 
possible, the relevant provision or part-
provision shall be deemed deleted. Any 
modification to, or deletion of, a provision or 
part-provision under this clause 17 shall not 
affect the validity and enforceability of the rest 
of the conditions.

18. ENTIRE AGREEMENT :-
A) These conditions and the Quotation 
 constitute the entire agreement between  
 the parties, and supersedes and 
 extinguishes all previous agreements, 
 promises, assurances, warranties, 
 representations and understandings 
 between them, whether written or oral, 
 relating to its subject matter.
B) Each party acknowledges that under these 
 conditions it does not rely on, and shall 
 have no remedies for, any statement, 
 representation, assurance or warranty 
 (whether made innocently or negligently) 
 that is not set out in this agreement.
C) Each party agrees that it shall have no 
 claim for innocent or negligent 
 misrepresentation or negligent  
 misstatement based on any statement 
 in these conditions.

19. VARIATION :- No variation of these 
conditions shall be effective unless it is  
in writing

20. LAW AND JURISDICTION :- These Conditions 
shall be subject to English Law and the 
exclusive jurisdiction of the English Courts.
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TERMS & CONDITIONS  
OF PURCHASE
1. DEFINITIONS :-
1.1) In these Conditions the following definitions 
 apply:
1.2) “Affiliate” means any entity that directly or 
 indirectly Controls, is Controlled by or is under 
 common Control with, another entity;
1.3) “Bribery Laws” means the Bribery Act 2010 and 
 associated guidance published by the Secretary 
 of State for Justice under the Bribery Act 2010 
 and all other applicable UK legislation, statutory 
 instruments and regulations in relation to bribery 
 or corruption and any similar or equivalent 
 legislation in any other relevant jurisdiction;
1.4) “Business Day” means a day other than a 
 Saturday, Sunday or bank or public holiday when 
 banks generally are open for non-automated 
 business in England;
1.5) “Customer” means Smith Brothers Stores Limited 
 (registered number: 00962846) whose registered 
 office is at Unit V2 Winchester Avenue, Blaby 
 Industrial Park, Leicester, Leicestershire, England, 
 LE8 4GZ (VAT No: 317 4596 84)
1.6) “Conditions” means the Customer’s terms and 
 conditions of purchase set out in this document as 
 amended from time to time in accordance with 
 clause 25.1;
1.7) “Confidential Information” means any 
 commercial, financial or technical information, 
 information relating to the Deliverables, plans, 
 know-how or trade secrets which is obviously 
 confidential or has been identified as such, or 
 which is developed by the Customer in 
 performing its obligations under, or otherwise 
 pursuant to the Contract;
1.8) “Contract” means the agreement between the 
 Supplier and the Customer for the sale and 
 purchase of the Deliverables in accordance and 
 incorporating these Conditions and the Order;
1.9) “Control” means the beneficial ownership of more 
 than 50% of the issued share capital of a 
 company or the legal power to direct or cause the 
 direction of the management of the company;
1.10) “Deliverables” means the Goods or Services (or 
 any part of them) as set out in the Order;
1.11) “Force Majeure” means an event or sequence 
 of events beyond any party’s reasonable control 
 (after exercise of reasonable care to put in place 
 robust back-up and disaster recovery 
 arrangements) preventing or delaying it from 
 performing its obligations under the Contract 
 including an act of God, fire, flood, lightning, 
 earthquake or other natural disaster, war, riot 
 or civil unrest, strike, lockout or boycott or other 
 industrial action except strikes or other industrial 
 disputes involving the Supplier’s or its suppliers’ 
 workforce;
1.12) “Goods” means the goods and related 
 accessories, spare parts and documentation 
 and other physical material set out in the Order 
 to be supplied by the Supplier to the Customer;
1.13) “Intellectual Property Rights” means copyright, 
 patents, know-how, trade secrets, trade marks, 
 trade names, design rights, rights in get-up, rights 
 in goodwill, rights in confidential information, 
 rights to sue for passing off, domain names and 
 all similar rights and, in each case:
 1.13.1) whether registered or not; 
 1.13.2) including any applications to 
 protect or register such rights; 
 1.13.3) including all renewals and 
 extensions of such rights or applications; 
 1.13.4) whether vested, contingent  
 or future; 
 1.13.5) to which the relevant party is  
 or may be entitled; and 
 1.13.6) in whichever part of the  
 world existing;
1.14) “Location” means the address for delivery of the 
 Goods and performance of the Services as set 
 out in the Order;
1.15) “Modern Slavery Policy” means the Customer’s 
 anti-slavery and human trafficking policy in force 
 and notified to the Supplier from time to time;
1.16) “Order” means the Customer’s order for the 
 Deliverables as set out in the Customer’s  
 order form;
1.17) “Price” has the meaning given in clause 4.1;
1.18) “Regulatory Requirements” means in relation to 
 any jurisdiction where the Goods and 
 or Services are intended to be marketed and 
 or supplied and/or sold, all applicable laws, 
 enactments, orders, regulations and other 
 instruments relating to the Goods and/  

 or Services (including the design, manufacture, 
 packaging, labelling, storage, handling, 
 marketing, sale, import, export and/or 
 delivery of the Goods and/or performance of 
 the Services) together with all relevant 
 regulations, codes of practice and guidance 
 imposed by any governmental, regulatory or 
 trade body from time to time;
1.19) “Supplier” means the person or firm from whom 
 the Customer purchases the Deliverables and 
 whose details are set out in the Order;
1.20) “Services” means the services set out in the 
 Order or understood by the parties to be 
 included in the Services and to be supplied by 
 the Supplier to the Customer;
1.21) “Specification” means the description or 
 specification of the Deliverables, including any 
 related plans and drawings, that is agreed by 
 the Customer and the Supplier; and
1.22) “VAT” means value added tax under the Value 
 Added Taxes Act 1994 or any other similar  
 sale or fiscal tax applying to the sale of the 
 Deliverables.

2. INTERPRETATION :-
In these Conditions, unless the context otherwise 
requires: 
2.1) a reference to the Contract includes these 
 Conditions, the Order, and their respective 
 schedules, appendices and annexes (if any);
2.2) any clause, schedule or other headings in these 
 Conditions are included for convenience only 
 and shall have no effect on the interpretation of 
 these Conditions
2.3) a reference to a ‘party’ means either the Supplier 
 or the Customer and includes that party’s personal 
 representatives, successors and permitted assigns;
2.4) a reference to a ‘person’ includes a natural 
 person, corporate or unincorporated body 
 (in each case whether or not having separate 
 legal personality) and that person’s personal 
 representatives, successors and permitted assigns;
2.5) a reference to a ’company’ includes any 
 company, corporation or other body corporate, 
 wherever and however incorporated or 
 established;
2.6) a reference to a gender includes each  
 other gender;
2.7) words in the singular include the plural and  
 vice versa;
2.8) any words that follow ‘include’, ‘includes’, 
 ‘including’, ‘in particular’ or any similar words 
 and expressions shall be construed as illustrative 
 only and shall not limit the sense of any word, 
 phrase, term, definition or description preceding 
 those words;
2.9) a reference to ‘writing’ or ‘written’ includes any 
 method of reproducing words in a legible and 
 non-transitory form [(excluding email]  
 [includes email]
2.10) a reference to legislation is a reference to 
 that legislation as amended, extended, re 
 enacted or consolidated from time to time A 
 reference to a statute or statutory provision 
 includes any subordinate legislation made under 
 that statute or statutory provision, as amended  
 or re- enacted;
2.11) a reference to any English action, remedy, 
 method of judicial proceeding, court, official, 
 legal document, legal status, legal doctrine, 
 legal concept or thing shall, in respect of any 
 jurisdiction other than England, be deemed 
 to include a reference to that which most 
 nearly approximates to the English equivalent in 
 that jurisdiction.

3. APPLICATION OF THESE CONDITIONS :-
3.1) These Conditions apply to and form part of the 
 Contract between the Supplier and the Customer. 
 They supersede any previously issued terms 
 and conditions of purchase or supply and are 
 to the exclusion of any other terms that the 
 Supplier seeks to impose or incorporate, or which 
 are implied by trade, custom, practice or course 
 of dealing.
3.2) No terms or conditions endorsed on, delivered 
 with, or contained in the Supplier’s quotation, 
 sales conditions, confirmation of order, 
 specification, delivery note, invoice or other 
 document shall form part of the Contract except  
 to the extent that the Customer otherwise agrees 
 in writing.
3.3) No variation of these Conditions or to an Order 
 or to the Contract, shall be binding unless 
 expressly agreed in writing and executed by a 
 duly authorised signatory on behalf of the 
 Customer.

3.4) Each Order by the Customer to the Supplier shall 
 be an offer to purchase Deliverables subject to 
 and in accordance with these Conditions.
3.5) An Order may be amended by the Customer at 
 any time before the Supplier performs a material 
 part of the Order. An Order shall lapse unless 
 accepted by the Supplier before the expiry of 
 14 days after the date of the Order. If the 
 Supplier is unable to accept an Order, it shall 
 notify the Customer promptly.
3.6) Acceptance of an Order by the Supplier shall 
 take place when it is expressly accepted or by 
 any other conduct of the Supplier which the 
 Customer reasonably considers is consistent with 
 acceptance of the Order at which point the 
 Contract shall come into existence

4. PRICE :-
4.1) The price for the Deliverables shall be as set out 
 in the Order or, in default of such provision, shall 
 be calculated in accordance with the Supplier’s 
 scale of charges as confirmed by the Supplier 
 in writing and received and acknowledged by the 
 Customer before the date the Order is made 
 (“Price”). No increase in the Price may be made 
 after the Order is placed.
4.2) The Price includes packaging, insurance, carriage 
 of the Goods, delivery, unloading, unpacking.
4.3) No extra charges shall be effective unless agreed 
 in writing with the Customer.

5. PAYMENT :-
5.1) The Supplier shall invoice the Customer for:
 5.1.1) Goods no sooner than completion 
 of delivery of the Goods or, if later, the 
 Customer’s acceptance of the Goods; and
 5.1.2) Services no sooner than completion 
 of performance of the Services or, if later, 
 the Customer’s acceptance of the Services.
 5.1.3) The Supplier shall ensure that the  
 invoice includes the date of the Order , the  
 invoice number, the Customers order  
 number, the Suppliers VAT registration  
 number and any supporting documentation  
 that the Customer may reasonably require.
5.2) The Customer shall pay each correctly rendered  
 invoice of the Supplier within 60 days following  
 the end of the calendar month of receipt. Payment  
 shall be made to the bank account nominated in  
 writing by the Supplier.
5.3) VAT shall be charged by the Supplier and paid by  
 the Customer at the then applicable rate.
5.4) The Customer may at any time, without limiting  
 any of its other rights or remedies, set off liability  
 of the Supplier to the Customer against any  
 liability of the Customer to the Supplier.

6. CANCELLATION :-
6.1) The Customer shall have the right to cancel the 
Order for the Deliverables or for any part of the 
Deliverables which have not yet been, in the case 
of Goods, delivered to and in the case of Services, 
performed for, the Customer.
6.2) In relation to any Order cancelled or part-
cancelled under clause 6.1 , the Customer shall pay:
 6.2.1) in respect of any Goods, for that part 
 of the Price that relates to the Goods which 
 at the time of cancellation have been 
 delivered to the Customer; and 
 6.2.2) in respect of any Services, such  
 part of the Price that relates to the Services  
 as is proportionate to the part of the 
 Services that has been performed by  
 the Supplier.

7. DELIVERY AND PERFORMANCE :-
7.1) The Goods shall be delivered by the Supplier to  
 the Location and at the time and on the date  
 specified in the Order. Where no time for delivery  
 is specified on the Order, then delivery of the  
 goods shall take place during the Customers  
 normal business hours, or as instructed by the  
 Customer. The Goods shall be deemed delivered  
 by the Supplier only on completion of unloading  
 of the Goods at the Location. The Supplier shall  
 ensure that the Goods are properly packed and  
 secured in such manner as to enable them to  
 reach their destination in good condition;
7.2) The Services shall be performed by the Supplier  
 at the Location and at the time and on the date  
 specified in the Order. The Services shall  
 be deemed performed by the Supplier only on  
 completion of the performance of the Services at  
 the Location.
7.3) The Deliverables shall not be delivered by or  
 performed in instalments unless otherwise agreed  
 in writing by the Customer. Where it is agreed  

 that the Goods are to be delivered by instalments,  
 they may be invoiced and paid for separately.  
 However, failure by the Supplier to deliver any  
 one instalment on time or at all, or any defect in  
 an instalment shall entitle the Customer to  
 terminate the Contract in whole or part.
7.4) Each delivery or performance of the Deliverables  
 shall be accompanied by a delivery note stating:
 7.4.1) the date of the Order and  
 Order number;
 7.4.2) the relevant Customer and  
 Supplier details;
 7.4.3) if Goods, the product numbers  
 and type and quantity of Goods in the 
 consignment;
 7.4.4) if Services, the category, type and  
 quantity of Services performed;
 7.4.5) any special instructions, handling 
 and other requests; and
 7.4.6) in the case of Goods, whether any 
 packaging material is to be returned, in 
 which case the Customer shall, after the 
 Goods are unpacked, make them available 
 for collection by the Supplier at the 
 Supplier’s expense.
7.5) Time of delivery or performance (as the case may 
 be) is of the essence. If the Supplier fails to deliver  
 any of the Goods or perform any of the Services 
 by the date specified in the Order ,the Customer 
 shall (without prejudice to its other rights and  
 remedies and whether or not it has accepted  
 the Goods and/or the Services) be entitled at the  
 Customer’s sole discretion
 7.5.1) to terminate the Contract in whole  
 or in part;
 7.5.2) refuse any late delivery or 
 subsequent delivery of the Goods or 
 performance of the Services that the 
 Supplier attempts to make;
 7.5.3) to purchase the same or similar 
 Deliverables from a supplier other than  
 the Supplier;
 7.5.4) to recover damages from the 
 Supplier in respect of all costs, claims,  
 losses, damages, liabilities and expenses  
 incurred by the Customer as a result of the  
 Supplier’s failure, including the amount by  
 which the price payable by the Customer  
 to acquire those Deliverables from another  
 supplier exceeds the price payable under  
 the Contract and any loss of profit; and
 7.5.5) all or any of the foregoing.
7.6) If the Customer fails to accept delivery of the  
 Goods on the date or within the period set out  
 in the Order, the Supplier shall store and insure  
 the Goods pending delivery at the Suppliers  
 expense.

8. ACCEPTANCE, REJECTION AND INSPECTION :-
8.1) The Customer shall not have accepted, or be 
 deemed to have accepted, the Deliverables until 
 the Acceptance Conditions are fulfilled.
8.2) The “Acceptance Conditions” are that:
 8.2.1) for Goods, the Goods have been  
 delivered to and unloaded at the Location;
 8.2.2) for Services, the Services have been  
 performed at the Location;
 8.2.3) the Customer has notified the 
 Supplier in writing that the Deliverables 
 have been delivered or performed (as the 
 case may be) in full compliance with the 
 terms and conditions of the Contract; and
 8.2.4) for Goods, the Customer has had 
 a reasonable time to inspect them following 
 delivery or, if later, a reasonable time has 
 passed after latent defects in the Goods 
 become apparent.
8.3) The Customer shall be entitled to reject any  
 Deliverables which are not in full compliance  
 with the terms and conditions of the Contract. 
 Any acceptance of defective, late or incomplete  
 Deliverables or any payment made in respect  
 thereof, shall not constitute a waiver of any of the 
 Customer’s rights and remedies, including its 
 right to reject. If the Goods are rejected due to the  
 volume of the Goods exceeding the tolerances  
 (if any) specified in the Order, the Supplier shall  
 promptly and at its own cost arrange for  
 redelivery of the correct volume.
8.4) Any rejected Goods may be returned to the  
 Supplier by the Customer at the Supplier’s cost  
 and risk. The Supplier shall pay to the Customer  
 a reasonable charge for storing and returning  
 any of the Goods over-delivered or rejected.
8.5) The Customer may require acceptance tests to  

 be performed or to be carried out, at the  
 Customer’s option, either by the Customer or the  
 Supplier, and the results of the tests shall be made  
 available to the Customer.
8.6) The Customer may inspect and test the 
 Deliverables during performance or during 
 manufacture or processing prior to despatch, 
 and the Supplier shall provide the Customer 
 with all facilities reasonably required in that 
 regard. If the inspection or testing indicates that 
 the Goods do not, or are unlikely to, conform to  
 the Contract, the Supplier shall immediately  
 take such remedial action as is necessary and at  
 its expense to ensure compliance prior to delivery.  
 The Supplier shall remain fully responsible for  
 the Goods despite any such inspection or testing  
 and any such inspection or testing shall not  
 reduce or otherwise effect the Suppliers  
 obligations under the Contract.
8.7) The Customer may conduct further inspections  
 and test after the Supplier has carried out its  
 remedial actions
8.8) Any inspection or testing of the Deliverables shall  
 not be deemed to be acceptance of the  
 Deliverables or a waiver of any of the Customer’s  
 rights and remedies, including its right to reject.
8.9) The rights of the Customer in this clause 8 are  
 without prejudice to the Customer’s rights under  
 clause 10

9. TITLE AND RISK :-
9.1) Risk in the Goods shall pass to the Customer upon  
 delivery in accordance with clause 7.1 and when  
 the Customer has accepted the Goods as  
 conforming in every respect with the Contract.
9.2) Title to the Goods shall pass to the Customer on 
 the sooner of payment by the Customer for the 
 Goods or delivery of the Goods to the Customer.
9.3) The passing of title shall not prejudice any other 
 of the Customer’s rights and remedies, including 
 its right to reject.
9.4) Neither the Supplier nor any other person shall  
 have a lien on, right of stoppage in transit or  
 other rights in or to any Goods title to which  
 have vested in the Customer or any specifications  
 or materials of the Customer, and the Supplier  
 shall ensure that relevant third parties accept the  
 exclusion of such lien and rights.
9.5) The Supplier warrants and represents that it:
 9.5.1) has at the time the Contract is made  
 full, clear and unencumbered title to the  
 Goods, and the full, clear and  
 unencumbered right to sell and deliver them  
 to the Customer; and
 9.5.2) shall hold such title and right to  
 enable it to ensure that the Customer shall  
 acquire a valid, unqualified title to the  
 Goods and shall enjoy quiet possession  
 of them.

10. WARRANTIES :-
10.1) The Supplier warrants, undertakes and represents  
 that the Deliverables shall:
 10.1.1) conform to any sample, their  
 description, to the Specification and to the  
 quality, quantity, description and other  
 particulars stated in the Order;
 10.1.2) be free from defects in design,  
 material and workmanship and remain so  
 for 12 months after delivery;
 10.1.3) comply with all applicable laws,  
 standards, Regulatory Requirements and  
 best industry practice relating to  
 manufacture. Labelling, packaging, storage,  
 handling and delivery of Goods;
 10.1.4) if Goods, be of satisfactory quality  
 within the meaning of the Sale of Goods  
 Act 1979 as amended ; and
 10.1.5) if Services, be supplied with   
 reasonable care and skill within the  
 meaning of the Supply of Goods and  
 Services Act 1982, Part II, section 13; and
 10.1.6) be fit for purpose and for any  
 purpose held out by the Supplier and for  
 any purpose as required to meet the  
 Customers needs, made known to the  
 Supplier by the Customer expressly or by  
 implication, and in this respect the Customer  
 relies on the Suppliers skill and Judgment

10.2) To the extent that the Supplier has designed  
 or will design the Goods, the Supplier warrants,  
 undertakes and represents that in:
 10.2.1) carrying out such design;
 10.2.2) selecting materials and components  
 in relation to the Goods; and

 10.2.3) ensuring that the Goods will  
 meet any performance requirements  
 specified in the Specification or which  
 may be inferred from the Order or the  
 description of the Goods, it has exercised  
 and shall continue to exercise all the  
 reasonable skill, care and diligence to be  
 expected of a competent, qualified,  
 professional designer of the relevant  
 discipline with experience of carrying out  
 designs in connection with projects of a  
 similar size, complexity and nature to the  
 project for which the Goods are intended.
10.3) The Supplier agrees that the approval by the  
 Customer of any design or Specification  
 provided by the Supplier shall not relieve the  
 Supplier of any of its obligations under this  
 clause 10.
10.4) The Supplier warrants that it understands the  
 Customer’s business and needs.
10.5) To the extent that the Deliverables do not comply  
 with clause 10.1 or clause 10.2, the Customer  
 may (without prejudice to its other rights and  
 remedies and whether or not it has accepted the  
 Goods and/or the Services) at the Customer’s  
 sole discretion:
 10.5.1) terminate the Contract in whole  
 or in part;
 10.5.2) reject such Deliverables (in whole  
 or in part) and return them to the Supplier at  
 the Supplier’s own risk and expense;
 10.5.3) require the Supplier promptly, at its  
 own expense, to remove (including making  
 good any damage caused in doing so),  
 remedy, repair, replace, correct, re-perform  
 or full refund the price of any such  
 Deliverables;
 10.5.4) recover damages from the Supplier  
 in respect of all costs, claims, losses,  
 damages, liabilities and expenses incurred  
 by the Customer which are in any way  
 attributable to the Suppliers failure to carry  
 out its obligations under the Contract ,  
 including any costs incurred by the  
 Customer to acquire those Deliverables from  
 another supplier and any loss of profit; and
 10.5.5) refuse to accept any subsequent  
 delivery of the Goods which the Supplier  
 attempts to make;
 10.5.6) all or any of the foregoing.
10.6) The provisions of these Conditions shall apply  
 to any Deliverables that are remedied, repaired,  
 replaced, corrected or re-performed with effect  
 from the date of the delivery or performance  
 of the remedied, repaired, replaced, corrected or  
 re-performed Deliverables.
10.7) The Customer’s rights under these Conditions  
 are in addition to, and do not exclude or modify,  
 any rights and remedies implied under statute or  
 by common law.
10.8) The Customer shall be entitled to exercise its  
 rights under this clause 10 regardless of whether  
 the Deliverables have been accepted under the  
 Acceptance Conditions and notwithstanding  
 that the Deliverables were not rejected following  
 their initial inspection under clause 8.3 .
10.9) The Supplier shall ensure that at all times it  
 has and maintains all the licences, permissions,  
 authorisations, consents and permits that it needs  
 to carry out its obligations under the Contract.

11. ANTI-BRIBERY :-
11.1) For the purposes of this clause 11 the expressions  
 “adequate procedures” and “associated with”  
 shall be construed in accordance with the Bribery  
 Act 2010 and legislation or guidance published  
 under it.
11.2) The Supplier shall comply with applicable  
 Bribery Laws including ensuring that it has in  
 place adequate procedures to prevent bribery  
 and ensure that:
 11.2.1) all of its personnel;
 11.2.2) all others associated with the  
 Supplier; and
 11.2.3) all of the Supplier’s sub-contractors  
 and suppliers;
 involved in performing the Contract  
 so comply.
11.3) Without limitation to clause 11.2 the Supplier  
 shall not make or receive any bribe (as defined  
 in the Bribery Act 2010) or other improper  
 payment, nor shall it allow any such bribe  
 or payment to be made or received on its behalf,  
 either in the United Kingdom or elsewhere, and  
 shall implement and maintain adequate  
 procedures to ensure that such bribes or  
 payments are not made or received directly or  
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 indirectly on its behalf.
11.4) The Supplier shall immediately notify the  
 Customer as soon as it becomes aware of a  
 breach or possible breach of any of the  
 requirements in this clause 11.

12. ANTI-SLAVERY :-
12.1) The Supplier undertakes, warrants and  
 represents that: 
 12.1.1) neither the Supplier nor any of  
 its officers, employees, agents or  
 subcontractors has:
 (a) committed an offence under the  
 Modern Slavery Act 2015 (an “MSA  
 Offence”); or
 (b) been notified that it is subject to an  
 investigation relating to an alleged  
 MSA Offence or prosecution under  
 the Modern Slavery Act 2015; or
 (c) is aware of any circumstances  
 within its supply chain that could give  
 rise to an investigation relating to  
 an alleged MSA Offence or  
 prosecution under the Modern  
 Slavery Act 2015;
 12.1.2) it shall comply with the Modern  
 Slavery Act 2015 and the Modern  
 Slavery Policy;
 12.1.3) its responses to the Customer’s  
 modern slavery and human trafficking due  
 diligence questionnaire are complete  
 and accurate; and
 12.1.4) it shall notify the Customer  
 immediately in writing if it becomes aware  
 or has reason to believe that it, or any  
 of its officers, employees, agents or  
 subcontractors have breached or potentially  
 breached any of the Supplier’s obligations  
 under clause 12.1. Such notice shall set out  
 full details of the circumstances concerning  
 the breach or potential breach of the  
 Supplier’s obligations.
12.2) Any breach of clause 12.1 by the Supplier shall  
 be deemed a material breach of the Contract  
 and shall entitle the Customer to terminate the  
 Contract with immediate effect.

13. INDEMNITY AND INSURANCE :-
13.1) The Supplier shall indemnify and keep  
 indemnified and hold harmless, the Customer  
 from and against any losses, damages,  
 liability, costs (including legal fees) and expenses  
 suffered or incurred, whether directly or  
 indirectly, or consequential losses, loss of profit,  
 loss of reputation and all interest , penalties and  
 legal costs ( calculated on a full indemnity basis)  
 and all other reasonable professional costs and  
 expenses suffered or incurred by the Customer as  
 a result of or in connection with,
 13.1.1).any claim made against the  
 Customer by a third party arising out of or  
 in connection with the supply of the  
 Goods, to the extent that such claim arises  
 out of breach, negligent performance or  
 failure or delay in performance of the  
 Contract by the Supplier, its employees,  
 agents or sub contractors
 13.1.2) any claim made against the  
 Customer for actual or alleged infringement  
 of a third party’s intellectual property  
 rights arising out of or in connection with  
 the supply or use of the Goods, to the extent  
 that the claim is attributable to the acts or 
 omissions of the Supplier, its employees, 
 agents or sub contractors ;
 13.1.3) any claim made against the  
 Customer by a third party for death,  
 personal injury or damage to property  
 arising out of or in connection with  
 defects in Goods, to the extent that the  
 defects are attributable to the acts or  
 omissions of the Supplier, its employees ,  
 agents or sub contractors ;
13.2) This Clause 13 shall survive termination of  
 the Contract.
13.3) The Supplier shall maintain, with reputable  
 insurers incorporated in the United Kingdom,  
 adequate professional indemnity, product liability  
 and public liability insurance to cover the  
 Supplier’s liabilities under the Contract and  
 insurance of the Deliverables and any of the  
 Customer’s materials in the Supplier’s possession  
 against the usual risks, including accident, fire  
 and theft, for their full replacement value until the  
 risk in them passes to the Customer. On request,  
 the Supplier shall supply so far as is reasonable  
 evidence of the maintenance of the insurance  
 and all of its terms from time to time applicable.  

 The Supplier shall on request assign to the  
 Customer the benefit of such insurance.

14. LIMITATION OF LIABILITY :-
14.1) The extent of the parties’ liability under or in  
 connection with the Contract (regardless of  
 whether such liability arises in tort, contract  
 or in any other way and whether or not caused  
 by negligence or misrepresentation) shall be as  
 set out in this clause 14.
14.2) Subject to clauses 14.5 and 14.6, the Customer’s  
 total liability shall not exceed the Price.
14.3) Subject to clauses 14.5 and 14.6, the Customer  
 shall not be liable for consequential, indirect or  
 special losses.
14.4) Subject to clauses 14.5 and 14.6, the Customer  
 shall not be liable for any of the following  
 (whether direct or indirect):
 14.4.1) loss of profit;
 14.4.2) loss of data;
 14.4.3) loss of use;
 14.4.4) loss of production;
 14.4.5) loss of contract;
 14.4.6) loss of opportunity;
 14.4.7) loss of savings, discount or rebate  
 (whether actual or anticipated);
 14.4.8) harm to reputation or loss  
 of goodwill.
14.5) The limitations of liability set out in clauses  
 14.2 to 14.4 shall not apply in respect of any  
 indemnities given by either party under  
 the Contract.
14.6) Notwithstanding any other provision of the  
 Contract, the liability of the parties shall not be  
 limited in any way in respect of the following:
 14.6.1) death or personal injury caused  
 by negligence;
 14.6.2) fraud or fraudulent  
 misrepresentation; and
 14.6.3) any other losses which cannot be  
 excluded or limited by applicable law.

15. INTELLECTUAL PROPERTY RIGHTS :-
15.1) All specifications provided by the Customer and  
 all Intellectual Property Rights in the Deliverables  
 made or performed in accordance with such  
 specifications shall vest in and remain at all times  
 the property of the Customer and such  
 specifications may only be used by the Supplier  
 as necessary to perform the Contract. The  
 Supplier assigns (or shall procure the assignment)  
 to the Customer absolutely, with full title  
 guarantee, all rights, title and interest in any  
 such Intellectual Property Rights, and the Supplier  
 shall do all such things and sign all documents  
 necessary in the Customer’s opinion to so vest all  
 such Intellectual Property Rights in the Customer,  
 and to enable the Customer to defend and  
 enforce such Intellectual Property Rights, and  
 the Supplier shall at the Customer’s request waive  
 or procure a waiver of applicable moral rights.
15.2) The Supplier shall indemnify the Customer from  
 and against any losses, damages, liability,  
 costs (including legal fees) and expenses incurred  
 by the Customer as a result of or in connection  
 with any action, demand or claim that use or  
 possession of any of the Intellectual Property  
 Rights, infringes the Intellectual Property Rights of  
 any third party (“Supplier IPR Claim”).
15.3) If any Supplier IPR Claim is made or is  
 reasonably likely to be made against the  
 Customer, the Supplier shall promptly and at its  
 own expense either:
 15.3.1) procure for the Customer the  
 right to continue using and possessing the  
 relevant Intellectual Property Rights; or
 15.3.2) modify or replace the infringing  
 part of the Intellectual Property Rights  
 and without adversely affecting the  
 functionality of the Intellectual Property  
 Rights as set out in the Contract so as to  
 avoid the infringement or alleged  
 infringement, provided that if, having used  
 reasonable endeavours, neither of the  
 above can be accomplished on reasonable  
 terms, the Supplier shall (without prejudice  
 to the indemnity above) refund the price  
 paid by the Customer in respect of the  
 affected Intellectual Property Rights.

16. INTELLECTUAL PROPERTY RIGHTS :-
16.1) The Supplier shall keep confidential all  
 Confidential Information of the Customer and  
 of any Affiliate of the Customer and shall only  
 use the same as required to perform the  

 Contract. The provisions of this clause shall not  
 apply to:
 16.1.1) any information which was in the  
 public domain at the date of the Contract;
 16.1.2) any information which comes  
 into the public domain subsequently other  
 than as a consequence of any breach of the  
 Contract or any related agreement;
 16.1.3) any information which is  
 independently developed by the Supplier  
 without using information supplied by the  
 Customer or by any Affiliate of the  
 Customer; or
 16.1.4) any disclosure required by law or a  
 regulatory authority or otherwise by the  
 provisions of the Contract.
16.2) The Supplier shall not make any public  
 announcement or disclose any information 
 regarding the Contract, except to the extent 
 required by law or regulatory authority.
16.3) This Clause 16 shall survive termination of  
 the Contract

17. FORCE MAJEURE :-
17.1) A party shall not be liable if delayed in or 
prevented from performing its obligations due to 
Force Majeure, provided that it:
 17.1.1) promptly notifies the other of the  
 Force Majeure event and its expected  
 duration; and
 17.1.2) uses best endeavours to minimise  
 the effects of that event.
17.2) If, due to Force Majeure, a party:
 17.2.1) is or shall be unable to perform a  
 material obligation; or
 17.2.2) is delayed in or prevented from  
 performing its obligations for a continuous  
 period exceeding 14 days or for a total of  
 more than 60 days in any consecutive  
 period of 60 days;
 the other party may, within 60 days, terminate  
 the Contract on immediate notice.

18. TERMINATION :-
18.1) The Customer may terminate the Contract or any  
 other contract which it has with the Supplier at  
 any time with immediate effect by giving notice  
 in writing to the Supplier if:
 18.1.1) the Supplier commits a material  
 breach of the Contract and such breach is  
 not remediable;
 18.1.2) the Supplier commits a material  
 breach of the Contract which is not  
 remedied within 14 days of receiving  
 written notice of such breach;
 18.1.3) the Supplier has failed to pay any  
 amount due under the Contract on the due  
 date and such amount remains unpaid  
 within 60 days after the Customer has given  
 notification that the payment is overdue; or
 18.1.4) any consent, licence or  
 authorisation held by the Supplier is  
 revoked or modified such that the Supplier  
 is no longer able to comply with its  
 obligations under the Contract or receive  
 any benefit to which it is entitled.
18.2) The Customer may terminate the Contract at any  
 time with immediate effect by giving notice in  
 writing to the Supplier if the Supplier:
 18.2.1) stops carrying on all or a  
 significant part of its business, or indicates  
 in any way that it intends to do so;
 18.2.2) is unable to pay its debts either  
 within the meaning of section 123 of the  
 Insolvency Act 1986 or if the Customer  
 reasonably believes that to be the case;
 18.2.3) becomes the subject of a company  
 voluntary arrangement under the Insolvency  
 Act 1986;
 18.2.4) has a receiver, manager,  
 administrator or administrative receiver  
 appointed over all or any part of its  
 undertaking, assets or income;
 18.2.5) has a resolution passed for its  
 winding up;
 18.2.6) has a petition presented to any  
 court for its winding up or an application is  
 made for an administration order, or any  
 winding-up or administration order is made  
 against it;
 18.2.7) is subject to any procedure for the  
 taking control of its goods that is not  
 withdrawn or discharged within seven days  
 of that procedure being commenced;

 18.2.8) has a freezing order made  
 against it;
 18.2.9) is subject to any recovery or  
 attempted recovery of items supplied to it  
 by a supplier retaining title in those items;
 18.2.10) is subject to any events or  
 circumstances analogous to those in clauses  
 18.2.1 to 18.2.9 in any jurisdiction;
 18.2.11) takes any steps in anticipation of,  
 or has no realistic prospect of avoiding,  
 any of the events or procedures described  
 in clauses 18.2.1 to 18.2.10 including  
 for the avoidance of doubt, but not limited  
 to, giving notice for the convening of any  
 meeting of creditors, issuing an application  
 at court or filing any notice at court,  
 receiving any demand for repayment of  
 lending facilities, or passing any board  
 resolution authorising any steps to be taken  
 to enter into an insolvency process.
18.3) The Customer may terminate the Contract at  
 any time by giving not less than four weeks’  
 notice in writing to the Supplier if the Supplier  
 undergoes a change of Control or if it is  
 realistically anticipated that it shall undergo a  
 change of Control within two months.
18.4) If the Supplier becomes aware that any event has  
 occurred, or circumstances exist, which may  
 entitle the Customer to terminate the Contract  
 under this clause 18, it shall immediately notify  
 the Customer in writing.
18.5) Termination or expiry of the Contract shall  
 not affect any accrued rights and liabilities  
 of the Customer at any time up to the date  
 of termination.

19. DISPUTE RESOLUTION :-
19.1) Any dispute arising between the parties out of or  
 in connection with the Contract shall be dealt  
 with in accordance with the provisions of this  
 clause 19.
19.2) The dispute resolution process may be initiated at  
 any time by either party serving a notice in  
 writing on the other party that a dispute  
 has arisen. The notice shall include reasonable 
 information as to the nature of the dispute.
19.3) The parties shall use all reasonable endeavours  
 to reach a negotiated resolution through the  
 following procedures:
 19.3.1) Within seven days of service of the  
 notice, nominated representatives of the  
 parties shall meet to discuss the dispute and  
 attempt to resolve it.
 19.3.2) If the dispute has not been resolved  
 within seven days of the first meeting of the  
 parties’ nominated representatives, then  
 the matter shall be referred to the parties’  
 Finance Directors (or persons of equivalent  
 seniority). The Finance Directors (or  
 equivalent) shall meet within seven days to  
 discuss the dispute and attempt to resolve it.
19.4) The specific format for the resolution of the  
 dispute under clause 19.3.1 and, if necessary,  
 clause 19.3.2 shall be left to the reasonable  
 discretion of the parties.
19.5) If the dispute has not been resolved within 14  
 days of the first meeting of the Finance Directors  
 (or equivalent) under clause 19.3.2 then the  
 matter may be referred to mediation in  
 accordance with the London Court of  
 International Arbitration Mediation Rules.
19.6) Either party may issue formal legal proceedings  
 at any time whether or not the steps referred to in  
 clauses 19.3 and 19.5 have been completed.

20. NOTICES :-
20.1) Any notice given by a party under these 
Conditions shall:
 20.1.1) be in writing and in English;
 20.1.2) be signed by, or on behalf of, the  
 party giving it (except for notices sent by  
 email); and
 20.1.3) be sent to the relevant party at the  
 address set out in the Contract.
20.2) Notices may be given, and are  
 deemed received:
 20.2.1) by hand: on receipt of a signature  
 at the time of delivery;
 20.2.2) by Royal Mail Recorded Signed  
 For post: at 9.00 am on the Business Day  
 after posting;
 20.2.3) by Royal Mail International Tracked  
 & Signed post: at 9.00 am on the fourth  
 Business Day after posting; and
20.3) Any change to the contact details of a party as  

 set out in the Contract shall be notified to the  
 other party in accordance with clause 20.1 and  
 shall be effective:
 20.3.1) on the date specified in the notice  
 as being the date of such change; or
 20.3.2) if no date is so specified, five  
 Business Days after the notice is deemed to  
 be received.
20.4) All references to time are to the local time at  
 the place of deemed receipt.
20.5) This clause does not apply to notices given in  
 legal proceedings or arbitration.

21. CUMULATIVE REMEDIES :-
21.1) The rights and remedies provided in the Contract  
 for the Customer only are cumulative and not  
 exclusive of any rights and remedies provided  
 by law.

22. TIME :-
22.1) Unless stated otherwise, time is of the essence  
 for any date or period specified in the Contract  
 in relation to the Supplier’s obligations only.

23. FURTHER ASSURANCE :-
23.1) The Supplier shall at the request of the Customer,  
 and at the Supplier’s own cost, do all acts and  
 execute all documents which are necessary to  
 give full effect to the Contract.

24. ENTIRE AGREEMENT :-
24.1) The parties agree that the Contract constitutes  
 the entire agreement between them and  
 supersedes all previous agreements,  
 understandings and arrangements between  
 them, whether in writing or oral in respect of  
 its subject matter.
24.2) Each party acknowledges that it has not entered  
 into the Contract in reliance on, and shall have  
 no remedies in respect of, any representation  
 or warranty that is not expressly set out in the  
 Contract. No party shall have any claim for  
 innocent or negligent misrepresentation on the  
 basis of any statement in the Contract.
24.3) Nothing in these Conditions purports to limit or  
 exclude any liability for fraud.

25. VARIATION :-
25.1) Except as set out in these Conditions, no  
 variation of the Contract including the  
 introduction of any additional terms and  
 conditions, shall be valid or effective unless it is  
 agreed in writing, refers to the Contract and  
 these Conditions and is duly signed or executed  
 by, or on behalf of, the Customer.

26. ASSIGNMENT :-
26.1) The Supplier may not assign, subcontract or  
 encumber any right or obligation under the  
 Contract, in whole or in part, without the  
 Customer’s prior written consent which it may  
 withhold or delay at its absolute discretion.
26.2) Notwithstanding clause 26.1, the Supplier may  
 perform any of its obligations and exercise any  
 of its rights granted under the Contract through  
 any Affiliate provided that it gives the Customer  
 prior written notice of such sub-contracting or  
 assignment including the identity of the relevant  
 Affiliate. The Supplier acknowledges and agrees  
 that any act or omission of its Affiliate in relation  
 to the Supplier’s rights or obligations under the  
 Contract shall be deemed to be an act or  
 omission of the Supplier itself.

27. SET OFF :-
27.1) The Customer shall be entitled to set-off under the  
 Contract any liability which it has or any sums  
 which it owes to the Supplier under the Contract  
 or under any other contract which the Customer  
 has with the Supplier.
27.2) The Supplier shall pay all sums that it owes to  
 the Customer under the Contract without any  
 set-off, counterclaim, deduction or withholding of  
 any kind, save as may be required by law.

28. NO PARTNERSHIP OR AGENCY :-
28.1) The parties are independent persons and are  
 not partners, principal and agent or employer  
 and employee and the Contract does not  
 establish any joint venture, trust, fiduciary or  
 other relationship between them, other than the  
 contractual relationship expressly provided  
 for in it. None of the parties shall have, nor shall  
 represent that they have, any authority to make  
 any commitments on the other party’s behalf.

29. EQUITABLE RELIEF :-

29.1) The Supplier recognises that any breach or  
 threatened breach of the Contract may cause the  
 Customer irreparable harm for which damages  
 may not be an adequate remedy. Accordingly,  
 in addition to any other remedies and damages  
 available to the Customer, the Supplier  
 acknowledges and agrees that the Customer  
 is entitled to the remedies of specific  
 performance, injunction and other equitable  
 relief without proof of special damages.

30. SEVERANCE :-
30.1) If any provision of the Contract (or part of  
 any provision) is or becomes illegal, invalid or  
 unenforceable, the legality, validity and  
 enforceability of any other provision of the  
 Contract shall not be affected.
30.2) If any provision of the Contract (or part of  
 any provision) is or becomes illegal, invalid  
 or unenforceable but would be legal, valid  
 and enforceable if some part of it was deleted or  
 modified, the provision or part-provision  
 in question shall apply with such deletions  
 or modifications as may be necessary to make  
 the provision legal, valid and enforceable. In  
 the event of such deletion or modification, the  
 parties shall negotiate in good faith in order to  
 agree the terms of a mutually acceptable  
 alternative provision.

31. WAIVER :-
31.1) No failure, delay or omission by the Customer in  
 exercising any right, power or remedy provided  
 by law or under the Contract shall operate as  
 a waiver of that right, power or remedy, nor shall  
 it preclude or restrict any future exercise of that  
 or any other right, power or remedy.
31.2) No single or partial exercise of any right, power  
 or remedy provided by law or under the Contract  
 by the Customer shall prevent any future exercise  
 of it or the exercise of any other right, power or  
 remedy by the Customer.
31.3) A waiver of any term, provision, condition or  
 breach of the Contract by the Customer shall  
 only be effective if given in writing and signed  
 by the Customer, and then only in the instance  
 and for the purpose for which it is given.

32. COMPLIANCE WITH LAW :-
32.1) The Supplier shall comply with all laws,  
 enactments, regulations, regulatory policies,  
 guidelines and industry codes applicable to it  
 and shall maintain such authorisations and  
 all other approvals, permits and authorities  
 as are required from time to time to perform  
 its obligations under or in connection with  
 the Contract.

33. CONFLICTS WITHIN CONTRACT :-
33.1) If there is a conflict between the terms contained  
 in the Conditions and the terms of the Order,  
 schedules, appendices or annexes to  
 the Contract, the terms of the Conditions  
 shall prevail.

34. COSTS AND EXPENSES :-
34.1) The Supplier shall pay its own costs and  
 expenses incurred in connection with the  
 negotiation, preparation, signature and  
 performance of the Contract (and any  
 documents referred to in it).

35. THIRD PARTY RIGHTS :-
35.1) Except as expressly provided for in clause 35.2,  
 a person who is not a party to the Contract  
 shall not have any rights under the Contracts  
 (Rights of Third Parties) Act 1999 to enforce any  
 of the provisions of the Contract.
35.2) Any Affiliate of the Customer shall be entitled  
 under the Contracts (Rights of Third Parties) Act  
 1999 to enforce any of the provisions of the  
 Contract. The consent of any such Affiliate is not  
 required in order to rescind or vary the Contract  
 or any provision of it.

36. GOVERNING LAW :-
36.1) The Contract and any dispute or claim arising  
 out of, or in connection with, it, its subject matter  
 or formation (including non-contractual disputes  
 or claims) shall be governed by, and construed  
 in accordance with, the laws of England  
 and Wales.

37. JURISDICTION :-
37.1) The parties irrevocably agree that the courts of  
 England and Wales shall have exclusive  
 jurisdiction to settle any dispute or claim arising  
 out of, or in connection with, the Contract, its  
 subject matter or formation (including non- 
 contractual disputes or claims).
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NOTES
ACV 
acv.com

ADEY 
adey.com

ADVANCED  
ENGINEERING 
advancedengineering.co.uk

ADVANTAY 
advantay.co.uk

ALBION 
albionvalvesuk.com

ALTECNIC 
altecnic.co.uk

ANDREWS 
andrewswaterheaters.co.uk

AQUATECHNIK 
aquatechnik.co.uk

ARMACELL 
armacell.com

ASPEN 
aspenpumps.com

BIDDLE 
biddle-air.co.uk

BOILERMAG 
boilermag.com

BWT 
bwt-uk.co.uk

CALMAG 
calmagltd.com

CLIMALIFE 
climalife.co.uk

COMBAT 
combat.co.uk

CPV 
cpv.co.uk

CRANE 
cranefs.com

DAB 
uk.dabpumps.com

DAIKIN 
daikin.co.uk

DMS 
dmsltd.com

EFFAST 
polypipe.com/ 
performance-under-pressure

EMMETI 
emmeti.co.uk

ENSIGN 
saint-gobain-pam.co.uk/ 
ensign-drain

FLAMCO 
flamcogroup.com

FLEXENERGY 
flexenergy.co.uk

FLOWFLEX 
flowflex.com

FRABO 
frabo.com

GASTITE 
gastite.co.uk

GEORG FISCHER 
georgfischer.com

GFS 
gfsflex.com

GREENAWAY 
greenaways.co.uk

GRUNDFOS 
uk.grundfos.com

HAMWORTHY 
hamworthy-heating.com

HARMER 
harmerdrainage.co.uk

HATTERSLEY 
hattersley.com

HEATRAE SADIA 
heatraesadia.com

HEP2O 
wavin.com

HYDROTEC 
hydrotec.co.uk

IMI 
imi-hydronic.com

ISOTUBI 
isotubi.com

JAGA 
jaga.co.uk

JAVAC 
javac.co.uk

KEE SAFETY 
keesafety.co.uk

KINGSPAN 
kingspan.com

LAWTON 
lawtontubes.co.uk

LOCHINVAR 
lochinvar.ltd.uk

LOWARA 
lowara.co.uk

MCALPINE 
mcalpineplumbing.com

MEP HIRE 
sbs.hirestation.co.uk

MWA 
mwaheating.com

MYSON 
myson.co.uk

NABIC 
nabicvalves.com

PEGLER YORKSHIRE 
pegleryorkshire.co.uk

PIPELIFE 
pipelife.co.uk

PLASSON 
plasson.co.uk

POLYPIPE 
polypipe.com

POTTERTON 
potterton.co.uk

POWRMATIC 
powrmatic.co.uk

PUMP HOUSE 
pumph.co.uk

REMEHA 
remeha.co.uk

REFLEX 
reflex-winkelmann.com

RELIANCE 
rwc.co.uk

REMS 
rems.de

RIDGID 
ridgid.eu

ROTHENBERGER 
rothenberger.com

SANIFLO 
saniflo.co.uk

SENTINEL 
sentinelprotects.com

SHARKBITE 
sharkbiteplumbing.co.uk

SPEEDFIT 
johnguest.com

SPIRAX SARCO 
spiraxsarco.com

SPIROTECH 
spirotech.co.uk

STELRAD 
stelrad.com

STOURFLEX 
stourflex.co.uk

STRUT FOOT 
strutfoot.co.uk

TALBOTTS 
talbotts.co.uk

TATA 
tatasteelconstruction.com

TERRAIN 
polypipe.com/ 
commercial-building-services

TRACPIPE 
tracpipe.co.uk

UPONOR 
uponor.co.uk

VAILLANT 
vaillant.co.uk

VICTAULIC 
victaulic.com

VIESSMANN 
viessmann.co.uk

VIEGA 
viega.co.uk

WALRAVEN 
walraven.com

WILO 
wilo.com

YORKSHIRE COPPER TUBE 
yorkshirecopper.com

ZIP 
zipwater.co.uk
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Keep up to date with the latest Smith Brothers news via our LinkedIn, Twitter, YouTube,  
our App and Online.

Service & Value since 1897

ONLINE ‘SBS.CO.UK’
Always get the latest information, literature 
and developments via our website. 
 

LINKEDIN ‘SMITH BROTHERS STORES LTD’
Get inside information regarding branches, company 
development and operational improvements. 
 

TWITTER ‘@SBS1897’
Keep up to date on a day-to-day basis  
with the company 
 

YOUTUBE 'SMITH BROTHERS STORES LTD'
Get an insight to the business like never before. 
Official company media along with branch  
video’s are all available from this area. 

 
NEWSLETTER
Sign up to our external newsletter via our website 
and get the latest information and offers.

 

APP ‘SMITH BROTHERS STORES’
Call Us, Find Us, Contact Us and even book  
an appointment with an SBS representative. 
Available through Google Play and Apple Store.
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sbs.co.uk 
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0203 04

05

08

06

01 BIRMINGHAM – B66 1BZ
T: 0121 555 1900 
birmingham@sbs.co.uk

LEEDS – LS10 1AX
T: 0113 201 4222 
leeds@sbs.co.uk 

02 BRISTOL – BS2 0UY
T: 0117 947 1111 
bristol@sbs.co.uk

06 LEICESTER – LE2 7SR
T: 0116 222 7355 
leicester@sbs.co.uk

10

03 CARDIFF – CF24 1RF
T: 0292 167 1250 
cardiff@sbs.co.uk

07 MERSEYSIDE – CH41 9BA
T: 0151 541 6440 
merseyside@sbs.co.uk

11

04 HEATHROW – TW14 0TW
T: 0203 856 5620 
heathrow@sbs.co.uk

08 NEWCASTLE – NE11 0NJ
T: 0191 917 9922 
newcastle@sbs.co.uk

NORTHAMPTON – NN4 7BX
T: 0160 476 3621 
northampton@sbs.co.uk

09

05
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OLDHAM – OL1 4AS
T: 0161 621 6288 
oldham@sbs.co.uk

PETERBOROUGH – PE1 5UP
T: 0173 331 1711 
peterborough@sbs.co.uk

14

12 RAINHAM – RM13 9DD
T: 0170 868 9900 
london@sbs.co.uk

13 SOUTHAMPTON – SO50 4NT
T: 0238 062 3070 
southampton@sbs.co.uk

14 TUBE CENTRE – B66 1BZ

HEAD OFFICE - LE8 4GZ
T: 0116 222 7330



Service & value since 1897

sbs.co.uk 

20,000+ stocked products

Coverage across England & Wales

FORS accredited fleet of vehicles

Brand leading products

Collection & delivery options
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