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Using the SterilWand  
 
CAUTION!  NEVER EXPOSE EYES OR SKIN TO UVC LIGHT FROM ANY SOURCE, WEAR GLOVES, FACE 
SHIELDS AND COVER ALL EXPOSED SKIN. DO NOT TOUCH EMITTERTM GLASS WITHOUT GLOVES. 
 

General:  
The SterilWand may be used to decontaminate items and areas contaminated with mold, 
bacteria and viruses. The Emitter’s effectiveness is best stated as a time – dose relationship. 
Therefore, the closer the emitter is to the object and the longer it is in direct line of sight of the 
contamination, the more quickly the area will be decontaminated. 
 

Procedure:  
Turn on the Emitter and allow approximately 5 minutes to warm up to achieve maximum UVC 
output.  Hold the fixture by the handle taking care not to expose bare skin or unshielded eyes 
to the UVC.  Very slowly move the wand across the contaminated area keeping it as close to 
the object as possible.  You can repeat the procedure several times to allow additional 
exposure to the UVC light.  Move on to the next area repeating exposure as previously stated.   
 

Method of Decontamination and Dose involved:  
You will get an average UVC Dose of 20,000 µJ/cm2 under 
the applied circumstances: 
  

 Distance of wand to surface: 2 inches 
 Speed of Travel: 2 inches per second or 4 seconds to 

travel the 8-inch width of the wand. 
 
Suggested Overlap:   
The maximum UVC is discharged from 18” in the center of the wand. In order to get complete 

coverage, overlap the wand at least 6” 
between passes. 
In order to decontaminate with an 
average dose of 20,000 µJ/cm2 run the 
Steril-Wand 2” or less from the object 
to be decontaminated at a speed of 2 
inches/second.  Two inches per 
second would be 4 seconds of travel 

for the 8” width of wand’s shroud. If starting your sweep of the object without making a 
complete pass hold for an additional 4 seconds before attempting to make a pass.  In order to 
get complete coverage, overlap at least 6” between passes. If doses greater than 20,000 
µJ/cm2 is required use multiple passes or slower speeds.  
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Decontamination of SARs Like Viruses: 
 
Because research is ongoing on SARS-CoV-2 which causes COVID-19, we rely on statistics 
from its closest cousin already studied, SARS. These inactivation rates can act as a guideline 
when cleaning. 
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