**FEATURES**

- Designed to mount the Track Panel to the studs, or with anchoring hardware to the wall.
- Head is painted to blend in with the finish of the Track Panel.

**SPECIFICATIONS**

- **Size & Capacity:** #10 x 2” long, 1/2” Shank, Phillip Head
- **Available Finishes:** Matte Aluminum, White

**FINISH CODE (FIN)**

- MATTE ALUMINUM (MAL)
- WHITE (WH)

**PRODUCT GUIDE**

**PAINTED INSTALL SCREW**

**300.5401.MAL/WH**

**INSTRUCTIONS & SPECIFICATIONS**

1. Pre-drill the track panel.
2. Install the track directly to the stud using the screw.
3. Use 3/16” SnapToggle with screw where no stud present.
4. Conceal screws using Screw Cover Strip or Screw Caps.

**DESCRIPTION & SPECIFICATIONS**

The Painted Install Screw is designed to mount the Track Panel to the studs, or with anchoring hardware to the wall and match the finish of the panel.

**SPECS**

- **MODEL:** 300.5401.MAL
- **FINISH:** MATTE ALUMINUM (MAL)
- **FINISH CODE:** MATTE ALUMINUM (MAL)
- **WHITE (WH)**

**OPTIONS**

- **FINISH:**
  - MATTE ALUMINUM (MAL)
  - WHITE (WH)