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IMPORTANT MESSAGE* (READ BEFORE INSTALLATION)

Please note that you can use screws underneath the LED sign since it’s made with two metal layers 
and thickness of the gap between the two layers are about 1 inch. As long as you don’t put the screws 
over 1 inch to the second metal layer, you can go ahead and place screws on it. The holes on the 
bottom of the sign was made for ventilation, hence please don’t cover the holes and also place the 
screws in the middle of the frame where it’s dent. Sometimes, the modules (panel that contains LED 
light bulbs) can be damaged if you place screws over the frame near the modules.
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Into frame Screw
Into Wall Screw
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* You could drill up to 1inch 
from the side of the frame.

* From the back of the sign, you can 
drill all the way through the frame.

Into frame Screw
Inconel NUTS& Bolt

WALL MOUNT

* We do not provide outdoor installation accessories. Instalation can vary and may require different 
accessories depending on the size of the sign, location & position, supporting structure, etc.

Our frames are constructed with dual layers of aluminum 
and this allows you to drill directly into the sign.

OUTDOOR INSTALLATION

POLE MOUNT



MAIN LAN(POE)

NETWORK

AP/BRIDGE(LAN)

PC

Access Point
(WDS AP)

PC
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COMMUNICATION OPTION

<Direct hard wired connection between your PC and LED Sign via RJ45 Cable>

RJ 45 CABLE

LED SIGN PC

LAN CONNECTION

WIRELESS AP CONNECTION

Data port is located on the bottom of sign. (unless modified)



Gateway
(192.168.1.1)

Gateway
(192.168.1.1)

SECONDARY LAN

MAIN LAN

MAIN LAN

SECOND SIGN

MAIN SIGN

MAIN SIGN

MAIN SIGN
(192.168.1.99)

LED SIGN
(192.168.1.99)

SECOND SIGN
(192.168.1.98)
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WIRELESS CONNECTION

SINGLE SIDED

DOUBLE SIDED

Data port is located on the right of sign frame

Data port is located on the left of sign frame ( Main sign )
Data port is located on the right of sign frame ( Second sign)

DO NOT CHANGE ANY SETTINGS OR RESET THE ANTENNAS.
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SETTING UP LED PRO

Operating Systems Windows 7/ 8/10

Interface LAN (RJ45)

Memory 512mb RAM and above

Hard Disc Usage 110mb

Supported Language English, Korean, Chinese, Russian etc.

LEDPro only runs on Microsoft Windows. It does not support other OS such as Linux, OSX, or Mac.

1. Insert the Software Disc in to the CD/DVD drive. 
2. Install the Software.
3.Start the install.

SYSTEM REQUIREMENT

SYSTEM INSTALL
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SETTING UP LED PRO

4.Choose C:\Program Files\HD2016 to install the software.

5.Complete the Installation.



3C PC INSTALL SIGN MANUAL 9

3. On the Screen Parameter Settings Tab Select 
your Device and Color from the list width and 
Height are pixel Ratio shown on the cover page.

2. Enter 168 for the Password.

168

4. On the Hardware Setting Tab Choose the 
Commonly Smart Settings as shown.

5. Click OK to save Settings.

1. Go to Setting(S) and select ‘Screen Parameter Settings’.

SCREEN CONFIGURANTION
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CONNECTING TO YOUR SIGN

Once your sign has been connected to your PC or Laptop,
the Info Window on the right side will display your controller information.

(If you do not see this in the Info Window, check your connections)

2. Change the Static IP of the sign to 
match your network.(See page 28 for 
more details)

3. Click Settings to save and OK to exit.

1. Go to Operation > Device Manage.
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Once Screen and communication settings have been set, you will be able to add text and picture messages.

2 3 4 5 6 7 8 9

12 14 15
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13

18

19

10 111

PROGRAM FUNCTIONS

1.
2.
3.
4.
5.
6.
7.
8.
9.

10.
11.
12. 
13.
14.
15.
16.
17.
18.
19.

Program - Used to create new messages
Hypertext - To display picture messages
Text - To display text messages
3D Text - To display 3D text messages
Animated - Special animations for text messages
Excel - Add an Excel Workbook to your message
Time - To display Time and Date
Count - To display countdown or counter from specified date
Digit - To display a number counter 

Temp + Humidity - To display temperature
Play - To Play saved programs
Adjust Time - Sync the signs time with your PC time
U Disk - Feature Not Available
Preview - To preview your messages or playlist 
Send - To send your playlist to your sign
Screen1 - Your Playlist
Program1 - First message on your Playlist
Preview window for your messages
Info Window - Displays current connections and send data

CREATING MESSAGES

2 to 10 are the elements. Note that you can have more than 
2 elements under a program to show different elements.
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Every Message you want on your sign is a Program. 
You must create a new program for every message you want to display.

CREATING MESSAGES

ADDING TEXT MESSAGE

1. Click Program to create a new message.
2. Add the Text element to your new Program.

3. In the preview window, expand the element box to cover your screen.

4. Type your message in the text box on the lower section. You can edit your text allignment, font, size and color with the text 
tool bar. Your message will appear in the preview window

*Shortcut parameter Button.
(To maximum parameter of an element.)
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 You can edit the effects that will display your message.

TEXT MESSAGE EFFECTS

Choose continuous move if you want a scrolling message.

Choose continuous move if you want a 
scrolling message. (You can control the 
direction  and speed of the scrolling.)

Choose Single Effect if you need a static 
message or if you want one effect only.
(Any effect chosen will display in  
the preview window.)

Choose Multiple Effects if you have a static 
message and you want multiple effects.
(Any effect chosen will display in the
preview window.)

CREATING MESSAGES
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CREATING MESSAGES

Additional Settings have extra effects tfor your messages. 

*Any effects chosen will be displayed in the preview window*

Background allows you to display background effects behind your text. Border allows you to add a border around your text message.

You are able to choose from several different effects and colors to display. You can select the border type,color and movement and speed of that border.

TEXT MESSAGE EFFECTS
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Every Message you want on your sign is a Program. 
You must create a new program for every message you want displayed.

ADDING TIME & DATE

1. Click” Program” to create a new message.

2. Add “Time” element to your new program.

3.  In the preview window, expand the element box to cover your screen.

CREATING MESSAGES

*Shortcut parameter Button.
(To maximum parameter of an element.)
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CREATING MESSAGES

5. You will see changes that you modified in the preview window.

4. You can choose Date, Week and Time to display. You can also choose the display format, font type, font size and 
font color. If you don’t want to display one of these, uncheck the boxes next to the date, week or time.
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Every Message you want on your sign is a Program. 
You must create a new program for every message you want displayed.

PICTURE MESSAGES & SCREEN DIVISION

1. Click” Program” to create a new message.
2. Add the “Hypertext” element to your new program.

3. In the preview window, expand the element box to cover your screen, or click region maximized icon.

4. Add pictures or GIFs by pressing the corresponding buttons.

CREATING MESSAGES
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5. Locate the file you want to upload.

6. Once Image has been loaded, it will appear in the preview window.
You will be able to adjust the size and location of the image on your sign.

7. Depending on the size of your sign, you may need to add additional elements to your programs.

CREATING MESSAGES
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Once you have finished editing your ‘Screen’. You will need to upload your playlist to your sign.

SINGLE SIDED SIGNS

4.Once you press ‘Send’ button, the info window will notify you 
that the file was successfully sent.

2.On your playlist, you will see a check box next to each programs. This will let you choose which programs to be 
displayed on your sign (You can create messages and have them saved but not on display).

3. Press ‘Send’ button to send your playlist to the sign.

Once you press ‘Send’, the software will delete any previous playlist on the sign and replace it with the new playlist 
you are sending. In other words, prior messages will be overwritten with the new ones.

1. First of all, you need to be connected to your sign. The Info Window 
in the software will let you know whether you are connected or not.

SENDING YOUR MESSAGES



20 LED PRO USER MANUAL

Once you have finished editing your ‘Screen’. You will need to upload your playlist to your sign.

DOUBLE SIDED SIGNS

1. You need to be connected to your sign first. The Info Window in the software will let you know once you are connected.

2. On your playlist, you will see a check box next to each programs. 
This will let you choose which programs to be displayed on your sign 
(You can create messages and have them saved but not on display).

SENDING YOUR MESSAGES
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4.  Select ‘Copy Mode’, then choose your playlist and select your signs.

4. Press ‘Send’ button to send your playlist to the sign.  
Once you press the ‘Send’ button, the window will notify you that the file was successfully sent.

(Once you press send, the software will 
delete any previous playlist on the sign 
and replace it with the new playlist you 
are sending.)

3. Go to Operation(O) and select ‘Multiple Sending’.

SENDING YOUR MESSAGES
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The software will also allow you to control  when your sign turn on and off 
You are only able to change settings when you are connected to your sign.

ON / OFF TIMER

2. Select your sign and click on ‘Time Switch’.

1. Go to Operation and select ‘Device Manage’.

SETTINGS
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4. Once you click ‘Settings’, the Info Window will show that you have successfully updated the timer.

3.Check ‘Use’ box and enter the time you want the sign to turn on and shut off. Click ‘Settings’ to save. 

*You will need to do this to both signs if you have a double sided unit.

SETTINGS
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Specified Date allows you to choose the date range this message will display. The message will only be displayed on 
your sign between the dates you selected.

Specified Time allows you to choose what time ranges the sign will be displayed. The message will only play between 
the times selected.

You are also able to check which days this message will play. 

Fixed time is for when you want this message to display for a certain amount of time before playing the next message 
on your playlist.

* Any changes made on your playlist will not be on your sign until you click ‘Send’ 
the playlist to the sign.

1. 

2. 

3. 

4.

2

3

4

1

The software will also allow you to control  when your sign turns on and off 
You are only able to change settings when you are connected to your sign.

INDIVIDUAL MESSAGE TIMER

Select the ‘Program’ you want to schedule

SETTINGS
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The software allows you to control the overall brightness of your sign or set your brightness on a timer.

1. Go to Operation and select ‘Device Manage’.

2. Click on ‘Brightness Settings’.

BRIGHTNESS SETTINGS

SETTINGS
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3. ‘Custom’ setting allows you to choose the overall brightness of the sign. Just slide the bar to change the 
brightness of your sign.

3a. ‘By Time Period Regulation’ allows you to set the brightness of your sign on a timer. Click the ‘Use ‘ buttons 
and enter the time and the brightness you want.

SETTINGS
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4. Click on the ‘Settings’ button to save any changes that you made. 

5. The Info Window will show you if you have successfully updated the brightness settings

*You will need to do this to both signs if you have a double sided unit.

SETTINGS
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If you are connecting your sign through your network, you will need to 
change the IP address of the signs to match your network.

1. Search or run the CMD program in your Windows

2. Type ‘ipconfig’ in the window and press enter. Leave this window open.

IP SETTINGS

SETTINGS



3. Go to Operation and select ‘Device Manage’.
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4.Copy the ‘Default Gateway’ and ‘’Subnet Mask’ from the CMD screen and enter them in the spaces provided. For IP 
address, enter the first 3 sets of numbers as shown in the CMD, the last number will be a unique number for the sign 
and must be different as listed in the CMD.

5. Click on ‘Settings’ to save any changes made. The info window will show 
you if you updated the IP Settings successfully.

*You will need to do this to both signs if you have a double sided unit.

SETTINGS
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You can test your screen and all the LEDs with the Screen Testing Mode

SCREEN TESTING
1. Go to Operation and select ‘Device Manage’.

2. Click on ‘Screen Test’

3. Click on the colors to fill your sign with a solid color. Click on the lines to run test patterns. 

* You will need to do this to both signs if you have a double sided unit.

SETTINGS



3C PC INSTALL SIGN MANUAL 31



32 LED PRO USER MANUAL

LED PRO 
USER MANUAL

If you are experiencing any issues with your sign, Please call our Tech Support at

Any pictures while running the screen test will also help us better diagnose any issues.

 (718) 766-9096


