PLANTINGS - NOT TO EXCEED 42" HEIGHT FROM SIDEWALK
1" X 2" CEDAR PLANKING FASTED TO PLYWOOD W/ 2" DUCKING SCREWS (GREY) DIRECTION OF PLANKING SHOWN

3'-6" MAX PLANTER
2'-4" MAX PLANTER

1'-0"
3'-0"
4'-0"
20'-0"

BENCH
HEIGHT

BENCH
ART PANEL

1/4" THICK DIBOND PANEL FOR ART DISPLAY

SIDEWALK ELEVATION
SCALE: 1" = 1'-0"

PEOPLE SPOT STANDARD DESIGN
ISSUE FOR PERMIT V1 | NOVEMBER 1, 2018

LATENT DESIGN
WWW.LATENTDESIGN.NET
1/4" THICK DIBOND PANEL FOR ART DISPLAY

2'-5" MAX
3'-0" MAX PLANTER

PLANTINGS - NOT TO EXCEED 42" HEIGHT FROM SIDEWALK
SEE APPROVED COTW PLANTING LIST

1" X 2" CEDAR PLANKING FASTED TO "PLYWOOD W/ 2"
DECKING SCREWS (GREY)
DIRECTION OF PLANKING SHOWN

8" CAR STOP (WHITE)
INSTALL PER MFR
INSTRUCTIONS, TYP
EACH SIDE

4'-0"
ART PANEL
2'-0"
BENCH

20'-0"
PLANter

STREET ELEVATION
SCALE: 1/2" = 1'-0"
SOUTH ELEVATION

18" W X 24" H PEOPLE SPOT
INFORMATION PLAQUE

OMNI-R REFLECTIVE WARNING SIGN
MOUNTED AT 1'-6" AFF CENTERLINE
FACING DIRECTION OF TRAVEL.

3'-0" TALL FLEXIBLE
DELINEATOR (WHITE),
TYPIFY EVERY 10'

STREET
1'-0"
1'-0"
5'-0"

5'-0"
6'-0"
MAX DISTANCE

SIDEWALK
3'-0" MAX
PLANTS
2'-6" MIN.
PLANTS

SOUTH ELEVATION
SCALE: 1/2" = 1'-0"
1 X 6' COMPOSITE OR PRESSURE TREATED WOOD DECKING FASTED W/ 2" DECK SCREWS TO PRESSURE TREATED FRAMING MEMBERS

PRESSURE TREATED 2X FRAMING MEMBERS - REFERENCE TO FRAMING PLAN

DECK SECTION (SEE A3.5)
1 X 6" COMPOSITE OR PRESSURE TREATED WOOD DECKING FASTED W/ 2" DECK SCREWS TO PRESSURE TREATED FRAMING MEMBERS

PRESSURE TREATED 2X FRAMING MEMBERS - REFER TO FRAMING PLAN

PRESSURE TREATED 4X BLOCKING TO ACCOMODATE CHANGING STREET AND CURB HEIGHTS

FLOATING DECK DETAIL

SCALE 3" = 1'-0"
1 x 8" COMPOSITE OR PRESSURE TREATED WOOD DECKING FASTED W/ 2" DECK SCREWS (GREY) TO PRESSURE TREATED SLEEPERS

DECKING SURFACE FLUSH WITH EXISTING CURB

SIDWALK

48" (MIN) x 6" STAINLESS STEEL OR ALUMINUM THRESHOLD FOR ADA ACCESS (SEE A01 FOR LOCATION)

2X PT BLOCKING IF NEEDED

L-ANGLE BOLTED TO 2X BLOCKING WITH 1/8" BOLTS

STEEL 4" X 4" X 1/2" L-ANGLE BOLTED TO PAVEMENT EVERY 48" O.C W/ 1/2" EXPANSION BOLTS

2X BLOCKING ANCHORED TO PLATFORM W/ 4" TOGGLE BOLTS

3/4" PLYWOOD FOR PLANTER AMD SEAT FRAMING

1" X 2" CEDAR PLANKING FASTED TO PLYWOOD W/ 2" DECKING SCREWS (GREY)

1X COMPOSITE DECKING FOR FINISHED EDGE, TYP

1" MAX REVEAL STREET

2X BLOCKING

STEEL 4" X 4" X 1/2" L-ANGLE BOLTED TO PAVEMENT EVERY 48" O.C W/ 1/2" EXPANSION BOLTS