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Technical Data Sheet 
Barlinek 207x14x2200 OAK STILL OSML 

 

 

Product Details 

Product code                                    OSML 

Product collection                           Barlinek 

Construction                                    Engineered 

Specie                                               European oak  

Pattern                                              1-strip  

Process                                             Smooth 

Finish                                                Lacquered 

Profile                                                5G CLIC     

Top Layer                                          2.7mm 

Thickness                                          14mm 

Width                                                207mm 

Length                                               2200mm 

Pack Size                                           3.18m2  

Wood features                                 A very large quantity  

Grade                                                 Mixed 

 

 

 

Installation Methods  

Fully glue down                                                                YES 

Nailed                                                                                 YES 

Floating                                                                              YES 

Underfloor heating                                                          YES 

Description 

Display panel and sample always variation in color 
between the in-store sample, which may be some years 
old, and the newly delivered flooring. Color and grain 
variation are natural, the product will vary in color and 
grain pattern from piece to piece. wood knots and cracks 
filled. Sapwood is a soft outer layer of recently formed 
wood between the heartwood and the bark, containing 
the functioning vascular tissue. 

The product variation, knots, grain, may vary from batch 
to batch. 

Warranty 

Residential structural Warranty                              30 years  

Residential Finish Warranty                                        3 years 

Commercial structural warranty                                5 years  

Commercial Finish Warranty                                      1 years 

Area of suitable 

Living and Dining room                                               Suitable       

Bedroom and study room                                          Suitable 

Entrance & hallway                                                     Suitable 

Garage                                                                                   NO 

Kitchen                                                    Ok/Building Consent 

Bathroom & Toilet & Laundry           Risk/Building Consent 

Office                                                                                      OK 

Commercial store                                                               Risk  

Light industry                                                                        No 
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Installation  

Glue down  

STEP #1 – Establish a starting line 

For best visual effect, it is recommended that flooring be 
installed parallel to the longest wall in the room. 

Using a chalk line the area between the wall and the 
chalk line becomes your working area for starting the 
installation and your last installation area for completing 
the installation. 

STEP #2 – Spread the adhesive 

Apply the recommended adhesive with a trowel 
according to the manufacturer installation instructions 
(found on the adhesive pail) for the specific adhesive that 
is being used. 

STEP #3 – Install Wood flooring the strips 

Always select your strips with The more deeply colored 
strips should be installed where they are less visible. 
Pieces with flaws should be recut. 

Using the working area to install your flooring, line up the 
first strip with the tongue facing the wall, then press the 
strip into the adhesive and against the holding block. 

Leave 6 mm between the wall and the end of each strip 
in each row. 

Start the second row with a strip of at least 15 cm 
shorter or longer than the strip used in the first row. This 
will avoid aligning or clustering the end joints. 

Continue with the subsequent rows in the same manner. 

To avoid shifting or gaping of the strips during 
installation, use 3M blue tape to hold them Remove the 
tape within 24 hours. Avoid use of masking tape, which 
leaves an adhesive residue and may damage the finish. 

When you get to the final row you will likely find it 
necessary to rip-saw the strips to fit against the wall. 
Install using the pry bar and leave 6 mm minimum 
expansion spaces. 

STEP #4 – Install wood flooring the transition pieces 

Install any transition piece that may be needed, such as 
stair nosing, and These products are available prefinished 
to blend with your flooring. Please install these first so 
that you can match the next board easier, color match 
on moldings cannot be guaranteed due to the natural 
characteristics of wood flooring. 

Reinstall your baseboards and/or quarter round 
moldings. Be certain to nail the moldings into the wall, 
not the floor. 

Always keep a few spare strips from your initial 
installation for possible repairs in a sealed carton and 
properly stored. 

Floating flooring  

1.Laying a Barlinek board can be done on any dry and 
even surface. Before the installation, the substrate must 
be vacuumed and smoothed with a spatula 

2.Check for all substrate level differences before 
installation. They should not exceed 3mm for 2m length. 

3.Please remember to condition the board in the factory 
packaging on-site for at least 48 hours before its laying. 
During that time, the flooring will adjust to the 
installation and acclimatization conditions. 

4.After vacuuming the screed, you need to place the 
underlay upon which the floor will be laid down, e.g. 
natural cork in rolls. Remember to leave a gap of ca. 10 
mm between the cork and the wall. Leave a gap of 2-3 
mm between adjacent cork mat strips. Other 
underlayment materials, e.g. pressed natural wood fibre 
boards, are to be handled likewise. 

5.The direction of the laying of the Barlinek board is 
determined by the dimensions of the room and the 
direction of sunlight. If none of the walls is longer than 8 
m, it is recommended to lay the floor towards the light, 
i.e. parallel to the window letting the most sunshine in. In 
the case of dimensions exceeding 8 m, or long and 
narrow rooms, e.g. corridors, the boards should be 
always installed along the longer side. 

6.Cut the boxes with the boards from the bottom with a 
knife in order not to damage the top layer of the board. 

7.Cutaway the tongue from the first strip of the floor, 
using the saw. This will allow proper execution of the 
expansion joint, or the wall gap. 

8.Place the first board, leaving a gap of 10 mm from each 
wall thanks to the expansion joint wedges. 

9.Attach the next board to the shorter edge and lower 
down. Press the shorter edge of the board with a hand, 
and the lock will close. Cut the last board in the first-floor 
strip so that an expansion gap of 10 mm is left. The 
board, cut as described above, is placed with the front 
lock towards the preceding board. 

10.Use the cut portion of the board to start the second 
strip of the floor. Insert it into the lock at the angle of 
20°-30°. 

11.Using the tapping block, connect the Barlinek board 
on its longer edge. 

12.Proceed in the same way with the next strips of the 
floor. 

13.To install the last strip of the floor, measure the 
necessary board width decreased by the expansion joint 
of 10 mm from the wall. 

14.Connect the board with the pull bar. 
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15.Cover the expansion joint between ceramic tiles and 
the wooden floor, and in the door frame with a special 
wooden strip. Installing the floor in the door frame, it is 
obligatory to leave the expansion joint. 

16.After the installation of skirting boards, the floor is 
ready to use 

.Areas of suitable 

Mark (Suitable) means are the most suitable install areas 
of this flooring product. Those areas are covered with 
(30) years structural warranty and (3) years finish 
warranty. 

Mark (OK) means this flooring product good for install in 
these areas and they are covered with (5) years of 
structural warranties and (1) year finish warranty. 

Mark (RISK) means flooring products can install these 
areas, but there are risks. the warranties do not cover 
those areas. 

Mark (NO) means this flooring product can't install areas, 
and the warranty does not cover those areas.  We 
strongly do not recommend installing flooring products. 

Mark (Building consent) Because of E3/AS1 building code 
is changing as of 5th November, new changes will come 
into effect regarding common flooring product types 
used in kitchens, laundries, bathrooms, and toilet areas 
where a building consent for new or refurbished work is 
required. If may still use this flooring product in kitchens, 
laundry, bathrooms, and toilets will need to be specified 
and approved as an alternative solution.  

Care & Maintenance 

Normal cleaning to remove surface debris is 
accomplished using a broom or vacuum cleaner. To 
remove normal stains and dirt, the floor should be 
cleaned with a lacquered floor cleaning spray. Simply 
spray evenly across the floor, allow a minute to work on 
any stubborn marks, and simply mop over. 

Lacquered maintenance, care, and cleaning tips: 

1. Spills and tracked-in dirt should be wiped up right 
away. 

2. Sweep, dust, or vacuum using a hard floor attachment 
once a week or more if needed. Do not use vacuums 
with beater bars or hard heads. 

3. Don’t allow liquids to stand on your floor over 24 
hours. 

5. Never use buffing machines as they can damage your 
Hardwood Flooring. 

6. Steel wool or scouring powder is abrasive and will 
damage your floor’s finish. 

7. Steam mops may cause damage to Hardwood Flooring 
due to the high temperature of the steam. do not steam 
mops. 

Stain and Spot Removal Tips: 

1.      Wet spills should be wiped up immediately. 

2.      A warm, damp cloth can be used to wipe up the 
substance from your floor. 

3.      Use a cleanser made for Hardwood Flooring to help 
clean more stubborn soil. 

4. For sticky substances, harden the spot with an ice 
cube and lightly rub with a dull plastic scraper. Do not 
apply too much pressure as this could damage or scrape 
the floor’s finish. 

Warranty  

Flooring warranty not all floors are created equal. Please 
make sure it is residential or commercial. 

Structural Warranties 

(5 – 30) years  

This is a common type of warranty for engineered wood 
flooring, that is a guaranty for flooring grade, milling, 
moisture content within factory standards. Warrant 
these engineered hardwood products in their original 
manufactured conditions to be free from defects in 
material and workmanship including assembly dimension 
and grading. 

Finish Warranties 

(1 – 3 ) years  

This is for pre-finished wood flooring, this warranty 
specifies the flooring finish will not wear off under 
standard use. flooring Finish warranties do not cover any 
people-made issues, like scratches or dents from heels, 
furniture, or pets. 

Notice 

These warranties, which begin from the date of 
purchase, apply to products used in dry residential 
applications. 

This limited warranty is valid only in NEW ZEALAND The 
warranty is not transferable. It extends only to the 
original retail consumer. 

Hardwood flooring is a natural product that will continue 
to expand and contract during seasonal and temperature 
changes. Products may experience separation between 
boards when properly unacclimated and installed. If 
separations do occur, they are not covered by this 
warranty. 

Natural wood characteristics such as mineral streaks, 
small knots, grain variations, etc. are normal 
characteristics and are not considered as defects. No two 
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pieces of wood are the same and color or other 
variations will occur. We do not guarantee against 
natural variations, or the normal difference between 
color samples or photographs and coolers of installed 
floors. 

What the engineered wood flooring Limited warranty not 
covers: 

Indentation, scratches or damage caused by negligence, 
water moisture, insects, animals, and high-heeled or 
spiked shoes, or failure to use pads under rolling chairs 
or other furniture and is not covered by warranty. 

Any product deformity that is not measurable or that is 
visible only in a certain angle is not considered a defect. 
Defects are evaluated by their visibility from a reasonable 
vertical distance (standing height) from the floor. 

Failure to follow manufacturers written installation 
instructions including protecting the floor from subfloor 
moisture. 

Excessive or inadequate humidity in the area of use. 
Relative humidity in the area of use must be within a 
normal range of 40%-55%. 

Improper or insufficient protection, care and 
maintenance. 

Accidents abuse or misuse. Warranty will be made void if 
man-made or natural disasters including leaking or 
broken plumbing, fire, flood, earthquake, or standing 
water occur during or after installation. 

Improper alteration of original manufactured product. 
Alterations or repairs to the manufacturer’s original 
product will avoid any and all warranties. 

Changes in color due to full or partial exposure to 
sunlight and weather. 

Failure due to structural changes in the sub-floor, settling 
of the building or uneven sub-floor that has not been 
adequately leveled. 

This warranty does not cover removal or replacement of 
cabinets, appliances, furniture or other fixtures.  

Gloss reduction is not considered wear. 

Faces checking, cracking, are not covered by this 
warranty. 

Natural hardwood planks will contract and expand with 
temperature changes and humidity. Separation and 
spacing may occur between planks and will not be 
considered damage. Flooring that is damaged due to 
excess humidity or temperature change will not warrant 
a claim. 

Changes due to water damage and moisture Related 
color change  are not covered. 

floating floors squeaking sound is inevitable, not covered 
warranties. 

Flooring under mats or any covering material made 
flooring color fade or oxidation not covered warranties.. 

Finish Warranties is for pre-finished, factory hardwoods. 
This warranty specifies that the finish will not wear off 
under standard use. There will be a residential and 
commercial grade warranty for the specific usage. 
Finishing warranties do not cover people-made issues, 
such as scratches or dents from heels, furniture, or pets. 
Beware when reading this warranty, as it may imply 
more coverage than it acts. 

Engineered species will change color when exposed to 
UV Light. This is not considered damage. 

Re-oiled, re-lacquered or any re-coating not covered by 
warranty. 
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