Elite Lens replacement
To remove the lens please read the directions carefully. You will need a screw driver. Make sure you review the pictures
including where the screw driver needs to go. The ONLY place you can put the screw driver is just in between the back edge of
the lens and the back edge of the mask just below center where the lens rectangular is located.
1.

Remove the ¼ screws, one on
each side of the mask.
There are two T-nuts one under
each logo on the mask. It is not
necessary to remove them or
remove the logo. The T-nuts
should not interfere with the
removal of the lens as they are
fairly flush with the mask frame
not interfering with the lens
hole.

2.

To be come familiar with the
inside and back edge of the lens
see where the screw was
removed look and see the small
rectangular hole which is
adjacent to the screw hole.
Pictured here is the inside back
edge of the mask and lens. This
is where the screw driver needs
to be placed just below center
and below the rectangular slot
on the lens.
You can see the inside of the
cage frame and the notch that
the lens must rise over to be to
be removed.

3.

This is how your screw driver
should look when you prepare
to remove the lens. You are
looking at the mask from top
down on the inside of the cage
frame and the lens. The T-nut is
evident.
Once you slide the screw driver
in to this point you are ready to
put the mask frame on its side
on a towel on a firm surface to
now lift or pry the screw driver
up and leverage the lens over
the notch just above it. The lens
should release. Do not be afraid
to use a bit of firmness as
polycarbonate sometimes sticks
to each other. It’s tough
material and can withstand
your effort.

4.
Take the mask and lay it on its
side so the logo is facing down.

5.

The screw driver will be angled
upwards from the back edge of
the lens and will dislodge the
lens from the cage frame.
Notice that the lens has slide
forward from the leverage of
the screw driver and now the
rectangle slot is over the screw
holes. Once this is complete
move to remove the lens from
the mask on the other side.
Once both sides are finished
you can remove the lens with
your hands from the front of
the mask.

6.

To insert the new lens slide
both sides of the back of the
lens in the slots. Make sure the
lens is right side up. With the
mask flat on a towel on a firm
surface press down on both
sides of the lens and give it a
good push till the lens clicks
over the notches in the mask.
There will be a distinctive
sound. Look to see that the
circular hole in the lens is over
the T-nut hole. Insert the
screws and tighten snug. Do
not over tighten. Polycarbonate
is not made to be squeezed
together. Check screws
regularly. After every impact
playing a game or in practice
check to see that all parts are in
good working order and they
mask has not be dislodged from
the helmet and there are not
signs of damage. If damaged
remove from your helmet and
replace. Do not use.

7.

Using two hands as opposed to
one in this picture press the
lens down into the slots. When
the lens is about ½ “ of an inch
from the frame you can give it a
good push and the lens will
snap into the frame.
You can look at the inside of the
cage frame prior to final
insertion to see that the lens
needs to slide over the notches
and that the T-nuts are not
interfering with the insertion of
the lens.

8.

The finished mask. The mask is
now ready to replace the screws
into the T-nuts.
Not pictured is the chin cup,
straps, snaps, mounting clips, or
mounting screws.
If you have any questions call us
303 591 3797 or email to
sales@hockeyfaceshields.com.
www.hockeyfaceshields.com

