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LithTec™ is a high performance accelerated lithification technology that can be customized to optimize your 
roadway mix design. A LithTec™ optimized base will outperform traditional methods by providing super-high 
strength with increased ductility, water resistance, decreased porosity, increased binding potential, abrasion 
resistance, and durability. Lithified Technologies will approve your road design by meeting high performance 
criteria achieving: (greater than) ≥500,000 psi Mr., ≥200 CBR, ≥400 UCS, ≥250 UCS (flood) and  ≥.8 Strain/Failure. 

Lithified Technologies trained Geotechnical 
Field Operators will travel to your road, sample 
appropriate cross sections, determine material 
variations, sample pits if required, and make 
observations regarding road history & drainage.  

95%-98% of the finished product of your road 
base will be made up of your previously      
purchased onsite materials. Lithified Technolo-
gies utilizes your on-site materials to customize 
a LithTec™ blend to maximize performance and 
road life. 

Welcome to a new paradigm in 
road construction. LithTec™ 
now provides the road industry 
with a reconstruction system 
capable of reducing base-lift 
depth and pavement thickness. 
The end result is more miles for 
your budget! 
 
Your LithTec™ Value Engi-
neered Package is a combina-
tion of all of the aspects shown 
to the right: Product perfor-
mance, Geotechnical Sampling, 
Product Customization, Soil 
Testing, and On-site Perfor-
mance Testing.  
  
Utilizing all of these core    
advantages Lithified Technolo-
gies is able to support you in    
producing the highest perform-
ing, longest lasting roadways 
possible at the most affordable 
price point.  
 
Make sure to turn this sheet 
over to view a cost comparison            
between a LithTec™ Roadway 
and Traditional Asphalt          
Reconstruction. 

Lithified Technologies Geotechnical Field   
Operators will support the installation of your  
customized LithTec™ blend with correlative 
Lightweight Deflectometer Testing that insures 
that the testing you were provided in the lab is 
matching the results being achieved in the field. 
Operators will also measure moisture and depth 
of grind to quality control the most significant 
aspects of the installation process.  

Engineers are utilizing LithTec’s 
performance characteristics to 
suppport the reconstruction of 
our nation’s crumbling roadways.  
 
Most notably, engineers are   
classifying LithTec™ with a 
structural number of up to .44 
which suggests that a LithTec™ 
treated base lift is equivalent to a       
semi-rigid  pavement.  Providing 
a semi-rigid pavement base  
affords LithTec™ clients signifi-
cant savings recouped through 
the reduction of depth of lift, or 
by reducing the asphalt depth, or 
by applying a chip seal surface 
instead of an asphalt surface.  
Savings as high as 75% of total 
costs have been achieved.  

™

Lithified Technologies Geotechnical Laboratory 
completes extensive testing batteries on each 
roadway sample that include: Plasticity Index 
(Pi), Plasticity Limit (PL), Liquid Limit (LL), 
Sieve Analysis, Soil Classification, California 
Bearing Ratio (CBR), Unconfined Compression 
(UCS), Flooded Unconfined Compression and 
Modulus Derivative (Mr).  

SYSTEM 
PACKAGE 

 



Each LithTec™ Package Type in the center column below includes:   
 LithTec™ Customized Product Blend, Shipping, Geotechnical Sampling, 
 Product Customization, Soil Testing and Onsite Performance Testing 
 including Quality Assurance and Quality Control.   
 
Installation of any type and surface course materials (chip seal, asphalt, concrete etc.) are NOT 
included in the LithTec™ package price per square yard. 
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LithTec™ Package  
Types 

LithTec™ Package Price 
Per Square Yard 

 

Estimated ALL IN COST 
Per Square Yard 

Will vary depending upon regional  
costs of installation and materials.  

          4” Residential  
          w/ Double Pen Chip Seal  $6.18 $21.90 
          6” Light Traffic  
          w/ Double Pen Chip Seal $9.32 $24.85 
          8” Rural Highway  
          w/ Double Pen Chip Seal $12.45 $27.95 
          8” Rural Highway 
          w/ 2” Asphalt $12.45 $53.20 
          10” Interstate Highway  
          w/ 2” Asphalt $15.59 $56.00 

Please request confirmed quote as pricing is subject to change any time without notice. 
Included shipping costs are for budget purposes and subject to confirmation based on 
current market conditions and actual destination.


