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C-49
C-49 is an interior aircraft cleaning compound and effective versatile cleaner for vinyl, 
fabrics, leather, carpet, plastics, laminates etc. C-49 cleans a wide range of soil conditions 
with a fresh aroma. 

APPLICATION

Spot Cleaning: Dilute C-49 1:6 - 1:8 in water. Spray onto soft terry towel and apply to 
soiled spots.  C-49 can be sprayed directly on stubborn spots and agitated with a soft brush. 

BENEFITS

PHYSICAL CHARACTERISTICS

Information included herein was obtained from sources which NUVITE Chemical Compounds (a division of UNIVERSAL PHOTONICS, INC.) believes are reliable and accurate as of 
the date hereof. However, no representations or warranties, either expressed or implied, of merchantability, fitness for a particular purpose or of any other nature are made herein as to 
the information provided or the product to which the information refers. The health and safety precautions contained herein may not be adequate for all individuals and/or situations. 
It is the user's obligation to evaluate and use this product safely and to comply with all applicable laws and regulations. Given the variety of factors that can affect the use and appli-
cation of a product, some of which are uniquely within the user's knowledge and control, it is essential that the user evaluate the product to determine whether it is fit for a particular 
purpose and suitable for user's method of use or application. We assume no legal liability for any injury, accident, loss, or damage through the use of this product. C-49/719/TD

AVAILABILITY

55 Gallon, 5 Gallon, 1 Gallon, 1 Quart, 4 oz., 1 oz.

TesT C-49
Appearance Clear amber liquid

pH 10.2 - 10.5

Specific gravity 1.00
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• Cleans plastics, fabrics, carpets, leather, vinyl, stainless steel, finished wood, and even 

high gloss polyurethane finishes.

• Environmentally friendly and safe for users

• Conforms to airframe OEM standards and specifications

PC2020 Series

Broad areas: Dilute C-49 1:8 - 1:12 in water. Clean soiled area with a damp soft terry 
towel. Continuously replace with dry towels until spot is dry and clean. 

For best results, please consult with UPI/Nuvite technical staff for further recommendations, and 
application techniques.

Leather: Dilute C-49 1:8 in water. After cleaning, condition with NUVITE’S LEATHER 
GUARD. 


