MINING ATTACHMENT

SHM 4T
BELT REEL SHAFT HANDLER

DIMENSIONS

˚

˚

SHM 4T
The SHM 4T Shaft Handler is
of installing and removing drive

the safest, fastest and most convenient
shafts from conveyor cartridges on the

method
market.

The unique design of the SHM 4T completely eliminates the suspended load aspect of handling
the conveyor shaft which in turn eliminates the need to have to continuously re-position
the lifting chains and the requirement for a crane, rigger and crane operator from the task.
The SHM 4T is capable of performing the task 5 times faster, with less people and much safer
than traditional methods.

BENEFITS
FASTER - traditional methods of installing and

SAFER - traditional methods sling the shaft

removing the shaft take .5 - .75 hrs per task,
using the SHM 4T the task takes less than 5
minutes for an in experienced operator.

from a crane and use the slings to push / pull
the shaft from the cartridge (slings and cranes
not designed to take these forces) and the
rigger must place himself between the shaft
and the cartridge to readjust the slings during
the procedure. Using the SHM 4T completely
eliminates all of these elements.

LESS RESOURCES - traditional methods require
at least 3 people and a crane to perform
the task, using the SHM 4T the task can be
completed with one person.

SPECIFICATION
Shaft types: round and square shafts
Shaft diameters: 80mm - 220mm
Shaft lengths: up to 2400mm long
Shaft weight: 4,000kg @ 1200mm load centre
Configuration: geared and non geared shafts

MACHINE COMPATIBILITY:
MANITOU MHT-X 790 MINING
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