
JMRT10
JMRT20
JMRT35

Tilting Mast
Heavy-duty mast with 0-30° tilt 

positioning for reaching high areas.

Maneuverability
264-Gallon towable water tank for
easy transporting with water. Totally
self-contained dust suppression unit.

Diesel Power
Yanmar diesel engine 
with electric start with 

dry run protection.

Jet Nozzle
Push button positioning or auto 
90° Swinging nozzle.

Easy Controls
Simple control operation to move 
jet automatically from left to right.

Emergency stop and warning signals.

Protection
Heavy-duty galvanized chassis frame 
will last you in harsh environments and 
protect the engine and pump.

The JETMISTER BOWSER is a revolutionary dust-suppression machine 
that will solve most construction and demolition site dust issues. 

Choice of 11, 22 or 38 yard throw from a diesel engine pump mounted to a 
264-gallon tank with 90o swinging jet nozzle on tilting mast.
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Suppression, when and where you need it. 
High pressure mist can be directed and particle size 
can be adjusted to suit types of dust and wind direction.  

Totally Self-Contained
JETMISTER is easy to locate, position, and put into 
operation quickly with its own power supply for 
pressurized misting. The auto swing nozzle means 
you can attack the dust in remote locations very 
economically. Its 264-gallon clean water tank 
capacity will provide constant dust suppression up 
to 2-3 hours.

Optional Extras
• 32 FT (10 M) hose and pressure washing lance.
• A range of tank colors to match your company brand.

SPECIFICATIONS JMRT10 JMRT20 JMRT35

Engine/Power Diesel Yanmar 
4.9 Kw

Diesel Yanmar 
9.5 Kw

Diesel Yanmar 
9.5 Kw

Suppression Distance (no wind) 11 yards 
(10 meters)

22 yards 
(20 meters)

38 yards
(35 meters)

Horizontal Oscillation 90 degrees 90 degrees 90 degrees

Vertical Tilt -10 / +30 degrees -10 / +30 degrees -10 / +30 degrees

Weight (empty/full) 882 - 3307 lbs
(400 Kg / 1500 Kg)

992 - 3307 lbs
(450 Kg / 1500 Kg)

1102 - 3307 lbs
(500 Kg / 1500 Kg)

Water Consumption 1 - 2.25 GPM
(4.5 - 8.5 Lpm)

3 - 5.25 GPM
(12 - 20 Lpm)

8 - 10.5 GPM
(30 - 40 Lpm)

Overall Dimensions (mm) 11.5’ L x 5.25’ W x 7’ H
(3500 L x 1560 W x 2150 H)

11.5’ L x 5.25’ W x 7’ H
(3500 L x 1560 W x 2150 H)

11.5’ L x 5.25’ W x 7’ H
(3500 L x 1560 W x 2150 H)
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Mobile Dust Control.
The JETMISTER Site-Tow Water Tank keeps dust at bay -- on the go!

Just fill and start the engine!




