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INTRODUCING TecSonic

Ultrasonic Tank Level

EX. Proof
Integrating robust, proven hardware along
with software platforms to bring you the next
solution of liquid-level management & control.

Tecalemit is known\for the most rugged and robust inventory
mangement systems,found in the industry. From the popular fuel
management head units, to TECALEMIT’s line of HDM eco dispensers
with built-in inventory mangement systems. TECALEMIT’s portfolio
captures it all. We're combining our expertise and experience with
today’s advanced Mytecalemit cloud to bring forth a new liquid level
maonitor.

With  MYTECALEMIT CLOUD, you can easily manage and monitor your
liquid level inventory across multiple locations via “the cloud”. Gain
data accessibility no matter where you may be, whether in the of ce

: or at home. MYTECALEMIT CLOUD and the new TecSonic, will allow you
Class I, Div 1 Group A, B, . .
Cu& D T4 Class 1 Zone 0 to access data, reports, and real-time levels anytime, anywhere on any

Ultrasenic sensor and a device with internet access.
Class | Div 1 Group-C; D
Class 1 Zone 0 Logger

T Refuelings of the last three months

i recaiems

mytecalemit

CLOUD

ANYTIME. ANYWHERE. ANY DEVICE.



HOW IT WORKS...
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TECSO n I C Liquid Level Monitoring Solutions

v Ultrasonic Tank Level

EX. Proof

WHAT ARE THE FEATURES & BENEFITS?

>

Accessibility

Through a Cellular Connection, it can access MYTECALEMIT
Cloud through any device with internet access

Secure & Reliable

Data encryption keeps your company liquid level records
secure and private.

Enhances Collaboration

Teams across multiple locations can access and share
information effortlessly, giving them the opportunity to do
more, together.

Higher Productivity

Access the MYTECALEMIT CLOUD information anytime and
anywhere, you don’t have to be on-site to access your data.

Disaster Recovery

All records are securely backed-up to the MYTECALEMIT
CLOUD servers, making recovering data easy.

Explosion Proof

Spot and Continuous inventory management
Accurate, reliable tank level monitoring

Remote con gurability
Easy to Install

Ensure continued supply and optimize your delivery schedule




TECSO n IC Installation and Set-up

V Ultrasonic Tank Level

EX. Proof

Physical Installation - Best Practices

) Find a suitable port - locate an available

2" or 1%2" FNTP opening on the top of
your tank

> Fitment- Pay close attention to how
the monitor should be mounted per the
diagrams below.

With battery life of 5+ vyears,
communicating through a cellular
platform, there is almost never a
need to change batteries. These units
do not have the ability to source local

batteries due to the Intrinsically safe

design.

Please contact TECALEMIT for future
battery replacement.

The default sensor con guration is none -waveguide mode and the measurement will be
inaccurate unless the waveguide con guration mode is used.

)Secure the level sensor

onto a standard 1v%”
or 2” FNPT opening on

‘ 3 P your tank.
| e D Secure the
' communications
~ logger by applying the

included velcro to the
bottom of the logger.

) Find your included
alcohol wipe and
clean the surface on
your tank.

) Place and Secure the
i logger to the cleaned

SENéOR

surface on your tank.

LOGGER 2 Make sure your logger

is secured vertically

2 Source a suitable black Pipe (1”) to

act as the waveguide. This pipe should
conform to the speci ed dimension in
order to t the sensor. Cut to length, with
the bottom of the pipe at a minimum of
2" from the bottom of the tank.

) Source of suitable reducer (1%" FNPT x
1” FNPT bell reducer)

, ) Secure the monitor to the reducer’s

1-1%4" FNPT side

> Take your 1" MNPT Pipe and secure it to
the coupling’s 1” FNPT of the reducer.

) A hole should be drilled near the top
of the waveguide pipe just below the
coupling adapter, to ensure that any
trapped air can exit.

2 Insert the entire assembly carefully into
the tank. Hand tighten the assembly until
it locks into position.




TeC§anlL$ Installation and Set-up
EX. Proof

Upon Opening and Set up

WHAT'S IN "'-I_

THE BOX?

x1 MAGNET @@

X1 Manuals/cert's
X1 € ALCOHOL PADS

X1 Hill HD VELCRO
X2 <\ ZIP-TIES

PLACE ALL DOCUMENTS AND
CERTS IN A SECURE LOCATION
FOR FUTURE REFERENCE

>

4

: HOLD THE MAGNET IN
= FRONT OF THE YELLOW
DOT LOCATED ON THE
BLACK BOX FOR 10
SECONDS UNTIL YOU
HEAR THE MONITOR
BEEPING.




TECSO n iC Setting up new accounts

Ultrasonic Tank Level

EX. Proof

Creating an account

1. Begin by visiting our site mytecalemit.com from any device
that has access to the internet. (We recommend initial setup be 3 recacemm
completed on a desktop computer)

REGISTER
2. You will be greeted with the login page (as shown on the —
right).
3. Click the button at the bottom of the screen that reads “Don’t
Have an Account? Sign in Here”
4. You will then be routed to the registration page. Here you will e et e s o

Il in the information for your new account. (as shown below)

Alrnammy Rave an APCOUNTY 50T I e

TECALEMIT

LOGIN

Emall addres:
Your email address

Forgot?

login

Don't have an Account? sign up here

5. Once registered, an activation email will be sent to the email provided.

6. Click the link provided in the email, this will direct you back to the login page and give you a
con rmation message letting you know that your account was successfully activated.

7. Proceed to login using the email and password you created.

T E C A L E M T bbb



TECSO n i C Setting up new accounts
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After account set-up or Existing Accounts

1. Call Tecalemit at 281-446-7300, option 8, to activate your
New Tecsonic Device on your existing account (This will add the
Il level measuring device feature to enable you to see your tank
levels on your account)

2. You will be asked to provide the IMEI number listed on your
device or box and the customer id ( see image to the right)

F@ Model:
Containg FCC~10 XM 2017078506
@ W16 - Exin B T4 63 [-30 < Tn < +55°C)
~_ SIRATSATEX2103X  IECEX CSA 15.0006%
Cfm Class |, Div1, 6rCD  CSA. 16.70011205
Clasa | zone 0 AEx 2 I8 T4 6a

@. Ug Vmer:7.2%. 1§ 15 144K: L La = GuH: G/ Ca :200uF Po= S350
S5 Use only bafiery pan / Utlllesz uniquement Ia baners:

4 — 5355, 4 —5356, 4 - 5430 -

Electrostatic Hazard / Risque de charge électrostatiquel Clean

 only with damp cloth | Neftoyer uniguement aves un chiffon humids.
N Do net change bafiery when sxploaive atmosphers s pressat / Ne pas
Lr r |3 banere quand une aunosphice eiplosive

ext prévents b =
15 5 pear INSTL DG . 95023

] 018 T VTR ey
26713805631 2078

3. To nd your customer id click on your company name at the top right of your screen and then

choose manage company:

4. You will see your customer id listed below:

5. Once this is completed you will now see the Fill Level Measuring device option under the

Inventory Data tab.
6. Click on Fill Level Measuring Devices

7. Click Add Il level measuring device at the top left of the screen

LSOO PP



TECSO n l C Setting up new accounts
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After account set-up or Existing Accounts

8.

9. Name your device in the Caption Field
10. Use the drop down menu to choose “TecSonic Mobile”

11. Then click next

12. Fill in your IMEI number located on your device ( See highlighted number)

13. Select the time you would like your device to connect daily from the drop-down menu

aTECALEMIT ..............................................................................................................................................................................................




TECSO n l C Setting up new accounts
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After account set-up or Existing Accounts

14. Choose standard from the tecsonic dropdown manual

15. Click on the Tank Data tab to the left

16. Click con gure

17. Enter in the information required about your tank




TECSO n l C Setting up new accounts
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Thresholds and Alarms

THRESHOLDS

1. Thresholds enables a user or contact to receive an email when a maximum or minimum volume
is met (you can setup multiple thresholds) to setup thresholds:

2. Click on the thresholds tab at the at the top of the screen
3. Choose either the maximum or minimum option.
4. Choose the threshold color

5. Add in any additional text you would like to receive in the email that will be sent if the
threshold is met

6. Make sure the status is set to enabled
7. Choose recipient’s of the email

8. Then click apply.

aTECALEMIT ..............................................................................................................................................................................................




TECSO N IC Setting up new accounts
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Thresholds and Alarms

ALARMS

1. Alarms prompt the device to connect outside of normal connection operations to update tank
information when a minimum or maximum has been reached in the tank. This feature will not
provide an email unless it has also been setup in the thresholds tab. This setting is to update the
cloud immediately if your tank has been over lled or is low. To setup alarms:

2. Click alarms at the top of the screen and check one or both of the options and set the number
of gallons for either your minimum, maximum or both.

3. Click save

4. Take your TecSonic Device and the magnet provided to you and attach the Il level device to
the tank

5. Hold the magnet in front of the device for 5 seconds.

6. Your current tank level will now update and will update every 24 hours unless an alarm has
been set. If an alarm has been set the device will connect to update tank levels.




TECSO n l C Comprehensive Reports
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Custom Reporting

Choose Your Fields:

We're putting the control in your hands. Create
custom reports that show only what you want
to see.

Choose a custom range date
Filter by fuel stations, fuel tanks, or products
Retrieve levels from your device directly from chart management

Export to a spreadsheet at the click of a button

Create reports by selecting one of following: 1. Fill level pro le
2. Current Fill level
3. Combined Fill level
4. Range Estimation

aTECALEMIT ..............................................................................................................................................................................................
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