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SECTION 100610 

 

EXTERIOR SIGNAGE 

 

PART 1 REQUIRED SUBMITTALS 

 

1.1    QUALIFICATIONS 

 

A. The awarded Fabricator will have provided their qualifications at or prior to the time of 

Bid. The Fabricator is required to submit as part of the submittal process additional 

qualifications for any subcontractors, including but not limited to, installers, electrician, 

specialty sub-contractor and/or project managers not included or accepted with the bid 

award of the project. The Owner reserves the right to accept or reject any sub-contractor 

and/or project manager submitted for review. Qualifications should include: a minimum 

of 5-10 years relevant experience and shall provide information that illustrates the 

following: 

 

1. Firm/Personnel qualifications.   

 

2. Projects of similar size and complexity.   

 

3. Demonstration of high quality craftsmanship. 

 

4. Project management team and experience. 

 

B. Regional Vendors: 

 

1. Urban Sign and Crane 

527 E. Chestnut Avenue 

Voorhees, NJ 08360 

856.691.8388 

www.urbansigncompany.com 

 

2. M.S. Signs, Inc. 

6 Morris Street 

Paterson, NJ 07501 

973.569.1111 

www.mssign.com 

 

3. L&H Sign Company 

425 North 3
rd

 Street 

Reading, PA 19601 

www.lhsigns.com 

 

4. Compass Sign Co LLC 

1505 Ford Road 

Bensalem, PA 19020 

215.639.677 

www.compass-sign.net 

 

5. Allied Environmental Signage 

69 Megill Road 
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Farmingdale, NJ 07727 

732.751.1818 

www.allied-signs.com 

 

6. Or proposed qualified manufacturer, qualifications to be submitted to the owner 

for approval. 

 

 

1.2    SHOP DRAWINGS  

 

A. Submit one (1) electronic set of shop drawings as outlined below: Include plans, 

elevations, sections and large-scale details of sign construction, wording, and lettering 

layout. Show anchorages and accessory items. Provide graphic layouts of each individual 

sign face and message for each sign location. Show fabrication and installation details, 

including all sign components such as: extrusions, brackets, bracing, hardware, internal 

framing, etc. Alphabet of each type style required by the contract documents; upper and 

lowercase, with numerals, punctuation and accents. Shop drawings MUST include all 

field verified conditions and dimensions. Show installation and mounting heights. 

 

1.3    PRODUCT SPECS AND WARRANTY INFORMATION  

 

A. Provide documentation outlining all project warranties, including both product and 

manufacturing. Submit cut sheets for all specified products. 

 

 

1.4   SAMPLES  

 

A. Samples shall be clearly labeled on the back (where possible), designating item number, 

name of manufacturer, sign type and location. Fabricator shall submit a minimum of two 

(2) samples of each color and finish applied on each material type as indicated in the 

drawing package. Samples should represent the final finish of each element and will be 

used as control samples for production approval. Samples should represent extreme 

variations in color and texture that might occur during fabrication. Please submit the 

following samples as specified in the drawing package, list project specific submittal 

requirements. 

 

1.5   COLOR SAMPLES 

 

A. Color sample(s) for each specified color, process and finish. Color submittal(s) shall be 

submitted on each relevant substrate specified. 

 

1.6 MATERIAL SAMPLES 

 

A. Material samples of each specified Material (M1, M2 etc.)in each color and finish 

specified. Submit manufacturer's standard color palette where required for color and 

finish selection.  

 

1.7 CHPL SAMPLES 

 

A. Custom High Pressure Laminate (CHPL) manufacturer must supply project-specific 

electronic PDF proofs for content approval and minimum 8" x 10" x .060" actual material 

lab samples for color and finish approval from production-ready digital art work and 

http://www.allied-signs.com/
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specifications as provided by Designer.154 Philadelphia Parks and Recreation I 

SIGNAGE STANDARD MANUAL 

 

1.8 PAPER TEMPLATES 

 

A.  Templates should be fully assembled or have complete registration marks for assembly. 

Fabricator shall provide for Designer approval, full-size paper templates for review and 

approval in the field of the following sign types: 

 

1. CUS.1 

 

1.9 SIGN SAMPLES 

 

A. Sign Contractor shall construct the following sign samples/mock-ups: 

 

1. PID-4 (only required by Fabricator on initial fabrication contract for this 

program)  

 

1.10 REVIEW PROCESS 

 

A. Each reviewing party, i.e. Designer, Owner, Architect, etc. will each require a minimum 

of 10 business days to review all submittals. The process and sequence of submittal and 

review shall be discussed and agreed to during the project kickoff meeting. Designer 

reserves the right to reject any submittal (shop drawing, sample, etc.) that does not satisfy 

the requirements as outlined in this document including but not limited to: field 

conditions, construction, finish or color requirements. Submit additional drawings/ 

samples as required to obtain final approval. 

 

PART 2 PROJECT REQUIREMENTS 

 

2.1 WORK INCLUDED 

 

A. Site verification, fabrication, and delivery of all sign types and quantities indicated in the 

final approved Copy List and Sign Location Plan. Installation of signs may be completed 

by the Fabricator or the General Contractor. Fabricator to verify the sign quantities from 

the Copy List and Sign Location Plans and if discrepancies exist, notify the Designer of 

any such discrepancies. Work shall include all support structures and fasteners required 

for installation. Work shall include all design engineering needed to produce the project 

to comply with all applicable municipal, state and federal code, and structural soundness. 

Fabricator is responsible for submitting engineered drawings signed and sealed by 

structural engineer. Fabricator to provide all services, subcontractors, labor, materials and 

equipment needed to complete the work described in this design drawings and 

specifications document. It is the Fabricator's responsibility to have all drawings signed 

and sealed by a Structural Engineer. Fabricator shall visit site before construction begins 

and inspect each proposed sign location. Any issues or concerns shall be communicated 

to the Designer in writing within twenty-four (24) hours. Upon award of the bid, the 

selected Fabricator shall arrange a meeting with the Designer to review the scope of 

work. Fabricator will be responsible for generating evacuation maps at all programmed 

locations based on template provided by Designer. Fabricator will be responsible for 

providing the Designer and Owner a project schedule that outlines durations for all work 

including delivery dates for submittals and Designer and Owner review time. Sign 

Contractor shall update and reissue the schedule throughout the project and communicate 

all changes/impacts on the schedule to Designer and Owner. Prior to installation, the 
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Fabricator shall conduct a pre-install walk through with the Designer and Owner to 

address any potential issues/questions. At the substantial completion of the project the 

Fabricator shall perform a walk-through with the Designer and Owner to inspect the 

installation and create a punch list of all unsatisfactory items. Fabricator is required to 

complete all punch list items within 3-4 weeks of receipt of punch list.  

 

2.2 WORK QUALITY 

 

A. All work to be done in a professional manner and to the highest trade standards. 

Fabricator is responsible for insuring the quality standards above for all related 

professional and trade subcontracted work including: general carpentry, masonry, 

electrical, landscaping, or utilities required for the installation of all sign types as 

described, unless otherwise agreed to by Owner. All subcontracted work must meet the 

general accepted professional standards.  

 

2.3 REFERENCE STANDARD 

 

A. The following materials reference standards will apply to the work materials (use most 

current version of reference standards):  

1. ASTM A36 Structural Steel 

2. ASTM A123 Zinc (Hot Galvanized) coatings on products fabricated from 

rodded, pressed, and forged steel shape, plates and bars. 

3. ASTM B221 Aluminum-alloy extruded bars, rods, wire, shapes and tubes. 

4.  ASTM D822 Light and Water exposure apparatus (Carbon-arc type) for testing 

paint, varnish, lacquer, and related products. 

5.  ASTM E84 Surface-burning characteristics of building materials, lacquer and 

related products. 

6. AWI Comply with applicable requirements of "Architectural Woodwork Quality 

Standards" published by the Architectural Woodwork Institute. 

7.  CDA Copper Development Association, Inc. 

8.  FS L-P-391 Plastic sheet, rods and tubing, rigid, cast materials 

9. FS L-P-387 Plastic sheet, laminated, thermosetting  

10. PS-1 Construction and industrial plywood  

11. PEI Porcelain Enamel Institute 

12. TM 8135 QQ-B-613 (Fed Spec) Brass, Muntz 280  

13. UL-943 Fluorescent lamp ballasts quality 

 

2.4 WARRANTIES 

 

A. Warrant all products (including, but not limited to: materials, hardware and finishes) 

against any and all defects based on manufacturers' supplied warranties from date of 

installation. All manufacturer warranties should be submitted to the Designer and 

Owner for review.  

 

1. Vinyl die-cut letters: warranted against delimitation from substrate.  

2. Paint finishes: warranted against fading or chalking, corrosion developing 

beneath paint surfaces of the support systems (except for obvious vandalism or 

other external damage to the paint surfaces). 

3. Corrosion of the fastenings.  
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4. The signs not remaining true and plumb on their supports during normal wear.  

5. Fading of the colors when matched against a sample of the original color and 

material.  

6. Discoloration of metal finishes.  

7. Adhesives, e.g. tape and epoxy  

8. Paneling not remaining true and plumb on their supports during normal wear.  

 

B. The Fabricator shall correct any and all material and/ or workmanship defects which 

may appear during the warranty period by restoring defective work to the standard of 

the contract documents at no cost to the Owner and to the Owner's satisfaction. 

Corrections include, but are not limited to: disfiguring of any surface due to chalking, 

rusting, bubbling, or other disintegration of the sign face or of the messages or of the 

edge finish of the sign inserts or panel.  

 

C. Manufacturer warrants that under normal wear and use the installation and sign posts 

will not crack or fail for a period of one (10) years from the date of substantial 

completion.   

 

D. Installer shall provide labor and material warranty for a period of (1) full year from the 

date of substantial completion.    

 

 

2.5 CHPL SAMPLES 

 

A. Manufacturer warrants that under normal wear and use the workmanship and materials 

used in the CHPL product purchased from the Manufacturer will meet t he standards 

set forth on the applicable specification materials and that the product will not 

delaminate, peel, blister, crack or fade for a period ten (10) full years from the date of 

purchase. 

 

B. In the event that the product does not perform as warranted:  

 

1. Manufacturer shall be allowed to conduct an on-site inspection and investigation, 

or be provided digital images of defects  

2. Manufacturer shall work directly with the end-user to resolve any warranty 

matter, 

3. The sole remedy will be the repair or replacement of the defective product at the 

sole discretion of t he Manufacturer, and/ or  

4. The repair or replacement by Manufacturer shall be limited to the re-manufacture 

and shipment of the replacement or repaired product to the site of the end-user's 

product. 

  

C. This warranty only applies to the manufacture and material used in the manufacture of t 

he product. Manufacturer shall not be liable for any other costs, including but not 

limited to installation, labor or other costs or expenses. Any repair or replacement shall 

be warranted for a period up to the remaining life of the original warranty. Further the 

repair or replacement costs incurred by Manufacturer shall not exceed the purchase 

price paid for the product. 

 

2.6 QUALITY ASSURANCE  
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A. Work done and materials furnished shall meet the highest industry standards in every 

respect and, unless otherwise specified, materials and equipment shall be new and of t 

he latest design. 

B. The Design Intent Package should provide everything necessary for a complete 

contract.  

C. In the event of conflict or omission, the Fabricator shall consult the Designer for 

resolution. All clarifications are to be made in writing in the form of an RFI from the 

Fabricator to the Designer. 

D. Use only personnel thoroughly skilled and experienced with the products and method 

for fabrication and installation of signage specified. 

E. The Owner shall reserve the right to reject any shop drawings, samples or other 

submittals, as well as any finished product or installation, that cannot meet the standard 

of quality established. Any such decision will be considered final and not subject to 

recourse. 

F. Materials and hardware not specified, but necessary to the complete functioning of the 

sign, shall conform to the quality level established. 

G. Substitutions of items specifically indicated in this specifications package that serve the 

same function with equal performance will be considered upon submission of 

substitution.   

 

2.7 PROTECTION AND STORAGE 

 

A. Fabricator is responsible for storage of signs and assemblies and protection from 

damage at the shop, in transit and until erected in place, complete, inspected and 

accepted by Owner. 

B. Fabricator is responsible for the replacement pilferage both prior to and until inspection 

and acceptance of installation by the Owner.   

 

2.8 INSPECTION 

 

A. All production materials, color samples and paints, fabricated or partially fabricated 

items shall be available for inspection, on-site or in the shop, by the Owner or Designer 

during the manufacturing process and until final delivery, installation and acceptance, 

to determine compliance with the requirements of these specifications. Shop inspection 

approvals do not guarantee final acceptance of installed work.   

 

2.9 INSTALLATION 

 

A. Install sign units and components with concealed fasteners unless otherwise shown. 

Refer to drawings for general method of installation. Verify each surface in field to 

determine appropriate mounting hardware. Fabricator is responsible for determining 

where below ground or in-wall structural tie-ins may be required. All elements should 

be installed true and plumb in accordance with the design intent of this document. Sign 

location drawings show approximate locations of signs. Fabricator, Designer and 

Owner shall conduct a pre-install mark out walk through to confirm all locations and 

identify areas of conflict. Fabricator is responsible for determining the location of 

underground structures and utilities on ground-mounted signs. Any conflicts should be 

brought to the attention of the Owner and Designer.  

 

2.10 REGULATORY REQUIREMENTS 
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A. All installation work shall comply with applicable municipal, state and federal codes, 

sign ordinances and ADA guidelines for handicapped and fire/life safety signing. 

  

B. All OSHA safety requirements will be implemented during fabrication and installation 

as needed or required to comply with safety regulations. 

  

C. All field/site work shall be conducted in compliance with the Owner/Construction 

Manager's requirements/ regulations for the site, particularly areas open and accessible 

to the public. Work area protection shall be required as needed and all site-specific 

rules should be reviewed and outlined during the project kick-off meeting. 

 

2.11 CLEAN UP 

 

A. Daily and upon completion of installation remove all waste, dirt, wrappings and excess 

materials, tools and equipment, and thoroughly clean all surfaces to the satisfaction of 

the Owner.   

 

2.12 REORDERING 

 

A. Reordering all items specified in this package shall be available to t he Owner in 

additional quantities for a period of 10 years after completion of all work called for in 

this specification.  

 

 

PART 3 QUALITY OF MATERIALS 

 

3.1 ALUMINIUM 

 

A. Aluminum shall be of best commercial quality and the various forms shall be straight 

and true. There shall be no scratches, scars or buckles. Size thickness and finish of 

aluminum shall be per NAAMM "Metal Finishes Manual". Comply with the following 

industry standards. 

  

B. Aluminum sheets shall conform to ASTM B209 6061-T6  

 

C. Aluminum extrusions shall conform to ASTM B241 6063 T6. Wall thickness shall be a 

minimum of 1/8" thick unless otherwise shown.  

 

D. Brushed Finishes-Brush with abrasive of increasing grit# in a linear directional pattern.  

 

E. Final surface shall have visible grain pattern to match sample approved by Designer. 

Spray with clear protective finish.  

 

F.    Polished Finish-Brush with abrasive of increasing grit #. Buff to a mirror finish with no 

visible grain. Match sample approved by Designer. Spray with clear protective finish.  

 

G. Non-Directional Finish-Brush with abrasive mounted in a random orbital sander. 

Match sample approved by Designer. Spray with clear protective finish. 

 

 

3.2 STAINLESS STEEL 
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A. Structural Stainless steel shapes to be rolled or laser fused, as manufactured by 

Stainless Structurals, LLC. (936-538- 7600, www.stainless-structurals.com) 

  

B. Chromium stainless steel sheet. Use type 304 or type 316 stainless steel with 16% 

chromium and 10% nickel. 

  

C. For steel exposed to view on completion, provide materials having flat, smooth 

surfaces without blemishes. Do not use materials whose surfaces exhibit pitting, seam 

marks, roller marks, rolled trade names, or roughness. Stainless Steel Plate, Sheet and 

Strip: Provide stainless steel plate, sheet, or strip, AISI Type 302, complying with 

requirements of ASTM A 167.  

 

D. Stainless Steel Finishes: Finish designations prefixed by "AISI" conform to the system 

established by the American Iron and Steel Institute for designating finishes.  

 

E. Finish: Bead blasted & Pickled. 

  

 

3.3 CUSTOM HIGH PRESSURE LAMINATE 

 

A. Provide Custom High pressure laminate as manufacturer by iZone or an approved 

equal. 

 

B. Custom High Pressure Laminate material composed of required layers of phenolic resin 

impregnated brown kraft filler paper to produce specified thicknesses, surfaced by a 

layers of melamine overlay, graphics imaged on saturation grade paper with UV 

resistant pigment based process color inks, and with an optically clear UV overlay that 

will resist no less that 99% of all sunlight and UV rays, as well as provide a graffiti 

resistant surface that allows for removal with standard cleaners. 

  

C. Layers of material are to be assembled, and heat/ pressure consolidated at 

approximately 1200 PSI at temperatures exceeding 275° Fahrenheit at manufacturer's 

prescribed time frames. 

  

D. All manufacturing processes of printing, pressing, machining, finishing and crating to 

be accomplished within a single standalone manufacturing facility to ensure consistent 

quality control and providing standard product delivery times of three weeks.  

 

 

3.4 WOOD 

 

A. #1 grade black locust lumber. Sustainably harvested. Eased edges. Apply a UV clear 

coat to enhance the wood grain and provide additional protection. 

 

3.5 REFLECTIVE GRAPHICS 

 

A. Provide 3M Scotchlite enclosed lens reflective sheeting or approved equal.  

 

 

3.6 CONCRETE 

 

A. All concrete footers are to be poured in place. 

  

http://www.stainless-structurals.com/
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B. All concrete footers are to be poured from thoroughly mixed and agitated concrete in 

order prevent unreasonable voids in the finished casting.  

 

C. Concrete to meet specified "PSI Test" for strength: 3,500 psi minimum. Concrete to 

meet specified "Slump test" before pouring footing. All footings to extend past the frost 

line.  

 

D. Any footers or posts for signs will be placed in wet concrete and allowed to fully cure 

in place before any signage is attached or mounted to it in any way. All exposed faces 

of concrete shall receive a finish to match existing, adjacent surfaces. 

 

 

3.7 VHB FOAM TAPES 

 

A. Provide 3M Scotch VHB 4930 

  

B. Adhesive shall be Acrylic VHB  

 

C. Carrier shall be closed cell foam  

 

 

3.8 ACCESSORIES ANCHORS AND FASTENINGS 

 

A. Provide anchors and fasteners required to secure work in place. Do not expose 

fastenings on surface of sign panels unless specifically noted otherwise. Do not deform, 

distort or discolor sign face surfaces by attachment of concealed fastenings. 

  

B. All fastenings shall be non-corrosive and resistant to oxidation or other corrosive 

action, of the same composition completely through their cross sections, particularly 

when used below grade. Use highest quality stainless steel hardware and fasteners. 

  

C. Anchors, inserts or fasteners shall be compatible with sign materials, shall not result in 

galvanic action or chemical interaction of adhesives and shall have demonstrable and 

sufficient strength for intended use.  

 

D. Steel anchors and fastenings for exterior use shall be galvanized in accordance with 

ASTM A153.  

 

E. Fabricate and install signs with fastenings to withstand all actions imposed by use; 30 

psf wind perpendicular to surfaces, water, ice, snow loads and similar forces.  

 

F. Anchor bolts in concrete shall be cast in place. Fabricator shall furnish instructions for 

the setting of anchors and bearing plates. Fabricator shall ascertain that the items are 

properly set during the process of the work.  

 

G. Secure work with fastenings of same color and finish as the components they secure 

where they are exposed to view, unless noted otherwise. All exposed fasteners must be 

vandal resistant and have vandal-proof "spanner" type slots to be removed only with a 

special driver head.  

 

 

3.9 DISPLAY CASES 
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A. Provide Display Cases as manufacturer by Allen Display (allendisplay.com) or an 

approved equal. 

 

1. 24wx36h, 1 Door Enclosed Bulletin Board, Outdoor Usage, Frame Finish: Sat in 

Aluminum, hinged, shatter-resistant acrylic door with lock, weatherized rear 

panel, thick rubber door seal, interior back with tackable vinyl, self healing to 

withstand repeated tacking, exterior case depth is 2"  

 

2. 36wx48h, 1 Door Enclosed Bulletin Board, Outdoor Usage, Frame Finish: Satin 

Aluminum, hinged, shatter-resistant acrylic door with lock, weatherized rear 

panel, thick rubber door seal, interior back with tackable vinyl, self healing to 

withstand repeated tacking, exterior case depth is 2"  

 

3. 48wx36h, 2 Door Enclosed Bulletin Board, Outdoor Usage, Frame Finish: Satin 

Aluminum, hinged, shatter-resistant acrylic door with lock, weatherized rear 

panel, thick rubber door seal, interior back with tackable vinyl, self healing to 

withstand repeated tacking, exterior case depth is 2"  

 

B. Self-healing Tack Surface Provide Tack Surface as manufacturer by Rubber Flooring 

Inc. (rubberflooringinc.com) or an approved equal.  

 

1. Tough Rubber Roll - 3' or 4' widths and custom lengths - 5mm thick recycled 

rubber buffings are the cleanest, strongest, and most consistent raw material as 

compared to some of the cheap recycled crumb rubber alternatives available. 

Product is made in the U.S.A. 

 

 

 

 

 

 
 


































































































































































































