
   
 

 

FILTER CARTRIDGE, MILITARY GAS MASK                                   P/N:    MFC-2500                 

      

 

DESCRIPTION:  This is a high performing single canister, NATO compliant, NIOSH approved, 

CBRN combination military-grade filter cartridge that is 4155STANAG compliant and has been 

tested to U.S. MIL-STD-282 and outperforms the Mil requirements for particulate penetration 

of CBRN respirators. This filter is designed to protect against chemical and biological warfare 

agents like sarin and other nerve gases; mustard gas, cyanogen, arsine and phosgene; 

radioactive and highly toxic particles; aerosols and micro-organisms; bacteria and viruses.  

Many industrial gases (type A2B2E2K2P3R) in accordance with EN 141 such as: organic gases 

and vapors, inorganic gases and vapors such as chlorine, hydrogen cyanide, hydrogen sulphide, 

organic and inorganic acids, such as formic acid, sulphur dioxide, hydrogen fluoride and 

hydrogen chloride.  Warfare and terrorism agents such as anthrax, sarin, smallpox, mustard gas, 

toxic smoke and fog as well as riot control agents like CN and CS tear gases.   In summary, it 

provides protection against most known biological and chemical agents.  

 



   
 
 
 
 

 

BASIC CHARACTERISTICS:   

 Standard:  EN 141 & (US) MIL-STD-282 

 Thread Connection:  EN 148 

 Particle efficiency:  > 99.95% of particles of 0.3 um at 30 lpm 

 Weight:  250g 

 Dimensions:  110*92mm 

 Color:  Black 

 Housing:  Coated aluminum 

 Absorbent:  Activated carbon, ABEK-type 

 Sealing caps:  Polyethylene 

 Adhesive:  Hot melt 

STORAGE CONDITIONS: 

 Temperature:  -10 degrees C to +60 degrees C 

 Relative humidity:  < 80% 

 Shelf life:  5 years after date of manufacturing 

USE:  Organic gases and vapors, inorganic gases and vapors, toxic smoke and fog, acid gases and 

vapors, ammonia and ammonia derivatives, solid and liquid particles. 

LIMITATIONS FOR USE:  Do not use where the oxygen level in the atmosphere is less than 18%.  

Also, do not use with organic gases and vapors with a boiling point below 65 degrees C. 

 KEY FEATURES: 

 Third party tested against chemical warfare gases 

 Excellent protection against Sarin (and its surrogate DMMP) 

 Particulate filter is over 99.95% efficient against all particulates and is appropriate for 
protection against all biological aerosols.  

 Manufactured with sealed caps providing solid 5-year shelf life. 

 Used with full face mask with EN 148 connections.  

 NIOSH approved.                                                                                                                                                                                  
 
 


