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WARNING: 
¨ While the umbrella is easy to handle, keep in mind the weight and size of the umbrella to avoid injury. 
¨ When opening and closing the umbrella, make sure to clear the immediate area to avoid injury to others, 

damage to the umbrella or damage of property. 
¨ Make sure to have a minimum of two people making the repair. 
¨ Do not attempt repairs under windy conditions. 

 
Tools Needed: 

• Allen Wrench 5mm (tool may vary based on rib bolt version) 
• 10mm Socket Wrench (tool may vary based on rib bolt version) 
• Power Drill or Phillips Screwdriver 
• Ladder 

 
Removal Instructions: 

1. Make sure your umbrella is up and open on the base or stand. Carefully use a ladder to access the top. 
2. Take the power drill or phillips screwdriver and carefully remove the L-bracket from each rib tip/end per 

every rib being removed. Each L-bracket has two screws. Keep track of all hardware removed. 
3. If removing all ribs: Remove the finial by unscrewing by hand from the top of the frame. Then lift the 

canopy up and off the frame. Place both the canopy and finial in a safe, clean area. 
4. Per every rib being removed, remove the rib bolts from the U-brackets of the sliding hub using the allen 

wrench and socket wrench. Have someone assisting to carefully catch the ribs and the sliding hub as they 
come loose. It is important for loosened parts to not collide with anyone or anything. 

5. Remove the rib bolts from the U-brackets of the top stationary hub with the allen wrench and socket 
wrench, per every rib being removed. Have someone assisting to carefully catch the ribs and the sliding 
hub as they come loose. It is important for loosened parts to not collide with anyone or anything. 

6. If re-using current hardware: Be sure to remove the plastic washers from the old rib(s) and keep all 
hardware in a safe place. 

 
Re-Install / New Install Instructions: 

1. Ensure the umbrella is on the base or stand. Carefully use a ladder to access the top. 
2. Place the plastic washers in both sides of both holes per rib being installed. Be careful not to use too much 

force to cause splitting in the wood. 
3. Per every rib being installed, line up the holes of the longest piece of the rib with the holes in the U-

bracket on the top hub and have someone hold the rib in place. Make sure that the rib’s flat size along the 
length is upward. 

4. Optional to provide a more long lasting secure bond: Apply one drop of Loctite™ Locking Compound (not 
included) to the end of the rib bolt threading. 

5. Screw in the rib bolt to the U-brackets of the top stationary hub using the allen wrench and socket 
wrench, per every rib being installed. 

6. If all ribs were removed: Carefully bring up the sliding hub. Secure it with a metal pin attached by 
inserting the pin below the hub into the center hole on the pole. 

7. Per each rib being installed, line up the holes of the U-bracket on the sliding hub with the hole on the rib’s 
short side. Then screw in the rib bolts using the allen wrench and socket wrench. 
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8. If the canopy was not removed, skip to step 12. 
9. On the ladder, unfold the canopy carefully to prevent it from touching the ground or anything else and 

becoming soiled or damaged. Have someone assisting from the ground to ensure no injury to the 
anyone nor any type of damage to the canopy. 

10. Drape the canopy over the frame, lining up the grommet hole in the center of the canopy with the screw 
hole in the top of the frame. 

11. Loosely screw the finial into the top of the umbrella through the grommet hole. Do not screw the finial in 
fully or too tightly. There are circular pads of extra fabric beneath the grommet hole that tend to fold, so 
make sure they are flat to prevent the top of the canopy from fraying or tearing. 

12. Prepare to install the L-brackets starting with the corner / longest ribs if a square or rectangle shape 
umbrella. It does not matter which rib you start with for the octagon shaped umbrellas. 

13. Line up the canopy to the rib end. The long part of the L-bracket will go on the top side flat part of the rib 
(over the canopy) and the short end of the bracket will go over the end of the rib. Pull the canopy tight 
and straight, holding it and the L-bracket in place. 

14. If you have clamps, clamp down the L-bracket and canopy in place on each rib, keeping the top L-bracket 
hole accessible. This makes it easier and faster. 

15. Insert the screw into the top L-bracket hole over the canopy using the power drill or phillips screwdriver 
and carefully screw it in for each rib being installed. Make sure to go straight into the center of the rib to 
prevent wood from splitting. Staying careful, then screw in to the end of the rib. 

16. If the finial is loose, hand-tighten the finial fully in now, until it touches the canopy. Avoid over tightening 
the finial, as this may lead to fraying or tearing in the canopy. 

 

 
Top Hub Example     Clamp and Install Canopy Back On 


